OoBuUwrmtHE—— - - - - - -0obogoopcBO000O0O240 00000

25C D BE 823505 0004852 Bf-SIEG N

NPN Silicon Power Transistors BUW 70
: BUW 71
SIEMENS AKTIENGESELLSCHAF D 73343 — w72

BUW 71, BUW 72, and BUW 73 are triple diffused silicon NPN power switching transistors
in TO 3 case (3 A 2 DIN 41872). They are outstanding for short switching times and high
dielectric strength and are particularly suitable for use in clocked voltage converters. The
collector is electrically connected to the case.

Type | Ordering code E o4 8
BUW 70 Q62702-U295 116
BUW 71 Q62702-U296 $
BUW 72 Q62702-U297 @1 g x
Mica washer Q62901-B11-A s &
Insulating nipple | Q62901-B50 ? l
1
|
NSt N e 262max [*—
max max

Approx. weight 18 g
Mica washer

Additional thermal resistance
dry: Rth = 1.25 K/W

um.n_ok greased: Rth = 0.35 K/W
Dimensions in mm
Maximum ratings BUW70 | BUWT71 BUW 72
Collector-base voltage Veso 160 450 450 v
Collector-emitter voltage Veeo 100 400 400 Vv
Emitter base voltage Veso 7 7 7 \'
Collector current Ic 10 5 10 A
Base current Iy 3 15 3 A
Junction temperature T; 160 150 150 °C
Storage temperature range Tstg —65 to +150 °C
Total power dissipation
(Tcase 525 nC) Ptot 80 l 100 I 100 w
Thermal resistance
Junction to case Rigc | $1.6 | $1.26 | $1.26 | KW
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http://www.dzsc.com/icstock/838/BUW70.html
http://www.jdbpcb.com/J/
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SIEMENS AKTIENGESELLSCHAF D‘T’_~33 ‘3 BUW 70
BUW 71
BUW 72

Static characteristics {T¢,5, = 25 °C) BUW?70 | BUW71 | BUW72

Collector-emitter breakdown voltage

(Iceo = 10 mA) Visriceo | 100 400 400 v

Collector cutoff current

(VCBO =450V) Icao - 0.1 0.1 mA

{(Vego = 150 V) Iego 0.1 - - mA

Emitter cutoff current

(VBEQ =7V) IEBO 0.1 0.1 0.1 mA

Collector-emitter saturation voltage

([c =4A, IB =0.8A) chsat 08 - 0.8 \'

(Ic=2A,Ig=04A) VeEsat - 0.8 - \")

Base-emitter saturation voltage

(Ic=4A,Ig=08A) VBEsat 1.5 - 1.6 \'

(Ic=2A,I3g=04A) VBEsat - 1.5 - \

DC current gain

(c=4A;Vce=5V) hre >40 - >156

(Ic=2A,Vee=5V) hre - >15 - -

Dynamic characteristics (T = 25 °C)

Switching times:

(Ic=5A,I51=-Ig2=0.5A,R . =10Q) ¢ 1 i 1.2 pBs
ton 1 - 2 us
ts 3 - 4 PS

(Ic=3A,IB|=—IBZ=0.3A,RL=ZOQ) i - 1.3 - Hs
ton - 1.5 - us
ts - 4 - us
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