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Maximum Ratings Features
Operating Temperature -55°C to 100°C e low I(I:OS
= . « small size
Storage Temperature -55°C to 100°C « 7 sections CASE STYLE: FE704
RF Power Input 8.5*W max. at 25°C « temperature stable PRICE: $19.95 ea. QTY (10-24)
DC Current Input to Output 0.5A max. at 25°C * patent pending
*Passband rating, derate linearly to 3.5W at 100°C ambient.
Applications
» harmonicrejection
« transmitters/receivers
* lab use
Low Pass Filter Electrical Specifications (Taus=25°C)
MODEL PASSBAND fco, MHz STOPBAND (MHz) VSWR (:1) NO.OF
NO. (MHz) Nom. (loss,dB) SECTIONS
(loss<1dB) (loss 3dB) f20 40 fr20 Stopband ~ Passband
Max. Typ. Min. Typ. Typ. Typ. Typ.
LFCN-105 DC-105 180 250 265-1650 4750 20 12 7
Outline Drawing
typical frequency response schematic
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*+ ACROSS FLATS Typical Performance Dataat 25°C
Frequency InsertionLoss VSWR
(MHz) dB) (:1)
1.00 017 104
51.00 042 1.06
100.00 0.70 112
150.00 118 111
180.00 194 144
! 200.00 347 193
Outline Dimensions (7<) 25000 1852 406
260.00 2446 416
413 142 31;: gramé 30000 4449 8
p d : 1050.00 6221 96551
1041 3632 7% 100 175000 125 =y
2550.00 2822 26.74
3550.00 2532 29.46
4050.00 2287 3546
4750.00 22,07 1811
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