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ORIENT DISPLAY @ 1999
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2 LINES

OPTIONS

* LCD PANEL
TN or STN
* View Angle
12H or 6H
* Character
Eng/Jan

Eng/Rus
Eng/Eur

84.00
250 79.00 | ocp
- | . &3 NO BACKLIGHT LED BACKLIGH]
6450
et —- 9.20 ~—13.00
8 - o | g
i ~ oF 5.00 8.80
' M -
= « 1 s
C! ™
5
L Am l
i o
+ ™ I ) 1 l
~ CI, _ _
a Q.
S o 4 11615 o v
. h ﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂﬁ\—: | Al Al
S ~ 1420 L—PITCH2.54X15=38.10 -0 &
400 76.00 LN [ P
—3.55—
—2.96—
056
Do e
COM 16 I
[E)B7 __ |conTrouLer—= 18— LCD PANEL rt
R/W SEG 40 T lgz
RS —| KS0066 38
Vss — o
Vdd ——= | [DRIVER |SEG 40
VO — KS0065
A . OIIm o
K | LED BACKLIGHT |

All dimensions in mm. Tolerance +0.3mm unless otherwise specified.

MECHANICAL SPECIFICATIONS ABSOLUTE MAXIMUM RATINGS
ITEM SPECIFICATION UNIT ITEM SYMBOL| MIN. MAX. |UNIT
Overall Size 84.0Wx44.0Hx9.2T(BL13.0T} mm Power Supply (Logic) | Vdd -0.3 7.0 v
Viewing Area 64.5Wx15.5H mm Power Supply (LCD) Vo Vdd—15.0|Vdd+0.3 | Vv
Character Number 16Wx2H Input Voltage Vi —-0.3 vdd \j
Character Size 2.96Wx5.56H mm Operating Temperature| Topr 0 50 c
Character Pitch 3.55Wx5.94H mm Storage Temperature Tstg -20 70 °C
bl 0.56x0.66 mm ELECTRICAL CHARACTERISTICS(Ta=25C, Vdd=5V+0.25V)
ITEM SYMBOL| MIN. | MIN.| MAX. |UNIT|
PIN ASSIGNMENT Power Supply(Logic)| Vdd [4.5 | 5.0 5.5 %
PIN SYMBOL | FUNCTION Supply Current Idd — 1.0 29 mA
1 Vss Power Supply(GND) LCD Driving Voltage |vdd—Vo| 4.5 |4.8 | 5.1 Vv
2 vdd | Power Supply(+5V) Input Voltage "H” | Vih |22 | — | vdd |v
S Vo Contrast Adjust Input Voltage ‘L” Vil — — 0.6 v
4 RS Instruction/Data Register Select Output Voltage "H” | Voh 2.4 _ _ v
5 R/W | Data Read/Write Output Voltage ‘L” | Vol |— | — | 04 |y
6 E Enable Signal
Ti\];—14 DBO—DB7 | Data Bus Line LED BACKLIGHT SPECIFICATIONS
) A Power Supply for LED BL(+) ITEM TYP. ITEM TP,
K Power Supply for LED B/L(-) Forward Voltage |4.2V Power Dissipation |750mW
1 Farward Current | 180mMAIl Ermiceinn Wavelenath 270 m
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