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VIA VT8601
APOLLO PROMEDIA

66 / 100/ 133 MHz
Single-Chip Slot-1 / Socket-370 PCI North Bridge,
With Integrated AGP 2D / 3D Graphics Accelerator
and Advanced Memory Controller
supporting PC100 / PC133 and VCM SDRAM
For Desktop PC Systems

e General

510 BGA Package (35mm x 35mm)

2.5 Volt core with 3.3V CMOS I/O0

Supports GTL+ I/O buffer Host interface

Supports separately powered 5.0V tolerant interface to PCI bus and Video interface

2.5V, 0.25um, high speed / low power CMOS process

PC98 / 99 compatible using VIA VT82C686A (352-pin BGA) south bridge chip for Desktop and Mobile
applications

66 /100 / 133 MHz CPU Front Side Bus (FSB) Operation

e High Integration

Single chip implementation for 64-bit Slot-1 and Socket-370 CPUs, 64-bit system memory, 32-bit PCI with
integrated 2D / 3D GUI accelerator

Apollo ProMedia Chipset: VT8601 system controller andT82C686A PCI to ISA bridge

Chipset includes dual UltraDMA-33/66 EIDE, AC-97 link, 4 USB ports, integrated Super-1/0, hardware monitoring,
keyboard / mouse interfaces, and RTC / CMOS

» High Performance CPU Interface

Supports Slot-1Intel Pentium™ / Pentium IIT™ and Socket-370 CelerBhprocessors

66 /100 / 133 MHz CPU Front Side Bus (FSB)

Built-in PLL (Phase Lock Loop) circuitry for optimal skew control within and between clocking regions
Five outstanding transactions (four In-Order Queue (I0Q) plus one input latch)

Supports WC (Write Combining) cycles

Dynamic deferred transaction support

Sleep mode support

System management interrupt, memory remap and STPCLK mechanism

CPU DRAM GUI Core| Internal AGP PCI Comments

133 MHz | 133 MHz| 100 MHz 66 MHz 33 MHz

Synchronous (DRAM uses CPU clock)

133 MHz | 100 MHz| 100 MHz 66 MHz 33 MHz

Pseudo-synchronous (DRAM uses GUI clock

100 MHz | 133 MHz| 100 MHz 66 MHz 33 MHz

Pseudo-synchronous (DRAM uses GUI clock

100 MHz | 100 MHz| 100 MHz 66 MHz 33 MHz

Synchronous (DRAM uses CPU clock)

100 MHz | 66 MHz | 66 MHz 66 MHz 33 MHz Pseudo-synchronous (DRAM uses GUI clock

66 MHz | 100 MHz| 100 MHz 66 MHz 33 MHz Pseudo-synchronous (DRAM uses GUI clock

66 MHz | 66 MHz | 66 MHz 66 MHz 33 MHZz Synchronous (DRAM uses CPU clock)




N VT8601 Apollo ProMedia

¢ Internal Accelerated Graphics Port (AGP) Controller

— AGP v1.0 compliant

— Pipelined split-transaction long-burst transfers up to 533 MB/sec

— Eight level read request queue

— Four level posted-write request queue

— Thirty-two level (quadwords) read data FIFO (128 bytes)

— Sixteen level (quadwords) write data FIFO (64 bytes)

— Intelligent request reordering for maximum AGP bus utilization

— Supports Flush/Fence commands

— Graphics Address Relocation Table (GART)

— One level TLB structure

— Sixteen entry fully associative page table

— LRU replacement scheme

— Independent GART lookup control for host / AGP / PCI master accesses
— Windows 95 OSR-2 VXD and integrated Windows 98 / NT5 miniport driver support

e Concurrent PCI Bus Controller

— PCI bus is synchronous / pseudo-synchronous to host CPU bus

— 33 MHz operation on the primary PCI bus

— Supports up to five PCI masters

— Peer concurrency

— Concurrent multiple PCI master transactions; i.e., allow PCI masters from both PCI buses active at the same time
— Zero wait state PCI master and slave burst transfer rate

— PCI to system memory data streaming up to 132Mbyte/sec

— PCI master snoop ahead and snoop filtering

— Six levels (double-words) of CPU to PCI posted write buffers

— Byte merging in the write buffers to reduce the number of PCI cycles and to create further PCI bursting possibilities
— Enhanced PCI command optimization (MRL, MRM, MWI, etc.)

— Forty-eight levels (double-words) of post write buffers from PCI masters to DRAM

— Sixteen levels (double-words) of prefetch buffers from DRAM for access by PCI masters

— Supports L1/L2 write-back forward to PCI master read to minimize PCI read latency

— Supports L1/L2 write-back merged with PCI master post-write to minimize DRAM utilization
— Delay transaction from PCI master reading DRAM

— Read caching for PCI master reading DRAM

— Transaction timer for fair arbitration between PCI masters (granularity of two PCI clocks)

— Symmetric arbitration between Host/PCI bus for optimized system performance

— Complete steerable PCI interrupts

— PCI-2.2 compliant, 32 bit 3.3V PCI interface with 5V tolerant inputs
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* Advanced High-Performance DRAM Controller

DRAM interface synchronous or pseudosynchronous with CPU FSB speed of 66 /100 /133 MHz
DRAM interface may be faster than CPU by 33 MHz to allow use of PC100 with 66 MHz Celeron CPU or use of
PC133 with 100 MHz Pentium Il or Pentium Il CPU

DRAM interface may be slower than CPU by 33 MHz to allow use of older memory modules with a newer CPU
Concurrent CPU, AGP, and PCI access

Supports FP, EDO, SDRAM and VCM-SDRAM memory types

Different DRAM types may be used in mixed combinations

Different DRAM timing for each bank

Dynamic Clock Enable (CKE) control for SDRAM power reduction in high speed systems

Mixed 1M/ 2M / 4M / 8M / 16M / 32MxN DRAMs

6 banks DRAMSs supported up to 1GB (256Mb DRAM technology)

Flexible row and column addresses

64-bit data width only

3.3V DRAM interface with 5V-tolerant inputs

Programmable 1/O drive capability for MA, command, and MD signals

Two-bank interleaving for 16Mbit SDRAM support

Two-bank and four bank interleaving for 64Mbit SDRAM support

Supports maximum 8-bank interleave (i.e., 8 pages open simultaneously); banks are allocated based on LRU
Independent SDRAM control for each bank

Seamless DRAM command scheduling for maximum DRAM bus utilization

(e.g., precharge other banks while accessing the current bank)

Four cache lines (16 quadwords) of CPU to DRAM write buffers

Four cache lines of CPU to DRAM read prefetch buffers

Read around write capability for non-stalled CPU read

Speculative DRAM read before snoop result

Burst read and write operation

X-2-2-2-2-2-2-2 back-to-back accesses for EDO DRAM from CPU or from DRAM controller
x-1-1-1-1-1-1-1 back-to-back accesses for SDRAM

BIOS shadow at 16KB increment

Decoupled and burst DRAM refresh with staggered RAS timing

CAS before RAS or self refresh
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» General Graphic Capabilities

— 64-bit Single Cycle 2D/3D Graphics Engine

— Supports 2 to 8 Mbytes of Frame Buffer

— Real Time DVD MPEG-2 and AC-3 Playback

— Video Processor

— 1°C Serial Interface

— Integrated 24-bit 230MHz True Color DAC

— Extended Screen Resolutions up to 1600x1200

— Extended Text Modes 80 or 132 columns by 25/30/43/60 rows
— DirectX 6 and OpenGL ICD API

» Graphics Performance

— Sustained 1M polygons/second and 100M pixels/second
— 30fps DVD playback of 9.8Mbps MPEG-2 video with 30% headroom
— Host Based AC-3 decode at only 8% utilization

* High Performance rCADE3D™ Accelerator

— 32 entry command queue, 32 entry data queue

— 4Kbyte texture cache with over 90% hit rates

— Pipelined Single Cycle Setup/Texturing/Rendering Engines
— DirectDraw™ acceleration

— Multiple buffering and page flipping

Setup Engine
— 32-bit IEEE floating point input data

— Slope and vertex calculations
— Back facing triangle culling
— 1/16 sub-pixel positioning

Rendering Engine
— High performance single pass execution
— Diffused and specula lighting
— Gouraud and flat shading
— Anti-aliasing including edge, scene, and super-sampling
— OpenGL compliant blending for fog and depth-cueing
— 16-bit Z-buffer
— 8/16/32 bit per pixel color formats

Texturing Engine
— 1/2/4/8-hits per pixel compact palletized textures
— 16/32-bits per pixel quality non-palletized textures
— Pallet formats in ARGB 565, 1555, or 444
— Tri-linear, bi-linear, and point-sampled filtering
— Mip-mapping with multiple Level-Of-Detail (LOD) calculations and perspective correction
— Color keying for translucency

2D GUI Engine
— 8/15/16/24/32-bits per pixel color formats

— 256 Raster Operations (ROPSs)

— Accelerated drawing: BitBLTs, lines, polygons, fills, patterns, clipping, bit masking
— Panning, scrolling, clipping, color expansion, sprites

— 32x32 and 64x64 Hardware Cursor

— DOS graphics and text modes
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« DVD

— Hardware-Assisted MPEG-2 Architecture for DVD with AC-3

— Simultaneous motion compensation and front-end processing (parsing, decryption and decode)

— Supports full DVD 1.0, VCD 2.0 and CD-Karaoke

— Microsoft DirectShow 3.0 native support, backward compatible to MCI

— No additional frame buffer requirements

— Sub-picture hardware eliminates Run-Length-Decoder and Alpha Blending overhead

— Dynamic frame and field de-interlace filtering for high quality playback on VGA monitors (Bob and Weave)
— Tamper-proof software CSS implementation

— Freeze, Fast-Forward, Slow Motion, Reverse

— Pan-and-Scan support for 16:9 sequence

* Video Processor

— On-chip Color Space Converter (CSC)

— Anti-tearing via two frame buffer based capture surfaces

— Minifier for video stream compression and filtering

— Horizontallvertical interpolation with edge recovery

— Dual frame buffer apertures for independent memory access for graphics and video
— YUV 4:2:2/4:1:1/4:2:0 and RGB formats

— Video Module Interface (VMI) to MPEG and video decoder

— Vertical Blank Interval for Intercast™

— Overlay differing video and graphic color depths

— Minifier Video Module Interface (VMI) to MPEG and video decode

— Display two simultaneous video streams from both internal AGP and VMI
— Two scalers and Color Space Converters (CSC) for independent windows

* Flat Panel Interface

— 85MHz Flat Panel interface supports 1024x768 panels
— Support for TFT, STN & DSTN panel technologies
— Allows external LVDS or TMDS transmitter for advanced panel interfaces

* Power Management Support

— Dynamic power down of SDRAM (CKE)

— Independent clock stop controls for CPU / SDRAM, AGP, and PCI bus
— PCl and AGP bus clock run and clock generator control

— VTT suspend power plane preserves memory data

— Suspend-to-DRAM and Self-Refresh operation

— EDO self-refresh and SDRAM self-refresh power down

— 8 bytes of BIOS scratch registers

— Low-leakage I/O pads

e Testability
— Build-in NAND-tree pin scan test capability
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The Apollo ProMedia is a PC Slot-1 system logic North Bridge with integrated 2D/3D Graphics accelerator.
portion of the chip is based on the VIA Apollo Pro133 with integrated graphics accelerator provided by an industry leading
supplier. The combination of the two leading edge technologies provides a stable, cost-effective, and high @erforman
solution to both the Desktop and Mobile personal computer markets. As shown in Figure 1 below, the Apollo ProMedia will

Graphics

SYSTEM OVERVIEW

interface to:

Slot-1 Front-Side Bus (66 — 133 MHz)

PC66 / PC100 / PC133 SDRAM Memory Interface

PCI Bus (30 - 33 MHz)

Analog RGB Monitor with DDC

Various Flat Panels or Digital Monitor Transmitters (TMDS or LVDS)
Video Capture / Playback CODECs

Celeron or
Pentium-II / 11l
Processor

Apollo 5

ProMedia MD[63:0] |

TDMS/LVDS 510 BGA MA[13:0] '/\AA

WH TV Encoder [N
PCI SLOTS
PCI BUS
VT82C686A :
DIuaI-IDE 352 BGA AC-Link | AC.97| |sasLOTS

South ISA Bus

’L‘
-
I Floppy Disk

I Parallel Port

Figure 1: Apollo ProMedia High Level System Diagram

VT8601 Apollo ProMedia

The core logic
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Apollo ProMedia Core Logic Overview

Apollo ProMedia — System Media Accelerated North Bridge (SMA) — is a high performance, cost-effective and energy efficient
solution for the implementation of Integrated 2D / 3D Graphics - PCI - ISA desktop and notebook personal computer system
from 66 MHz to 133 MHz based on 64-bit Slot-1 Intel Pentium II, Pentium Ill, and Celeron processors. The complete solution
consists of the Apollo ProMedia controller / “north bridge” (510 BGA) and either the VT82C596B (324 BGA) or the VT82C686A
(352 BGA) PCI-to-ISA south bridge. Both south bridges are PC98 / PC99 compliant with integrated UltraDMA-33 / 66 IDE, 4
USB ports, and a complete power management feature set. The VT82C686A also integrates HW monitoring, Super-1/0 functior
(floppy disk drive interface and serial / parallel ports), and AC-97 link supporting digital audio and HSP modem functions.

Apollo ProMedia supports six banks of DRAMs up to 1GB. The DRAM controller supports standard Fast Page Mode (FP)
DRAM, EDO-DRAM, Synchronous DRAM (SDRAM), and Virtual Channel Synchronous DRAM (VC-SDRAM) in a flexible
mix / match manner. The Synchronous DRAM interface allows zero wait state bursting between the DRAM and the data buffer
at 100 MHz. The six banks of DRAM can be composed of an arbitrary mixture of 1M / 2M / 4M / 8M / 16M / 32MxN DRAMSs.
The DRAM Controller is optimized to run synchronous with the CPU Front Side Bus (FSB) frequency of 66 MHz, 100 MHz, or
133 MHz.

The Apollo ProMedia also supports full AGP v1.0 capability with the internal 2D/3D Graphics Engine for maximum software
compatibility. An eight level request queue plus a four level post-write request queue with thirty-two and sixteen quédwords o
read and write data FIFO’s respectively are included for deep pipelined and split AGP transactions. A single-level GART TLB
with 16 full associative entries and flexible CPU/AGP/PCI remapping control is also provided for operation under protected mode
operating environments. Both Windows-95 VXD and Windows-98 / NT5 miniport drivers are supported.

The Apollo ProMedia supports one 32-bit 3.3 / 5V system bus (PCI) that is synchronous / pseudo-synchronous to the CPU bu
The chip also contains a built-in AGP bus-to-PCI bus bridge to allow simultaneous concurrent operations on each buds Five leve
(doublewords) of post write buffers are included to allow for concurrent CPU and PCI operation. For PCI master opeyation, fort
eight levels (doublewords) of post write buffers and sixteen levels (doublewords) of prefetch buffers are included foniconcurre
PCI bus and DRAM/cache accesses. The chip also supports enhanced PCI bus commands such as Memory-Read-Line, Mem:
Read-Multiple and Memory-Write-Invalid commands to minimize snoop overhead. In addition, advanced features are supporte
such as snoop ahead, snoop filtering, L1 / L2 write-back forward to PCI master, and L1 / L2 write-back merged with PCI pos
write buffers to minimize PCl master read latency and DRAM utilization. Delay transaction and read caching mechanisms ar
also implemented for further improvement of overall system performance.

For sophisticated notebook implementations, the Apollo ProMedia provides independent clock stop control for the CPU |
SDRAM, PCI, and AGP buses and Dynamic CKE control for powering down of the SDRAM. A separate suspend-well plane is
implemented for the SDRAM control signals for Suspend-to-DRAM operation. Coupled with the 324-pin Ball Grid Array VIA
VT82C596A south bridge chip, a complete notebook PC main board can be implemented with no external TTLs.
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Apollo ProMedia Graphics Controller Overview

The Apollo ProMedia Graphics Controller is a highly integrated display control device that incorporates a 64-bit 3D/2D graphic
engine and video accelerator with advanced DVD video and optional TV output capability. It provides a flexible and high
performance solution for graphics and video playback acceleration for various color depth and resolution modes.

The Apollo ProMedia Graphics Controller supports a video capture port to import captured live MPEG 1 or MPEG 2 video
streams, or DVD decompressed video streams to be overlaid with a graphics stream of mixed color depth displays. In supporti
dual live videos, the Apollo ProMedia Graphics Controller offers independent dual video windows ready for videoconferencing
and with linear scaling capability.

Integrating the programmable phase lock loop with high speed LUT DACs, the Apollo ProMedia Graphics Controller is a true
price/performance solution for the modern multimedia based entertainment PC.

Capability Overview

The Apollo ProMedia Graphics Controller is a fully integrated CRT and TV 64-bit 2D/3D Accelerator. The high performance
graphics engine offers high speed 3D image processing in full compliance and compatibility with IBM® VGA and VESA™
extended VGA. As an integrated controller, it allows unprecedented cost and performance advantages by eliminating the need
an external frame buffer while at the same time gaining local access to a larger amount of memory. Many functions can now |
eliminated that previously consumed large amounts of bandwidth.

The Apollo ProMedia Graphics Controller, equipped with a single-cycle 3D GUI Engine, pipelines 3D rendering process
architecture in hardware, providing real-time interactions with solid 3D models in CAD/CAM, 3D modeling, and 3D games. It
supports all key 3D rendering operations, including: Gouraud shading for smooth object surfaces, texture mapping for realisti
object textures, 16-bit hardware Z-buffering for fast 3D depth calculations, and Alpha Blending for transparency effects.

The Apollo ProMedia Graphics Controller’'s highly innovative design, a full 64-bit memory interface with a high performance
graphics engine which can support a RAMDAC™ running up to 230MHz, dramatically improves GUI functions and significantly
promotes overall system operation.

The Apollo ProMedia Graphics Controller supports a full AGP implementation internally to remain compatible with existing
software and programming models. However, since the engine is integrated it enjoys a higher bandwidth and lower lagency than
possible with discrete solutions. AGP operations can include direct access of the system memory by the 2D/3D engine to provi
increased texture memory.

To meet the requirements of a PC99 graphics adapter in a multimedia PC, the Apollo ProMedia Graphics Controller support
planar video format for MPEG-1, MPEG-2, and DVD-video playback. The dual video playback is capable of overlaying windows
for videoconferencing and multimedia displays. Advanced features of the Apollo ProMedia Graphics Controller, such as colo
space conversion, video scaling, dual video windows, dual-view display, Video Module Interface (VMI), Vertical Blanking
Interleave (VBI), a 24-bit True Color DAC, and triple clock synthesizers allow performance at peak levels.

By using an extended 16-bit VMI port the Apollo ProMedia Graphics Controller can support DTV resolution. This port can
operate as either an input for Video Capture or as an output for Video display. The Apollo ProMedia Graphics Controller is
capable of supporting three simultaneous displays: CRT, Flat Panel & Video, each with a different “window” or desktop.

Apollo ProMedia Graphics Controller supports a rich featured flat panel interface that can be used to directly conteoie flat p
device. Alternatively, it can drive an LVDS or TMDS transmitter to support the latest Flat Panel displays requiring these
interfaces.
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System Capabilities

The Apollo ProMedia Graphics Controller’s main system features include:

» High Performance single cycle GUI

e Highly Integrated RAMDAC™ and Triple Clock Synthesizer
* Full Feature High Performance 3D Graphics Engine

e High speed internal AGP Bus Mastering data bus supporting DVD video playback & 3D
* Hardware implementation of motion compensation

e Dual Video Windows for Videoconferencing

« TrueVided' Processor

« DirectDraw™ and DirectVide&" Hardware Support

* Versatile Motion Video Capture/Overlay/Playback Support
e Flexible Frame Buffer Memory Interface

* Advanced Mobile Power Management

e CRT Power Management (VESA™ DPMS)

e PC99 Hardware Support

High Performance 64-bit 2D GUI

The 64-bit graphics engine of the Apollo ProMedia Graphics Controller significantly improves graphics performance through
specialized hardware that accelerates the most frequently used GUI operations and matches the high-speed requirements of CF
Functions directly supported in hardware include: BitBLTs, image and text transfer, line draw, short stroke vector drgle, rectan
fills, and clipping. The graphics engine supports 256 Raster Operations (ROPs) for up to 32-bit packed pixel graphichemodes. T
ROP3 Processor in the Apollo ProMedia Graphics Controller is able to perform Boolean functions which allow many additional
operations, including transparency, pattern masking, color expansion alignment, and pattern enhancement. Additionally, tf
graphics engine features linear display memory addressing (up to 4GB memory space), accelerated color expansion modes
graphics text procession, and memory-mapped I/O registers on the graphics engine for faster access time.

Graphic functions are optimized by a 64-bit internal data bus and a four-color hardware cursor/pop-up icon, operating up to
128x128x2 pixel image, which offloads the CPU. The hardware cursor mechanism can also be used to display patterns stored
the system memory. This pop-up icon is very useful to display user friendly information instantly through simple hot key
operations. This advanced function combination allows significant performance increases over standard Super VGA designs a
provides outstanding graphics acceleration on GUIs, such as Micrvgoftiows 98

Highly Integrated RAMDAC ™ & Clock Synthesizer

The highly integrated design of the Apollo ProMedia Graphics Controller offers a “no TTL” solution for cost-effective, high-
performance multimedia subsystem designs for the PC and compatible notebooks. The 64-bit memory data bus supporti
SDRAM and SGRAM memory provides faster data transfer rates for improved system throughput. The Apollo ProMedia
Graphics Controller has a built-in, high speed RAMDACThe RAMDAC" is composed of one 256x24 and one 256x18 color
lookup table and a triple loop frequency synthesizer, providing the read/write timing control for the Frame Buffer Mentay and t
refresh of the TV/CRT display.

The integrated frequency synthesizer provides a 125MHz memory clock for high speed DRAM access and a 230MHz video cloc
which supports various refresh rates up to 85Hz at 1280x1024.

Full Feature High Performance 3D Engine

The Apollo ProMedia Graphics Controller is equipped with an advanced Graphics Drawing, Single Cycle 3D Graphics Engine
that performs premium 3D functions at a high level of more than 1M triangles per second. The 3D engine supports’ Microsoft
Direct3D. The 3D Engine is set up to off-load the CPU from major 3D tasks including slope calculation, sub-pixel positioning,
and Tri-striping. By balancing the 3D pipeline and reducing parameter passing, the Apollo ProMedia Graphics Controller
provides very high levels of performance. The 3D engine is integrated with a triangle set-up engine that sets up triangle
according to vertex input data and accomplishes various functions for 3D rendering. Gouraud shading provides smooth shadi
for colors across surfaces, perspective correction texture mapping to correct texture data based on the perspectitexthidinear
filtering for interpolating, alpha blending to compensate colors for the opacity of two colors blended, Z-buffering (16ithit/24-
video texturing to overlay 2D video play-back onto 3D images, fogging to simulate weather effects, palletized texture trapping (
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, 4-, or 8-bit) for memory and bandwidth reduction, and anti-aliasing to reduce or eliminate jaggies resulted from aliag. render
The 3D engine also works with the APM system, conserving power while 3D operations are suspended.

Video Processor

Video processor features include: on-chip hardware Color Space Conversion (CSC) for faster data conversion on the fly
Horizontal/Vertical (H/V) scaling with interpolation, edge recovery algorithm logic, gamma correction, and overlay control with
different color depths from graphics. The Apollo ProMedia Graphics Controller also includes a fully integrated GUI agcelerator
read cache, and command FIFO that optimize memory bandwidth and maximize graphics performance.

The Apollo ProMedia Graphics Controller, with an integrated Video Display and a Capture Engine, supports dual apertures on th
PCI bus which enables independent graphic and video data to be transported simultaneously to and from different memory are
and greatly accelerates the performance of both Directtramd DirectVide8'. The Apollo ProMedia Graphics Controller can
provide dual video windows that display different images from different video sources (from the PCI bus and from the capture
port) on the same screen. The video image is stored in off-screen memory and is retrieved by the Video Display Prod¢essing blo
for video processing. With the help of DirectDraw™ acceleration for sprites, page flipping, double buffering, and color keying
video processing is performed by utilizing a proprietary edge recovery algorithm for sharper line visibility, de-intemdeing, a
tearing, multitap horizontal filtering, dithering, and scaling operations with bilinear interpolation in both horizontattaad ve
directions. Linear scaling permits zoom in/out to any size without any restrictions. In addition, the on-chip hardw&eaCelor
Conversion (CSC) accelerates conversion for 16 bit YUV pixels into linear true color 32 bit RGB pixels on the fly. Theahdditio

X and Y minifiers are capable of shrinking video images to any linear fractions, which saves bus bandwidth and memory spac
The YUV planar logic of the Apollo ProMedia Graphics Controller supports a YUV 420 format that can eliminate redundant
video stream decoding procedures. The load of the CPU is reduced while performing software MPEG or software videc
conferencing. The color and luminance control provided by the Apollo ProMedia Graphics Controller offers color compensation:
to prevent color distortion for display devices such as a CRT or TV with Gamma correction and hue adjustment control.

The Video Conferencing feature allows remote and local video images to be displayed simultaneously on the same screen.

Video Capture and DVD

The Apollo ProMedia Graphics Controller has a Video Module Interface (VMI) and advanced hardware interface logic allowing it
to be directly connected to many MPEG and video decoders such as the C-Cube CL450/480, SGS 3400/3500, Philips 7110/1 3
Brooktree BT819/817/827/829.

The Apollo ProMedia Graphics Controller, integrated with a DVD video hardware block for motion compensation, gives existing
PCs the ability to play DVD video in MPEG-2 format at high bandwidths with very good video quality.

A new industry standard is being set for transmission of non-video data over a TV broadcast signal during vertical bldnking dea
time. This technology is referred to as Intercast. The Apollo ProMedia Graphics Controller has the ability to take Waeentire
stream over the video port, sending the visible video stream to the display memory for display in a window, strippingatee VBI d
from the stream, and then sending this data to the CPU for processing using PCI Bus Mastering.

Versatile Frame Buffer Interface

The Apollo ProMedia Graphics Controller features a versatile frame buffer interface apperature into main system memory
Optimized performance can be achieved with the single cycle memory bus interface using programmable DRAM timing. The
display queue has been increased to reduce the frequency of memory bus requests, optimizing memory bus efficiency for t
graphic controller.

With the support of the internal AGP apperature, the Apollo ProMedia Graphics Controller has access to system memory throug
the GART. In the execute mode, the Apollo ProMedia Graphics Controller is able to use both the dedicated graphics portion ar
the general portion of system memory for graphics operations. As a result, DVD and 3D rendering performance and quality ar
greatly enhanced.

Hi-Res and Hi-Ref Display Support

Apollo ProMedia Graphics Controller display enhancements dramatically improve CRT resolution. These enhancements includ
support of non-interlaced 1280x1024x64K, 1024x768x16M, 800x600x16M, and 640x480x16M colors for “full spectrum” color.
Extended text modes of 80 or 132 columns by 25, 30, 43, or 60 rows provide an extended graphics area frequently used in me
spreadsheet and database applications. Extended graphics and text modes are supported by software drivers that pyevide a “re
to-go” solution, minimizing the need for additional driver development.
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A virtual screen can be created with the Apollo ProMedia Graphics Controller . When this function is enabled, a seleated porti
of a large image can be shown on a smaller display. The image can also be moved across the whole screen, either up or down.

The Apollo ProMedia Graphics Controller is able to automatically detect DDC monitoré@ilyhaling.
CRT Power Management (VESA DPMS)

The Apollo ProMedia Graphics Controller conforms to the standard power management schemes defined by VESA™ for CRTs
The Apollo ProMedia Graphics Controller supports four states of VESA™ Display Power Management Signaling (DPMS), which
decrease monitor power consumption after timeout periods. VESA™ DPMS power down states (ready, standby, suspend, a
off) specify HSYNC and VSYNC signals to control the monitor power down state.

Flat Panel Interface

The Apollo ProMedia Flat Panel interface is designed to support industry standard TFT and STN panels. It can also be used
drive external TMDS or LVDS transmitters. The interface supports both 18-bit and 24-bit display modes. Optionally, an 18+18
panel can be supported utilizing external latches.

24 Bit 18 Bit
Pin Mode Mode | Notes

PDI23] BO S2 S2 used for external 18+1
PDI22] Bl S1 S1 used for external 18+1
PDI21] GO

PDI20] G1

PDI19] RO

PDI18] R1

PDI17] B2 BO

PDI16] B3 Bl

PDI15] G2 GO

PD(14] G3 Gl

PDI13] R2 RO

PDI12] R3 R1

PDI11] B4 B2

PDI10] B5 B3

PDI9] B6 B4

PDI8] B7 B5

PDI71 G4 G2

PDI6I G5 G3

PDI5] G6 G4

PDI4] G7 G5

PDI3] R4 F2

PDI2] R5 R3

PDI11 R6 R4

PDIO] R7 R5

Video Capture Interface

The Video Module Interface (VMI) is supported for video devices such as MPEG1 and MPEG2. Additionally, the zero-wait state
host write buffer, read cache, and memory mapped I/O increase operating speeds and contribute to peak performance levels.
I/O interfaces are 5V tolerant, capable of interfacing with external devices operating at 5V, even though the Apollo ProMedia
Graphics Controller runs at 2.5V. Graphics system throughput is further enhanced by a command FIFO, allowing maximum bu
transfer speed for applications such as Windows™ or AutoCAD™ that directly access video memory.

Complete Hardware Compatibility

The Apollo ProMedia Graphics Controller is fully compliant with the VESA™ DDC and VAFC standards. The Apollo ProMedia
Graphics Controller is 100% VGA compatible at both the BIOS and Driver level, allowing full compatibility with virtually any
VGA application software. The Apollo ProMedia Graphics Controller provides hardware support to DirectDraw™, offering high
speed game graphics on Windows'98The Apollo ProMedia Graphics Controller meets the requirements of PC99 as well,
supporting a unique ID for each customer and a unique ID for each model.




sjnouid -ZT 666T ‘8 19LA)daS £'T UOISINGY

97 &9 ¥4 € ¢ W O¢ 4§ [T Pt Bt vt e et [t _JOT [ 6 [8 [Z [ 9 [ S [V [ € [ ¢ [ T IK

vd #C #L #NNA #1 #C #v -
anNo R vty | svo syn [4TAN TSAWN  €SAN  ¥CAN § ANO g 8¢AN  C9dN @ "y~ 1 | 0aV eav 039D |2TaV pdy3s g ANO B81dv  ¢cdv  9¢av  TEQVY | o9 N9 O3y aNO J -

ovd #E #1SY #C #E #7 #1 =
0TV o1y ¢TIV | gyn |8YAN 6TAN  ¢2dN SSAWN 92N 6SAN  0EAN iDd |Tav cav 8dv  €1av  FdOLS #Wud | 6TAV  0cAV  L2AV #4007 a3y No INo Ino B

#9 AL e #9 #G )
8YN  6vN  TTVW | J75 | 9taw osaw Hmn__\,_—ozo —Nmo_z rzan tean frinod| 0, | ano feav  vrav [racul [weaso [ ane ummmo_wmn& 3 a5 b 1o oy M

SYN  9VIN LVIN — DZOu—waw AW ¢SAN  €¢diN  ScAWN  09aIN  TEAW 03¥d | vav oav  TIav §IAav [#Addl | Z1AQv  €cdv  vedv  6¢av Om_w_— —Om_w_ Om_mm IN <

eon evw vvw  Tvn fesnsafraw ozaw vsaw osaw ezaw eoaw Rbiod |sav  zav otav Jer3so] wva ES |teav seav oeav | B fon on on on f¢
L30T seonts suvs _ ovw Jesnsaf ano feoon fssan § 10on] eoon aNO  aND  aN© goon] oon | orav [eoonf ano | on - on on [z S I
By & L& K Pon fer er 81 L1 o1 st v €1 2t 11 o1 6 8 (A Qeoon] on | mux Franal S b
dn & fano § & fesnsn S | m suid  10d sud || m Qeoon] svani| oux fsans | 00 | 294 K
ano LERSL ST & esnsa] 10onll A || sud mond|| A R roonl sHaL sioar]eaar TaaL oanL
9P A u<m_>>m_ zvan [ g5 feoon ] n || wew i o1 ST ¥T €l 4 T 0N n [ soon J#zant sanL finonfrianLfasan
svan viaw ovaw stan staw | ano i L 1 Fanofeoon] ano | ano feoonf ano f L 1 [Wseant #vant feoon | sHa [ #1an  #ean
ZYQW TIAN €YAW  OTAW  vraW o d feoon] ano | ano | ano | ano feoonll u sud || u Jwoan #ean #san  zan  van  ean
ovan 6an Tvan saw ztaw fano 4 d fano|ano [ ano | ano | ano [ ano  d ospinll <« B ano | san ttan otan ean fano §
9an seaw law ean ecan fano i N N Bano|ano [ ano | ano | ano [ano N Nl ano fetan stan | ano — etan vran i
van oeaw saw oan veaw | anofl w w Meoonfl ano | ano | ano | ano feoconll w sud || w ferad zead tead | nwwr omi [eead |f
zan  eaw  sean esaw | vano vanofl 1 1 fano Jeoon ] ano | ano Jecon] ano | 1 jpued|| 1 Mvtad ead feoonfferad  stad  ztad
zeaw  1aw fsimid sy fy 50 feoon ] > T 9T ST wT € gl TT O » f 9ad yad ozad erad  otad  zrad
ano (i #sav #acuall Q[ oonll ¢ sud || ¢ froonfrad a4 sad  ead  vad
ASEA #2SY — ano —#omm vooA voOAll H E 10| H Jeoonfpana |sad |30 |tad  ezad
#NLH #AQEL gy PROTESoH foon fozo 6T 8T 2T 91 ST vT €T gl IT 0T 6 8 (o Qeoonl] 41 >1os wiH | oad [11e3
B odtn odtn odun | st | anof eoonf 1ia [ oon feoon  ane ano  ano feoon £00A || 100A fzsaH feoon f ano fasns  #1s13 | 10s  vas Jaana

#d1Sd umw_—u 434
#1ddg om_m: om_mz_ wH [FAEY 379 peve |oan  ztan staW vtaH oead TeaH seaH | 338 J Lin fean szaw ovaH  ovaH  8SAH 9SaH  HNOD  13SuI [ONASH ONASA

#dN4d | VIVH  PVH —DZON VvH /JTvH 0€vH SpdH  9dH 8aH  TTAH LAH €¢aH S¢dH 6¢dH  9¢€dH lEdH ¢vdH /YAH  YSAH €SAH  T9AdH adNO § NdO  3Nid Ow> A

8vH TIVH 6VvH 9TvH 6TvH TE€vH [ZJvH j ANO — vaH SaH 6dH  0cdH — aNo —©NDI 8¢dH €vaH 6vAH TvdH — aNo —meI 09aH ON ON ON a3y OW>

H SVH €IVH T¢vH G¢vH €¢vH 6¢VH  9¢vH dH OTdH ¢dH vedH 6TAH €edH ¢edH ¢¢cdH vvdH TSAH  8yAH 6SAH  0SAH ON ON ON dNS S |
—

ANO g €VH 8¢vH OTVH ¢¢vH 0¢vH  8TVH #J_.MW_ aNOS FTAH  €aH  €TaH  9TaH TedH PveEdH 8EAH SPAH § ANO Q€9AH LSAH <¢9dH ON ON ON ON a9y
9¢ S [ € [4 T 4 T T T T ST 4 €l 43 T 0T 6 8 A 9 S 4 € [4 T [~

(maIA do) wesbelq reg TO9BIA T 9inbi4
S1NONId

eIPSINOId 0]|0dy TO98IA u&%&&a§§§



N G ™ VT8601 Apollo ProMedia

Figure 2. VT8601 Pin List (NumericalOrder) — Using DFP, TVout, & Video Capture Ports

Pin # Pin Name|| Pin # Pin Name Pin # Pin Name Pin|# Pin Name Pin # Pin Names Pin # Pin Name
A01 | P |GNDRGB |[ D02 | A |BLUE Go5| of LP N26| 19 MD06 Y22 d RAS4#/CS4a# ACP6 |0 MAQS5 / stra
A02 [10|NC D03 | A|GRN G06 | P[vces PO1| P| GND Y23 | O | RAS3# / CS3# ADOL 1) RE7#
A03 | IO|NC D04 | P|GND G21| P|vces P02 | 10| VD09 Y24| O| RAS2#/ CS2# AD(2 1D GNT5#
A04 |I0|NC DO5 | 10| HD61 G22| I| HCLK P0O3| 1 VD10 Y29 @ RAS1#/CSl# ADD3 [O GNT6#
AO5 | I0|NC D06 | 10| HD53 G23| || HLOCK# P04 19 VD11 Y26 O RASO#/CSO# ADO4 |1 @@
A06 | 10| HD62 D07 | 10| HD54 G24| 10 HIT# Po§ 1 VD08 AAO1| P |GNDV2 ADO5| | |REO1#
A07 | 10| HD57 D08 | 10| HD47 G25| 1Q HTRDY# P06 | P| GND AA02| A [VLF2 ADO6 |10 |AD28

A08 [10|HD63 D09 | 10| HD42 G26| I| HITM# P21 [ P| GND AA03 |10 |NC ADO7| 10| CBE3#
A09 | P [GND D10 | I0| HD37 Ho1| O| PD02 P22 1O MD12 AAOM 1D NC ADO8| P |GND

A10 [10|HD45 D11| 10| HD36 HO2| d PDO1 P23 1D MDOS8 AAQ5 0 NC ADQ9 [0 CBE2#
A11 | 10|HD38 D12 | 10| HD29 Ho3| g DE P24 1O MD41 AAO6| P |GND AD10| 10| TRDY#
A12 [10|HD34 D13 | 10 HD25 Ho4| d PDO5 P25 1D MD09 AAO7| P |vCC3 AD11(10|AD14

A13 | 10| HD31 D14 | 10| HD23 HO5( O EVEE/ P24 10 MD40 AAQ8 1D AD16 AD12 0 ADO9
Al4 |10|HD16 D15 | 10| HDO7 Ho6 | P |VCC3 RO1 | 10| VD06 AA09| P |vCCl AD13| P |GND

A15 | 10|HD13 D16 | 10| HD11 H21 [ P|VCCA RO2 | 10| vD04 AA10| P |VCC3 AD14| | |PWROK
Al16 | 10|HDO3 D17 | 10| HDO8 H22 [ P|VCCA RO3 | 10| vDO7 AA13| P |GND AD15| O | PGNT#
A17 | 10|HD12 D18 | 10| HDO6 H23| 1Ig RSO# RO4 1D VDOS# AA14| P |GND AD16| 10| MD61

A18 | P |GND D19 | 10| HD15 H24 | P |GND RO5 | 10| vDO3# AA15| P |GND AD17(10|MD27

A19 | O|CPURST# || D20| 10 HA30 H29 1O RS2# RO |O VDOO# AA17| P |VCC3 AD18| 10| MD57

A20 | 10| HA18 D21 | 10| HA17 H26| IQ DBSY# R22[ 10 MD44 AA18| P |vCClI AD19 | P |GND

A21 | 10| HA20 D22 | 10| HA12 Jo1| J PDO4 R23 1D MD10 AAT9 ID MD58 AD20 O MD21
A22 | 10| HA22 D23 | P|GND Jo2 | O| PDO3 R24[ 10 MD43 AA20| P |VvCC3 AD21| 10| MD50

A23 | I0|HA10 D24 | 10| HAO4 Jo3| d PDO8 R2% 10 MD11 AA21| P |GND AD22|10|MD16

A24 [10|HA28 D25 | 10| HA14 Jo4a| d PDO7 R26 10 _MD42 AA22| P |VSUS2 AD23| O | CAS6# / M6
A25 | 10| HA03 D26 | 10| BNR# Jos| d PD11 TO01 1D VD02 AAQ3 O MAO0O/satra [[AD24| O |MA11/ stra
A26 | P |GND E01 | O VSYNC Joé | P|vccl T02 | 10| VD01 AA24| O| SRASA# AD23 J MAO09/ stm
BO1 | P| GNDS E02 | O| HSYNC J21 | P|vcal T03 | IO| VHS AA25| O| SRASB# / CKE5|_AD26 & MAOQ8 /swa
B0O2 | P|GND E03 | A|IRSET J22| d MCLKO T04 | P |vCC3 AA26| O |SRASC#/ CKE4 || AEOT 1 GNT7#
BO3 | IO[NC EO4| A| COMP J23| IQ DRDY# T04 TVD4 ABOL 1D NC AEQ2 D GNT4#
BO4 | IO[NC EO5 | 10| HD56 J24| 1@ ADS# T0§ © TVD6 ABJ2 ID NC AEQ3 [0 GNT3#
BO5 | 10| NC EO06 | 10| HD58 J25| Q BREO# T21 | P|GND ABO3|IO[NC AE04| | | REQ2#

B06 | 10| HD50 EO7| 1Q HD46 J26 | P{GND T22 | 10| MD15 ABO4| 10| NC AE0S I LOCK#
BO7 | 10| HD59 E08| IQ HD40 Koil d PD12 T23 10 MD13 AB(J5 D GNTO# AED6 O AD27
BO8 | 10| HD48 E09| IQ HD27 K02 g PD10 T24 10 MD46 AB(6 IO AD30 AEQ7 |O AD20
B09 | 10| HD51 E10| 19 HD39 Ko3| g PDi13 T2 1D MD14 AB(7 I AD25 AEQ8 |O AD19
B10 | 10| HD44 E11 | P|VTT K04 | O |PD20 T26| |9 MD45 AB0§ I1Q AD21 AE0D 1@ FRAME#
B11 | 10| HD22 E12 | P|GTLREF K05 | O |PD16 uoi| 19 vvs AB09 |Q DEVSEL# AE1D IO STOP#
B12 | I0[HD32 E13| IQ HD35 Koe6| d PDO06 uo2 ¢© TVD7 AB10 IO PAR AE11 |0 AD13
B13 | 10| HD33 E14| 19 HD21 K21 | P |vCC3 U03 | I0] VCLK AB11]|10|CBE1# AE12 IQ ADO8

B14 | 10| HD19 E15| 1Q HD30 K22[ 1| MCLKI uo4| O TVD5 AB12 IQ AD10 AE13 1Q ADO2
B15 | 10 HD24 E16| IQ HD14 K23 10 RS1# uos O TVvD2 AB13 0 ADO7 AE14 |O ADO1
B16 | 10| HDO2 E17| 1Q HD18 K24 PLLTST uo6 | P|VvCCs AB14 |10 [ADO5 AE15| | | RESET#
B17 | 10| HD10 E18| I HD17 K25 19 MDO1 u21 | P|vces AB15| | [PCLK AE16( 10{ MD30

B18 | 10| HDO1 E19| 19 HDOO K26| 19 MD32 U221 @ SCASA# AB16 10 MD63 AE17 [0 MD59
B19 | 10| HA26 E20 | 10 HA24 Lo1| of pPD17 u23 1O MD47 AB17 1D MD29 AE18 IO MD26
B20 | 10| HA29 E21 | P|GTLREF L02 [ O|PD15 U24| O SWEA#MWEA# AB18 IQ MD56 AE1D 1O MD55
B21 | 10| HA23 E22| O| CPURSTD# Log PD18 U25 |0 SWEB#MWEB#/CKE2 AB19|I0 MD54 AE20( 10 MD22
B22 | 10| HA25 E23| 10| HAO7 Lo4 | P [vces U26 | O| SWEC#MWECH# / CKEJ| AB2p 1@ MD20 AE2L IO MD19
B23 | 10| HA21 E24 | 10| HREO# LO5 | O PD09 vo1l| d TvDO AB21 1 MD18 AE2P 10 MD48
B24 | 10| HA13 E25 | 10| HREA# L06 | O| PD14 v0o2| d TvD1 AB22| P [vsus3 AE23| O| CAS3#/ M3
B25 | 10| HAO05 E26 | 10| BPRI# L21 | P [GNDA Vo3 | O|TvD3 AB23| O| MAO1/stra AE24( O| MA12 / strp
B26 | 10|/ HAO6 Fo1| Of EVDD L22 | P [GNDA V04 | O [TVCLK AB24 | O | MA04 / stra AE25( O| MA13/ stra
co1 | P|veces FO2 | 10| SDA L23 | 10[ MD33 V05| O| TVHS AB28 d MAO3/ st AE26| O| MA10 / stra
C02 | A|RED FO3| I sCL L24| 1Q MD35 V06 | P [vCCl AB26| O [ MA02 / str AF01| P |GND

CO03 [ 10| NC FO4 | || ETST# L25( 1 MDO3 v21 | P [vcCcl ACO1| I0[NC AF02| | | RED4#
CO04 [ 10| NC FO5| 1| SUSP L26] I MD02 V22 | P [VvSuUs3 ACO02| 10| REQ5# AF03| Of GNT2#
CO05 [ 10| NC FO06 | P|GND Mo01 | O |PD23 V23| Of CAS0#/DMO ACO03| 10| REOB# AF04| Of GNT1#
C06 | 10| HD60 Fo7 | P|vceC3 M02 | O | IMIO V24 | O[SCASC#/ CKE1 AC04| P |GND AFO05 | 10| AD31

CO07 | 10| HD55 Fo8| 1d HD52 M03 I IMIIN V25| O SCASB#/CKE3 ACd5 RI# AF06| 10| AD26

co8 | P|GND F09 | P| vcel M04 | O [PD21 V26 | P [GND ACO06| 10| AD29 AF07| 10 AD22

C09 | 10| HD41 F10 | P|vcC3 MO05 | O | PD22 wo1 | P |vcecD ACO7]| 10| AD24 AFO08| 10| AD18

C10 | 10| HD49 F12 | P|vcC3 M06 | O | PD19 W02 | P |VvCcVvi ACO08]| 10| AD23 AF09 | P |GND

C11 | 10| HD43 F13 | P|GND M21| P [ GND wo3 | o Tvvs ACO09| 10| AD17 AF1( IJ SERR#
C12 | 10| HD28 F14 | P|GND M22 | 10| MD34 WO04 | Of XLTO AC10| 10| IRDY# AF11| 19 AD12

C13 | 10| HD26 F16 | P|GND M23 [ 10| MD00 WO05| Of INTA# Ac11 10| AD15 AF13 1Q CBEO#
C14 | P|GND F17| P| vcea M24 | 10| MDO5 wosé | P [vces AC12| 10| AD11 AF13| 10| ADO3

C15 | 10| HD20 F18 | P|vccal M25 | 10| MD36 W21 | O RAS5# / CS5# AC13 1D ADO6 AF14 10 ADOO
C16 | 10| HDO9 F19 | P|VTT M26 | 10| MD04 W22 | P [VSUS3 AC14| 10| AD04 AF15| 10| PCKRUN#
C17 | 10| HDO5 F20 | P|vcec3 NO1 | 10| VD14 W23 | O| CAS1#/DM1 AC15| | |PREO# AF16( I0| MD62

C18 | 10| HDO4 F21 | P|GND NO02 | 10| VD13 W24 | P [GND AC16]| 10| MD31 AF17| 10[ MD28

C19 | P|GND F22 | 10| HA15 NO3 | P| GND W25 | O CAS5# / M5 AC17| 10| MD60 AF18| P | GND

C20 | 10| HA27 F23| 10 HRB1# NO04 | 10| VD15 W26| O| CAS4#/DM4 AC18]| 10| MD25 AF19| I0[ MD24

C21 | 10| HA31 F24 | 10 HRB2# NO5 | 10| VD12 Y01 [ P|GNDV1 AC19]| 10| MD23 AF20| 10| MD53

C22 | 10| HA19 F25| 10 HRB3# NO6 | P | GND Y02 | P| vccv2 AC20| 10| MD52 AF21| 10[ MD51

C23 [ 10| HA16 F26 | |10 DEFER# N21 | P|GND Y03 | A |VLF1 AC21| 10| MD49 AF22| I0[ MD17

C24 | 10| HA09 Go1| O| EBLT N22| 1Q MD39 Yo4 If XLTI AC22 || SUST# AF2B O CAS7# M7
C25 [ 10| HA11 G02| O| PDOO N29 1© MD37 Y03 1O NC AC23| P |GND AF24| O| CAS2# / M2
C26 | 10| HAO8 G03| O| FLM N24| 194 MDO07 Y06 | P |VCC3 AC24| O| MAQ7 / stra AF25| O| MA14/ stra
D01 | P|VCCR G04 | 0l SCLK N25| 10 MD38 Y21 | PlvCC3 AC25| O MAQ6 / stra AF26| P |GND

CenterGND Pins (28 pins):L11, L13-14, L16, M12-15, N11-16, P11-16, R12-15, T11, T13-14, T16
CenterVCC3 Pins (8 pins):L12, L15, M11, M16, R11, R16, T12, T15
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Figure 3. VT8601 Pin List (AlphabeticalOrder)

Pin # Pin Name Pin Namd| Pin # Pin Name |[ Pin|# Pin Namc—_3|| Pin Names # Pin Name
AF14( 10| ADOO P [GND 10| HDO8 AC25[ O] MAO6 / stna NC O| SWEB#MWEB# /| CKEZ
AE14| 10| ADO1 P [ GND 10| HDO9 AC24 O| MAO7 / stia NC O SWECH#HMWECH# / CKEQY
AE13]| 10| AD02 P | GND I0[HD10 AD26| O| MA08 / stra NC 10| TRDY#
AF13| 10| ADO3 P | GND I0|HD11 AD25| O| MA09 / stra NC O] TVCLK
AC14| IO| ADO4 P | GND I0|HD12 AE26[ O| MA10/ stra NC O| TvDO
AB14| 10| ADO5 P| GND I0|HD13 AD24| O| MA11/strp NC O| TvD1
AC13| IO| ADO6 P| GND 10| HD14 AE24 O] MA12/ sta NC O| TvD2
AB13| 10 |ADO7 P | GND 10| HD15 AE25| O MA13/ strma NC O|TvD3
AE12]| 10| AD08 P | GND I0|HD16 AF25| O MA14 /strp NC O| TvD4
AD12(10|AD09 P | GND 10| HD17 K22 | 1| MCLKI NC O] TvD5
AB12| 10 |AD10 P [GND 10| HD18 J22( 9 MCLKO NC & TvD6
AC12| IO|AD11 P [GND I0|HD19 M23| 10] MD0OO NC d TVD7
AF11| 10| AD12 P [GND 10| HD20 K25 | 10| MDO1 NC g TVHS
AE11| 10| AD13 P [GND 10| HD21 L26 | 10] MD02 NC Q TVVsS
AD11(10|AD14 P [GND 10| HD22 L25 | 10| MD0O3 NC P |VvCC3
AC11| IO|AD15 P | GND 10| HD23 M26| 10| MD04 PAR P |VvCC3
AA08 |10 |AD16 P |GND 0| HD24 M24 | 10| MDO5 PCKRUN# P|vces
ACO09| IO| AD17 P | GND 10| HD25 N26 | 10| MD0O6 PCLK P |VvCC3
AFO08| IO AD18 P | GND 10| HD26 N24|( I MDO07 Q PDO0O P |VvCC3
AE08]| 10| AD19 P | GND 10| HD27 P23( 1 MDO08 g PDO1 P|VvCC3
AEQ7]| 10| AD20 P | GND 10| HD28 P25| 1Q MDO09 g PDO2 P |VvCC3
ABO8| IO |AD21 P | GND 10| HD29 R23| 1 MD10 G PDO3 P |VCC3
AFO07 | 10| AD22 P | GND 10| HD30 R25| 1 MD11 ¢ PDO4 P [VvCC3
ACO08| IO| AD23 P | GND 10| HD31 P22 | 1 MD12 d PDO05 P |VCC3
ACO7| IO| AD24 P |GNDA 10| HD32 T23| IOl MD13 O PD06 P |VCC3
ABO7 | IO|AD25 P |GNDA 10| HD33 T25| IO MD14 Q PDO7 P|VvCC3
AF06 | IO AD26 P | GNDRGB 10| HD34 T22 | IO| MD15 d PDO08 P |VCC3
AE06| 10| AD27 P [ GNDS 10| HD35 AD22| 10| MD16 O PD09 P |VCC3
ADO6 | 10 |AD28 P |GNDV1 10| HD36 AF22| 10| MD17 O PD10 P|VCC3
ACO06| IO| AD29 P [GNDV2 10| HD37 AB21| 10| MD18 Jd PD11 P [VvCC3
ABO6 | IO AD30 O| GNTO# Iq HD38 AE2] 1 MD19 ¢ PD12 P [VvCC3
AFO5 | IO[ AD31 O| GNT1# 1 HD39 AB2D 1 MD20 D PD13 P [vCC3
J24 | 10| ADS# O GNT2# I HD40 ADZ0 1D MD21 O PD14 P [VCC3
D02 | A |BLUE O| GNT3# 1Q HD41 AE20 1®0 MD22 D PD15 P {VCC5
D26 | 10| BNR# o| GNT4# Ip HD42 AC19 10 MD23 D PD16 P [vcca
E26 | 10| BPRI# O] GNT5# IO HD43 AF19 1D MD24 D PD17 P |VCCA
J25 | O| BRE)O# O| GNT6# 1Q HD44 AC18 19 MD25 PD18 P |VCCD
V23 | O | CASO# / BODMO O GNT7# I HD45 AE18 1@ MD26 ¢ PD19 P | VvCCI
W23 | O| CAS1#/ M1 A |GRN 10| HD46 AD17 1Q MD27 Qg PD20 P | VvCCI
AF24| O| CAS2# /| M2 P | GTLREF 10| HD47 AF17| 10| MD28 O PD21 P [ VvCCI
AE23| O| CAS3#/DQM3 P | GTLREF 10| HD48 AB17| 10| MD29 O PD22 P | VvCCI
W26 | O | CAS4# /| M4 10 [HAO3 10| HD49 AE1§4 1Q MD30 Q PD23 P | VCCI
W25 | O| CAS5# / MM5 10| HA04 10| HD50 AClq§ IQ MD31 Q PGNT# P | VCCI
AD23| O | CAS6# / BIDM6 10| HAOS 10] HD51 K26| 1Q MD32 PLLTST P [VvCCI
AF23| O| CAS7# / M7 10| HAO6 10| HD52 L23| 1Q MD33 | PRB# P |VCCI
AF12| IO | CBEO# 1Q HAO07 1 HD53 M22 1© MD34 PWROK P |{VCCR
AB11| IO |CBE1# 1d HA08 1@ HD54 L24 1@ MD35 D RASO#/ CSO# P|VCCS
ADO9 | 10 | CBE2# 14 HA09 I HD55 M2% 1O MD36 D RAS1#/CSl# P |VCCV1
ADO7 | 10| CBE3# 10| HA10 1@ HD56 N23 1 MD37 D RAS2#/CS2# P |VCCV2
E04 | A|COMP Id HAll 1Q HD57 N2 1@ MD38 D RAS3#/CS3# D3 |10 VCLK
A19 | O | CPURST# 1@ HA12 10 HD58 N2p 10 MD39 P O RAS4#/CS4# 06 | IO VDOO
E22 | O| CPURSTD# 1 HA13 IO HD59 P26 |O MD40 1 |O RASH#/CS5# (02| 10 VD01
H26 | IO| DBSY# 10| HA14 1@ HD60 P24 10 MD41 P A RED 1 |0 VD02
HO3 | O| DE/GMD11 1@ HA15 I HD61 R2 ID MD42 5 || RB# 10| VD03
F26 | IO| DEFER# 1@ HAL6 19 HD62 R24 1D MD43 5 REQ1# 2 (IO VD04
ABO09 | IO | DEVSEL# 10| HA17 I HD63 R22 10 MD44 h REQ2# 1 |0 VDO5
J23 | IO| DRDY# 10| HA18 1Q HIT# T26| 1Q MD45 n RE3# VD06
GO1 | Of| EBLT I HAL19 1| HITM# T24 1@ MD46 p REQ4# O VD07
FO4 | | [ETST# 1 HA20 1| HLOCK# u23 1o MD47 P RBE5# VD08
FO1 | O| EVDD 10| HA21 1@ HREO# AE22| 10| MD48 || RED6# VD09
HO5 | O| EVEE 10| HA22 I HREQ1# AC21 1D MD49 REQ7# 10 VD10
GO03 | O| FLM 10| HA23 1Q HRBE2# AD21| 10 MD50 | | RESET# D VD11
AEQ9]| 10| FRAME# 10 HA24 1 HRE3# AF21| 10| MD51 I RSO# D VD12
A09 | P |GND 10| HA25 10| HRE)4# AC20| I0| MD52 10| RS1# VD13
A18 | P |GND 10| HA26 O| HSYNC AF2Q 1@ MDS53 IO RS2# O VD14
A26 | P |GND 10| HA27 I HTRDY# AB19 1Q MD54 Q SCASA# O VD15
B02 | P|GND 10| HA28 O] IMIO AE19| 10| MD55 O| SCASB# / CKE3 D VHS
C08 | P| GND 10| HA29 1| IMIN AB18 |10 |MD56 O | SCASC# / CKE1 VLF1
Cl4 | P|GND 10| HA30 O] INTA# AD18 10| MD57 d SCLK VLF2
C19 | P|GND 10| HA31 10| IRDY# AA19 IO MD58 I SCL VSUS2
D04 | P|GND | [HCLK A|IRSET AE17 14 MD59 I SDA VSUS3
D23 | P|GND 10| HDOO 10 LOCK# AC17 |Q MD60 IO SERR# VSUS3
F06 | P | GND 10| HDO1 O| LP AD16¢ I|Q MD61 Q SRASA# VSUS3
F13 | P| GND 10| HDO2 O| MAOO / stra || AF16| 10| MD62 O SRASB# / CKE5 VSYNC
F14 | P| GND 10| HDO3 O| MAO1 /stra ||AB16|10|MD63 O| SRASC# /| CKE4 VTT
F16 | P| GND 10| HDO4 O| MAO2 /stna || AO2 | - INC 10| STOP# VTT
F21 | P| GND 10| HDO5 O| MAO3 /stma || AO3 | - INC | | SUSP VVS
H24 | P | GND 10| HDO6 Of MAO4 /st || A04 | - |NC | | SUST# XLTI
J26 | P| GND 10{ HDO7 Of MAO5 /stna |[ A05 | - [NC O| SWEA# | MWEA# XLTO
CenterGND Pins (28 pins):L11, L13-14, L16, M12-15, N11-16, P11-16, R12-15, T11, T13-14, T16

CenterVCC3 Pins (8 pins):L12, L15, M11, M16, R11, R16, T12, T15
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PIN DESCRIPTIONS

Table 1. VT8601 Pin Descriptions

CPU Interface

Signal Name Pin # 1/O | Signal Description
HA[31:3]# see pin list| 10| Host Address Bus. Connect to the address bus of the host CPU. These pins areljinputs
during CPU cycles, but are driven by the VT8601 during cache snooping operations.
HD[63:0]# see pin list| 10| Host CPU Data. These signals are connected to the CPU data bus.
ADS# J24 IO | Address Strobe The CPU asserts ADS# in T1 of the CPU bus cycle.
BNR# D26 IO | Block Next Request Used to block the current request bus owner from issuing| new
requests. This signal is used to dynamically control the processor bus pipeline depth
BPRI# E26 10 | Priority Agent Bus Request The owner of this signal will always be the next bus owper.
This signal has priority over symmetric bus requests and causes the current symmetric
owner to stop issuing new transactions unless the HLOCK# signal is asserted| The
VT82C693 drives this signal to gain control of the processor bus.
DBSY# H26 IO | Data Bus Busy Used by the data bus owner to hold the data bus for transfers requiring
more than one cycle.
DEFER# F26 IO | Defer. The VT8601 uses a dynamic deferring policy to optimize system performance. The
VT8601 also uses the DEFER# signal to indicate a processor retry response.
DRDY# J23 IO | Data Ready. Asserted for each cycle that data is transferred.
HIT# G24 IO | Hit. Indicates that a cacheing agent holds an unmodified version of the requestgd line.
Also driven in conjunction with HITM# by the target to extend the snoop window.
HITM# G26 | | Hit Modified. Asserted by the CPU to indicate that the address presented with the last
assertion of EADS# is modified in the L1 cache and needs to be written back.
HLOCK# G23 I | Host Lock. All CPU cycles sampled with the assertion of HLOCK# and ADS# untif| the
negation of HLOCK# must be atomic.
BREQO# J25 O | Bus Request 0.Bus request output to CPU.
HREQ[4:0]# E25, F25, | 10 | Request Command Asserted during both clocks of the request phase. In the first ¢lock,
F24, F23, the signals define the transaction type to a level of detail that is sufficient to begin g snoop
E24 request. In the second clock, the signals carry additional information to define the cgmplete
transaction type.
HTRDY# G25 IO | Host Target Ready Indicates that the target of the processor transaction is able tq enter
the data transfer phase.
RS[2:0]# H25, K23, | 10 | Response Signalsindicates the type of response per the table below:
H23 RS[2:0]# Response type
000 Idle State
001 Retry Response
010 Defer Response
011 Reserved
100 Hard Failure
101 Normal Without Data
110 Implicit Writeback
111 Normal With Data
CPURST# Al9 O | CPU Reset. Reset output to CPU
CPURSTD# E22 O | CPU Reset Delayed.CPU Reset output delayed by 2T.

Note: Clocking of the CPU and cache interfaces is performed with HCLK;

descriptions section for descriptions of the clock input pins.
Note: All signals above require 4.7K pullups to VCC3 except EADS#, HITM#, AHOLD, HA, and HD.

Note: All signals above connect directly to the host CPU except HA and HD which connect directly to the L2 cache SRAMs anc

see the clock pin group at the end of the pin

connect to the host CPU through 22 ohm series resistors (see the “Apollo ProMedia Design Guide” for more information).
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DRAM Interface

Signal Name Pin # I/O | Signal Description
MD[63:0] see pin list IO | Memory Data. These signals are connected to the DRAM data bus.
Note: MDO is internally pulled up for use in EDO memory type
detection.
MA[14:0] AF25, AE25,| O/ | Memory Address. DRAM address lines. These pins are also usefi for
/ Strap Options AE24, AD24, power-up strapping options (sampled on the rising edge of RESET#):
AE26, AD25, MA14,12 Rx68[1-0] CPU FSB Freq (0=66, 1=100, 2=auto, 3=183)
AD26, AC24, MA13 Rx52[7] GTL I/O Buffer Pullup (O=Disable, 1=Enable)
AC25, AC26, MA11l In-order Queue Depth (0=1-level, 1=4-level
AB24, AB25, MA10-9 North Bridge Clock Delay (0-3 Clocks)
AB26, AB23, MAS8, 6 Graphics Clock Select (0O=Normal, 1-3=Tesf)
AA23 MA7 Graphics Test Mode (O=Normal, 1=Test)
MAS5 LCD Output (0=0ff, 1=0n)
MA4-2 Panel Type (0-3=TFT, 4-7=DSTN)
MA1-0 Graphics Clock Delay (0-3 Clocks)
All pins have internal pull-downs for default low (0).
Strap 1 using 4.7Q TO VCC3.
CKES5# /| SRASB#, AA25, IO | SDRAM Clock Enable. Clock enables 5-0 may be connected tolthe
CKEA4# | SRASCH, AA26, DRAM modules in any order. Each DRAM module requires 2 cfpock
CKE3# /| SCASB#, V25, enables.
CKE2# | SWEB#, u25, Note: These pins are powered by VSUS
CKE1# /| SCASCH, V24,
CKEO# | SWECH# U26
RAS[5-0]# / CS[5-0]# W21, Y22, O | Multifunction Pins
Y23, Y24, 1. FPG/EDO DRAM: Row Address Strobe of each bank.
Y25, Y26 2. Synchronous DRAM: Chip select of each bank.
Note: These pins are powered by VSUS.
CAS#[7:0] / DQM[7:0] AF23, AD23,| O | Multifunction Pins
W25, W26, 1. FPG/EDO DRAM: Column Address Strobe of each byte lane.
AE23, AF24, 2. Synchronous DRAM: Data mask of each byte lane.
W23, V23 Note: These pins are powered by VSUS.
SRASA#, AA24, O | Row Address Command Indicator. For support of up to three
SRASB# / CKE5, AA25, Synchronous DRAM DIMM slots (these are copies of the same logical
SRASC# [ CKE4 AA26 signal). “A” controls banks 0-1 (module 0), “B” controls banks P-3
(module 1), and “C” controls banks 4-5 (module 2).
SCASA#, u22, O | Column Address Command Indicator. For support of up to threp
SCASB# / CKE3 V25, Synchronous DRAM DIMM slots (these are copies of the same logical
SCASC# / CKE1 V24 signal). “A” controls banks 0-1 (module 0), “B” controls banks -3
(module 1), and “C” controls banks 4-5 (module 2).
SWEA# | MWEA#, u24, O | Write Enable Command Indicator. For support of up to three
SWEB# /| MWEB# / CKE2, u25, Synchronous DRAM DIMM slots (these are copies of the same logical
SWECH# | MWECH# / CKEO u26 signal).  Multifunction pins, used as MWE# pins for FPG/EpPO
memory. “A” controls banks 0-1 (module 0), “B” controls banks [P-3

(module 1), and “C” controls banks 4-5 (module 2). Note: These

pins

are powered by VSUS.

Note: Clocking of the memory subsystem uses memory clock (MCLK); see the clock pin group at the end of the pin description
section for descriptions of the clock pins.
Note: Connect all memory interface pins except MD to the DRAM modules throwykeéies resistors (see the Apollo ProMedia
Design Guide” for more specific connection details and PCB layout recommendations).
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PCI Bus Interface

Signal Name Pin # 1/O | Signal Description

AD[31:0] see pin list IO | Address/Data Bus. The standard PCI address and data lines. The address is
driven with FRAME# assertion and data is driven or received in folloying
cycles.

CBE[3:0]# AD7, AD9, AB11, IO | Command/Byte Enables. Commands are driven with FRAME# assertipn.

AF12 Byte enables corresponding to supplied or requested data are driven on
following clocks.
PAR AB10 IO | Parity. A single parity bit is provided over AD[31:0] and C/BE[3:0].
FRAME# AE9 IO | Frame. Assertion indicates the address phase of a PCI transfer. Nefyation
indicates that one more data transfer is desired by the cycle initiatorQ [LOK
pullup to VCC3.
IRDY# AC10 IO | Initiator Ready. Asserted when initiator is ready for data transfer. QQK
pullup to VCC3.
TRDY# AD10 IO | Target Ready. Asserted when target is ready for data transfer. Q1p#llup to
VCC3.
STOP# AE10 IO | Stop. Asserted by the target to request the master to stop the durrent
transaction. 10R pullup to VCC3.
DEVSEL# AB9 IO | Device Select. This signal is driven by the ProMedia when a PCI initiatqr is
attempting to access main memory. It is an input when the ProMedia is [acting
as a PCl initiator. 10K pullup to VCC3.
LOCK# AE5 IO | Lock. Used to establish, maintain, and release resource lock poiup to
VCC3.
SERR# AF10 IO | System Error. The ProMedia will pulse this signal when it detects a sygtem
error condition (10K pullup to VCC3).
PREQ# AC15 | | South Bridge Request. This signal comes from the South Bridge. PREQf is
the South Bridge request for the PCI bus. @Qiullup to VCC3.
PGNT# AD15 O | South Bridge Grant. This signal driven by the ProMedia to grant PCI acgess
to the South Bridge. 10& pullup to VCC3.
REQ[7:0]# AD1, AC3, AC2, AF2,| | PCl Master Request. PCl master requests for use of the PCl bus. Q.2K
AD4, AE4, AD5, AC5 pullup to VCC5.

GNT[7:0]# AE1l, AD3, AD2, AE2,| O | PCI Master Grant. Permission is given to the master to use the PCI|bus.
AE3, AF3, AF4, AB5 2.2KQ pullup to VCC3.

INTA# W5 O | PCI Interrupt Out. INTA# is an asynchronous active low output used to

signal an event that requires handling. It is driven by the integrated graphics
controller. W

Note: Clocking of the PCI interface is performed with PCLK; see the clock pin group at the end of the pin descriptiofersection
descriptions of the clock input pins.
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a

Clock / Reset Control

Signal Name Pin # /0 Signal Description

HCLK G22 I Host Clock. This pin receives the host CPU clock. This clock is used by all logic in
the host CPU domain. It is driven by the external clock synthesizer.

MCLKI K22 I Memory Clock In. This clock is used by internal clock logic to maintain the prgper
phase relationship with MCLKO. It is driven by the external clock synthesizer.

MCLKO J22 (0] Memory Clock Out. Created on-chip from MCLKI and used by the memory contrgller
as a timing reference for creation of all memory timing sequences. It is connectefl to the
external clock chip for use in maintaining proper phase relationships.

PCLK AB15 I PCI Clock. This clock is used by all on-chip logic in the PCI clock domain. This input
must be 33 MHz maximum to comply with PCI specification requirements and mfist be
synchronous with the host CPU clock (HCLK) with an HCLK:PCLK frequency ratip of
2:1 (66MHz CPU clock) or 3:1 (100 MHz CPU clock). The PCI clock needs {p be
controlled to within 1.5 £ 0.5 nsec relative to the host CPU clock (CPU leads).

PCKRUN# AF15 10 PCI Clock Run. For implementation of PCI bus clock control for low-power PCI [pus
operation. Refer to the “PCI Mobile Design Guidelines” and “Apollo ProMedia Dgsign
Guide” documents for additional information.

XLTI Y4 I Crystal Input. 14.31818 MHz for the video clock synthesizer reference. Connedt to a
14.31818 MHz clock source if a crystal not used. Connect to main ground plang GND
with 10Pf if using a crystal.

XLTO w4 0] Crystal Output. 14.31818 MHz for the video clock synthesizer reference. Leave|open
if a clock source is used instead of a crystal. Connect to main ground plane GND with
10Pf if using a crystal.

RESET# AE15 I Reset. Driven from the South Bridge PCIRST# signal. When asserted (low), this signal
resets the ProMedia and sets all register bits to the default value. This signpl also
connects to the PCI bus (South Bridge RESET drives the ISA bus if implemented). The
rising edge of this signal is used to sample all power-up strap options (see njemory
interface MA pins).

CPURST# Al9 ©) CPU Reset. CPU Reset output to the host CPU.

CPURSTD# E22 O CPU Reset Delayed 2T Alternate CPU Reset output to the host CPU

PWROK AD14 I Power OK. Connect to South Bridge and Power Good circuitry.

SUST# AC22 I Suspend Status. For implementation of the Suspend-to-DRAM feature. Input logid for
this pin is powered by VSUS. Connect to the South Bridge SUST# pin or toQ@ [LOK
pullup to VSUS if not used.

SUSP F5 Suspend. Used to put the integrated graphics controller into suspend state.. Input logic
for this pin is powered by VSUS. Connect to South Bridge GPO pin or to 8 10K
pullup to VSUS if not used.

Miscellaneous

Signal Name Pin # 1o Signal Description

ETST# F4 I Test Mode Enable. 4.7KQ pullup to VCC3 for normal operation.

IMIO M2 O IMI Out. Leave open.

IMIIN M3 I IMI'In.  4.7KQ pullup to VCC3.
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CRT Interface
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Signal Name Pin # 1/O | Signal Description

RED Cc2 A | Red. Red analog output to the CRT. Conned®16ad resistor to GNDR (RGB Returfp)
and connect to VGA connector through a series ferrite beatiCptecapacitors to GND
on both input and output sides of the bead (see “Apollo ProMedia Design Guide”).

GRN D3 A | Green. Green analog output to the CRT. Connect same as RED.

BLUE D2 A | Blue. Blue analog output to the CRT. Connect same as RED.

HSYNC E2 O | Horizontal Sync. Digital horizontal sync output to the CRT. Also used (with VSYN
to signal power management state information to the CRT per the VESA™ DPMS™
standard. Connect to VGA connector through a seri€srégistor and 120pF capacit
to ground (see “Apollo ProMedia Design Guide”).

VSYNC El O | Vertical Sync. Digital vertical sync output to the CRT. Also used (with HSYNC
signal power management state information to the CRT per the VESA™ DP|
standard. Connect to VGA connector through a seri€srégistor and 120pF capacit
to ground (see “Apollo ProMedia Design Guide”).

SDA F2 IO | DDC Data/Address. Serial fC protocol for VESA™ DDC2B signaling to the CR
Connect this pin to VCC5 through a 4@Kpullup. Connect to the VGA connector of
(pin 12 of the connector). Connect through a ferrite beadla@gF capacitor to groun
(on the output side of the bead). Refer to the “Apollo ProMedia Design Guidg
additional information.

SCL F3 IO | DDC Clock. Serial fC protocol for VESA™ DDC2B signaling to the CRT. Connect fhis
pin to VCCS5 through a 4.7& pullup. Connect to the VGA connector only (pin 15 of
VGA connector). Connect through a ferrite bead &RdpF capacitor to ground (on te
output side of the bead). Refer to the “Apollo ProMedia Design Guide” for addiH‘
information.

DFP Interface

Signal Name Pin # 1/O | Signal Description

PD[23-0] (see pin list)| O | Panel Data. Digital pixel data outputs to the panel.

SCLK G4 O | Shift Clock. Clock for transferring digital pixel data.

DE H3 O | Data Enable. Indicates valid data on PD[23-0].

LP G5 O | Line Pulse. Digital monitor equivalent of HSYNC.

FLM G3 O | First Line Marker. Digital monitor equivalent of VSYNC.

EVDD F1 O [ Enable Panel VDD Power.

EVEE H5 O | Enable Panel VEE Power.

EBLT Gl O | Enable Panel Backlight.

Note: Connect SHFCLK, DE, LP, and FLM to external TMDS transmitters through sefiesed’tors. See the “Apollo

ProMedia Design Guide” for DFP interface design examples and additional information.
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TV Input / Video Interface

Signal Name Pin # I/O | Signal Description
VD[15-0] N4, N1, N2, N5, P4, P3, P2, P%, IO | Video Capture / Playback Data.
R3, R1, R4, R2, R5, T1, T2, R$
VHS T3 IO | Video Horizontal Sync. Connect to TV decoder if used.
VVS Ul IO | Video Vertical Sync. Connect to TV decoder if used.
VCLK U3 IO | Video Clock. Connect to TV decoder through a serieQ 28sistor.

Note: Refer to the “Apollo ProMedia Design Guide” for video interface design examples.

TV Output Interface

Signal Name Pin # I/O | Signal Description

TVDI[7-0] U2, T6, U4, T5, V3, U5, V2, V1l  Of TV Output Data. Connect to TV encoder if used.

TVHS V5 O | TV Horizontal Sync. Connect to TV encoder if used.

TVVS W3 O [ TV Vertical Sync. Connectto TV encoder if used.

TVCLK V4 O | TV Clock. Connect to TV encoder through a serie® 28sistor.

Note: Refer to the “Apollo ProMedia Design Guide” for TV interface design examples.
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Clock Power / Ground and Filtering

Signal Name Pin # I/O | Signal Description

VCCA H21, H22 P | Power for North Bridge Clock Circuitry (2.5V +5%). Connect to VCCI through|a
ferrite bead and decouple to GNDA with 0.001Uf and 0.1Uf ceramic and 10Uf tarjtalum
capacitors (see “Apollo ProMedia Design Guide”).

GNDA L21, L22 P | Ground for North Bridge Clock Circuitry. Connect to main ground plane GND
through a ferrite bead. (see “Apollo ProMedia Design Guide”).

VCCV1 w2 P | Power for Video Clock Synthesizer 1 Analog Circuitry (2.5V +5%). Connect tq
VCCI through a ferrite bead and decouple to GNDV1 wiB0QUf and 0.1Uf cerami
and 10Uf tantalum capacitors (see “Apollo ProMedia Design Guide”).

GNDV1 Y1 P | Ground for Video Clock Synthesizer 1. Connect to main ground plane through a
ferrite bead. 1’

VLF1 Y3 A | Low Pass Filter Capacitor for Video Clock Synthesizer 1. Connect to GNDV]|
through e560Pf capacitor.

VCCV2 Y2 P | Power for Video Clock Synthesizer 2 Analog Circuitry (2.5V £5%). Connect tq
VCCI through a ferrite bead and decouple to GNDV2 wi0QUf and 0.1Uf cerami
and 10Uf tantalum capacitors (see “Apollo ProMedia Design Guide”).

GNDV2 AAl P | Ground for Video Clock Synthesizer 2. Connect to main ground plane through a
ferrite bead.

VLF2 AA2 A | Low Pass Filter Capacitor for Video Clock Synthesizer 2. Connect to GNDVZ
through &560Pf capacitor.

PLLTST K24 PLL Test. Pull down with 4.7K resistor for normal operation.

RAMDAC Output Power / Ground and Analog Control

Signal Name Pin # 1/O | Signal Description

VCCS C1 P | Power for RAMDAC Current Source Circuitry (2.5V £5%). Connect to VCQ
through a ferrite bead and decouple to GNDS wif0OuF and 0.1uF ceramic and 10uF
tantalum capacitors (see “Apollo ProMedia Design Guide”).

GNDS Bl P | Ground for RAMDAC Current Source Circuitry. Connect to main ground plane
through a ferrite bead.

COMP E4 A | Compensation Capacitor. RAMDAC analog control. Connect to VCCS using a[p.1
uF capacitor.

IRSET E3 A | RAMDAC Current Set Point Resistor. RAMDAC analog control. Connect to GNOS
through a 36Q 1% resistor.

GNDRGB Al P | RGB Video Output Return. Connection point for the RGB load resistors. Also Used

as a shield for the RGB video output traces to the VGA display connector. Conngcts to
RGB return pins 6, 7, and 8 of the VGA connector. Connect to main ground |plane
through a ferrite bead. Refer to the “Apollo ProMedia Design Guide” for more spcific
connection and PCB layout details.

Commonly Used Prefix / Suffix Letters in Signal Names:

| = Internal Logic

M = Memory (SDRAM) Interface
H = Host CPU Interface
P = PCI Bus Interface

G = AGP Bus (internal in ProMedia)

GM = Graphics Memory Interface

U (or USB) = USB (Universal Serial Bus)
H (or HWM) = Hardware Monitoring

SUS = Suspend Power

A = North Bridge Clock Synthesizer
V1 = Video Clock Synthesizer PLL1
V2 = Video Clock Synthesizer PLL2
D = Video Clocks Digital Data Path

R = RAMDAC Digital Data Path

S = RAMDAC Current Source

RGB = Analog Video Out Return
TV =TV Out

V =TV In/ Video Capture
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Digital Power and Ground

Signal Name Pin # 1/O | Signal Description

VCC5 U6 P | Power for Display / Video Interfaces(5V #5%). Power for CRT
H/VSYNC, DFP interface, video interface, and TV interface. Usegd to
provide adequate output voltage swing for driving external vjdeo
devices. Also used to provide 5V input tolerance from those interfpces.

VCC3 F7, F10, F12, F17, F20, G6,| P | Power for On-Board Interfaces (2.5V to 3.3V +5%). Power for hogt

G21, H6, K21, L4112, L15, CPU / L2 Cache interface, PCI bus interface, and memory intgfface
M11, M16, R11, R16,T4, (except pins listed below under VSUS).

T12, T15 U21, W6, Y6, Y21,
AA7, AAL10, AAL17, AA20

VSUS3 V22, W22, AB22 P | Suspend Power(3.3V +5%). Power for memory interface signEIs
SRASC#, SCASC#, SWECH#, SWEB#, RAS[5-0]#, CAS[7-0]#, and
MECC[7-0] as well as SUSTAT# and SUSCLK. Connect to VCCB if
suspend functions are not implemented.

VSUS2 AA22 P | Suspend Power(2.5V +5%). Connect to VCCI if suspend functigns
are not implemented.

VCCI F9, F18, J6, J21, V6, V21, | P | Powerfor On-Chip Internal Logic (2.5V #5%).

AA9, AA18

VCCD w1 P | Power for Video Clock Synthesizer Digital Logic (2.5V *5%).
Connect to VCCI through a ferrite bead and decouple to main gipund
plane GND with 0.001uF and 0.1uF ceramic and 10uF tantplum
capacitors (see “Apollo ProMedia Design Guide”).

VCCR D1 P | Power for RAMDAC Video Output Digital Logic (2.5V +5%).
Connect to VCCI through a ferrite bead and decouple to main gifpund
plane GND with 0.001uF and 0.1uF ceramic and 10uF tantglum
capacitors (see “Apollo ProMedia Design Guide”).

VTT E11, F19 P | CPU Interface Termination Voltage (1.5V +10%).

GTLREF E12, E21 P | CPU Interface GTL+ Voltage Reference. 2/3 VTIT 12%. Derived
from the termination voltage to the pullup resistors. Determineg the
noise margin for the host CPU interface signals. Internally connefts to
the GTL' sense amp on each GJ‘I'lhput or I/O pin.

GND A9, A18, A26, B2, C8,C14, | P | Ground. Connect to primary PCB ground plane.

C19, D4, D23, F6, F13-F14,
F16, F21, H24, J26,11, L13,
L14, L16, M12-M15, M21,
N3, N6,N11-N16 N21, P1, P6
P11-P16 P21,R12-R15, T11,
T13, T14,T16 T21, V26,
W24, AA6, AA13-AA1S5,
AA21, AC4, AC23, ADS,
AD13, AD19, AF1, AF9,
AF18, AF26

NC A2-A5, B3-B5, C3-C5, Y5, - No Connect.

AA3-AA5, AB1-AB4, AC1
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REGISTERS

Reqister Overview Reqgister Summary Tables

The following tables summarize the configuration and 1/O
registers of the ProMedia. These tables also document the

power-on default value (“Default”) and access type (“Acc”) |0 ports
for each register. Access type definitions used are R

Table 2. Register Summary

(Read/Write), RO (Read/Only), “—" for reserved / used|-Port#[l/O F;ort = — Defag(l)t AC;N

(essentially the same as RO), and RWC (or just WC) (ReadH=22—PCLIAGP Arbiter Disable

Write 1's to Clear individual bits). Registers indicated as RW CEB-8| Confouration Address 0000 0000 RW
rite 1's to Clear individual bits). Registers indicated as RW'cFe o[ Confguration Data 0000 00d0 RV

may have some read/only bits that always read back a fixed
value (usually 0 if unused); registers designated as RWC or
WC may have some read-only or read write bits (see
individual register descriptions following these tables for

details). All offset and default values are shown in

hexadecimal unless otherwise indicated.

Revision 1.3 September 8, 1999 23- Register Summary Tables
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Device

0 Bus 0 Reqisters - Host Bridge

PCI Configuration Registers

Device-Specific Configuration Registers (continued)

Offset | Confiquration Header Default [Acc Offset |PCI Bus Control Default | Acc
1-0 |Vendor ID 1106 |RO 70 | PCI Buffer Control 00 RW
3-2 |Device ID 0601 [RO 71 |CPU to PCI Flow Control 1 00 RW
5-4 |Command 0006 [RW 72 |CPU to PCI Flow Control 2 00 RW
7-6 | Status 0290 [WC 73 |PCI Master Control 1 00 RW

8 [Revision ID nn RO 74 | PCI Master Control 2 00 RW
9 |Praram Interface 00 RO 75 |PCI Arbitration 1 00 RW
A |Sub Class Code 00 RO 76 |PCI Arbitration 2 00 RW
B |Base Class Code 06 RO 77 | Chip Test(do notprogram) 00 RW,|
C |-reservedfcache line siZe 00 — 78 |PMU Control 1 00 RW
D llateny Timer 00 RW 79 |PMU Control 2 00 RW
E [Header Vpe 00 RO 7A |Miscellaneous Control 00 RW
F_ |Built In Self Tes{BIST) 00 RO 7B-7D|-reserved- 00 —
13-10]| Grahics Aperture Base 0000 0008 R 7E-7FE| DLL Test Mod€do notproaram) 00 RW,|

14-27 | -reservedbase addressaisterg 00 — 80-FF| -reserved- 00 —+

28-2B| -reservedfunassined 00 —

2D-2C| Subgstem Vendor 1D 0000 |RW Offset | GART/TLB Control Default Acc

2F-2E| Subgstem ID 0000 |RW 83-80| GART/TLB Control 0000 0000 RW

33-30] -reservediexpan ROM base adir 00 — 84 |Graphics Averture Size 00 | RW

37-34| Capability Pointer 0000 00AQRO 85-87 | -reservediunassined 00 —

34-3B| -reservedfunassined 00 — 8B-88| Gr. Averture Translation Table Base 0000 0000 RW
3C-3D| -reservedfinterrwt line & pin) 00 — 8C-8F| -reservedunassined 00 —
3E-3F| -reservedimin ant and max latend 00 — OffsetIAGP Control Default 1Ace

Device-Specific Configuration Registers A0 |AGP ID 02 RO

Offset |CPU Interface Control Default |Acc ﬁ% ﬁgg goee)::ti;itfargoiogés{sion fg gg
50 _|Reuest Phase Control 00 RW A3 |reserved {unassineq 00 —
51 Regonse Phase Control 00 KW I'A7-A4|AGP Status 0700 0203 R(
52_{Dynamic Defer Timer 10 __RWI = 'AB A8|AGP Command 0000 0040 RW
53 | Miscellaneous 00 RW AC |AGP Control 00 RW

55-54 | Non-Cacheable Bien #1 0000 RW AD |AGP Lateny 00 RWI

57-56 | Non-Cacheable Bien #2 0000 | RW [AcC.EE _reservedfunassineq 00 —

Offset [DRAM Control Default _|Acc

So-5a A i T a0 f ey [SRerfRios Saah

5A-5F [DRAM Row Endimm Address:
SA | Bank 0 Endin (HA[29:22) 01 |RW| |Offset|Miscellaneous Control Default | Acd
5B | Bank 1 Endio (HA[29:22) 01 [RW F8 |[DRAM Arbitration Timer 1 00 [ RW
5C | Bank 2 Endia(HA[29:22) 01 IRW F9_|DRAM Arbitration Timer 9 00 | RW
2D Bank 3 End!a (HA[29:22) 01 RW FA |CPU Direct Access FB Base Address 00 RW
5E Bank 4 Endin (HA[29:22) 01 RW FB Frame Buffer Conrol 00 RW
5F Bank 5 Endin (HA[29:22) 01 RW
60 |DRAM Tvpe 00 RW | Offset [Back Door Control Default |[Acc
61 |ROM Shadow Control CO000-CFFFE 00 RW| FEc [Back Door Control 1 00 RW
62 | ROM Shadow Control DOO00-DEEFEE 00 RW | FD |Back Door Control 2 00 R\
63 ROM Shadow Control EO000-FFFKF 00 RW EE-EE| Back Door Device ID 0000 0000 RW
64 |DRAM Timina for Banks 01 EC RW
65 |DRAM Timina for Banks 23 EC RW
66 |DRAM Timina for Banks 45 EC RW
67 |-reservedfunassined 00 RWi|
68 |DRAM Control 00 RW
69 |DRAM Clock Select 00 RW
6A |DRAM Refresh Counter 00 RW
6B [DRAM Arbitration Control 01 RW
6C [SDRAM Control 00 RW
6D |DRAM Control Drive Streath 00 RW

6E-6F| -reservedunassined 00 —

Revision 1.3 September 8, 1999 24- Register Summary Tables
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Device 1 Bus 0 Registers - PCI-to-AGP Bridge

PCI Configuration Registers

Device-Specific Configuration Registers

<==

Offset [Configuration Header Default [Acc Offset [AGP Control Default [Acc
1-0 |Vendor ID 1106 |RO 40 |CPU-to-AGP Flow Control 1 00 R
3-2 [Device ID 8601 |RO 41 [CPU-to-AGP Flow Control 2 00 R
5-4 [Command 0007 | RW 42 [AGP Master Control 00 R
7-6 | Status 0220 |W(C 43-4F | -reservediunassined 00 —

8 |Revision ID nn RO
9 |Praram Interface 00 RO
A |Sub Class Code 04 RO
B |Base Class Code 06 RO
C |-reservedf{cache line siZe 00 —
D__|Lateny Timer 00 RW
E [Header Vpe 01 RO
F Built In Self Tes{BIST) 00 RO
10-17| -reservedbase addressagisters 00 —
18 [Primay Bus Number 00 |RW
19 |SecondarBus Number 00 |RW
1A [Subordinate Bus Number 00 [RW
1B |-reserved{seconday lateng timer) 00 —
1C |I/O Base FO RW
1D |I/O Limit 00 RW

1F-1E| SecondagrStatus 0000 RO

21-20| Memoy Base FFFO |RW

23-22 [ Memoy Limit (Inclusive 0000 |RW

25-24 | Prefetchable MempBase FFFO |RW

27-26 | Prefetchable Mempt.imit 0000 [RW

28-3D| -reservedfunassined 00 —

3F-3E| PCI-to-AGP Bride Control 00 RW

Revision 1.3 September 8, 1999 25- Register Summary Tables
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Device 0 Bus 1 Registers - 2D / 3D Graphics Accelerator

PCI Configuration Registers

AGP Registers (2300-23FF)

Offset [Configuration Header Default [Acc /0O Port |AGP Configuration Regs Default [Acc
1-0 [Vendor ID 1023 R 2303-2300 |(See PCI Bus Master g
3-2 |Device ID 8500 | R 2307-2304 | Cpability List — RW
5-4 |PCI Command 0003 |RW 230F-2308 | -reserved- — 1
76 _|PCI Status 0220 [RW 2323-2310 [(See PCI Bus Master Bs)
§ Revision ID nn__| R 2333-2324 | reserved- — [+
f\ ;%'Sélegs'-se(":%' n 080 RF 2337-2334 | Cpability List Address — | RV
B [Base Class Code 03 R 233F-2338 | -reserved- . . — -
F-C |-reserved- — ] /0 Port  |AGP Operation Reqgisters Default |Acc
13-10 | Memoy Base Q8MB display men) [E000 000d RW 2343-2340 | FB Command List Start Adfr — | RW
17-14 | Memoy Base 1(128K mem mg 10) |[E080 0004 RW 2347-2344 | FB Command List Size — RW
1B-18 | Memoy Base 2A8MB video overla) [E040 0004 RW | 234B-2348 | Ch 1 FB Start Addr/ Pitch — [ RW
2B-1C | -reserved- — | 234F-234C | Ch 1 Frame Buffer Size — RrW
2D-2C| Subgstem Vendor ID 0000 [RW 2353-2350 [ Ch 1 ¥tem Start Address — RW
2F-2E | Subgstem ID 0000 IRW 2357-2354 | Ch 1 & 2 wtem Side Pitch — R\\V
33-30 | Expansion ROM Base 0000 0001 RW | 235B-2358 | Ch 2 $stem Start Address — | RW
3B-34 | -reserved- — | 235F-235C | Ch 2 FB Start Addr / Pitch — | RwW
3C_|Interrwt Line 0B |RW 2363-2360 | Ch 2 FB Size — | RW
3D |Interrwt Pin 01 R 2367-2364 | Ch Arb Counter Threshold — RW
3E-3F | -reserved- — | 236B-2368 [ Channel 1/0 Control — RW
Offset | Device-®ecific Confiquration Default _|Acc 236F-236C | Global & Channel 2 Contro — RW
40-8F | -reserved- — | 2373-2370 | Cmd List/ Ch 0/1/20CBtatus ~ — | RW
93-90 | Power Mangement 1 — | Rw [ 237F-2374 | -reserved- — [ -
97-94 | Power Mamgement 2 _ RW I/O Port IAGP Configuration Reds Default | Acc
98-FF | -reserved- — | 2383-2380 | Caability Identifier — |RW
2387-2384 | AGP Status — RW
PCI Bus Master Registers (2204, 2300, 231x, 232x) 238B-2388 | AGP Command — | RW
23AF-238C | -reserved- — —
1/O Port ___|PCIl Bus Master Reqgisters Default [ Acc /0 Port |AGP Command Buffer Reas| Default | Acc
2207-2204 | Master Status — 1R 23B3-23B0 | Command Buffer Start Addf — RwW
2303-2300 | Master Control — R 23B7-23B4 | Command Buffer End Addr| — RW
2313-2310 | Sstem Side Start Address — W | 23FF-23B8 | -reserved- — —+
2315-2314 | Master Haht — RW
2317-2316 [ Master Width — RW
231B-2318 | FB Start Address & Pitch — RW
231D-231C [ Sstem Side Pitch — R\
231F-231E | -reserved- — —+
2323-2320 | Clear Data — RW
Revision 1.3 September 8, 1999 26- Register Summary Tables
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Capture Registers (2200)

Extended Registers — Non-Indexed I/O Ports

I/O Port [Capture Registers Default |Acc I/0 Port |Extended Non-Indexed Rgs| Default |Acc
2203-2200 | Cature Command — [RW 3D8 Alt Destination Sement Addr] 00 R
) 3D9 Alt Source Sgment Address — RW
DVD Registers (2280-22FF) 3xB Alt Clock Select — R
: Note: 3xB notation indicates that these registers are accessible
I/(;ZF;%” D&/glgemsters Def_ault AFSC at either 3BB or 3DB depending on the setting of the color /
2281 MC Control — | RW mono bit.
2282 MC Frame Buffer Corti — RW
2283 -reserved- — —
2285-2284 | MC Status — R
2287-2284 | MC CommanQueue — RW
228B-2288 | MC Y-Reference Address — RrW
228F-228C | MC U-Reference Address — RW
2293-2290 [ MC V-Reference Address — RrW
2297-2294 |MC Displav Y-Address Offset — RW
229B-2298 | MC Dislay U-Address Offsgt — RW
229F-229C | MC Diplay V-Address Offset — RW
22A0 MC H Macroblock Count — RW
22A1 -reserved- — —
22A2 MC V Macroblock Count — RW
22A3 -reserved- — —
22A5-22A4 | MC Frame Buffer Y-Lanth — RW
22A7-22A6 | -reserved- — —t
22AB-22A8 | Color Palette Entries — RW
22AF-22AC | -reserved- — —t
22B3-22B0 | SP BUFOQ Pixel Start Address — RW
22B7-22B4 | SP BUF1 Pixel Start Addregs — RW
22BB-22B8 | SP BUFQO Cmd Start Address — RW
22BF-22BC | SP BUF1 Cmd Start Address — RW
22C1-22C0 | SP Y Didav Offset — RW
22CF-22C2 | -reserved- — —
22D0 Diaital TV Encoder Control — RW
22D3-22D1 | Daital TV Encoder CEC — RW
22FF-22D4 | -reserved- — —
Revision 1.3 September 8, 1999 27- Register Summary Tables



v, recllmlmlayies, Ine.

VT8601 Apollo ProMedia

Standard VGA Registers

Standard VGA Registers — Graphics Controller (GR)

Port [Index |VGA Registers Default |Acc Port [ Index |Graphics Controller Regs Default |Acc
3B4/5| 0-18| CRT ControllefMono Modé — RW 3CE — |Index — RW
3BA [ — [Input Status IMono Modg — R 3CF 0 | Set/Reset — RW
3C0/1]| 0-14| Attribute Controller — RW | 3CF 1 |Enable Set/ Reset — RW
3C2 — [Input Status 0 — R 3CF 2 | Color Comare — RW
3C2 — | Miscellaneous Oupiit (Write) — W 3CF 3 [Data Rotate — RW
3C3 — | Video Subgstem Enable — RW 3CF 4 | Read Mp Select — RW
3C4/5| 0-4 | Saquencer — RW 3CF 5 | Grahics Mode 00 RW
3C6 RAMDAC Pixel Mask — RW 3CF 6 | Miscellaneous — RW
3C7 — |RAMDAC Read Index — W 3CF 7 | Color Don't Care — RW
3Cs8 — |[|RAMDAC Write Index — w 3CF 8 | Bit Mask — RW
3C8 — |RAMDAC Index Readback — | R
3C9 | 0-FF| RAMDAC Palette Data — RW Standard VGA Registers — CRT Controller (CR)
3%%% 0-8 I\(/‘llrs‘érﬁggnggr?tsrocl)lg?t (Read — SV\ Z())(Z[ Index %E‘(I;XController Registers Default ARE:\Z
3D4/5| 0-18| CRT ControllefColor Moda — RW — : —
3DA | — [inputStatus {ColorModd | — | R 3x5 |0  Horzontal Total %o RW
46E8| — | Dinlay Adaoter Enable — RW 3x5 1 |Horizontal Dilay Enable 00 RW
Note: CRTC registers are accessible at either 3B4 / 3B5 gr gig g Eg:ggmg: E:ZEE:E Eltqadrt 88 S&
3D4 / 3D5 (shorthand nota.tlon 3x4 | 3x5) depending on the 35 4 THorizontal Retrace Start == RW
setting of the color / mono bit. 3x5 5 [Horizontal Retrace End 00 RwW
Standard VGA Registers — Attribute Controller (AR) gig ? \é?/g'r({f\lglv\;row 88 FF;XJ
Port | Index |Attribute Controller Re gs | Default |[Acc 3x5 8 |Preset Row Scan 00 | RW
3C0 | — [index — RW 3X5 9 [Maximum Scan Line 00 RW
3C0/L] 0-F [ Color Palette — | R [0 L A CuisorStan 001 RW
3C0/1[ 10 [ Attribute Mode Control — [ Ry |35 | B |CursorEnd 00 1 RW
3C0/1| 11 | Overscan Color — | RWw [-3X5 | C |Start Address ldh 00 RW
3C0/1[ 12 | Color Plane Enable — [ Rw [-3x5 | D Start Address Low 00 _|_RW
3C0/1[ 13 | Horizontal Pixel Panmin —  [Rw| -3X5 1 E jCursor Location i 90 RW
3C0/1 14 | Color Select _ RW 3x5 F Cursor Location Low 00 RW
3x5 10 | Vertical Retrace Start 00 RwW
Standard VGA Registers — Sequencer (SR) 3x5 | 11 |Vertical Retrace End 0 L RW
3x5 12 | Vertical Dislay Enable End 00 RW
Port |Index [Seguencer Rajisters Default |Acc 3x5 13 | Offset 00 RV
3C4 — [Index — RW 3x5 14 | Underline Location 00 RW
3C5 0 |Reset — RW 3x5 15 | Vertical Blankig Start 00 RW
3C5 1 | Clockim Mode — RW 3x5 16 | Vertical Blankin End 00 RW
3C5 2 | Map Mask — RW 3x5 17 | CRTC Mode Control 00 RW
3C5 3 | Character MaSelect — RW 3x5 18 |Line Comare 00 RW
3C5 4 | Memoy Mode — RW  Note: CRTC registers are accessible at either 3B4 / 3B5 or
3D4 / 3D5 (shorthand notation 3x4 / 3x5) depending on the
setting of the color / mono bit.
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Extended Registers — VGA Sequencer Indexed

Port | Index |Extended Sequencer Regs| Default |Acc Port | Index |[New Video Display Regs Default |Acc
3C5 8 | Old-New Status 00 R 3C5 | 82-80| W1 U FB Start Address — AW
3C5 9 | Grahics Controller Version 58 R 3C5 | 85-83| W1 V FB Start Address — RwW
3C5 A _|-reserved- — — 3C5 | 88-86| W2 FB Start Address — W
3C5 B | Version/Old-New Mode Ctifl  F3 RW 3C5 | 8A-89| W2 H Scalig Factor — RW
3C5 C | Confguration Port 1 B7 RW 3C5 | 8C-8B| W2 V Scalig Factor — RW
3C5 C | Confguration Port 2 — RW 3C5 | 90-8D| W2 Live Video Start — RW
3C5 D | Old Mode Control 2 20 RW 3C5 | 94-91| W2 Live Video End — RW
3C5 D | New Mode Control 2 10 RW 3C5 95 | W2 Live Vid Line Buf Leve — RW
3C5 E | Old Mode Control 1 A8 RW 3C5 96 [New Live Video Win Ctrl O 00 RW
3C5 E New Mode Control 1 40 RW 3C5 97 | New Live Video Win Citrl 1 00 RW
3C5 F Power-p Mode 2 BF RW 3C5 98 | New Live Video Win Ctrl 2 00 RW
3C5 10 | VESA™ Bqg BIOS Control 00 RW 3C5 99 | New Live Video Win Ctrl 3 00 RW
3C5 11 | Protection 00 R\W 3C5 [9B-9A |Vid Row Bvte Off. (W1-UV) — RW
3C5 12 | Threshold 21 RW 3C5 [ 9D-9C| Vid Row Bte Offset(\W2-Y) — RW
3C5 | 13-17] -reserved- — —+ 3C5 9E |Line Buf Re Threshold 00 RV
3C5 18 | VCLKI1 Frewenws Control O 00 R 3C5 9F | VBI Control — RW
3C5 19 | VCLK1 Freueng Control 1 00 RW 3C5 | A3-A0|VBI Frame Buffer Address — RW
3C5 1A | VCLK2 Freyueng/ Control O 00 RW 3C5 | A7-A4|VBI Cature Start — RW
3C5 1B | VCLK2 Frgueng/ Control 1 00 RW 3C5 | AB-A8|VBI Caoture End — RW
3C5 | 1C-1F| -reserved- — — 3C5 | AD-AC|VBI V Interrupt Position — RW
3C5 20 | Clock 8n / RAMDAC Setuw 00 RW| 3C5 | AF-AE| Cature Row Brte Offset — RW
3C5 21 | Sgnature Control 00 RW 3C5 | B1-B0O| Window 1 HSB Control — RW
3C5 | 23-22]| Sjnature Data — R 3C5 | B3-B2| Window 2 HSB Control — RW
3C5 24 | Power Mamgement Ctrl OE RW 3C5 | B6-B4| 2° Display Addr Select — RW
3C5 25 | Monitor Sense — R 3C5 B7 |Video Shamess — RW
3C5 | 26-36] -reserved- — —+ 3C5 | BA-B8| 2 Capture Addr Select — RW
3C5 37 [ Video Kg Mode 00 RW 3C5 BB |-reserved- — —
3C5 38 | Feature Connector Contro 00 RW| 3C5 BC | Contrast Control — RW
3C5 | 39-4F| -reserved- — — 3C5 BD |Dual View MUX Control — RW
3C5 | 52-50| Plgback Color K& Data — RW 3C5 BE | Miscellaneous Control Bits 00 RwW
3C5 53 | -reserved- — —T 3C5 | BE-CD| -reserved- — —
3C5 | 56-54| Plgback Color Kg Mask — RW 3C5 CE | Window 2 Live Video Citrl 00 RW
3C5 57 | Plgback Vid Key Mode — RW 3C5 CE | -reserved- — —
3C5 | 58-® |-reserved- — — 3C5 | D1-D0O| Row Rrte Offset(W2-UV) — RW
3C5 | 5A-5F]| Scratch Pad 0-5 — W | _3C5 | D4-D2[ W2 U-Frame Start Addres$ — RW
3C5 | 62-60] 3 Plavback Color K& Data — RW 3C5 | D7-D5| W2 V-Frame Start Address — RW
3C5 63 | -reserved- — —t 3C5 | D9-D8| Diital TV Interface Control — RW
3C5 | 66-64] ¥ Plavback ColorKe Mask — | RW 3C5 |DB-DA|W?2 V Count Status — |[R
3C5 | 67-7F| -reserved- — — 3C5 | DD-Dd Dual View Control — RW
3C5 | DF-DE W1 V Count Status — R
Port | Index |Reserved Registers Default |Acc
3C5 | EO-FF| -reserved- — RW
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Extended Registers — VGA Graphics Controller Indexed

Port | Index |Extd Graphics Ctrlr Regs Default |Acc
3CE/F| E [Old/New Src $ment Addr 00 RW
3CE/F F | Misc Extended Function Ctil 00 RW
3CE/F| 10-1H -reserved- — —
3CE/F| 20-2HPower Management Regs

20 |Standl Timer Control 0xxx0000p RW
21 |Power Manaement Control 1 00 R\
22 |Power Manaement Control 2 00 R\
23 [Power Status — RW
24 |Soft Power Control EO RW
25 |Power Control Select FE RW
26 |DPMS Control 00 RW
28-27| GPIO Control 0000 | RW
29 |-reserved- — —
2A |Sugend Pin Timer 00 RW
2B [-reserved- — —
2C [Miscellaneous Pin Control 00 RW
2D-2E| -reserved- — —
2F [Miscellaneous Internal Ctrl 00 RW
3CE/F| 30-5A -reserved- — —
3CE/F| 5A-5H Scratch Pad 0-5 — RwW
3CE/F| 60-7H -reserved- — —+
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Extended Registers — VGA CRT Controller Indexed

Port |Index |Extended CRTC Registers | Default |Acc Port |Index |Extended CRTC Registers | Default |Acc
3x5 OE | CRT Module Test 00 RW | 3x5 |80-BHVideo / Capture Engine
3x5 19 |CRT Interlace Control — RW 81-80( Horiz Scalig Factor(W1) — RW
3x5 1A [Arbitration Control 1 00 RW 83-82| Vert Scalig Factor(W1) — RW
3x5 1B |Arbitration Control 2 00 RW 85-84| -reserved- _ _
3x5 1C | Arbitration Control 3 00 R\ 89-86| Video Window Staifw1) — RW
3x5 |1D-1H -reserved- : — — 8D-8A|Video Window End — | RW
3x5 | 1F | Software Prgrammirg — [RW 8F-8E| Video Display Engine Flag — | RW
3x5 | 20 | Command FIFO 00 | RW 91-90| Row Btte OffsefWL W1-Y)| —  |RW
3x5 | 21 |linear Addressi 00__1RW 94-92[Vid Start Add{W1-Yor W[ — |RW
3x5 |22 CPU Laich Readback — RO 95 _|Vid Win Line Buffer Thresh| __— | RW
b Vi Aot i =T St e enfos Gy wf——
gig gg RreAsl\gR/Aeg RW Timirg OF RW 9A-98| Capture Video Start Address — | RW
3 |27 [CRT tiah Order Star 00| RW oo seo Diplay Status S
3x5 28 | -reserved- — —
3x5 | 29 |RAMDAC Mode 00| RV o oure Sono 2 —
3x5 2A |In terface Select 10 RW 9F |Canture Control 4 — RW
3x5 2B [Horiz. Parameter Overflow 00 RW A1-A0|Capture Vertical Total — RW
3x5 | 2C |-reserved- — — A3-A2|Capture Horizontal Total — | RW
3x5 | 2D |GE Timim Control 001 RW A5-A4|Cepture Vertical Start — [ RW
6 | 2E | -reserved- : — = A7-A6|Capture Vertical End — [ R
gig 3523 Prtzrsfg:\r}gnce Turin 03 RW A9-A8|Capture Horizontal Start — [ RW
3x5_| 35-34 GE IO Linear Address Basé 0000 __RW fo— e Horzontal=nd ==
3x5 36 | Grahics / Video Enine Ctrl 00 RW AD |Capture Horiz Snc Pulse — RW
36 | 37 1IC Control 82 RW AE_|Capture CRTC Control — [ RW
3x5 | 38 |Pixel Bus Mode 00 1 _RW AF_|Cepture CRTC Control — [ RW
3x5 39 | PCI Interface Control 0000000nb RW B1-BO| Canture Horiz Minify Factor — RW
3x5 3A |Ptysical Address Control 00 R B3-B2| Canture Vert Minily Factor — RW
36 | 3B | Clockand Tunin On0O0001b RV B5-B4[DST Pixel Width Count — [ RW
3x5 | 3C | Misc Control 001 RW B7-B6|DST Pixel Heiht Count — [RW
3x5 | 3D-3R -reserved: : — 1 = B8 |Canture FIFO Control 1 — [ RW
3x5 | 40-50|Hardware Cursor Registers B9 |Capture FIFO Control 2 — RW
43-40[ HW Cursor Position — RW BB- |Chromake Conmp Data O Lo — RW
45-44| HW Cursor Pattern Location — RwW BD- [Chromake Conp Data 0 Hi — RW
47-46[ HW Cursor Offset — RV BE |Capture Control — RW
4F-48| HW Cursor Color — RW BF |Display Engine Flay 4 — RWI
50 [HW Cursor Control — RW 3x5 | CO-CH -reserved- — |
3x5 51 |Bus Grant Termination Ctrl — RW [ 3x5 [D3-DA VGA / Diital TV Svnc Ctrl 1 — RW
3x5 52 | Shared Frame Buffer Ctrl 000x0010b RW[ 3v5 |D4-EH -reserved- — 1
3x5 | 53-54| -reserved- — —+
3x5 | 55 |PCI Rety Control OF _|RW|  Extended Registers — CRTC Shadow
3x5 56 | Diglay Pre-end Control 00 RW :
3x5 57 | Dislay Pre-end Fetch Paraf. _ Rw | Port [Index |CRTC Shadow Registers Default |Acc
3x5 | 58-5D -reserved- — £ 3x5 00 | Horizontal Total — RW
3x5 5E | Cature / ZV Port Control x0000000b RW | 3x5 03 | Horizontal Blankig End — RW
3x5 5F | Test Control 00 R\W 3x5 04 | Hoorizontal Retrace Start — RW
3x5 | 60-61] -reserved- — —+ 3x5 05 |Horizontal Retrace End — RW
3x5 | 62 [Enhancement0 04 |RW 3x5 | 06 |Vertical Total — RW
3x5 | 63 |Enhancement 1 00 Rw [ 3x5 | 07 |Overflow — RW
3x5 64 | DPA Extra — RW 3x5 10 | Vertical Retrace Start — RW
3x5 | 65-7F -reserved- — —+ 3x5 11 [Vertical Retrace End — RW
3x5 16 | Vertical Blankig End — RW
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3D Graphics Engine Registers

These registers are addressed at offsets from the Graphics
Engine Base Address (GEbase). All registers are 32-bit.

Offset [Span Engine Registers Default |Acc Offset [Texture Engine Registers Default |Acc
3-0 |Parameter Source 1 — RW | A3-AQ |Texture Control — RW
7-4 |Parameter Source 2 — RW | A7-A4 |Texture Color — RW
B-8 |Parameter Destination 1 — RW [AB-A8|Palette Data — W
F-C |Parameter Destination 2 — RW |AF-AC|Texture Boundar — RW

Offset VGA Core Registers Default |Acc Offset |Command List Control Registers Default |Acc

13-10( Rioht View Display Base Addresses| — RW |B3-B0|-reserved- — —

17-14 | Left View Diplay Base Addresses — RW |B7-B4|-reserved- — —

1B-18| Block Write Start Address — RW | Offset [Memory Interface Reqgisters Default |Ac

1F-1C| Block Write Area / End Address — RW |BB-B8|Destination Stride & Buffer 0 — R\W

23-20| GE Status — R BF-BC| Destination Stride & Buffer 1 — RW

27-24| GE Control — | W C3-C0| Destination Stride & Buffer 2 — RW
2B-28| GE Debg — R C7-C4| Destination Stride & Buffer 3 — RW
2F-2C| Wait Mask — RW [CB-C8| Source Stride & Buffer 0 — RW

Offset [Rasterization & Setup Engine Regs Default |Acc CF-CC| Source Stride & Buffer 1 — RW

33-30] Primitive Attribute — RW D3-DO0| Source Stride & Buffer 2 — RW

37-34| -reserved- — — D7-D4|Source Stride & Buffer 3 — RW

3B-38] -reserved- — — DB-D8|Z Depth & Buffer — RW
3F-3C| Primitive ype — W DF-DC| Texture Base Level (@:1 Map) — RW
3F-3C| Setp Engine Status — R E3-EQ| Texture Base Level 1 — RW

Offset [Pixel Engine Registers Default |Acc E7-E4| Texture Base Level 2 — RW

43-40| -reserved- — — EB-E8| Texture Base Level 3 — RW

47-44 | Drawing Command — RW EF-EC| Texture Base Level 4 — RW

4B-48| Raster @eration(ROP) — RW F3-FO| Texture Base Level 5 — RW

AF-4C| Z-Function — RW F7-F4| Texture Base Level 6 — RW

53-50| Texture Function — RW |FB-F8|Texture Base Level 7 — RW

57-54 | Clipping Window 0 — RW FE-FC| Texture Base Level(galles) — RW

5B-58 | Clipping Window 1 — RW Offset |Data Port Area Default |Acc

5F-5C| -reserved- — — 1xxxx |Data Port Area —

63-60| Color 0 — RW

67-64| Color 1 — RW

6B-68| Color Ker — RW

6F-6C| Pattern and @e — RW,

73-70| Pattern Color — RW

77-74 | Pattern Fooeound Color — RW

7B-78 | Pattern Baakound Color — RW

7F-7C| Alpha — RW,

83-80| Alpha Function — RW

87-84 | Bit Mask — RW

8B-88 | -reserved- — —

8F-8C| -reserved- — —

93-90 | -reserved- — —

97-94 | -reserved- — —

9B-98| -reserved- — —

9F-9C| -reserved- — —
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Miscellaneous 1/O Configuration Space 1/0
One I/O port is defined in the ProMedia: Port 22. All registers in the ProMedia (listed above) are addressed via
) ) the following configuration mechanism:
Port 22 — PCI /AGP Arbiter Disable ............ccceeeeeeennnnn. RW
7-2 Reserved .....ccccoviiiiiiiiiiee always reads 0 Mechanism #1
! ACBP Aéggzgr?és%bgREQ# signal defaultThese ports respond only to double-word accesses. Byte or
1 Do not respond to GREQ# S|gnal """""" word accesses will be passed on unchanged.
0  PCI Arbiter Disable , Port CEB-CF8 - Configuration AAdress. ........c.ccceeeeeeev.. RW
0 Respond to all REQ# 5|gnals.... ........... :...defgult 31 Configuration Space Enable
1 Do not respond to any REQ# signals, including :
PREQ# O Disabled.........ccooooiiiiii, default

1 Convert configuration data port writes to
configuration cycles on the PCI bus
30-24 Reserved ......oocooiiiiiiiiiiiieeeen always reads 0
23-16 PCI Bus Number
Used to choose a specific PCI bus in the system
15-11 Device Number
Used to choose a specific device in the system
(devices 0 and 1 are defined)
10-8 Function Number
Used to choose a specific function if the selected
device supports multiple functions (only function 0 is
defined).
7-2 Register Number (also called the "Offset")
Used to select a specifc DWORD in the
configuration space
1-0 Fixed e, always reads 0

This port can be enabled for read/write access by setting bit-7
of Device 0 Configuration Register 78.

Port CFF-CFC - Configuration Data............oceveviiennnees... RW

Refer to PCI Bus Specification Version 2.2 for further details
on operation of the above configuration registers.

Revision 1.3 September 8, 1999 33- Register Summary Tables



v, recllmlmlayies, Ine.

VT8601 Apollo ProMedia

Reaqister Descriptions

Device 0 Offset 7-6 - StatusS .......ooveeriieeniiieeiiiieiiieeieeeese, RWC

Device 0 Bus 0 Header Regqisters - Host Bridge

All registers are located in PCI configuration space. They
should be programmed using PCI configuration mechanism 1
through CF8 / CFC with_bus numbdunction humber and
device number equal to zero

15 Detected Parity Error
0 No parity error detected..........ccevveeeeeeenn. default
1 Error detected in either address or data phase.
This bit is set even if error response is disabled
(command register bit-6). ...... write one to clear
14  Signaled System Error (SERR# Asserted)
........................................ always reads 0

Device 0 Offset 1-0 - Vendor ID ......ocooeeeeeieinieeiieeiieennes RO 13 Signaled Master Abort
15-0 1D Code(reads 1106h to identify VIA Technologies) 0 No abortreceived ..........cc.ooceieiininennn, default
1 Transaction aborted by the master ...................
Device 0 Offset 3-2 - DeVICe ID.....iiveuiiieeiiieiiiiiiiiiieenaass RO write one to clear
15-0 ID Code(reads 0601h to identify the VT8601) 12 Received Target Abort
) 0 No abortreceived ............ooeeviiiiicinnnnnns default
Device 0 Offset 5-4 - Command..........ceeeeeeeeeieiiiiiiieeeeeees RwW 1 Transaction aborted by the target.....................
15-10 Reserved ... alwaysreads O write 1 to clear
9 Fast Back-to-Back Cycle Enable....................... RO 11 Signaled Target AbOrt..........co.cec...... always reads 0
0 Fast back-to-back transactions only allowed to 0 Target Abort never signaled
the same agent........ccccevveevviiieene e, default 10-9 DEVSEL# Timing
1 Fast back-to-back transactions allowed to 00 Fast
different agents 01 Medium.....c.coovoveerereeeeeeeeaes always reads 01
8 SERR#ENable.....cccccooiviiiiiiieice e RO 10 Slow
0 SERR# driver disabled........................... default 11 Reserved

1 SERR# driver enabled
(SERR# is used to report parity errors if bit-6 is set).

8 Data Parity Error Detected
0 No data parity error detected ................. default

7  Address / Data StepPiNg.....cceeeeeeiieeeeeeiniiiiiiiens RO 1 Error detected in data phase. Set only if error
0 Device never does stepping..........cccveeee. default response enabled via command bit-6 = 1 and
1 Device always does stepping VT8601 was initiator of the operation in which
6  Parity Error Response...........cooccvvveiiiiiininnnnn. RW the error occurred. ................. write one to clear
0 Ignore parity errors & continue............... default 7  Fast Back-to-Back Capable.............. always reads 1
1 Take normal action on detected parity errors 6  ReServed ..o always reads 0
5 VGA Palette SN00P...ccceiiiiieeeiieiiiiieiiee RO 5 66MHz Capable......c..ccccoeeveverernnnn. always reads 0
0 Treat palette accesses normally.............. default 4 Supports New Capaibility list............ always reads 1
1 Don'trespond to palette accesses on PCI bus 3-0 Reserved ...oooccceeiiiiiieeee e always reads 0
4  Memory Write and Invalidate Command.......... RO
0 Bus masters must use Mem Write .......... default Device 0 Offset 8 - Revision ID .........eiiiiieeeniiiiieeiiiiiieeee, RO

1 Bus masters may generate Mem Write & Inval
3 Special Cycle Monitoring.........ccooevevieiiiiniciiiiinns RO

7-0 VT8601 Chip Revision Code

default Device 0 Offset 9 - Programming Interface..................... RO

0 Does not monitor special cycles.............
1 Monitors special cycles
2 BUSMASIEI ..ot RO

7-0 Interface Identifier ...............cccceeee always reads 00

0 Never behaves as a bus master
1 Can behave as a bus master....................

1 Me()molgloigifirespondtomemorysp Y RO Device 0 Offset B - Base Class COe..uurrrrnnnrrccnsrrienns.. RO
1 Responds to memory space.................... default -0 Base Class Codereads 06 to indicate Bridge Device

0 I/O Space .......................................................... RO Dev|ce O Offset D- Latency Tlmer __________________________________ RW
0 Does not respond to I/O space ............... defa“"Specifies the latency timer value in PCI bus clocks.

1 Responds to I/O space

7-3 Guaranteed Time Slice for CPU............... default=0

2-0 Reservedfixed granularity of 8 clks) .. always read 0
Bits 2-1 are writeable but read 0 for PCI specification
compatibility. The programmed value may be read
back in Offset 75 bits 5-4 (PCI Arbitration 1).
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Device 0 Offset E - Header TYP€ .....oeeveeeeeeeeeiiiiiieiieee, RO Device 0 Offset 2D-2C — Subsystem Vendor ID ............. RW
7-0 Header Type Code........... reads 00: single function  15-0 Subsystem Vendor ID...............c..eee. default = 0000
Device 0 Offset F - Built In Self Test (BIST).......ceeeeennn.. RO Device 0 Offset 2F-2E — Subsystem ID.........eeeeeeeieeennn... RwW

7  BIST Supported...... reads O: no supported functions 15-0 Subsystem ID..........ccccccvrrviriiiieerennnn. default = 0000
6-0 Reserved ......cccoociiiiiiniie always reads 0
Device 0 Offset 13-10 - Graphics Aperture Base............. RwW Device 0 Offset 37-34 - Capability Pointer ...................... RO
31-28 Upper Programmable Base Address Bits....def=0  Contains an offset from the start of configuration space.
27-20 Lower Programmable Base Address Bits.... def=0 31-0 AGP Capability List Pointer ........ always reads AOh

These bits behave as if hardwired to 0 if the
corresponding Graphics Aperture Size register bit
(Device 1 Offset 84h) is 0.

27 26 25 24 23 22 21 20 (This Register)
7 6 5 4 3 2 1 0 (GrAperSize)

RWRW RWRW RWRWRWRW 1M
RWRWRWRWRWRWRW 0 2M

RWRWRWRWRWRW 0 0 4M
RWRWRWRWRW 0 0 0 8M
RWRWRWRW 0 0 0 0 1eM
RWRWRW 0 0 0 O 0 32M
RWRW 0 0 O O O O 64M
RWO O 0 O O O O 128M
0O 0 0O O OO O O 256M
19-0 Reserved ......ccccevvvviiiiiiieeeenn, always reads 00008

Note: The locations in the address range defined by this
register are prefetchable.
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Device 0 Bus 0 Host Bridge Reqgisters

CPU Interface Control

Device 0 Offset 50 — Request Phase Control (00h) ......... RW
7  CPU Hardwired 10Q (In Order Queue) Size
Default per strap on pin MA11l during reset. This
register bit can be written to 0 to restrict the chip to
one level of 10Q.

0 1-Level
1 4-Level....... default if no external strap resistor
6  Read-Around-Write
0 Disable ..o default
1 Enable
5 Reserved ..., always reads 0
4  Defer Retry When HLOCK Active
0 Disable ...coovviveiiiiiii default
1 Enable
Note: always set this bit to 1
3-2 Reserved ..o, always reads 0
1 Fast Speculative Read
0 Disable .oveeeiiiiieii default
1 Enable

0 CPU/PCI Master Read DRAM Timing
0 Start DRAM read after snoop complete....... def
1 Start DRAM read before snoop complete

Device 0 Offset 51 — Response Phase Control (00h)....... RW

CPU Read DRAM 0OWS for Back-to-Back Read
Transactions
0 Disable......cccocveeeiiiiiii default
1 Enable
Setting this bit enables maximum read performance
by allowing continuous O0-wait-state reads for
pipelined line reads. If this bit is not set, there will be
at least 1T idle time between read transactions.
CPU Write DRAM OWS for Back-to-Back Write
Transactions
0 Disable.....ccoooveeeieiiiiii default
1 Enable
Setting this bit enables maximum write performance
by allowing continuous O-wait-state writes for
pipelined line writes ands sustained 3T single writes.
If this bit is not set, there will be at least 1T idle time
between write transactions.
DRAM Read Request Rate

O BT default
1 2T

Fast Response (HIT/HITM Sampled 1T Earlier)
0 Disable.......ccoooicii e, default
1 Enable

Non-Posted IOW
0O Disable.......oooo, default
1 Enable

CPU Read DRAM Prefetch Buffer Depth
0 1-level prefetch buffer ...............ccceens default

1 4-level prefetch buffer
CPU-to-DRAM Post-Write Buffer Depth
0 1-level post-write buffer .........ccc.cccceeen. default
1 A4-level post-write buffer
Concurrent PCI Master / Host Operation
0 Disable —the CPU bus will be occupied (BPRI
asserted) during the entire PCI operation..... def
1 Enable — the CPU bus is only requested before
ADS# assertion
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Device 0 Offset 52 — Dynamic Defer Timer (10h)........... RW Device 0 Offset 53 — Miscellaneous (00h)...............c........ RwW
7  GTL I/O Buffer Pullup ........... default = MA13 Strap 7 HREQ Function
0 Disable 0 Disable.....cccccoviiiiiiiiiiii e default
1 Enable 1 Enable
The default value of this bit is determined by a strap 6 DRAM Frequency Higher Than CPU FSB
on the MA13 pin during reset. 0 Disable......ccccooiiiiiiiiiiiii e default

6 RAW Write Retire After 2 Writes

0 Disable........ccooiiiiiic e default
1 Enable
5 Reserved ..., always reads 0
4-0 Snoop Stall Count

00 Disable dynamic defer

01-1F Snoop stall count default = 10h

5

1-0

1 Enable
Setting this bit enables the DRAM subsystem to run at
a higher frequency than the CPU FSB frequency.
When setting this bit, register bit Rx69[6] must also be
set and only SDRAM memory type DIMM modules
may be installed. An EDO / SDRAM mix in the
DRAM subsystem is not supported in this case.
AGP/PCI-to-CPU Master / CPU-to-PCl Slave
Concurrency
0O Disable.......ccoooiii
1 Enable
HPRI Function
0 Disable.......cccoiiiii
1 Enable
P6Lock Function
0O Disable.......cooooii,
1 Enable
P6Lock
0 Disable.......oooo,
1 Enable
Reserved

default
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Device 0 Offset 55-54 - Non-Cacheable Region #1 .........

RW DRAM Control

15-3 Base Address A<28:16>.........ccccveevunnnnen.

default=0 These registers are normally set at system initialization time

As noted below, the base address must be a multiple,,y ot accessed after that during normal system operation.
registers, however, may need to be
programmed using specific sequences during power-up
initialization to properly detect the type and size of installed
memory (refer to the VIA Technologies VT8601 BIOS
porting guide for details).

of the region size.
2-0 Range (Region Size)

000 Disable .....ccuivieiiiiieeie e defau

001 64K

010 128K (Base Address A16 must be 0)
011 256K (Base Address A16-17 must be 0)
100 512K (Base Address A16-18 must be 0)
101 1M (Base Address A16-19 must be 0)
110 2M (Base Address A16-20 must be 0)

It

Some of these

Table 3. System Memory Map

Space _Start Size

111 4M (Base Address A16-21 must be 0) DOS

VGA

BIOS

Device 0 Offset 57-56 - Non-Cacheable Region #2 ......... RW BIOS
15-3 Base Address MSBsA<28:16>................ default=0 BIOS

As noted below, the base address must be a multipl&!0S
BI

of the region size.

0s

2-0 Range (Region Size) BIOS
000 DiSADIE ... defaultBIOS
001 64K BIOS
010 128K (Base Address A16 must be 0) BIOS
011 256K (Base Address A16-17 must be 0) BIOS
100 512K (Base Address A16-18 must be 0) Sys
101 1M (Base Address A16-19 must be 0) Bus
110 2M (Base Address A16-20 must be 0) Init

111 4M (Base Address A16-21 must be 0)

0
640K

768K
784K
800K
816K
832K
848K
864K
880K
896K
960K

1MB
D Top

4G-64K

640K
128K

16K
16K
16K
16K
16K
16K
16K
16K
64K
64K

64K

Address Range Comment

00000000-0009FFFF
000AO000-000BFFFF

000C0000-000C3FFF
000C4000-000C7FFF
000C8000-000CBFFF
000CCO000-000CFFFF
000D0000-000D3FFF
000D4000-000D7FFF
000D8000-000DBFFF
000DCO000-000DFFFF
OOOEOO00-0O00EFFFF
000F0000-000FFFFF

00100000-DRAM Top
DRAM Top-FFFEFFFF
FFFEFFFF-FFFFFFFF

Cacheable
Used for SMM

Shadow Ctrl 1
Shadow Ctrl 1
Shadow Ctrl 1
Shadow Ctrl 1
Shadow Ctrl 2
Shadow Ctrl 2
Shadow Ctrl 2
Shadow Ctrl 2
Shadow Ctrl 3
Shadow Ctrl 3

Can have hole

000X alias
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Device 0 Offset 59-58 - DRAM MA Map Type............... RW Device 0 Offset 60 — DRAM TYDPE ...evueiiiieieiiiiiieiiiieeennn, RW
15-13 Bank 5/4 MA Map Type (EDO/FPG) 7-6 Reserved .....ccccccviiviiiiiiiinene e, always reads 0
000 8-bit Column Address 5-4 DRAM Type for Bank 5/4
001 9-bit Column Address 00 Fast Page Mode DRAM (FPG).............. default
010 10-bit Column Address ........cccccveeeennnen. default 01 EDO DRAM (EDO)
011 11-bit Column Address 10 Reserved
100 12-bit Column Address (64Mb) 11 SDRAM
101 Reserved 3-2 DRAM Type for Bank 3/2..................... default=FPG
11x Reserved 1-0 DRAM Type for Bank 1/0..................... default=FPG
Bank 5/4 MA Map Type (SDRAM)
OxX 16Mb SDRAM.......covvviiiiiieieeeeeeeeeeeeiia, default
100 64/128Mb SDRAM (x4, x8, x16, 4-bank x32)
101 64Mb VC SDRAM(x4) Table 4. Memory Address Mapping Table
110 64/128Mb VC SDRAM (8Mx8 or 8Mx16)
111 128Mb VC SDRAM (16Mx8) _EDO/EP DRAM
12 Bank 5/4 Virtual Channel Enable............ default=0 MA:|13|12]|11|10/9/8|7]6]5/4|3]2]1]0
8-bit Col 23[2221] 11 29 1918|17|16[15|14|13]|12|Row Bits
(000) 10/9(8[7]|6]5]|4]3]|ColBits
11-8 Reserved ....ccooovvviiviiiiiiiieieeeeeeeian, always reads gt col 24]23| 22)21] 20/ 19|18 17| 16| 15| 14| 13| 12| Row Bits
(001) 11|10{ 9[8|7|6|5][ 4] 3]|ColBits
7-5 Bank 1/0 MA Map Type (see above) 10-bit Col 25|24(23| 21]20(19|18|17|16|15|14|13|12|Row Bits
4  Bank 1/0 Virtual Channel Enable............ default=0 (010) 22|11110/9]8|7]6|5] 4| 3|Col Bits
11-bit Col 26(25( 23]21|20[19|18]|17|16[15|14| 13| 12| Row Bits
(011) 24|22|11]|10[ 98| 7|65 4] 3|ColBits
3-1 Bank 3/2 MA Map Type (see above) 12-bit Col 27 25|23[21[20[ 19| 18] 17[16] 15[ 14| 13[12[Row Bits
0 Bank 3/2 Virtual Channel Enable............ default=0 (100) 26(24|22|11|10{ 9|8|7|6|5]| 4| 3|Col Bits
SDRAM
MA:|13|12(11/10/9|8(7|6|5]|4[3|2]|1]0
Device 0 Offset 5A-5F — DRAM Row Ending Address: 16Mb (0xx) 11|22|21|20(19(18(17|16| 15| 14|13|12(Row Bits
All of the registers in this group default to O1h: 11)PC|24]123/101 9181716 5] 4] 3 |Col Bits
64Mb (100) [24]|13|12]22[21|20]19]18[17|16]15]14[11[23]x4: 10 col
Offset 5A — Bank 0 Ending (HA[30:23]) RW 2/4 bank |24(13|12|PC|26]25(10/9(8|7(6|5]| 4| 3 |x8:9 col
23] i, <4 xB X16: 16,8 col
Offset 5B — Bank 1 Ending (HA[30:23]).....cuuueennnn..... RW | 4-bank x32 x32: 8 col
Offset 5C — Bank 2 Ending (HA[30:23]) ......eeeeneeeee.. RW VvVC SDRAM
Offset 5D — Bank 3 Ending (HA[30:23]) ...oooovveeee.e.. Rw Segment address {HA9,HA10,HA25,HA26} depends on VC
] SDRAM configurations.
Offset 5E — Bank4 Endlnq (HA[30231) ..................... RW MA 1_3 1_2&@ 9 g z § 5 4 § Z l- Q
Offset 5F — Bank 5 Ending (HA[30:23]) ....ovvveiieeeen.. RW | ¢ gngleM 2411312122211 24 19 18 17 16 15 14 11 2334“("1:3‘1(’2)“6
Note :BIOS is required to fill the ending address registe 56101% %—bitkCOIa 24/1312|PC|26/2510| 9( 8| 7| 6| 5[ 4| 3
. . g -banl
for gll banks even [f no memory is populated. Thg— 7 =em 2211312122121 24 19 16 17 16 15 12 11 baoamt svixe
endings have to be in incremental order. VC SDRAM (13x7)
(110) 7-bit Cold 24| 13/12|PC|26|25|/ 100 9| 8| 7| 6] 5| 4| 3| 128M: 8Mx16
2-bank (13x7)
128M  [24[1312[22[21] 2d 19 18 1F 16 15 14 11 p328M: 16Mx8
VC SDRAM (13x8)
(111) 8-bit Colg 24| 1312|PC| 26| 2510 9| 8| 7| 6| 5 4 3
2-bank

"PC" = "Precharge Control" (refer to SDRAM specifications)
16Mb 11x10, 11x9, and 11x8 configurations supported
64Mb x4: 12x10 4bank, 13x10 2bank

x8: 12x9 4bank, 13x9 2bank

x16: 12x8 4bank, 13x8 2bank

x32: 11x8 4bank
128Mb same as 64Mb
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Device 0 Offset 61 - Shadow RAM Control 1 ................. RW Device 0 Offset 63 - Shadow RAM Control 3................. RW

7-6 CCO000h-CFFFFh
00 Read/write disable........cccccceeevvvieieeennnnnn. default
01 Write enable
10 Read enable
11 Read/write enable
5-4 C8000h-CBFFFh
00 Read/write disable.........c.cccccevvviiireeennnnnn. default
01 Write enable
10 Read enable
11 Read/write enable
3-2 C4000h-C7FFFh
00 Read/write disable........cccccceevvvvveeienrnnnnn. default
01 Write enable
10 Read enable
11 Read/write enable
1-0 CO0000h-C3FFFh
00 Read/write disable........cc.ccceeevvviiereeinnnnn.. default
01 Write enable
10 Read enable
11 Read/write enable

Device 0 Offset 62 - Shadow RAM Control 2 ................. RW
7-6 DCO00h-DFFFFh
00 Read/write disable........cccooeeevivviiieniinnnn. default

01 Write enable
10 Read enable
11 Read/write enable
5-4 D8000h-DBFFFh
00 Read/write disable........cccccceevvvvveereernnnnn. default
01 Write enable
10 Read enable
11 Read/write enable
3-2 D4000h-D7FFFh
00 Read/write disable........ccccccceevvviiereeennnnnn. default
01 Write enable
10 Read enable
11 Read/write enable
1-0 DO0000h-D3FFFh
00 Read/write disable........cccccoeevvvvveereernnnnn. default
01 Write enable
10 Read enable
11 Read/write enable

7-6 EOO0Oh-EFFFFh
00 Read/write disable ........cccoeeeviiieiiiiiiinnnnn, default
01 Write enable
10 Read enable
11 Read/write enable
5-4 FO0000h-FFFFFh
00 Read/write disable ............ccccoeeveeeeennnnnn.. default
01 Write enable
10 Read enable
11 Read/write enable
3-2 Memory Hole
00 NONE oo, default
01 512K-640K
10 15M-16M (1M)
11 14M-16M (2M)
1-0 SMI Mapping Control
00 Disable SMI Address Redirection ......... default
01 Allow access to DRAM Axxxx-Bxxxx for both
normal and SMI cycles
10 Reserved
11 Allow SMI Axxxx-Bxxxx DRAM access

Note: The A0000-BFFFF address range is reserved
for use by VGA controllers for system access to the
VGA frame buffer. Since frame buffer accesses are
normally directed to the system VGA controller (with
its separate memory subsystem), system DRAM
locations in the AOO00-BFFFF range would normally
be unused. Setting the above bits appropriately
allows this block of system memory to be used by
directing Axxxx-Bxxxx accesses to corresponding
memory addresses in system DRAM instead of
directing those accesses to the PCI bus for VGA
frame buffer access.
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Device 0 Offset 64 - DRAM Timing for Banks 0,1 ......... RW

Device 0 Offset 65 - DRAM Timing for Banks 2,3 ......... RW

Device 0 Offset 66 - DRAM Timing for Banks 4,5 ......... RW

FPG / EDO Settings for Reqisters 64-66

7

RAS Precharge Time
0 3T
1 47
RAS Pulse Width
0 471
1 5T
CAS Read Pulse Width
00 1T
01 2T
10 3T
11 4T
Note: EDO will not automatically reduce the CAS
pulse width. For EDO type DRAMSs, use 00 if CAS
width = 1 is to be used.
CAS Write Pulse Width
0 1T
1 2T default
MA-to-CAS Delay
0 1T
A default
RAS to MA Delay
O AT e default
1 2T
Reserved

..................................................... default

........................................ always reads 0

SDRAM Settings for Registers 64-66

7

5-4

N W

1-0

Precharge Command to Active Command Period

0 TrP=2T

N I default
Active Command to Precharge Command Period

0 Tras=5T

1 Tras=6T
CAS Latency

00 1T

01 2T

10 BT e default

11 Reserved
Reserved (Do Not Programy).................. default =0
ACTIVE Command to CMD Command Period

0 2T

1 3T
Bank Interleave

00 No Interleave........cocoeeeeeiieieeiiiiiiiiiiiiinnnn, default

01 2-way

10 4-way

11 Reserved

.............................................. default

Device 0 Offset 68 - DRAM Control

7

1-0

SDRAM Open Page Control
0 Always precharge SDRAM banks when
accessing EDO/FPG DRAMs................ default
1 SDRAM banks remain active when accessing
EDO/FPG banks
Bank Page Control
0 Allow only pages of the same bank active ... def
1 Allow pages of different banks to be active
EDO Pipeline Burst Rate
0 X-2-2-22-2-2-2 .ot default
1 X-2-2-23-2-2-2
DRAM Data Latch Delay for EDO/FPG DRAM
0 Latch DRAM data at CCLK rising edge..... def.
1 Delay latch of DRAM data by ¥2 CCLK
EDO Test Mode
0 Disable.......ccoooii, default
1 Enable
Note: MDO is internally pulled up for EDO detection.
Burst Refresh

0 Disable........ooooi default
1 Enable (burst 4 times)

System Frequency Divider..........ccccovveveereereenennn. RO
00 CPU/PCI Frequency Ratio = 2x (66 MHz)
01 CPU/PCI Frequency Ratio =3x (100 MHz)

10 CPU/PCI Frequency Ratio Auto Detect

11 CPU/PCI Frequency Ratio =4x (133 MHz)
These bits are latched from MA[14, 12] at the rising
edge of RESET#. Without external strapping
resistors, the default setting of these bits is 00 (66
MHz).
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Device 0 Offset 69 — DRAM Clock Select (00h).............. RW Device 0 Offset 6A - Refresh Counter............cccvveeeeenn... RW
7-6 DRAM Operating Frequency Select................ RwW 7-0 Refresh Counter(in units of 16 CPUCLKS)
Rx68[1-0] Rx69[7-6] CPU/DRAM 00 DRAM Refresh Disabled..............c.c..... default
00 00 66/66 (default) 01 32 CPUCLKs
00 01 66/100 02 48 CPUCLKs
01 00 100/100 03 64 CPUCLKs
01 10 100/66 04 80 CPUCLKs
01 01 100/133 05 96 CPUCLKs
10 00 133/133 e
10 i 10 133/100 The programmed value is the desired number of 16-
5 256M bit DRAM Support CPUCLK units minus one.

0 Disable ...cccvvvvieiiiiii default
1 Enable (DCLKRD becomes output)
4  DRAM Controller Command Register Output

0 Disable ......ccccuvveiiiiiiiiie e default Device 0 Offset 6B - DRAM Avrbitration Control (01h) RW

1 Enable 7-6 Arbitration Parking Policy
3 Fast DRAM Precharge for Different Bank 00 Park at last bus owner...............ccceeuunees default

0 Disable .....ccocceeiiiiiiiiec e default 01 Park at CPU side

1 Enable 10 Park at AGP side
2 DRAM 4K Pages (for 64Mbit DRAM) 11 Reserved

0O Disable ......ccccovviiiiiii . default 5 Fast Read to Write Turnaround

1 Enable 0 Disable......ooooii, default
1 Registered DIMM Support 1 Enable

0 Disable ...cooviiiiiiiici default 4  Memory Module Configuration ...............ccc.c...... RO

1 Enable 0 Normal Operation..........cccvveeveeiiivenenenn. default
0  Reserved ..coccocciiiiiie e always reads 0 1 Unused Outputs Tristated (RASB#, CASB#,

CKE, MAB, DCLKO)
This bit is latched from MAB7# at the rising edge of
RESET#.
3  MD Bus Second Level Strength Control
0 Normal slew rate control...............cc....... default
1 More slew rate control
2 CAS Second Level Strength Control
0 Normal slew rate control........................ default
1 More slew rate control
1 Virtual Channel-SDRAM
0 Disable.....ccococveeeieiiiiii default
1 Enable
0  Multi-Page Open
0 Disable (page registers marked invalid and no
page register update which causes non page-
mode operation)
1 Enable.....i, default
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Device 0 Offset 6C - SDRAM Control......ooeveiieeeiieennnnee.. RW Device 0 Offset 6D - DRAM Drive Strength................... RW

7-5 Reserved
4  CKE Configuration

0 Rx6B[4]=0 RASA =CSA, RASB =CSB,
CKEO=CKEO, CKE1 = CKE1

X Rx6B[4]=1 RASA =CSA, RASB = Float,
CASB = Float, MAB = Float,
CKEO = CKEO, CKE1 = CKEO

1 Rx6B[4]=0 RASA =CSA, RASB =CSB,

CKE3-2 = CSA7-6
CKE5-4 = CSB7-6
CKE1 = GCKE (Global CKE)
CKEO = FENA (FET Enable)
3 Fast AGP TLB lookup
0 Disable ... default
1 Reduce the lookup time from 4T to 2T
2-0 SDRAM Operation Mode Select

000 Normal SDRAM Mode ........cccuvvvvvvenneee. default

001 NOP Command Enable

010 All-Banks-Precharge Command Enable
(CPU-to-DRAM cycles are converted
to All-Banks-Precharge commands).

011 MSR Enable
CPU-to-DRAM cycles are converted to
commands and the commands are driven on
MA[13:0]. The BIOS selects an appropriate
host address for each row of memory such that
the right commands are generated on
MA[13:0].

100 CBR Cycle Enable (if this code is selected,
CAS-before-RAS refresh is used; if it is not
selected, RAS-Only refresh is used)

101 Reserved

11x Reserved

Remark

Non-page mode, every access sthrts
from precharge-active cmd

Only one page active at a time
(recommended setting)

Only allow sub-bank of a SDRAN
bank active at a time, # of subbark
depends on Rx64-66<1:0>

Allow mutliple sub-banks across
different SDRAM banks active, but
if EDO is accessed, all SDRAM
pages will be closed

Allow maximum 8 pages of
SDRAM, EDO opened

Rx6B[0] | Rx64-66[1-0]] Rx68[7-6
0 00 00

1 00 00

1 0lor10 00

1 01 or 10 01

1 01 or 10 11

7 Reserved
6-5 Delay DRAM Read Latch
00 Disable.......cccooviviiiiiiiiiie e, default
01 0.5ns
10 1.0ns
11 1.5ns
4  MD Drive
0 6mA
1 8mA
3 SDRAM Command Drive Strength
(SRAS#, SCAS#, SWE#)
O 1BMA L default
1 24mA
2  MA[2:13] / WE# Drive Strength
0 1BMA L default
1 24mA
1 CAS# Drive Strength
O BMA default
1 12mA
0 RAS# Drive Strength
0 1BMA L default
1 24mA

.................................................... default
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PCI Bus Control
These registers are normally programmed once at system
initialization time.

Device 0 Offset 70 - PCI Buffer Control ............cce........ RW Device 0 Offset 71 - CPU to PCI Flow Control 1........... RW

7 CPU to PCI Post-Write 7  Dynamic Burst
0 Disable ..o default 0 Disable........ooooi, default
1 Enable 1 Enable (see note under bit-3 below)

6 PCIl Master to DRAM Post-Write 6 Byte Merge
0 Disable.....ccocooiiiiiiiiiii default 0 Disable....ccccccovviiiiiiiiiii default
1 Enable 1 Enable

5 Reserved 5 Reserved(do not program)...........ccceeeeeenns default =0

4  PCI Master to DRAM Prefetch Disable 4  PCI /O Cycle Post Write
0 Enable.....eiiiiiiii e, default 0 Disable.......ccccoiiii default
1 Disable 1 Enable

3 CPU-to-PCI Buffer Available Cycle Reduction 3  PCI Burst
0 Normal operation ..........cccccevvivvereernnnnnn. default 0 Disable......ccccooiiiiiiiiiii default

1 Reduce 1 cycle when the CPU-to-PCI buffer

1 Enable (bit7=1 will override this option)

bit-7 bit-3 Operation

becomes available after being full (PCl and

AGP buses) 0
2 PCIl Master Read Caching
0 Disable .......ccooviiviii default 0
1 Enable
1 Delay Transaction
0 Disable ..ovvveviiiiiei default
1 Enable
0 Slave Device Stopped Idle Cycle Reduction 1
0 Normal Operation..............eeeeeeieeieeneeeennn. default

1 Reduce 1 PCI idle cycle when stopped by a
slave device (PCl and AGP buses)
2

1

0

0 Every write goes into the write buffer and no
PCI burst operations occur.

1 If the write transaction is a burst transaction,
the information goes into the write buffer and
burst transfers are later performed on the PCI
bus. If the transaction is not a burst, PCI write
occurs immediately (after a write buffer flush).

x  Every write transaction goes to the write
buffer; burstable transactions will then burst
on the PCI bus and non-burstable won't. This
is the normal setting.

PCI Fast Back-to-Back Write

0 Disable.....ccoovviieiiiiiiiii, default
1 Enable

Quick Frame Generation
O Disable.....ccoovvieeiiiiiiiiiiiiee e, default
1 Enable

1 Wait State PCI Cycles
O Disable....cccooveiiiiiiiiiiii default
1 Enable
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Device 0 Offset 72 - CPU to PCI Flow Control 2......... RWC Device 0 Offset 73 - PCI Master Control 1..................... RW
7 Retry Status 7 Reserved ..o always reads 0
0 Retry occurred less than retry limit ........ default 6 PCI Master 1-Wait-State Write
1 Retry occurred more than x times (where x is 0 Zero wait state TRDY# response........... default
defined by bits 5-4) .............write 1 to clear 1 One wait state TRDY# response
6 Retry Timeout Action 5 PCI Master 1-Wait-State Read
0 Retry Forever (record status only).......... default 0 Zero wait state TRDY# response........... default
1 Flush buffer for write or return all 1s for read 1 One wait state TRDY# response
5-4 Retry Limit 4  Disable Prefetch when Doing Delay Transaction
00 Retry 2 times .......ccovvevrieeeeiiiiieiee e default 0 Enable.....oiiiiiiii default
01 Retry 16 times 1 Disable
10 Retry 4 times 3  Assert STOP# after PCI Master Write Timeout
11 Retry 64 times 0 Disable......cccoooiiiiiii default
3  Clear Failed Data and Continue Retry 1 Enable
0 Flush the entire post-write buffer ........... default 2  Assert STOP# after PCl Master Read Timeout
1 When data is posting and master (or target) 0 Disable......ccccooiiiiiiiii default
abort fails, pop the failed data if any, and keep 1 Enable
posting 1 LOCK# Function
2  CPU Backoff on PCI Read Retry Failure 0 Disable......cccccviiiiiiiiii default
0 Disable ..oevveiiiieiei default 1 Enable
1 Backoff CPU when reading data from PCI and 0 PCI Master Broken Timer Enable
retry fails 0 Disable......ccccooiiiiiie default
1 Reduce 1T for FRAME# Generation 1 Enable. Force into arbitration when there is no
0 Disable ..eeeeeeiiiii default FRAME# 16 PCICLK'’s after the grant. Does
1 Enable not apply to south bridge PREQ# input
0 Reduce 1T for CPU Read of PCI Slave )
0 DiSADIE ..o, Default Device 0 Offset 74 - PCI Master Control 2.......c..oovovvuee, RW
1 Enable 7  PCI Master Read Prefetch by Enhance Command
0 Always Prefetch.........cccoooiiiiiiiiiiiiie default
1 Prefetch only if Enhance command
6 PCI Master Write Merge
0 Disable.....ccccooviiiiiiiii default
1 Enable
5 Reserved .. always reads 0
4  Dummy Request Handling........... Should be setto 1
O AS VP default
1 Complete Fix
3 PCI Delay Transaction Time-Out
0 Disable.......ccoooii, default
1 Enable
2  Backoff CPU Immediately on CPU to AGP Retry
0 Disable.......cccooiiii default
1 Enable
1-0 CPU/PCI Master Latency Timer Control
00 AGP Master Reloads MLT timer........... default
01 Falling edge of AGP Master Request reloads
MLT timer

10 Rising Edge of AGP Master Request clears
MLT timer and falling edge reloads the timer
11 Reserved (illegal setting)
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Device 0 Offset 75 - PCI Arbitration 1 ..........c.cevvveeeeee.... RW Device 0 Offset 76 - PCI Arbitration 2............................ RW
7  Arbitration Mechanism 7  CPU-to-PCI Post-Write Retry Failed
0 PClhaspriofity .........cooevecvvvvrnrinneeeeeeenn. default 0 Continue retry attempt .....cccccveeveeeeennnnn. default
1 Fair arbitration between PCl and CPU 1 Go to arbitration
6  Arbitration Mode 6 CPU Latency Timer Bit-O.........cccceevvviiiiiieeennnne RO
0 REQ-based (arbitrate at end of REQ#)...default 0 CPU has at least 1 PCLK time slot when CPU
1 Frame-based (arbitrate at FRAME# assertion) has PCIDUS ... default
5-4 Latency Timer........... read only, reads Rx0D bits 2:1 1 CPU has no time slot
3-0 PCI Master Bus Time-Out 5-4 Master Priority Rotation Control
(force into arbitration after a period of time) 00 Disabled (arbitration per Rx75 bit-7)..... default
0000 Disable ........cccooiiimiiiieiiiiiiieee e default 01 Grantto CPU after every PCI master grant
0001 1x32 PCLKs 10 Grantto CPU after every 2 PCI master grants
0010 2x32 PCLKs 11 Grantto CPU after every 3 PCI master grants
0011 3x32 PCLKs With setting 01, the CPU will always be granted
0100 4x32 PCLKs access after the current bus master completes, no
matter how many PCl masters are requesting. With
1111 15x32 PCLKs setting 10, if other PCI masters are requesting during

the current PClI master grant, the highest priority
master will get the bus after the current master
completes, but the CPU will be guaranteed to get the
bus after that master completes. With setting 11, if
other PCI masters are requesting, the highest priority
will get the bus next, then the next highest priority
will get the bus, then the CPU will get the bus. In
other words, with the above settings, even if multiple
PCI masters are continuously requesting the bus, the
CPU is guaranteed to get access after every master
grant (01), after every other master grant (10) or after
every third master grant (11).
3-2 High Priority REQ Select
00 REQZ ... default
01 REQO
10 REQ1
11 REQ2
1 CPU-to-PCI QW High DW Read Access to PCI
Slave Allow Backoff

0 Disable......ccccooiiiiiiiiiii default
1 Enable
0 High Priority Request Support
0 Disable.......ooooi default
1 Enable
Device 0 Offset 77 - Chip Test Mode.........c..evvvveveeeeeennn. RW
7-6 Reserved (no function)...................... always reads 0
5-0 Reserved (do not USE).......ccccvvvrvrrieneeennnen, default=0
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Device 0 Offset 78 - PMU Control 1 ........occeeeveeeiiiieenn, RW Device 0 Offset 7A — Miscellaneous Control .................. RW
7 1/O Port 22 Access 7 No Time-Out Arbitration for Consecutive Frame
0 CPU access to I/O address 22h is passed on to Accesses
the PCILDBUS ... default 0 Enable.....cccooiiiiiiiiiiii default
1 CPU access to I/O address 22h is processed 1 Disable
internally 6-4 Reserved ......ccccccciiiiiiiiienieneeeeee, always reads 0
6  Suspend Refresh Type 3 Background PCI-to-PCIl Write Cycle Mode
0 CBRRefresh......ccccooviiiiiiiiiiiiin, default 0 Enable.....iiiiiiie e default
1 Self Refresh 1 Disable
5 Reserved ..., alwaysreads 0 2-1 Reserved .....ccccccovvviiiiiiiiiiiiiiiiniinnnn, always reads 0

4 Dynamic Clock Control
0 Normal (clock is always running)........... default
1 Clock to various internal functional blocks is
disabled when those blocks are not being used

0 South Bridge PCI Master Force Timeout When
PCI Master Occupancy Timer Is Up
0 Disable........oooo, default
1 Enable

3 Reserved ..., always reads 0
2 AGPSTP# Control
0 Disable......cccoriiiiiiii, default .
1 Enable Device 0 Offset 7TE — PLL Test Mod€ ......ooovveeeeeeeiierinnnne.s RW
1 Reserved oo always reads 0 7-6  Reserved (StatuS)........ccoocvveeeeeiiiiiiieeee e IEO
0  Memory Clock Enable (CKE) Function 5-0 Reserved (do not USE).......ccccvvvvvrrvirreennnen. default=0
0 CKE Disable (pins used as MECC[2-0])..... def peyice g Offset 7F — PLL TeSt MOdE ..c.cceeeeeeeeeeeseeseeceeeee RW
1 CKE Enable (pins used for CKE[2-0#) 7-0  Reserved (do NOt USE)........cccoveveeeeeereeenn. default=0

Device 0 Offset 79 — PMU Control 2......cccceeeeveeeeeveeeeeeneees RwW
7 CPU Interface Controller Dynamic Clock
Stopping

0 Disable......ccccoiiiiiiiii, default
1 Enable

6 DRAM Controller Dynamic Clock Stopping
0 Disable .eeeeeeieieie e, default
1 Enable

5  AGP Controller Dynamic Clock Stopping
0 Disable......cccooiiiiiiiiii, default
1 Enable

4  PCI Interface Controller Dynamic Clock Stopping
0 Disable ..., default
1 Enable

3  Pseudo Power Good
0 Disable......ccccoriiiiiiiie . default
1 Enable

2 South Bridge has High Priority
0O Disable ......cccoovviiiiici e, default
1 Enable

1-0 Reserved
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GART / Graphics Aperture Control

The function of the Graphics Address Relocation TableSince address translation using the above scheme requires an
(GART) is to translate virtual 32-bit addresses issued by araccess to system memory, an on-chip cache (called a
AGP device into 4K-page based physical addresses for systefiTranslation Lookaside Buffer" or TLB) is utilized to enhance
memory access. In this translation, the upper 20 bits (A31performance. The TLB in the 82C501 contains 16 entries.
A12) are remapped, while the lower 12 address bits (A11-AO)Address "misses” in the TLB require an access of system
are used unchanged. memory to retrieve translation data. Entries in the TLB are

A one-level fully associative lookup scheme is used toreplaced using an LRU (Least Recently Used) algorithm.

implement the address translation. In this scheme, the uppekddresses are translated only for accesses within the
20 bits of the virtual address are used to point to an entry in &Graphics Aperture” (GA). The Graphics Aperture can be any
page table located in system memory. Each page table entggower of two in size from 1MB to 256MB (i.e., 1MB, 2MB,
contains the upper 20 bits of a physical address (a "physicadMB, 8MB, etc). The base of the Graphics Aperture can be
page" address). For simplicity, each page table entry is anywhere in the system virtual address space on an address
bytes. The total size of the page table depends on the GARBoundary determined by the aperture size (e.g., if the aperture
range (called the "aperture size") which is programmable irsize is 4MB, the base must be on a 4MB address boundary).
the VT8601. The Graphics Aperture Base is defined in register offset 10 of
device 0. The Graphics Aperture Size and TLB Table Base
are defined in the following register group (offsets 84 and 88
respectively) along with various control bits.

This scheme is shown in the figure below.

31 1211 0
| Virtual Page Address | Page Offsef

index
TLB Base
—>| Page Table |

31 v 12 11 v 0
| Physical Page Address | Page Offsgt

Figure 4. Graphics Aperture Address Translation
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Device 0 Offset 83-80 - GART/TLB Control................... RW Device 0 Offset 84 - Graphics Aperture Siz€.................. RW

31-16 Reserved

........................................ always reads 0

15-8 Reserved (test mode status)..........cceeveerrivnnnen. RO

7

Flush Page TLB
O Disable ....coveiiieiieeeie e default
1 Enable

Reserved (always program to Q)...................... RW

PCI Master Address Translation for GA Access
0 Addresses generated by PCl Master accesses

7-0 Graphics Aperture Size

11111111 1M
11111110 2M
11111100 4M
11111000 8M
11110000 16M
11100000 32M
11000000 64M
10000000 128M
00000000 256M

of the Graphics Aperture will not be translateddéﬂiﬁ?t 8B-88 - GA Translation Table Base..................... RW

1 PCI Master GA addresses will be translated
AGP Master Address Translation for GA Access
0 Addresses generated by AGP Master accesses

of the Graphics Aperture will not be translateddefault

1 AGP Master GA addresses will be translated
CPU Address Translation for GA Access
0 Addresses generated by CPU accesses of the
Graphics Aperture will not be translated...... def
1 CPU GA addresses will be translated
AGP Address Translation for GA Access
0 Addresses generated by AGP accesses of the
Graphics Aperture will not be translated..... def
1 AGP GA addresses will be translated

Note: For any master access to the Graphics Aperture range,
snoop will not be performed.

31-12 Graphics Aperture Translation Table Base

Pointer to the base of the translation table in system
memory used to map addresses in the aperture range
(the pointer to the base of the "Directory" table).
Reserved ......ccoccieiiiin always reads 0
One Cycle TLB Flush Command

O Disable......ccccocveeeieiiiiiiiii default

1 Enable.....ocoiiiiiiiiiinnn, should be setto 1
Graphics Aperture Enable

O Disable....cccoovveeeiiiiiiiieie e, default

1 Enable Graphics Aperture Address [31:28]
Note: To disable the Graphics Aperture, set this bit
to 0 and set all bits of the Graphics Aperture Size to
0. To enable the Graphics Aperture, set this bit to 1
and program the Graphics Aperture Size to the
desired aperture size.

Reserved ..., always reads 0

Note: If TLB miss, the TLB table is fetched by the address:

Gr Ap Trans Table Base [31:12] + A[27:22], A[21:12], 2’b00
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AGP Control
Device 0 Offset A3-A0 - AGP Capability Identifier RO

Device 0 Offset AC - AGP Control

31-24 Reserved .......ccccccciiiiiiiiiiiieneeeeenn, always reads 00
23-20 Major Specification Revision..... always reads 0001
Major revision # of AGP spec device conforms to
19-16 Minor Specification Revision..... always reads 0000
Minor revision # of AGP spec device conforms to
15-8 Pointer to Next Item always reads 00 (last item)
7-0 AGP ID .. (always reads 02 to indicate it is AGP)

Device 0 Offset A7-A4 - AGP StatuS.......ceeeeeeeeiiiieeeeeeennn,
31-24 Maximum AGP Requests............... always reads 07
Max # of AGP requests the device can manage (8)
23-10 Reserved .....ccccccceiiiiiiiiieniiieeenn always reads Os
9  Supports SideBand Addressing....... always reads 1
8-2 Reserved always reads 0s

1 2X Rate Supported
Value returned can be programmed by writing to
RXAC[3] e always reads 1
0 1X Rate Supported..........cccceveerrunnnen. always reads 1

Device 0 Offset AB-A8 - AGP Command

31-24 Request Deptifreserved for target)...always reads Os
23-10 Reserved always reads 0s

9 SideBand Addressing Enable
O Disable ....ccoooevieiiiiiiiiii default
1 Enable
8 AGP Enable
O Disable ..o, default
1 Enable
7-2 Reserved ..o always reads Os
1 2X Mode Enable
0 Disable ...cccooeeviiiiiiiiiii default
1 Enable
0 1X Mode Enable
O Disable ....coooovvieiiiiiiiiei default
1 Enable

7 Reserved ... always reads 0s
6 AGP Read Synchronization

0 Disable......ooooi, default

1 Enable (the CPU to AGP cycle will be delayed
if the CMFIFO contains a GART access)

5 AGP Read Snoop CMFIFO

0 Disable.....ccccooiiiiiiii . default

1 Enable (AGP read address will snoop the
CMFIFO; if hit, AGP read will be started after
the write is retired)

4  AGP Master Request has Higher Priority if AGP

Controller is Parking at AGP Master

0 Disable.......cccoiiiii default
1 Enable

32X Rate Supported(read also at RxA4[1])
0 Not supported .........ccccveveeeiiniiieieeennne default
1 Supported

2 LPR In-Order Access(Force Fence)

0 Fence/Flush functions not guaranteed. AGP
read requests (low/normal priority and high
priority) may be executed before previously
issued write requests. .......ccceeeveeeeeeeeeennns default

1 Force all requests to be executed in order
(automatically enables Fence/Flush functions).
Low (i.e., normal) priority AGP read requests
will never be executed before previously
issued writes. High priority AGP read requests
may still be executed prior to previously issued
write requests as required.

1  AGP Arbitration Parking

0 Disable.......ccooociiii e, default

1 Enable (GGNT# remains asserted until either
GREQ# de-asserts or data phase ready)

0 2T AGP to DRAM Request Generation
0 Disable......cccciiiiii default
1 Enable
Device 0 Offset AD — AGP Latency Reqister.................. RW

7-4 Reserved always reads 0Os
3-0 AGP Latency Timer(units of 16 GCLKS)
0000 Free Run
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Device 0 Offset F7-FO — BIOS Scratch Reqister ............. RW Device 0 Offset FC — Back Door Control 1..................... RW
7-0 No Hardware Function 7-2 Reserved ....cccccccciiiiiiiiiiieee e, always reads 0
1 Back-door MAX # of AGP Request Allowed
0 Read RXA7 willreturn 7 ........c.covveeeenens default
Device 0 Offset F8 — DRAM Arbitration Timer 1.......... RW 1 Sfé‘g RXXAT will have number programmed at
7-4  AGP Timer (units of 4 DRAM Clocks) 0 Back-Door Device ID Enable
3-0  Host Timer (units of 4 DRAM Clocks) 0 Use Rx3-2's value for Rx3-2 read ......... default
Device 0 Offset F9 — DRAM Avrbitration Timer 2........... RW 1 Use the value in RxFE-FF
7-4  VGA High Priority Timer (units of 16 DRAM Device 0 Offset FD — Back Door Control 2.......coceeeeeee. RW
Clocks) _ 7-3 Reserved
3-0  VGA Timer (units of 16 DRAM Clocks) 2-0 Back-Door Max # of AGP Requests the Device can
Handle
000 1-REQUESL.......cccccerriiiiiieeeere e default
Device 0 Offset FA — CPU Direct Access Frame Buffer 001 2-Requests
Base Address A[28:21].......cvveeiiiiieiiiiiiiiiiiiie RW
7-0  A[28:21] 111 8-Requests
Device 0 Offset FB — Frame Buffer Control ........cocccee.. rRw Device 0 Offset FF-FE — Back Door Device ID .............. RW
7 VGA Enable 15-0 Back-Door Device ID..........ccceevevevevvvnnnnn. default =0
O Disable .....cccoovvvviiiiiiiiieee, default
1 Enable
6 VGAReSet ....cccooviiiriiiiiiieeeiee, (Write 1 to Reset)
5-4 Frame Buffer Size
00 NONE oo default
01 2M
10 4M
11 8M
3 CPU Direct Access Frame Buffer
O Disable ....cocooeeeiiiiiiiiiieiieeee e, default
1 Enable
2-0 CPU Direct Access Frame Buffer Base Address
<31:29>

Revision 1.3 September 8, 1999 51- Device 0 Bus 0 Host Bridge Registers



N G ™ VT8601 Apollo ProMedia

Device 1 Bus 0 Header Reqisters - PCI-to-AGP Bridge Device 1 Offset 7-6 - Status (Primary Bus) .................. RWC
All registers are located in PCI configuration space. They 15 Dgtected Parity Error..........cccceevvvnnne always reads 0
should be programmed using PCI configuration mechanism 1 14  Signaled System Error (SERR#).....always reads 0
through CF8 / CFC with_bus numbend functionnumber 13  Signaled Master Abort
equal to zero and device numtegual to one 0 No abort.recewed .................................. defa}ult
1 Transaction aborted by the master with
Device 1 Offset 1-0-VendorID ..o, RO Master-Abort (except Special Cycles)..............
15-0 ID Code(reads 1106h to |dent|fy VIA Techn0|ogies) ....................................... write 1 to clear
12 Received Target Abort
Device 1 Offset 3-2 - DeVvice ID.....ccuuuiiiiiiiiiiiiiiiiiiieeeeieenne, RO 0 Noabortreceived ......ccooevveveeeeeeeeaennnn. default
15-0 ID Code (reads 8601h to identify the VT8601 PCI- 1 Transaction aborted by the target with Target-
to-PCI Bridge device) ADOIt o write 1 to clear
) 11 Signaled Target Abort..............cccce. always reads 0
Device 1 Offset 5-4 - Command.........ccoeeeeeeeeeeeeiieiieeneee. RW  10-9 DEVSEL# Timing
15-10 Reserved ....cccccoviviiiieeiiiiiieeee e always reads 0 00 Fast
9 Fast Back-to-Back Cycle Enable....................... RO 01 Medium....cocoeevieiiiecee e, always reads 01
0 Fast back-to-back transactions only allowed to 10 Slow
the same agent........ccccevveeiiiiiiienee i, default 11 Reserved
1 Fast back-to-back transactions allowed to 8 Data Parity Error Detected............... always reads 0
different agents 7 Fast Back-to-Back Capabile.............. always reads 0
8 SERR#Enable..........ccccoiiiii RO 6 User Definable Features................... always reads 0
0 SERR#driver disabled...................c..... default 5  66MHz Capable.........ccccooveeiereninne. always reads 1
1 SERR# driver enabled 4  Supports New Capability list............ always reads 0
(SERR# is used to report parity errors if bit-6 is set).  3-0 Reserved .......cccccoceeeiieieeeeeeee, always reads 0
7  Address/ Data Stepping.........occoveeeeeeiiiiiiieenennns RO
0 Device never does Stepping ____________________ defau“‘DeVice 1 Offset 8 - ReVISION ID ......vveiieeiiiiieieeiieeeaeeeaes RO
1 Device always does stepping 7-0 VT8601 Chip Revision Cod€00=First Silicon)
6  Parity Error Response..........ccoeeevevvvvevvvnvnnnnnnn. RW . )
0  Ignore parity errors & continue.............. default Device 1 Offset 9 - Programming Interface..................... RO
1 Take normal action on detected parity errors ~ This register is defined in different ways for each Base/Sub-
5  VGA Palette SN00P.........cc.cvverveveriereereierereseeeeas RO Class Code value and is undefined for this type of device.
0 Treat palette accesses normally.............. default 7.0 Interface Identifier .............ccccceu....... always reads 00
1 Don't respond to palette writes on PCIl bus
(10-bit decode of I/O addresses 3C6-3C9 hex) Device 1 Offset A - Sub Class Code........oooeveiiiiiieienene RO
4 Memory Write and Invalidate Command.......... RO 7-0 Sub Class Codereads 04 to indicate PCI-PCI Bridge
0 Bus masters must use Mem Write .......... default )
1 Bus masters may generate Mem Write & Inval Device 1 Offset B - Base Class Code.........cccvvvveevevnennnnnnn... RO
3 Special Cycle MONitoring..........cccoeveveveveveeeeeenne. RO  7-0 Base Class Codereads 06 to indicate Bridge Device
(1) I?Agi?t gg sr?)zr;:gjlrci/gleec Slal CYClRS vvvssver default Device 1 Offset D - Latency TiMer .....ccccoeeeveeieeeeicereenene. RO
2 =TV Y X (=1 O RW 7-0 Reserved ... always reads 0
0 Never behaves as a bus master Device 1 Offset E - Header Type .....oo.oeeeviieveeeeeiiicieeeennes RO

1 Enable to operate as a bus master on the

primary interface on behalf of a master on the 7-0 Header Type Code........ reads 01: PCI-PCI Bridge

secondary interface .........cccoccceeiiiiinnnnn, default peyice 1 Offset F - Built In Self Test (BIST) woooooo, RO
1 Memory SPACE......cccooviieiiuiiieieeiiiie e RW 7 BIST Supported...... reads 0: no supported functions
O Does not respond to memory space 6 StartTest ... write 1 to start but writes ignored
1 Enable memory Space access .............-. default 5-4 Reserved ..o always reads 0
0 I/OOSpS((:)ee s not respond .t.(.). I/Ospace """"""" RW 3-0 Response Code........ 0 = test completed successfully
1 Enable I/O space acCess .........ccccceeeeennn. default
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Device 1 Offset 18 - Primary Bus Number...................... RW Device 1 Offset 3F-3E — PCI-to-PCI Bridge Control..... RW

7-0  Primary Bus NUmber.........ccccccvvvvvvvneennnen. default =0
This register is read write, but internally the chip always uses
bus 0 as the primary.

Device 1 Offset 19 - Secondary Bus Number .................. RW

7-0 Secondary Bus Number..............cccconeee. default = 0
Note: PCI#2 must use these bits to convert Type 1 to Type 0.

Device 1 Offset 1A - Subordinate Bus Number .............. RW
7-0  Primary Bus NUmMbEer.........cccccvvvvvvvrennnnen. default =0
Note: PCI#2 must use these bits to decide if Type 1 to Type 1

command passing is allowed.

Device 1 Offset 1IC - /O BaS€ ....ceeeviveeiiiiiiiiiiiiieiien, RW
7-4 1/0O Base AD[15:12]......ccccvvvvvrriennnnn. default = 1111b
3-0 1/O Addressing Capability....................... default =0

Device 1 Offset 1D - I/O Limit......ooeeeiiieiiiiiiiiiiiieeeeeene, RW
7-4 1/O Limit AD[15:12] ...ccooeviiiieeveeeeeee, default =0
3-0 /O Addressing Capability....................... default =0

Device 1 Offset 1F-1E - Secondary StatuS..........ccoeeeeeeeeee. RO
15-0 Reserved .....cccccccvvivviiiiiiieneeeenn. always reads 0000

Device 1 Offset 21-20 - Memory Base...........coovvvvennneee., RW
15-4 Memory Base AD[31:20]................ default = OFFFh
3-0 Reserved .....ccocccvieiiiiiiiee, always reads 0

Device 1 Offset 23-22 - Memory Limit (Inclusive).......... RW
15-4 Memory Limit AD[31:20] .....cvvvvvvvvreennnnn. default =0
3-0 Reserved ....ooooiiiiiiiiiiiee always reads 0

Device 1 Offset 25-24 - Prefetchable Memory Base ....... RW

15-4 Prefetchable Memory Base AD[31:20¢lef = OFFFh
3-0 Reserved .., always reads 0

Device 1 Offset 27-26 - Prefetchable Memory Limit...... RW
15-4 PrefetchableMemory Limit AD[31:20] .........ccceunn...

15-4 Reserved .......oooceviiiiiciiiiinieeeee always reads 0

VGA-Present on AGP
0 Forward VGA accesses to PCI Bus....... default
1 Forward VGA accesses to AGP Bus
Note: VGA addresses are memory AO000-BFFFFh
and /0 addresses 3B0-3BBh, 3C0-3CFh and 3DO-
3DFh (10-bit decode). "Mono" text mode uses
B0000-B7FFFh and "Color" Text Mode uses B8000-
BFFFFh. Graphics modes use Axxxxh. Mono VGA
uses I/0O addresses 3Bx-3Cxh and Color VGA uses
3Cx-3Dxh. If an MDA is present, a VGA will not
use the 3Bxh 1/O addresses and B0000-B7FFFh
memory space; if not, the VGA will use those
addresses to emulate MDA modes.
Block / Forward ISA 1/0O Addresses
0 Forward all I/O accesses to the AGP bus if
they are in the range defined by the 1/0O Base
and I/O Limit registers (device 1 offset 1C-1D)
.................................................... default
1 Do not forward I/O accesses to the AGP bus
that are in the 100-3FFh address range even if
they are in the range defined by the 1/0O Base
and I/O Limit registers.

1-0 Reserved ..o, always reads 0

.............................................. default =0
3-0 Reserved ..o always reads 0
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Device 1 Bus 0 PCI-to-AGP Bridge Reqisters Device 1 Offset 41 - CPU-t0-AGP Flow Control 2...... RWC
7  Retry Status
AGP Bus Control 0 NOTretry 0CCUITed.......c.ccvevveeirieiieeireennas default
Device 1 Offset 40 - CPU-10-AGP Flow Control L ...... RW ¢ Reltry ?iifl;yo(jfg‘é{iroeg """""""""" write 1 to clear
7 CPU-AGP Post Write 0 No action taken except to record status ....... def
0 Disable ..., default 1 Flush buffer for write or return all 1s for read
1 Enable 5-4 Retry Count
6  CPU-AGP Dynamic Burst 00 Retry 2, backoff CPU ........ccccccevunen... default
0 Disable ..o, default 01 Retry 4, backoff CPU
1 Enable _ . 10 Retry 16, backoff CPU
5 CPU-AGP One Wait State Burst Write 11 Retry 64, backoff CPU
0 Disable ...ovviieiiiiiii default 3 pgyst Write Data on Abort
1 Enable 0 Flush entire post-write buffer on target-abort
4 AGP to DRAM Prefetch OF MaSter abOrt..........c.ccevvreeerrereeenenn. default
0 Disable ......ccoviiiiiiiiiii default 1 Pop one data output on target-abort or master-
1 Enable abort
3 AGP Master Allowed Before CPU-to-AGP Post 2 CPU Backoff on AGP Read Retry Timeout
Write Buffer is Not Flushed 0 DiSADIE ... default
0 Disable ... default 1 Enable
1 Enable 1-0 RESEIVEA oo always reads 0
This option is always enabled for PCI
2 MDA Present on AGP Device 1 Offset 42 - AGP Master Control ...................... RW
0 Forward MDA accesses to AGP............. default 7 Read Prefetch for Enhance Command
1 Forward MDA accesses to PCI 0 Always Perform Prefetch....................... default
Note: Forward despite 10 / Memory Base / Limit 1 Prefetch only if Enhance Command
Note: ~ MDA (Monochrome Display Adapter) 6 AGP Master One Wait State Write
addresses are memory addresses B000Oh-B7FFFh 0 DiSADIE ..o, default
and 1/0 addresses 3B4-3B5h, 3B8-3BAh, and 3BFh 1 Enable
(10-bit decode). 3BC-3BE are reserved for printers. 5 AGP Master One Wait State Read
Note: If RX3E bit-3 is 0, this bit is a don't care (MDA 0 DiSADIE......ovveieeiieieeee e, default
accesses are forwarded to the PCI bus). 1 Enable
1 AGP Master Read Caching 4 Extend AGP Internal Master for Efficient
O Disable ...cccoooeviiiiiiieiiii default Handling of Dummy Request Cycles
1 Enable 0 Disable......ccoveieieieciicecece e, default
0 AGP Delay Transaction 1 Enable
O Disable......ccccviviiiiiii, default This bit is normally set to 1.
1 Enable 3 AGP Delay Transaction Timeout
0 Disable.......ccooiii, default
Table 5. VGA/MDA Memory/IO Redirection 1 Enable
SE[3][40[2][ VGA MDA oo BOOOO[ 3Cx. T Enable e e default
VGA|MDA| is is | B8xxx |-B7FFH 3Dx | 3Bx 1 Disable
Pres|Pres| on | on |AccessAccesg I/O | I/O 1 ReServed .occcoooiiieeeeeeeeenn always reads 0
0 - | PCI} PCI} PCI PCI| PC| PC 0 Reserved (dO NOt USE).......cceevvvreerernnnnne default =0
1 0 | AGP| AGP| AGP| AGP| AGP AGP
1 1 | AGP| PCI| AGP PClI| AGP PC
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Device 0 Bus 1 Header Reqisters - Graphics Accelerator

The Apollo ProMedia 2D / 3D Graphics Accelerator is fully The PCI configuration space is fully implemented. Due to the
compliant with PCI bus interface protocol revision 2.2. The second memory base register, all /O registers can be memory
controller implements slave functions of PCI to accept cyclesmapped; which allows more than one graphics controller to be
initiated by PCI masters targeted for its internal registers,nstalled within a system by mapping memory and 1/O to
RAMDAC™, frame buffer, and/or BIOS. It will accept only different locations.

one data transaction for non-memory type transfers; howeveA
burst read/write transfers for frame buffer accesses are als bace and should be programmed using PCI configuration

implemented for performance enhancement. Bursting IS hechanism 1 through CF8 / CFC with_bus numbeual to

disabled when accessing memory mapped I/O. Data parity()ne and functiomumberand_devicenumberequal to zero
will be generated for read cycles. -

Il configuration registers are located in PCI configuration

T t the PC AT hitect lett . . There are three memory base registers. The first defines the
O support the architecture, paletie snooping ISmemory base location for the graphics frame buffer. The

supported. There are two different palette snooping mOdeSéecond defines the memory base for the memory mapped 1/0

(1) snooping due to PCI retry, and (2) snooping due to mastelr ti The thi fi th for th
abort. Both modes are supported. The video BIOS will ocations. € third defines the memory base for the second

. : : . video aperture. With this second aperture, graphics data and
automatically determine the correct snooping mode in a PC P P grap

. . l/ideo data can be sent to the ProMedia simultaneously.
based system during power up. The ProMedia follows the y

PCl 2.2 specification running at 33 MHz or lower system The ProMedia supports the PCI Bus Master mode which can
clock frequencies. For packed pixel modes, if the first datasend captured video data directly to system memory for
TRDY is not generated within 16 clocks, a retry will be processing. The registers to control the PCI Bus Master are
issued. During bursting, if successful data is not generatedefined in following sections (they are all in PCI configuration
within 8 clocks, a retry will also be issued. space).

The table below lists the commands implemented by the

ProMedia graphics controller PCI interface. Note that codes

not listed (0000 interrupt acknowledge, 0001 special cycle Offset 1-0 - Vendor ID (1023h) .....ooovieeneiiiiiiiininene, RO
0100, 0101, 1000, 1001 reserved, and 1101 dual address15-0 ID Code  ..ccooooriieiiirreeiennnnnnnn. always reads 1023h
cycle) are not decoded and DEVSEL# is not generated. No

action takes place inside the chip for these codes.

Offset 3-2 - Device ID (8500h) ...ccoveveiieiiiiiiiiiiiiiiieee, RO
Table 6. Supported PCI Command Codes 15-0 IDCode .o always reads 8500h
Command Code |Command
0010 I/O Read
0011 I/O Write
0110 Memory Read
0111 Memory Write
1010 Configuration Read
1011 Configuration Write
1100 Memory Read Multiple
(treated as simple memory read)
1110 Memory Read Line
(treated as simple memory read)
1111 Memory Write and Invalid
(treated as simple memory write)
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Offset 5-4 - ComMaNd ........ouevieeeeeiiiiiiiiiiiiiiiceiieeeee, RW Offset 7-6 - Status ......oeeeeriieeeeiiiiiiiiiiiieiiiiiiiiiiiieeen RWC
15-10 RESEIVEed ...ccvvvveeiviiiiiieeeeeeeeieiieaenns alwaysreads 0 15 Detected Parity Error
9 Fast Back-to-Back Cycle Enable....................... RO 0 No parity error detected............cccvvveeenn. default
........... default set from inverse of MA?? 1 Error detected in either address or data phase.
0 Fast back-to-back transactions only allowed to This bit is set even if error response is disabled
the same agent (command register bit-6). ...... write one to clear
1 Fast back-to-back transactions allowed to 14 Signaled System Error (SERR# Asserted)
differentagents always reads 0
8 SERR#EnNable.........cccoooiiiiiiiiiiiiceeeeeee, RO 13 Signaled Master Abort (Bus Master Only)
0 SERR# driver disabled...........c..ccoccveeennne default 0 No abortreceived ...........ccoecvvereeinninnnn. default
1 SERR# driver enabled 1 Transaction aborted by the master ...................
(SERR# is used to report parity errors if bit-6 is set). write one to clear
7  Address/ Data Stepping........ccccveeeeeeiiiiiiieeeennns RO 12 Received Target Abort (Bus Master Only)
0 Device never does stepping..........cc..e..... default 0 No abortreceived ...........ccoovvviiieeenninnn. default
1 Device always does stepping 1 Transaction aborted by the target......................
6  Parity Error RESPONSE......ceeevvveeiveeereeiieesiee s RO write 1 to clear
0 Ignore parity errors & continue............... default 11 Signaled Target Abort..............cccee.... always reads 0
1 Take normal action on detected parity errors 0 Target Abort never signaled
5 VGA Palette SN0op.......ccooevviiiiieiiiiiiiiiiieeens RW 10-9 DEVSEL# Timing
0 Treat palette accesses normally.............. default 00 Fast
1 Don't respond to palette accesses on PCl bus 01 MediuM...ccoooiiiiiiieeiiiiieeeeeee always reads 01
4 Memory Write and Invalidate Command.......... RO 10 Slow
0 Bus masters must use Mem Write .......... default 11 Reserved
1 Bus masters may generate Mem Write & Inval 8 Data Parity Error Detected (Bus Master Only)
3 Special Cycle Monitoring...........ccceeeeeieeeiiveeeenne. RO 0 No data parity error detected .....always reads 0
0 Does not monitor special cycles............. default 1 Error detected in data phase
1 Monitors special cycles 7  Fast Back-to-Back Capable
2 BUS MASIEN weeeeeieeeeeeeeeeeeeee e, RW 0 Notcapable.........ccocvvvvciiiie, default
0 Never behaves as a bus master ............... default 1 Capable
1 Can behave as a bus master 6 Reserved ... always reads 0
1 MEeMOIY SPACE.....ccuierireriirateeesteeereeeeeenannaenns RW 5 66MHz Capable........c..ccocvviriinnnnn always reads 1
0 Does not respond to memory space 4  Supports New Capability list............ always reads 0
1 Responds to memory Space .................... default 3-0 Reserved .....occooecveiiiiiiieene, always reads 0
0 /O SPACE .oooviiiiiiiiiee e RW
0 Does not respond to I/O space
1 Responds to /O Space .......ccccceeeveeeeeeennn. default
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Offset 8 - ReVISION ID ..uvveeeeeiiiiiiiiiieeiieeiieeee RO Offset 3C — Interrupt Line .....coeeeeeeeieiiiiiieiii RW
8-0 VT8601 Graphics Controller Revision Code 7-0 Interrupt LiN€ ..cccvvvvvvviiiiiiieeieeeceeeeeeen, default = 0Bh
Offset 9 - Programming Interface.........ocoeeeeeeeeeiieiiennnnee.s RO Offset 3D — Interrupt Pin ......cccoeeeveeeeiiiieieeieeeieieeeeeeeeee RO
7-0 Interface Identifier............ccccvvveeeeee. always reads 00  7-0 Interrupt Pin .................... always reads 01h (INTA#)
Offset A - Sub Class COde......uuuuuueeeiiiiiiiiiiiiieeiiiii i, RO
7-0 Sub Class Code.......c.ccoovvvvereennnnnn always reads 00 |nterrupts
Offset B - Base Class COde ...uuvevveiiiiciiiieiiiiiieeeeeee ROThere are several |nt¢rrupt sources and thelr. correspondlng
controls in the ProMedia as shown in the following table:
7-0 Base Class Code
Reads 03 to indicate Graphics Controller Table 7. Interrupt Sources and Controls
Source Mask Clear Status
Capturé CR9B[7]| CR9B[6]| CR9B[4]
Offset 13-10 - Graphics Memory Base 0 ...........c..coo...... RW Capture VSYNC z
31-0 Graphics Memory Base 0........default = EO00 0000 Capture Even Field .
Defines an 8MB space for display memory Capture Odd Field
Capture Blank 2
Offset 17-14 - Graphics Memory Base 1 .........ccceeeeieennees RW GE? 2122[7]| 2122[7]| 2120[4
31-0 Graphics Memory Base O........ default = EO80 0000 VGA?® CR11[5]| CR11[4]
Defines a 128KB space for memory mapped 1/O 1) Write 0 to clear.
Offset 1B-18 - Graphics Memory Base 2.......ccccceeveeeeee.... RW 2) Selected by CROE([7:6]

. — 3) Video capture logic can generate an interrupt which is
31-0 Graphics Memory Base 0........ default = E040 0000 selected from one of four sources determined by

Defines an 8MB space for off-screen video overlay  ~pgE 17.6]. This interrupt is enabled by CR9B[7]. To
clear this bit write 0 to CR9B[6]. Whether an interrupt is
generated can be determined from CR9BJ[4].

Offset 2D-2C — Subsystem Vendor ID .......oocvieviiieiiiennnne, RW 4) The GE interrupt is similar to the capture interrupt.
15-0 Subsystem Vendor ID..........c.c.cccocoue..... default =00 5) The VGA interrupt is similar to the capture interrupt except
that there is no status bit.
Offset 2F-2E - Subsystem ID ....ooevvveveeiiieiiiiiiiiiieieieeen, RW
15-0 Subsystem ID.............ccoeveciviviiriiiiieeeeen, default = 00
Offset 33-30 —Graphics ROM Base.............coceeeceeeeennne... RW
31-0 Graphics ROM Base................ default = 0000 0001
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Device 0 Bus 1 Graphics Accelerator Registers

Offset 93-90 — Power Management 1........oooovvvuiiieeniiiennnnes RO Offset 97-94 — Power Management 2 .........oeeuiieeniiennnsees RW

31-27 Reserved
PME# not supported
26 D2 State (Suspend) Supported....... always reads 1
The D2 state is supported
25 D1 State (Standby) Supported........ always reads 1
The D1 state is supported
24-22 Reserved ... always reads 0
21 Device Specific Initialization............ always reads 1
Special DSl is required from the video BIOS
20 Reserved ... always reads 0
Auxiliary power source not supported
19 Reserved .o always reads 0
PME# generation not supported

18-16 PCIPM Version #.......ccccceevvneee always reads 001b
15-8 Next Item Pointer.............ccccevvvvvvvnnnnn. always reads 0
7-0 PCIPM Capable..........cocvveeeienns always reads O1h

This device is PCI PM capable

........................................ always reads 0 31-24 Reserved

23-16 Reserved

15

14-13 Data Scale

12-9

8

7-2
1-0

........................................ always reads 0
Power dissipation reporting not supported
........................................ always reads 0
D3 Cold Supported...........ccceeeevienns always reads 0
D3 cold not supported

........................................ always reads 0
Power dissipation reporting not supported

Power Consumed / Dissipated......... always reads 0
Power dissipation reporting not supported

Reserved .....coociiiii always reads 0
PME# for D3 cold not supported

Reserved ....cccocceeiiiiiiieeeeee, always reads 0
Power State
00 FUlly On..ooeeieiiiiiiee e default
01 Standby
10 Suspend

11 D3hot, similar to suspend

Revision 1.3 September 8, 1999 58

Device 0 Bus 1 Graphics Accelerator Registers



v, recllmlmlayies, Ine.

VT8601 Apollo ProMedia

Graphics Accelerator PCl Bus Master Registers

Port 2300 — Graphics Bus Master Control..................... RW

The ProMedia PCl Bus Master controller supports bot
read/write and scatter/gather.

h 31-16 Reserved
Software can take advantage of 15 PCIl Master Read Data to GE SRCQ

this feature to transfer data between system memory and the

frame buffer.
commands,

After software sets the proper registers and
the PCl master begins to transfer data

automatically between system memory and the frame buffer.
This allows the CPU to do other jobs at the same time, thus
increasing performance.

Software should use the PCI Bus Master functionality to

transfer big chunks of data such as video capture data for
video conferencing applications or texture data for 3-D

applications. For small chunks of data, direct CPU access to
the Frame Buffer is the preferred method.

O Disable.....coooeeiiiiiieiie e default
1 Enable

14-11 Bytes in DW to be Cleared

10

9

The software sequence used to control bus master operation is g

as follows:

Software first sets registers such as the system

memory starting address, page table starting address / height /
width, and frame buffer starting address and line offset.
Software finally sets the bus master control register where
either bit 1 (for reads) or bit 2 (for writes) is set as the
command bit. After the command bit is set, the hardware will
begin to transfer data automatically based on the parameters 3
specified. After the transfer is finished, the hardware will
issue an interrupt. Software can then poll the status bit to get
the transfer status. The hardware will clear the command bit

after the transfer is finished.

Software cannot issue new

commands until the previous command is completed.

All Registers are memory mapped. The memory address base

is defined in PCI configuration register “Memory Base 1”
(offset 17h-14h).

Port 2204 — Graphics Bus Master Status ..........ccocevvnneee... RO

31-3 Reserved

2
1

Bus Master Interrupt Status
End of Transfer
0 Still processing ....cceeeeveeeeeeeeiiiiiicciivinnnnn, default
1 End of Transfer (Idle)
Bus Master Error Status
0 NOrmMal ..oueeeeeieiiiiiiccee e, default
1 Error Detected
This error is ususlly detected because the total page
table size is less than the size defined in the
“Graphics Bus Master Height” register at index
2314h.

7-5
4

2

1

0

When enabling block transfer with clear, one bits
define which byte(s) in the DW will be cleared
Enable Bit with Clear
O Disable.....ccoovveeeiiiiiiiiiee e, default
1 Enable
Invert C / Z Position
0 Hardware assumes C is located in bits 15:0 and
ZiNDbits 3L:16....ccciiiiiiiieeeeiee e, default
1 Hardware assumes C is located in bits 31:16
and Z in bits 15:0
Enable Z Stripping

O Disable.....coooeveeeiiiiiiieiee e, default
1 Enable
Reserved ....cccocceeiiiiiieee, always reads 0
Bus Master Interrupt
O Disable.....ccoovveeiiiiiiiiiiee e, default
1 Enable
Master Latency
O Disable....cocooveiiiiiiiiiii default
1 Enable
Write Command.............ooevvviviiiiiiieieeeeennnn. default =0

Writing this bit to 1 will trigger the hardware to begin
a write operation. After finishing the operation,
hardware will automatically clear this bit.
Read Command........c.cccccceeeeiiiiiiniiiiniinns default =0
Writing this bit to 1 will trigger the hardware to begin
a read operation. After finishing the operation,
hardware will automatically clear this bit.
Scatter / Gather
0 Disable......ccocoviiiiie default
1 Enable
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Port 2310 — Graphics Bus Master System Start Addr...RW  Port 2314 — Graphics Bus Master Height....................... RW

31-0 System Start Address 15-10 Reserved .....cccccccvvvvvvieieiieeneeeeeeeenn always reads 0
If scatter / gather is enabled, bits 31:12 point to the 9-0 Source Data Height
physical region translation table (the page starting . ]
address must be aligned on 4KB address boundariecs)ort 2316 — Graphics Bus Master Width............ceeveeennnes RW

and bits 11:0 are the offset within a page. 15-12 Reserved ... always reads 0
11-0 Source Data Width(in bytes)

Physical Region Descriptor Table

While system memory is allocated in a non-contiguous space,

software needs to provide a physical region description tablé®ort 2318 — Graphics Bus Master FB Start Addr/Pitch RW

in system memory and pass the table's starting address t031-22 Frame Buffer Line Offset(FB pitch) in quadwords
hardware. 21-20 RESErVEd ..ccccvocvveeeeeieeeeeeeee e, always reads 0
19-0 Frame Buffer Start Address(quadword aligned)

The table size must less than or equal to 4K bytes and the

table cannot cross the 4K boundary. Port 231C — Graphics Bus Master System Pitch............ RW

. . . . 15-12 Reserved .....ocoovvieevieiiiieiieeeeeeeean, always reads 0
Figure 5. Physical Region Descriptor Table Format 11-0 System Row Byte Offsefpitch) in bytes Y

BYTE3 | BYTE2 | BYTE1L | BYTEO

Page 0 physical address [EQIT

Page 1 physical address [EQIT Port 2320 — Graphics Bus Master Clear Data................ RW

""" - 31-0 Clear Data Value

Page n physical address [EOT Used as the “clear” value for “block transfer with
EOT = End of Table clear”

Each table entry is 4 bytes in length. Hardware assumes that
the physical page is always 4K. Bits 31:2 indicate the
physical page starting address. Bit O of the first byte indicates
the end of the table. Bus Master operation terminates when
the last descriptor has been retired.

Figure 6. PCI Bus Master Address Translation

System Start Address
Register at 2210

A 4

A 4

A 4

Physical Region
Description Table

A 4

Physical Memory
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Graphics Accelerator AGP Registers Command List Format

The default base I/O address for the AGP registers is 2300h. The command list is stored in AGP memory in groups. Each

group has the following format:
The AGP control unit has 3 channels. These channels can

. ; . Bit Bit
work m'dlep.endently and in parallel. Each channel has its own uadWord 63 48 32 31 16 O
capabilities: QuadWort
0 Data 0 Header
Channel 0: Execution mode texture access. 1 Data 2 Data 1
Channel 1: Command List Operation. Executes command 2 Data 4 Data 3
lists from AGP memory. n/2+1 Pad/Data n-1 Data n —1/2

Channel 2: Data Move. Moves data from AGP memory toThe header is a 32-bit word that contains information about
frame buffer or to the Capture/MPEG2 FIFO. thjs group, such as the amount of useful data in the group. A
Also moves data from the frame buffer to AGP group is always padded to a quadword boundary. Padding
memory. DWORDs are discarded by the channel. The format of the
header is as follows:

Graphics AGP Configuration Registers . .
b d d 31 Consecutive Addressing

Port 2304 — Graphics AGP Capability LiSt.........c........... RW 0 Disabled (all data in this group will be written
31-0 XX to the register with the destination address
specified in the “ADDR” field in bits 29-8)
Port 2334 — Graphics AGP Capability List Address...... RW 1 Enabled (All data in this group will be written
31-0 xx to registers ADDR, ADDR+4, ... ADDR+4 *
(LEN-1) sequentially
30 Wait
0 Don’t Wait (send data to the Graphics Engine
Graphics AGP Operation Registers as long as it can receive it)

: . : 1 Wait (until the GE is idle, then send data)
Port 2340 — Graphics AGP FB Command List Start...... RW 29-8 Register Address of the First Data (ADDR)

31-19 Reserved AR RTR A always reads 0 15,9 Number of DWORDS of Data in this Group (LEN)
18-0 Frame Buffer Command List Start Address

Port 2344 — Graphics AGP FB Command List Size........ RW
31-19 Reserved ......cccccccciiiiiiiiieiieeeeeee e always reads 0
18-3 Frame Buffer Command List Sizgin quadwords)

Value programmed is the desired size minus one
2-0 Reserved ..., always reads 0
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Port 2348 — Graphics AGP Channel 1 FB Start/Pitch ...RW

Port 2364 —Channel Arbitration Counter Threshold .... RW

31-22 Frame Buffer Line Offset(in quadwords)
21-19 Reserved always reads 0
18-0 Frame Buffer Starting Address

Port 234C — Graphics AGP Channel 1 FB Size

31-13 X Direction(in quadwords minus one)
12-10 Reserved
9-0 Y Direction (in pixels minus one)

always reads 0

31-28 Reserved ........ccocoeiiiicnniinireeeee always reads 0
26-24 Channel 2 System Arbitration Threshold
23-20 Channel 2 System Arbitration Threshold
19-16 Channel 2 System Arbitration Threshold
15-12 ReServed ....ccccccccvvivivieieiiieieeeeeeeaen, always reads 0

Port 2350 — Graphics AGP Channel 1 System Start...... RW

31-3 Channel 1 System Memory Start Address
(quadword aligned)

2-1 Reserved

0 Command List Operation Trigger

This bit is the same as bit-19 of register 2368h
(Channel 1 Read Enable). It is used to trigger
command list operation and force bit-17 of register
2368h (Channel 1 Destination Select) to 1 (to select
the GE Command FIFO).

always reads 0

Port 2354 — Graphics AGP Chan 1/2 System Pitch........ RW
31-27 Reserved always reads 0
26-16 Ch 2 System Memory Line Offsefin quadwords)
15-11 Reserved always reads 0
10-0 Ch 1 System Memory Line Offsefin quadwords)

Port 2358 — Graphics AGP Channel 2 System Start...... RW

31-3 Channel 2 System Memory Start Address
(quadword aligned)
2-0 Reserved

always reads 0

Port 235C — Graphics AGP Channel 2 FB Start/Pitch .RW
31-22 Frame Buffer Line Offset(in quadwords)
21-19 Reserved always reads 0
18-0 Frame Buffer Starting Address

Port 2360 — Graphics AGP Channel 2 FB Size............... RW
31-27 Reserved always reads 0
26-16 Ch 2 System Memory Line Offsefin quadwords)
15-11 Reserved always reads 0
10-0 Ch 1 System Memory Line Offsefin quadwords)

11-8 ?7?
7-0 ??
Port 2368 — Graphics AGP Channel I/O Control........... RW
31-27 Reserved .......cccocoiiiiiiieeeee always reads 0
26 Reserved (Do not Program)............c.ee.... must be 0
25 Reserved ..., always reads 0
24  Reserved (Do not Program)...........cc.eee.... must be 0
23-22 Reserved .......cccciiiiciiiiineeee always reads 0
21-20 Reserved (Do not Program)................... must be 01
19 Channel 1 Read Enable
0 Disable.....cccccoiiiiiiiiiii default
1 Enable
18 Channel 1 Interrupt Enable
0 Disable.....cccooveeiiiiiiiii default
1 Enable
17 Channel 1 Destination Select
0 Frame BUffer......ccccociiiiiiiiiiiiins default
1 GE Command FIFO
16 Channel 1 Enable
0 Disable......cccocveeeiiiiiii default
1 Enable
15-1 Reserved ......ccccviiiiiiiiiiieeeeeeeeeenaas always reads 0
0 Channel 0 Enable
0 Disable.....cccoocveeeiiiiiiii default
1 Enable
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Port 236C — Graphics AGP Global & Chan 2 Control..RW

Port 2370 —AGP StatusS.......ouiiiiiiiiiiiiiiiiiiiieiieiaeniieeness

31-26 Reserved

25-24 Sideband Address (SBA) Standby Latency Timer

always reads 0 31-18 Reserved
Channel 2 Interrupt Status

17

23 High Priority Command Enable 0 Nointerrupt pending.........cccccoocuvveeeeennne default
0 Disable .....cccccvviiiiiiiii default 1 Interrupt Pending
1 Enable 16 Channel 2 Busy Status
22 Long Read Command Enable 0 Idle e default
0 Disable ..o default 1 Busy
1 Enable 15-10 Reserved ....cccccoviiiiiiiieiiiiiieeeeee always reads 0
21 System Side Channel 2 Priority 9 Channel 1 Interrupt Status
20 System Side Channel 1 Priority 0 Nointerrupt pending......cccccevvveveeeeennnnnn. default
19 System Side Channel O Priority 1 Interrupt Pending
18 Reserved ..o always reads 0 8 Channel 1 Busy Status
17 Frame Buffer Channel 2 Priority O Idle oo default
16 Frame Buffer Channel 1 Priority 1 Busy
15-5 Reserved .....occcccccviviiiiiiiieeeeeeeeeeeenn alwaysreads 0 7-2 Reserved .......ccccceeieiiiiiiiieeeeee, always reads 0
4-3 Channel 2 Read Operation Select 1 Channel O Interrupt Status
00 Disabled .......cocoveeeeiiiiiiiiiee default 0 Nointerrupt pending.........cccccovcuvveeeeennne default
01 Read from Frame Buffer to AGP 1 Interrupt Pending
10 Write from AGP to Capture / MPEG / FB 0 Channel 0 Busy Status
11 -reserved- 0 IdIE e default
2  Channel 2 Interrupt Enable 1 Busy
0 Disable ... default
1 Enable
1-0 Channel 2 Write Target Select
00 Write to Frame Buffer.......ccccccceeeevviinns default
2)1( }/rver;tgr\tlzdc_apture /MPEG/FB Graphics AGP Configuration Regqisters
Port 2380 — Graphics AGP Capability Identifier........... RW
31-0 xx
Port 2384 — Graphics AGP StatuS..........ccccvvveeeeiiiieeeen, RW
31-0 xx
Port 2388 — Graphics AGP Command............................ RW
31-0 xx
Revision 1.3 September 8, 1999 63 Graphics Accelerator PCI Bus Master Registers



N G ™ VT8601 Apollo ProMedia

Command List Operation Port 23B0 —Command Buffer Start Address.................. RW

The ProMedia implements an internal block called the 31-30 Comma_ndbl_list Mode d Buff defaul
“Command List Control Unit” to process command lists. 82 Elsablec(:lommand ISuﬁer """"""""""" efault
Command list operation is invisible to software. After 10 FlnaheC ommar(; Buﬁer Then Disabl ft
initialization of the Command List Control Unit, software can fi uts 0|I”n?1an utter %n . '?ﬁ € (at er
set registers as if there is no Command List Control Unit. If ISt compieting any commands in the existing
R . . command buffer)
an engine is idle and there are no pending commands in the
: . 11 -reserved-

command buffer, data will be passed to the corresponding

: : . . 29-24 Reserved ... always reads 0
register directly. Otherwise, address and data will be stored
into the command buffer to be processed later. When the 23-0 Command Buffer Start Address

ine is idle. the C q Lpt Control U 't. il fetch Starting address of the command buffer in bytes
engine '3 ! fe, teh omman q 's ﬁ on rﬁ. h n \IN' tedc' (quadword aligned). Writing to this register will set
commands rom the command bufler which 15 Jocated in the internal buffer start and end pointers to this
video memory and send it to the engine. There are two

registers that determine the lower and upper bounds of the address.

command buffer, the Command Buffer Start and CommandPort 23B0 —Command Buffer End Address ................... RW
Buffer End registers. The Command List Control Unit USES 31.24 ReServed .........ccooorrrenenneneen: always reads 0
the command buffer in a round robin fashion, i.e., the address 23.0 Command Buffer End Address

is wrapped around when it passes the end of the buffer. End address of the command buffer in bytes

(quadword aligned). This address should be
programmed to one more than the address of the last
byte of the command buffer.

Registers in the Setup Engine, Rasterization Engine, Pixel
Engine, Memory Interface, and data from the host CPU and
the drawing environment can be buffered by the Command
List Control Unit. Command List Control registers and VGA
extension registers cannot be buffered. Every entry in the
command buffer is 64-bit with the lower 32 bits for the
register address and the higher 32 bits for register data. In
order to optimize memory bandwidth usage, the Command
List Control Unit maintains one read and one write FIFO in its
interface to memory in order to burst information from the
read/write command list.
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VGA Standard Registers - Introduction where extended functions are provided in all indexed register

The standard VGA register set consists of five sets of indexe@roups except the Attribute Controller (due to the unusual
registers plus several individually addressed registers. Alnature of Attribute Controller indexing using a single 1/O port

VGA registers are addressed at specific 1/0 port addressedhich makes access to this register group more cumbersome).
defined by the VGA legacy standard. This document will detail the functions of all the standard

i ) VGA registers first. All extended functions will then be
The non-indexed registers (also called the “Status / E”ab|e§eparately documented in following sections.

registers) are:

Regarding notation used in this document, indexed registers

Input Status Reg?ster O Readat3C2 (including extended registers) may be referenced using a 2-
Input Status Register 1 Read at 3BA or 3DA letter mnemonic from the following table followed by the
Miscellaneous Register Read at 3CC, Write at 3C2 index number:
Video Subsystem Enable Read/Write at 3C3 _
Display Adapter Enable Read/Write at 46E8 Attribute Controller AR
. . , , Graphics Controller GR
The indexed register sets each control different functional CRT Controller CR
blocks inside the hardware VGA logic. These register sets Sequencer SR
are:

] . For example, index register 26h of the 3CE / 3CFh indexed
Attribute Controller 21 registers (0-14h) at 3C0/1 register group could also be referred to as GR26. Bit-7 if this

Sequencer S registers (0-4h) at 3C4/5 register, using this notation, would be GR26[7].

Graphics Controller 9 registers (0-8h) at 3CE/F

CRT Controller 25 registers (0-18h) at 3x4/5 Register groups, for the most part, are included in this
RAMDAC 256 24-bit registers at 3C7-3c9  document in order by I/O port address. Some registers are

) ) . . included out of order with other registers in the same
Indexed registers typically require two sequential portfynciional block. Refer to the table of contents and the

addresses, the first of which is the index and the second Qfggister summary tables at the beginning of the register section
which is the data. In other words, the index is written to theot this document for further information and help in finding

first port ad_dress_ and then the da_ta corresponding to tha&escriptive information for a specific register.

indexed register is read from or written to the second port

address. The exceptions to this are the Attribute Controllefor standard VGA registers, primarily only the bit definitions
and the RAMDAC. For the Attribute Controller, the index is are provided here. Since the operation of these bits was
written at 3CO as expected. Data reads (but not writes) can bdandardized long ago, full explanation of the operation of
performed from port 3C1 in the standard Way. However,these bits is not prOVided in this document. Detailed
generally most data read and all data write operations use tH@xplanation of these bits is provided by many fine indiustry
same 3CO port as used for the index. Data and address apdlblications (check your local computer book store or the
accessed on alternate operations to 3CO with an internal flapternet for further information).

to keep track of where the next operation is to be performed

(reads from 3BA or 3DA reset the flag to point at the index

register). The other exception to the 2-port index/data

structure is the RAMDAC which uses three port addresses. In

this case, there are two locations provided for the index, 3C7

and 3C8, with the data at 3C9. There is actually only one

index register, but automatic pre / post incrementation is

performed differently depending on whether the index is

written at the “Read” address (3C7) or the “Write” address

(3C8). The current index value may be read at 3C8. Refer to

the RAMDAC register group for further explanation of the

operation of the index registes and sequential access to the

three data bytes of each indexed data location.

The number of registers listed above for each indexed register
group is the number of registers defined by the VGA standard.
The operation of these “base” registers will always be exactly
the same from one vendor's implementation of the VGA to
another.  Typically, however, there are additional non-
standard / extended functions implemented in higher
numbered index values. That is the case for this chip as well,
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Capture / ZV Port Registers

Port 2200 — Capture / ZV Port Command ...................... RW

31-28 Reserved ......ccccccciiiiiiiiiniineeeeaa e always reads 0
27-24 Address 1

23-20 Reserved ......ccccccccciiiiiiiiiieeeeeeeeeennn always reads 0
19-16 Address 0

15-8 Data 1l

7-0 Data O

Revision 1.3 September 8, 1999 66 Graphics Accelerator PCI Bus Master Registers



v, recllmlmlayies, Ine.

VT8601 Apollo ProMedia

DVD Reqisters

Port 2280 — MC Version ID.........ooiiiiieiiiiiiiiiieeeeieiieeeeees RO Port 2282 — MC Frame Buffer Configuration................ RW
7-0 Version ID 7 Interlaced Display
6 TV Flicker Filter Bypass
Port 2281 — MC CONrol ...ovuiieiiiiiiiiiiiieeiiiiieiiieiiieieenieens RW 0 USETVCRTC oo default
7  Debug Mode 1 UseVGACRTC
O Disable ....coooiiiieiiiiiiiiie default 5 Request Threshold of Display Command Queue
1 Enable 4  Request Threshold of PBF
6 MC Completion Interrupt 3 Request Threshold of PFF
O Disable ....ccooooevieiiiiiiiiiii default 2  Hardware SP RL-Decode Disable
1 Enable 0O Enable...cooveeveiiiiiieeeee e, default
5 VO Completion Interrupt 1 Disable
O DisSabIE ..cvvieeeiiiieeee s default 1-0 Frame Buffer Configuration
1 Enable 00 4-frame.....ccoeeeeiiiiiiieieiie e default
4  Host Bus Identification 01 3.5-frame
0 AGP ., default 10 3.5-frame HHR
1 PCI 11 3-frame
3  Decode Overwrite
0 Enable....ooooiciiiiiiiici i default
1 Disable
2-1 IDCT Data Format
00 -rESEIVE-......ccieeveeieeeeei e default
01 9 bits
10 8 hits
11 16 bits
0 MC Mode
O Disable .....coeevvieeeiiiiiieeeeen, default
1 Enable
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Port 2287-2284 — MC Command Queue ...........c............. RW Port 2285-2284 — MC StatuS ....occvuviiiiieiiiiiiieiiiiiieieeeeeeen, RW
31-12 Page Table Address 15 Task Pop Out Done Status

14-12 FIFO Status

11 SP Command Present 11 MC Decode Done Status
0 SP Command is Absent...........ccccccvennnnnn. default
1 SP Command is Present
10-9 Video Output Display Fields 10-9 Video Output Display Fields
00 -rESEIVE-......ccievviieeieitie e default 00 -rESEIVEA-.......cvveieiiiiiiiieeieeee e, default
01 Top 01 Top
10 Bottom 10 Bottom
11 Both 11 Both
8-6 Video Output Display Buffer 8-6 Video Output Display Buffer
000 FO e default 000 FO oo default
001 F1 001 F1
010 F2 010 F2
011 F3 011 F3
100 HO 100 HO
101 H1 101 H1
110 H2 110 H2
111 -reserved- 111 -reserved-
5-4 MC Buffer 2 5-4 MC Buffer 2
Bit-1=1 Bit-1=0 Bit-1=1 Bit-1 =0
00 HO top 00 HO top
01 H1 bottom 01 H1 bottom
10 H2 both 10 H2 both
11 No Buf 2 n/a 11 NoBuf2 n/a
3-2 MC Buffer 1 3-2 MC Buffer 1
Bit-1=1 Bit-1=0 Bit-1=1 Bit-1=0
00 HO FO 00 HO FO
01 H1 F1 01 H1 F1
10 H2 F2 10 H2 F2
11 n/a F3 11 n/a F3
1 MC Buffer is Field 1 MC Buffer is Field
O NOtFiIeld .....ccoooeeiiiiiiieiieeiee e, default O NOtFiIeld......ocoevveieiiiiiiieeeeeee e, default
1 Field 1 Field
0 MC Command in Queue 0 MC Status
0 Disable ... default O NOUIN PrOgresSS. .....uvvveeeeeeieiiieiieaaeaeaeeennn default
1 Enable 1 In Progress

This register changes definition when written with bit-0 = 1. The bit definitions above are valid only when bit-0 is equal to
This address then becomes “MC Status” with the definition ofl. When hardware clears bit-0, bit definitions revert to those
the bits matching the following bit definitions until MC-Status defined by the “MC Command Queue” register defined in the
bit-0 is cleared by hardware. left hand column of this page.
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Port 228B-2288 — MC Y-Reference Address .................. RW Port 22AB-22A8 — Color Palette Entries ........................ RW
31-20 Reserved ......cccccccviiiiiiiniieeeeeea e always reads 0
19-0 Y-Reference Start Addresgquadword aligned)
Port 228F-228C — MC U-Reference Address................. Rw Port 22B3-22B0 — SP BUFO Pixel Start Address ........... RW
31-20 Reserved .....cccccccviiiiiiiieeniiieeees always reads 0 .
19-0 U-Reference Start Addresgquadword aligned) Port 22B7-22B4 — SP BUF1 Pixel Start Address ........... RW
Port 2293-2290 — MC V-Reference Address................... RW
31-20 Reserved .......cccccvviiiiiiiiiiieeeeieeeiiiain, always reads 0 Port 22BB-22B8 — SP BUFO Command Start Address . RW

19-0 V-Reference Start Addresgquadword aligned)
Port 22BF-22BC — SP BUF1 Command Start Address. RW

Port 2297-2294 — MC Display Y-Address Offset............ RW
31-20 Reserved .....ocoocovviiiiiiiiieeeeeee, always reads 0 Port 22C1-22C0 — SP Y Display OffSet.........cocooovvevens. RW
19-0 Y Address Offset
Y address offset (quadword aligned) of first display
pixel relative to the first pixel (top left hand corner)

of the picture. Port 22D0 — Digital TV Encoder Control ....................... RW
Port 229B-2298 — MC Display U-Address Offset........... RW Port 22D3-22D1 — Digital TV Encoder CFC.................. RW
31-20 Reserved .....cccccccviiiiiiiiiiiniiieeees always reads 0

19-0 U Address Offset
U address offset (quadword aligned) of first display
pixel relative to the first pixel (top left hand corner)
of the picture.

Port 229F-229C — MC Display V-Address Offset........... RW

31-20 Reserved ......cccccccviiiiiiiniieeeeeea e always reads 0
19-0 V Address Offset
V address offset (quadword aligned) of first display
pixel relative to the first pixel (top left hand corner)
of the picture.

Port 22A0 — MC H Macroblock Count .........ocevvviiiennnneee. RW
7-0 Number of Horizontal Macroblocks

Port 22A2 — MC V Macroblock Count...........ccvviieennnnee.. RW
7-0 Number of Vertical Macroblocks

Port 22A5-22A4 — MC Frame Buffer Y Length............. RW
15-0 Number of Pixels in a' Y Frame
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VGA Status / Enable Reqisters

VGA Registers
Port 3C2 — VGA Input Status O.....cocvuiieniiieiiiiiiiiiiieiieennee. RO

Attribute Controller Registers (AR) 7  Vertical Retrace Interrupt Pending

For this indexed register group, the index is accessed at 3CO 6-5 Re_served ........................................ always reads 0
as expected. However, although data operations can be 4  Switch Sense

performed using port 3C1 in the standard way, data is 3-0 Reserved ..o always reads 0
generally accessed at 3C0O as well. In other words, data anslort 3xA — VGA Input Status 1 ...oeevveeeeeeieeeeeeiiieeeeieee. RO

address are accessed on alternate operations to 3C0 With §fig register is accessible at either 3BA or 3DA (shorthand

internal flag to keep track of where the next operation is to b&, iation 3xA) depending on the setting of Miscellaneous
performed. The state of the internal flag may be read back "butput Register at 3C2[0].

the extended registers (see CR24). To set the internal flag 10 7.6 Reserved ........cooccooovveeeveiveee. always reads 0
select the index (i.e., to set the flag so that the next access tog_4 Diagnostic

port 3COh points to the index register), read port 3BAh or 3 \/ertical Retrace

3DAh (depending on the state of the color / mono bitinthe 2.1 Reserved ...ocococooovveveeeeeee, always reads 0

Miscellaneous Output Register at 3C2[0]). Attribute 0
Controller register data may be read at 3C1 (the internal flag is
not toggled) but must be written at 3CO.

Port 3C0O — VGA Attribute Controller IndeX.................. RW

Display Enable (Inverted)

Port 3C2 — VGA Miscellaneous Output Register (Write)WO

7-6 Reserved ...occccccciiiiiiiie always reads 0

Port 3CC — VGA Miscellaneous Output Register (Read)RO

5 Palette Address Source
4-0 Attribute Controller Index 7
Only the lower 5 bits are implemented to allow access 6
to Attribute Controller registers 0-14h. 5

Vertical Sync Polarity
Horizontal Sync Polarity
Page Bit for Odd / Even

4  Reserved ..o, always reads 0
Port 3C0/3C1 Index 0-F — Attr Ctrir Color Palette ....... RW 3-2 Clock Select
7-6 Reserved ...occccccciiiiiiiiee always reads 0 1 Enable RAM
5-0 Color Value 0 I/O Address Select
0 CRTC registers at 3Bx, Input Status 1 at 3BA
Port 3C0/3C1 Index 10 — Attr Ctrlr Mode Control ....... RW 1 CRTC registers at 3Dx, Input Status 1 at 3DA
7 P5/P4 Select
6  Pixel Width
5 Pixel Panning Compatibility i
4 RESEIVEA  oeeeeeeeeeeeeeeeeeeereeeeen always reads 0 Port 3C3 — VGA Video Subsystem Enable .................... RW
3 Select Background |ntensity or Enable Blink 7-1 R'eserved ........................................ always reads O
2  Enable Line Graphics Character Mode 0 Video Subsystem Enable
1 Display Type .
0  Graphics / Text Mode Port 46E8h — VGA Display Adapter Enable................... RW
7-4 Reserved ..., always reads 0
Port 3C0/3C1 Index 11 — Attr Ctrir Overscan Color.....RW 3  Display Adapter Enable
7-0 Overscan Color 2-0 Reserved ..o always reads 0

Port 3C0/3C1 Index 12 — Attr Ctrlr Color Plane Ena ...RW

7-6 Reserved ...occccccciiiiiiiiee always reads 0
5-4 Video Status Mux
3-0 Color Plane Enable for Color Planes 3-0

Port 3C0/3C1 Index 13 — Attr Ctrlr H Pixel Panning....RW

7-4 Reserved ...ccccccciiiiiiiiee always reads 0
3-0 Horizontal Pixel Pan

Port 3C0/3C1 Index 14 — Attr Ctrlr Color Select........... RW

7-4 Reserved ... always reads 0
3-0 Color Select Bits 7-4
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VGA Sequencer Reqgisters (SR)

VGA RAMDAC Reqisters

Port 3C4 — VGA Sequencer INdeX .....cceveeeeeeeiiiiiiiiiseeseees RW Port 3C6 — VGA RAMDAC Pixel MasK.............c........... RW
7-0 Sequencer Index 7-0 Palette Address Mask
Only the lower 3 bits are implemented in a standard
VGA to point to Sequencer registers 0-4. However,
all 8 bits are implemented here to allow for extended Port 3C6 — VGA RAMDAC Command .............ccceeeeeeees RW

registers up to index FF.

Port 3C5 Index 0 — Sequencer Reset

7-2 Reserved
1  Synchronous Reset
0  Asynchronous Reset

Port 3C5 Index 1 — Sequencer Clocking Mode RW

7-6 Reserved ..oocccceeiieieiiie, always reads 0
5  Screen Off
4  Shift4
3 Dot Clock
2 Shift Load
1 Reserved ..o, always reads 0
0 8/9 Dot Clocks

Port 3C5 Index 2 — Sequencer Map Mask

7-4 Reserved ..occccceeeieiiiiiiiee always reads 0
3 Enable Map 3
2 Enable Map 2
1 Enable Map 1
0 Enable Map 0

Port 3C5 Index 3 — Sequencer Character Map Select....RW

7-6 Reserved always reads 0
5 Character Map Select A
4  Character Map Select B

3-2 Character Map Select A

1-0 Character Map Select B

Port 3C5 Index 4 — Sequencer Memory Mode

7-4 Reserved ..oocccceeiieieiiie always reads 0
3 Chain4

2 0Odd/Even

1 Extended Memory

0 Reserved ..o, always reads 0

This register is a non-standard VGA register (“extension

RW register”) located at the same port address as the VGA
always reads 0 RAMDAC Pixel Mask register.

In order to maintain
compatibility with standard VGA operations, access to this
register is restricted: access is enabled by performing four
successive accesses to the Pixel Mask register at 3C6 (i.e.,
read 3C6 four times).

7-4 Color Mode Select
0000 Pseudo-Color Mode
0001 Hi-Color Mode (15-bit direct interface)
0010 Muxed Pseudo-Color Mode (16-bit pixel bus)
0011 XGA Color Mode (16-bit direct interface)
01xx -reserved-
10xx -reserved-
1100 -reserved-
1101 True Color Mode (24-bit direct interface)
111x -reserved-

3 Reserved . always reads 0
2 DAC Disable
0 DACOn (if SR20[0] = 1) .evvvevivieeiinen, default
1 DAC Off
1 Reserved ... always reads 0
0 RAMDAC Enable

0 Disable (Bypass) RAMDAC.................. default
1 Enable RAMDAC
Port 3C7 — VGA RAMDAC Read IndeX ........ccevvuvnnnneee.. WO
Port 3C8 — VGA RAMDAC Write IndeX .....oovvvvennnneees. WO
Port 3C8 — VGA RAMDAC Index Readback.................. RO
7-0 RAMDAC Index
Port 3C9 Index 0-FF — RAMDAC Color Palette............ RW

7-0 RAMDAC Color Data
There are 768 data entries in the palette consisting of 256
three-byte entries. R, G, and B 8-bit values are accessed on
successive operations to this port with the index
autoincremented after every 3 accesses. Refer to a VGA
programmers guide for further information.
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VGA Graphics Controller Registers (GR)

Port 3CE — VGA Graphics Controller Index.................. RW  Port 3CF Index 5 — Graphics Controller Mode ............. RW
7 Reserved ..., always reads 0 7 Reserved ..o always reads 0
6-0 Graphics Controller Index 6 256 Color Mode...........cccoovvviiieieeniiiieeen, default = 0
Only the lower 4 bits are implemented in a standard 5  Shift RegiSter.........cccvveeeiiiiiiieeeeciiiieeenn, default =0
VGA to allow access to Graphics Controller registers 4 Odd /EVEN ......cocovvieeiiiiiiiiieeee e, default = 0
0-8. However, 7 bits are implemented here to allow 3  Read MOUE .....oevvveeevieiiiieeeeeeieeee e default =0
for extended registers up to index 7F. 2 Reserved ... always reads 0
. 1-0 Write Mode .....cocoeiiiiiiiiic default = 0
Port 3CF Index 0 — Graphics Controller Set / Reset...... RW
7-4 ReServed ... always reads 0 Port 3CF Index 6 — Graphics Controller Miscellaneous RW
3-0 Set/ Reset Planes 3-0 7-4 Reserved ....cccccccciiiiiiiiiinieeeeeeeee, always reads 0

. 3-2 Memory Map
Port 3CF Index 1 — Graphics Controller Set / Reset EnaRW 1 Chain Odd Maps to Even

7-4 Reserved ... alwaysreadsO0 o  Graphics Mode
3-0 Enable Set/ Reset Planes 3-0

. Port 3CF Index 7 — Graphics Ctrlr Color Don't Care .. RW
Port 3CF Index 2 — Graphics Controller Color CompareRW 7-4 Reserved ... always reads 0

7-4 Reserved ..., alwaysreads O 3.0 Color Don't Care Planes 3-0
3-0 Color Compare Planes 3-0

Port 3CF Index 8 — Graphics Controller Bit Mask........ RW
Port 3CF Index 3 — Graphics Controller Data Rotate ...RW 7.0 Bit Mask
7-4 Reserved ...occccccciiiiiiiieeee always reads 0
3 Function Select
2-0 Rotate Count

Port 3CF Index 4 — Graphics Ctrlr Read Map Select....RW

7-2 Reserved ..occcceeiieiiiie always reads 0
1-0 Map Select
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VGA CRT Controller Registers (CR) Port 3x5 Index A — VGA CRTC — Cursor Start ............ RW
CRTC registers are accessible at either 3B4 / 3B5 or 3D4 / 7.6 Reserved ...........coooovinininenn. always reads 0
3D5 (shorthand notation 3x4 / 3x5) depending on the setting 5 Cursor ON/Off ..........ccccccevvvcuerereeireenan. default =0
of Miscellaneous Output Register 3C2 bit-0 4-0  Cursor RoW Scan Start..........cocoveneenns default = 0
Port 3x4 — VGA CRT Controller INdeX .........ccoceceveenee.. RW  Port 3x5 Index B — VGA CRTC — Cursor End.............. RW
7-0 CRT Controller Index 7  Reserved ... always reads 0
Only the lower 5 bits are implemented in a standard 6-5 Cursor SKEW............ccccoeeiiiiiiiiiiiiinn, default = 0
VGA to allow access to CRTC registers 0-18h. 4-0 Cursor Row Scan End........................... default =0

However, all 8 bits are implemented here to allow for

extended registers up to index FF. Port 3x5 Index C/ D — VGA CRTC Start Addr Hi/Lo.. RW

.............................................. default =0

Port 3x5 Index 0 — VGA CRTC —H Total ......ccovvvuieennens RW
7-0 Horizontal Total.......cccoovvvivieiiiiiieieeeen. default =0

Port 3x5 Index E / F — VGA CRTC Cursor Loc Hi/Lo . RW
.............................................. default =0

Port 3x5 Index 1 — VGA CRTC — H Display Ena End...RW

Port 3x5 Index 10 — VGA CRTC — V Retrace Start....... RW

7-0 Horizontal Display Enable End.............. default =0 =
7-0 Vertical Retrace Pulse Start................... default = 0
Port 3x5 Index 2 — VGA CRTC — H Blank Start............ RW
7-0  Horizontal Blanking Start default =0 Port3x5 Index 11 — VGA CRTC — V Retrace End........ RW
CRO-7 Write Protect......cccccceeevviviieeeennns default =0
Port 3x5 Index 3 — VGA CRTC —H BlankEnd ............. RW 6 Reserved ... always reads 0
7 RESEIVEd .o alwaysreads0 5  Vertical Interrupt Enable ........................ default = 0
6-5 Display Enable SKeW............coeevveveenene. default =0 4  Vertical Interrupt Clear ............cccccunneeee default =0
4-0 Horizontal Blanking End.........c.ccccoeeue.. default = 0 3-0 Vertical Retrace Pulse End.................... default = 0
Port 3x5 Index 4 — VGA CRTC — H Retrace Start......... RW  Port 3x5 Index 12 — VGA CRTC — V Display Ena End RW
7-0 Horizontal Retrace Pulse Start........ default = OFFh 7-0 Vertical Display Enable End................... default =0
Port 3x5 Index 5 — VGA CRTC — H Retrace End.......... RW Port 3x5 Index 13 — VGA CRTC — Offset......cccceceeveene... RW
7  Horizontal Blanking End............c.co.o....... default =0 7-0 Display Screen Logical Line Width........ default =0
6-5 Horizontal Retrace Delay..........ccccco....... default =0 . .
4-0 Horizontal Retrace Pulsg End default = POort3x5 Index 14 — VGA CRTC — Underline Location RW
7 Reserved ..o always reads 0
Port 3x5 Index 6 —VGA CRTC —V Total..........ccevve..... RW 6  Double Word Mode..........ccoeeeeiiiiiiiinnnns default =0
7-0 Vertical Total ......cooocvvvviiiiiiiiiiieeeeeeeeeeee, default = 0 5 CountBy4d .. default =0
4-0 Underline Location..........cccceeeeeeieiiiiicnees default =0
Port 3x5 Index 7 — VGA CRTC — Overflow.................... RW
7  Vertical Retrace Start Bit-9................... default =0 Port 3x5 Index 15 — VGA CRTC — V Blank Start ......... RW
6 Vertical Display Enable End Bit-9.......... default =0 7-0 Vertical Blanking Start...........cccccoouvveeen. default =0
5 Vertical Total Bit-9 .........ccoooviiiiiiiiiiie, default =0
4 Line Compare Bit-8.........ccccoevriririnnnins default =0 EOILSXS Indgx 16 — V_GA CRTC — V Blank ENd........... RW
3 Vertical Blank Start Bit-8 ....vvveomeeeonein default = 0 7-0 Vertical Blanking End.............................. default = 0
2 Vertical Retrace Start Bit-8 ................... default =0
. ) . Port 3x5 Index 17 — VGA CRTC — Mode Control......... RW
1 Vertical Display Enable End Bit-8......... default =0 7 Hardware Rese default = 0
0 Vertical Total Bit-8 ........cccccovvvvieeeniiinnnn. default=0 | 0 T T Y R e B
! ! N 6  Word/Byte MOde..........ocvvveeeeiiiiiiiienenn, default =0
Port 3x5 Index 8 — VGA CRTC — Preset Row Scan....... RW 5  Address Wrap.....cccccceeeeeeeeiiiiiieeiiiiiiee default = 0
7 RESEIVEd ..oooivoieieieieas alwaysreads0 4 VSYNC Update Selec(VGA Extended Capability)
6-5 Byte Panning.........ccccccueurueiririririeieirienen, default = 0 0 Base may only be updated during Vsyncdef
4-0  Preset ROW SCaN.......ccovvevveiieiriicinieinnns default =0 1 Base address may be updated during Hsync
3 CoUNtBY 2 .. default =0
Port 3x5 Index 9 — VGA CRTC — Max Scan Line.......... RW 2 Horizzontal Retrace Select..................... default =0
7 200 to 400 Line Conversion................... default = 0 1 Select Row Scan Counter....................... default = 0
6 Line Compare Bit-9..........cccccoveeiineennnnnne, default=0 0 Compatibility Mode Support................... default =0
5 Vertical Blank Start Bit-9 ...........ccceveeeen. default =0 .
4-0 Maximum Scan Line..........ccccovveneereenns default =0 POILSXS I_ndex 18 — VGA CRTC — Line Compare ........ RW
7-0  Line COMPAre.......cuvvvvierreerieeieeeeeeesieiinnanns default =0
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VGA Extended Registers

Port 3xB — Alternate Clock Select
3xB notation indicates that this register is accessible at either

VGA Extended Registers — Non-Indexed 1/O Ports

L 3BB or 3DB depending on the setting of the color / mono bit.
Port 3D8 — Alternate Destination Segment Addr ........... RW 7-5  New Mode Control Register Bits 3-1....... def = 00
7 Reservgd ...... e always reads 0 These bits have the same function as SRD[3-1]
6-0 Alternative Destination Segment Addressdef = 00 4-2 Reserved .....ccoooeeeienereeeean, always reads 0
Read / write of this register is enabled by GRF[2]. 1-0  Video Clock Select.........cccovveveveveveeeeeeennne, def = 00

This register becomes active when GR6[3-2] are not 00.

Port 3D9 — Alternate Source Segment Address.............. RW

7  Reserved ... always reads 0
6-0 Alternative Source Segment Address....... def=00
Read / write of this register is enabled by GRF[2].
This register becomes active when GR6[3-2] are not 00.
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VGA Extended Registers — Sequencer Indexed

SR8 —Old /New StatuS ......ooeeieieeieiieeeeeeee ROSRD — Mode Control 2 (Old) ..oeeeeeeeeeiiiiieie RW
7 Old/ New Status(see SRB, SRC, SRD, SRE, GRE) 7-6 Reserved .....ccccccviiviiiiiiiinene e, always reads 0
0 Old i default 5 Reserved ..o, always reads 1
1 New 4  Reserved ..o, always reads 0
6 Interlace Scan Field 3 CPU Bandwidth Select
0 Odd oo default 0 NOMAL.. ...ttt default
1 Even 1 Non-interrupted CPU access during VBLANK
5 Reserved ... alwaysreads 0 2-0 Reserved ....cccccocviieeeeiiiiiiiiiiiiinns always reads 0
4  Command FIFO Empty
O EMPLY .o, default SRD = Mode Control 2 (New).....ovveseeseesinesineiineininenaee, RW
1 Not Empty 7-4 Display FIFO Memory Request Threshold Ctrl
3-0 RESEIVEd ..oooovoeeieeeeeeeeeeeeen always reads 0 0000 Empty O level
0001 Empty 4 level.......cccccevvviiieiiiieiiiiiiiennn, default
0010 Empty 8 Irevel
SR — Graphics Controller Version ...........cc.coceeeviieeeene. RO 0011 Empty 12 :eve:
7-0 Version Number............cccoooiinenenn. always reads 58h 8182 Emgg ;8 I:gl
SRB — Version / Old-New Mode Control .........c.c....o...... RW 0110 Empty 24 level

7-0 Graphics Controller Version #..... always reads F3h
A write to this register will change the Old / New Mode
Control registers (SRD, SRE, and GRE) to the “old”
definition. A read from this register will change the Old / New
Mode Control registers to the “new” definition.

SRC — Configuration POrt 1 .....ooeveiieeiiieiiiiieiieeeiieenieeen. RW

Access to this register is enabled by SRE_OId[5] = 1 (“Select 3
Configuration Port 1”) and writes are enabled by SRE_New[7] 2-1
=1 (“Configuration Port Write Enable”).

7 Reserved ..o, always reads 1
6 Memory Bus Width
0 32-bit Memory BuS .........ccceeveeviiiineennn. default
1 64-bit Memory Bus
Note: Although the ProMedia integrated graphics
controller does not control memory directly (the
system memory controller is used to access graphics
memory as a portion of system memory), some
functional blocks in the graphics controller (such as
video) use this bit to manage their data bus widths.
5 Reserved ......cocccciiiiiieeiiii, always reads 1
4  Video Subsystem Enable

0 46ES8

1 3C3 default
3 Video BIOS Size

0 B4AK e default

1 32K

2-0 Reserved

SRC — Configuration POrt 2 .....ooeeeiiieiiiieiiieeiieeeniireeeeeeens RW

Access to this register is enabled by SRE_OId[5] = 0 (“Select
Configuration Port 2”) and writes are enabled by SRE_New[7]
=1 (“Configuration Port Write Enable”).

7-0 Reserved for BIOS

0111 Empty 28 level
1000 Empty 32 level
1001 Empty 36 level
1010 Empty 40 level
1011 Empty 44 level
1100 Empty 48 level
1101 Empty 52 level
1110 Empty 56 level
1111 Empty 60 level
Reserved .....coooiiiiii always reads 0
Video Clock Divide
00 Divideby 1 ....oooviviiiiiiicicie e, default
01 Divide by 2
10 Divide by 4
11 Divide by 1.5
Reserved ..o always reads 0
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SRE — Mode Control 1 (Old)

RW SRF — Power-up Mode 2

7 Reserved ..., alwaysreads 1  This register is write protected by SRE_New[7].
6 IRQ Polarity Select 7 Reserved always reads 1
0 Active High .....occuviiieii default 6 BIOS Control
1 Active Low 0 Disabled......cccoooeviiiiiiiiiiic e, default
5 Configuration Port (SROC) Select 1 Enabled
0 SelectPort2 5 Palette Mode
1 SelectPortl.......ccooiiiiiiiiiiiiiiieiieeeee, default 0 Master Abort Mode
4 Reserved ..o, always reads 0 1 Intel Retry Mode........ccccceeiviiiiieeeenns default
3 MemOry BUS......cccciiiiiiiiiieiecee e RO 4  Linear / Bank Addressing Control
0 8-hit 0 Linear Only
1 16-Dit e, always reads 1 1 Linear/Bank.......cccoovviiiiieiiiniieninnnnn. default
2-1 256K Bank Select 3-0 Reserved for BIOS ........ccooevvieieennnn. default = 1111
00 BanKO.....ccoooiiiiiieieeeeeeece e default
01 Bank1
1 pank? SR10 — VESA™ Big BIOS CONIOl.ccceevcceeniiececeeensecee RW
Note: an inverted value will be written to bit-1 ! Extendgd VESAT™ Big BIOS Enable
. . 0 Disabled .....cccooeeeeiiiiiiiii e, default
These bits (and 3C2[5]) are write enabled when 1 Enabled
sGeTgc?[gnze] of ?h% tv:jgé[dfsl](éspl;sgii as a page select to 6-5 Video Address SelecCt.......ccceeeveeeeiiiiiviveeeiiin, RO
) ' 00 AOO000-ATFFF ...t default
0 RAMDAC Pixel Clock Invert
0 NOMMA oo, default (1)(1) ?Brg?)g:)v-eBd%FFF
1 Invert pixel clock to RAMDAC 11 BB8O0O-BEEFEE
These bits are decoded from GR6[3-2]
4-1 Reserved ....oocccccciiiiiiieen always reads 0
SRE — Mode Control 1 (NEW) ...u.uiiiiieeiiiiiiiiiiiiiiieieeeeees RW 0 Page Select
7  Configuration Port Write Enable............ default = 0 0 Select the original CO000-C7FFF access..... def
0 Write Protect 1 Select extended access defined by bits 6-5
1  Write Enable Bit-0 of this register is write protected by SRE_New[7].
Ports effected: SRC, SRF, CR28-2A, SRE_New[6-4]
(this register), and SR10[0]
6 CPU Bandwidth Select for Text Mode SR11 — ProteCHON  iiooiieiiiiiiiiisiis i seeieerieeeaeee s, RW
0 132-Column Text 7-0 Register Protection Enable................... default = 00
1 Other TeXtuoooiiiiiiiiiiecieee e default 87 Unprotect all extended registers except those
5-0 64K Bank Select.........cccovvvvvvvviciiiiieeeeee, default =0

Bit-1 should be inverted when performing writes
These bits are enabled when GRO06[3-2] are written
with any value other than 00.

which may still be protected by SRE_New][7]
92 Unprotect all extended registers independent
of SRE_New[7]
If any value other than the ones listed above is
programmed into this register, all extended registers
will be write protected.

SR12 — Threshold

7-4 Queue Threshold Playback and Capture...def = 2
Threshold of the display queue when both playback
and capture are enabled (for definition see SRD.new).

3-0 Queue Threshold Playback or Capture def=1
Threshold of the display queue when either playback
or capture are enabled (for definition see SRD.new)

The old threshold is used when neither playback nor capture is
enabled. All three thresholds cannot be set to 0. Other
definitions are the same as the original.
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Graphics Clock Synthesizer Control

SR18 — VCLK1 Frequency Control 0........eeeeeeeeeeiienennn. RW SR20 — Clock Synthesizer / RAMDAC Setup................. RW
7-0 VCLK1 Frequency Generator Numerator.... def=0 7 Reserved ..o always reads 0
6  Multiplex Mode Sync Mechanism
SR19 — VCLK1 Frequency Control L...oeeevseieeiinieenns RW 0 Normal MOde.........ccoevevveeeeeieeeeiereeeeae default
7-6 VCLK1 Frequency Generator K-Factor ....... def=0 1 Enable synchronization in multiplexed mode
5-0 VCLK1 Frequency Generator Denominator. def=0 for high VCLK tracking
5 Simultaneous VAFC and Playback
0 Simultaneous VAFC / playback display default
SR1A — VCLK2 Freguency Control O......ccoceveevviviieeenee.. RW 1 Playback only
7-0 VCLK2 Frequency Generator Numerator.... def=0 4 VAFC and Playback Display Overlay
0 VAFCIiSONTOP .cuvviieieiiiiiiiieee e default
SR1B — VCLK2 Frequency Control 1 ...........cceeeeeeeeeenene. RW 1 Playback is on top
7-6  VCLK2 Frequency Generator K-Factor ....... def=0 3 DAC Test Mode
5-0 VCLK2 Frequency Generator Denominator. def=0 0 Disable.....ccoovviiiiiiiiiii e, default
1 Enable
2  Video Mode
0 Disable.......ccoooiiii default
1 Enable
1-0 Video Mode Select
X0 5-5-5 Hi-COlOr......uvvveiiiiiiiiiiiiis default =0
x1 5-6-5 XGA-color

0x
1x

Video Playback, True-color
Video Playback, 256-color

Table 8. Graphics Clock Frequencies — 14.31818 MHz Reference

Denominator | Numerator Actual Expected Frequency
Value Value N M K Frequency | Freguency Error %

88 3E 62 8 2 25.057 25.175 -0.0047
89 4F 79 9 2 28.311 28.322 -0.0004
88 5D 93 8 2 36.153 36.000 0.0043
83 30 48 3 2 40.091 40.000 0.0023
85 4A 74 5 2 41.932 42.000 -0.0016
84 42 66 4 2 44,148 44.000 0.0034
84 43 67 4 2 44.744 44.900 -0.0035
84 48 72 4 2 47.727 48.000 -0.0057
43 1B 27 3 1 50.114 50.350 -0.0047
46 33 51 6 1 52.798 52.800 0.0000
42 18 24 2 1 57.273 57.270 0.0000
43 21 33 3 1 58.705 58.800 -0.0016
43 23 35 3 1 61.568 61.600 -0.0005
4A 63 99 10 1 63.835 64.000 -0.0026
48 53 83 8 1 65.148 65.000 0.0023
46 43 67 6 1 67.116 67.200 -0.0012
44 33 51 4 1 70.398 70.400 0.0000
44 34 52 4 1 71.591 72.000 -0.0057
42 22 34 2 1 75.170 75.000 0.0023
44 39 57 4 1 77.557 77.000 0.0072
44 3B 59 4 1 79.943 80.000 -0.0007
44 42 66 4 1 88.295 88.000 0.0034
44 44 68 4 1 90.682 90.000 0.0076
44 4A 74 4 1 97.841 98.000 -0.0016
04 22 34 4 0 100.227 100.000 0.0023
07 3C 60 7 0 108.182 108.000 0.0017
02 19 25 2 0 118.125 118.000 0.0011
03 22 34 3 0 120.273 120.000 0.0023
05 3A 58 5 0 135.000 135.000 0.0000
05 4B 75 5 0 169.773 170.000 -0.0013
05 KA 90 5 0 200.455 200.000 0.0023

The clock frequency can be derived by multiplying the reference frequency times (N+8) / [(M42) x 2
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Graphics Signature Analyzer Reqisters

Graphics Connector Control Reqisters

SR21 — Signature CoNtrol........ceeueeeeeeeiiiiiiiieeeeee RW SR25 — MONItOr SENSe ....uueeeeeeeiiiiiiiieeeeeiieeee RO
7  Signature Generator Enable 7-3 Reserved .....ccccccciiiiiiieeeeeee always reads 0
0 Disable (readback 0 indicates done)....... default 2-0 Monitor Sense Result: [red, green, blue]
1 Enable (readback 1 indicates busy) .
6  Signature Source Select SR37 —Video Key Mod€ .....cccvveveeeiiiiiiieeeeieeieeeee RW
O TV/CRT et default 7  Feature Connector Input Clock Polarity
1 LCD 0 Normal......cccovviiicee e, default
5-0  Bit SElECt  .voovieeeieeceieeeeee e default = 0 1 Inverted
6  Signal Output (AFC Processing)
SR23-22 — Signature Data ..........ceeevveeieiiiiiiiiiiiiiiiiiiee, RO 0 Signal output is sent before AFC processingdef
15-0 Signature Data 1 Signal output is sent after AFC processing
5-4 Feature Connector Input Pixel Clock Tuning
00 O NS o default
01 4ns
Graphics Power Management Control Registers 10 8ns
SR24 — Power Management Control .........cccccceeeeeeeen..... RW 11 12 ns delay of pixel clock with respect to data
7 RAMDAC Clock During RAMDAC Powerdown 30 (())\(ggga\);gsypgtpgmy default
(1) ijgigll\ng\:Hz d|v|dedby2 .................... default 0001 Color Key & Video Key
) . 0010 Color Key & not Video Key
6 Enable VCLK2 VCO Directly 0011 Color Key
(W'(t)ho‘étn";gg"“p sequence) 0100 Not Color Key & Video Key
1 Don't Enable default 0101 Video Key .
5.4 Clock ot ey 0110 Color Key XQR Video Key
Divisor for 14.318 MHz clock input to MCLK to (1)(1)33 CN:gioécl)ﬁg?Il(\e/)l/dgoNER//ideo Key
or:]rl)v;eSF)RAM refresh cycles in power managed 1001 Color_Key XNOR Video Key
00 1 default 1010 Not Video Key .
01 2 1011 Color Key | Not Video Key
10 4 1100 Not Color Key
11 8 1101 Not Color Key | Video_ Key
3  Power Management Slow MCLK ﬁﬂ \N/%te(;o;%rrtKgﬁlLNot Video Key
0 Use divided MCLK during standby & suspend
1 Use MCLK during standby & suspend...def ~ SR38 — Advanced Feature Connector (AFC) Control... RW
2 Enable MCLK VCO Directly 7 RESENVEd ocoovoeieeeeeeeeeeeeeeen always reads 0
(without warmup sequence) 6 DCLK Rate (set after other bits for syncronization)
0 Enable 0 PCLK oo, default
1 DontEnable......cccooooeeeeiiiiiiinienennnnnn. default 1 PCLK/?2
1 Enable MCLK VCO Directly 5 DCLK Phase Selectif bit-6 = 1)
(without warmup sequence) 0 180 degree phase Shift ..........c.cocoevvenn, default
0 Enable 1 Inphase
1 DontEnable......ccoooveeveeiiiiiineennnnn, default 4  DCLK Output Polarity
0  DAC Power 0 Normal when bit-6 = 0..........cccevevennnen. default
0 Off o, default 1 Inverted
1 On 3 VCLK Input Polarity
0 NOrMAl.....oeeiiiiiiiiiiii default
1 Inverted
2-1 Reserved ... always reads 0
0 Pixel Data Bus Output Enable Control
0 Disable Output Drive.........ccccceeeviereeennn. default
1 Disable drive only when EVIDEO# is low
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Graphics Playback Control Registers

Graphics Second Playback Control Registers

SR52-50 — Playback ColorKey Data...........coeeeeeeeeeeeen RW SR62-60 — % Playback Color Key Data .........c.cocooeeeeee, RW
23-16 Playback Color Key for True Color Mode 23-16 Playback Color Key for True Color Mode
15-8 Playback Color Key for High Color Mode 15-8 Playback Color Key for High Color Mode
7-0 Playback Color Key for 256 Color Mode 7-0 Playback Color Key for 256 Color Mode
SR56-54 — Playback Color Key Mask ...........cecceeeeennneees RW SR66-64 — ¥ Playback Color Key MasK..........c.c.co....... RW
23-16 Playback Color Key Mask for True Color Mode 23-16 Playback Color Key Mask for True Color Mode
15-8 Playback Color Key Mask for High Color Mode 15-8 Playback Color Key Mask for High Color Mode
7-0 Playback Color Key Mask for 256 Color Mode 7-0 Playback Color Key Mask for 256 Color Mode
SR57 — Playback Video Key Mode Function.................. RW

7-0 Overlay Key Type

Defines all 256 defferent types of mixing among
VGA Color Key, Playback Window Key, and Video
Chroma Key (very similar to ROP3 code). Below
are some common combinations:

00 VGA Port Only

FO Color Key Only

CC Playback Key Only

AA Chromakey Only

88 Playback Key & Chromakey

CO Colorkey & Playback Key

80 Colorkey & Playback key & Chromakey

FF Video Port Only

Graphics BIOS Scratch Pad Registers

SR5A—ScratchPad 0 .....vveeeeeiiiiiiiiiiiieeee RW
SREB—ScratchPad 1 ..........cocevveiiiiiceieiiiiiiiciiieiiieee RW
SR5C —ScratchPad 2.....ceeeiieeeiiiiiiiiiiiiiiieiie RW
SR5D —ScratchPad 3 ......cceveeeveeiiiiiiieeiiiiiiciiieiieee RW
SREE —ScratchPad 4 ......ccovceeeeiiiiiiiiiiieiieiee RW
SR5F —ScratchPad 5 .....ooevvevveeiiiiiicieiiiiiiiciiiiiie RW
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Graphics Video Display Registers

SR82-80 — Window 1 U-Plane FB Start Address............ RW SR8C-8B — Window 2 Vertical Scaling Factor .............. RW
23-20 Reserved ......cccccciiiiiiiiinieneeeeae e always reads 0 15 W2 Vertical Minify / Zoom Select
19-0 W1 U-Plane FB Start Address 0 ZOOM it default
When operating in planar mode, this field defines the 1 Minify
frame buffer starting address for the U-plane for the 14 W2 Vertical Filtering
first live video window 0 Off default
1 On

SR85-83 — Window 1 V-Plane FB Start Address............ RW

23-20 Reserved always reads 0
19-0 W1 V-Plane FB Start Address
When operating in planar mode, this field defines the
frame buffer starting address for the V-plane for the
first live video window

SR88-86 — Window 2 Frame Buffer Start Address......... RW
23-20 Reserved always reads 0
19-0 Window 2 Frame Buffer Start Address

Frame buffer starting address for the second live
video window (packed YUV format only)

SR8A-89 — Window 2 Horizontal Scaling Factor............ RW
15 W2 Horizontal Minify / Zoom Select
O ZOOM e default
1 Minify

Zoom Selected (Bit-15 = 0)

14 Reserved

13-0 W2 Horizontal Zoom Factor
Same format as for the first live video window as
defined in CR80 and CR81

Minify Selected (Bit-15 = 1)
14-13 W2 Tap
12-10 W2 Horizontal Minify Integer (Inverter)
9-0 W2 Horizontal Minify Factor

Zoom Selected (Bit-15 = 0)

13-0 W2 Vertical Zoom Factor
Same format as for the first live video window as
defined in CR82 and CR83

Minify Selected (Bit-15 = 1)
13-10 Reserved
9-0 W2 Vertical Minify Factor

SR90-8D — Window 2 Live Video Start

31-28 Reserved
27-16 W2 Vertical Starting Point
15-12 Reserved
11-0 W2 Horizontal Starting Point

SR94-91 — Window 2 Live Video ENd.......ccooeeuviivvniiiennens

31-30 W2 Line Buffer Level Bits 8-7(see SR95)

29-28 RESErVed ....ccccccceveeiiiiiieeeeeeeeee i always reads 0
27-16 W2 Vertical Ending Point

15-12 RESErved ...cccceevveviiiiiieeeeeeeeieseiens always reads 0
11-0 W2 Horizontal Ending Point

SR95 — Window 2 Live Video Line Buffer Level

7  Reserved ... always reads 0
6-0 W2 Line Buffer Level Bits 6-0(see SR91[31-30])
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SR96 — New Live Video Window Control 0.......ceeeen... RW SR98 — New Live Video Window Control 2 ................... RW
7 W2 Horizontal Interpolation 7-6  Two Live Window Chroma Key Select
0 Interpolation........ccccvvvveeeeeeeiiiiiiiiiiiins default 00 Chromakeyonly..........ccooeeecevvvnvnnrnnnnnnn. default

1 Duplication

6 W1 Vertical Interpolation U and V Components
0 Enable......ccouiiiiiiiiiiiiii default
1 Disable

This bit is effective only if window 1 vertical Y
interpolation is enabled (CR8E[12] = 1)

5 Reserved ..., always reads 0

4 656
0 Disable ..o default
1 Enable

3 W2 Color Space Converter (CSC) Bypass
0 Disable ... default
1 Enable

2  Reserved ... always reads 0

1 MC Even/Odd Inverter
0 Disable ... default
1 Enable

0 MC Interlace Display
0 Disable .ovveeeiiiiiei default
1 Enable

SR97 — New Live Video Window Control 1.................... RW

7 Reserved ... always reads 0

6 Planar Mode X (Horizontal) Y/UV Ratio
02X default
1 4x

5-4 Planar Mode Y (Vertical) Y/UV Ratio
00 2X (YPA20) .eiuiiiiieeeiiiiiieciiiiiiieeeee e default

01 4x (Yp410)
1x 1x (Yp422)

3 Reserved ... always reads 0
2-0 Window Mode..........coooevvviiieiiiiiiennnns default = 000b
Format Interpolation Line Buffers
000 Yuv422 H-V (96+48) x 64
001 Planar H-V (96+48) x 64
01x YUV FIFOH 96 x 64
100 MPEG2 YUV422 H-V 2x(96+48)x64
101 MPEG2 Planar H-V 2x(96+48)x64

11x YUv422 H-V (V-YUV) 2x(96+48)x64
For 1xx, only one h/w overlay window is supported

01 Window 1 & chroma key
10 Window 2 & chroma key
11 (Window 1 | Window 2) & chroma key
5-4 W1 Anti-Flicker Removal
00 Disable.......coooiiiiiiiiie e default
01 One field is shifted up 1 line
10 One field is shifted up 2 lines
11 One field is shifted up 3 lines
3 W1 Anti-Flicker Removal Field Selection
0 Odd field is shifted Up .....c.oevvvvecieieenennn. default
1 Even field is shifted up
2-1 W2 Anti-Flicker Removal
00 Disable......ccooociiiiiiiiiiiiie e default
01 One field is shifted up 1 line
10 One field is shifted up 2 lines
11 One field is shifted up 3 lines
0 W2 Anti-Flicker Removal Field Selection
0 Odd field is shifted up ..........ccceevvvveennns default
1 Even field is shifted up

SR99 — New Live Video Window Control 3 ................... RW

7 Reserved
6 Capture Addres Swap Enable

0 Disable....cooiiiiiiiiiiiiiii e default
1 Enable
5 Capture Address Swap
O NOSWAP ...t default
1 Swap
4-2 W2 HDE Delay Adjust...........ccccceeeeeeeeennnn. default =0

1-0 Reserved .....ooccooeiiiiiiie always reads 0

SR9B-9A — Window 1 UV Video Row Byte Offset........ RW

15-14 RESEIVEd ..ovvvviveiiiiiieieeeeeeeeeeeeee e always reads 0
13-0 W1 UV Plane Video Row Byte Offsefthe bytes in
a row)

SR9D-9C — Window 2 Y Video Row Byte Offset........... RW

15-14 Reserved ......ccoocccvieeiiiiiiieeeee always reads 0
13-0 W2 Y Plane Video Row Byte Offsefthe bytes in a

row)
SR9E — Line Buffer Request Threshold.......................... RW
7 Reserved ..., always reads 0
6-0 Line Buffer Request Threshold Level......... def=0
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SRIF — VBI CONMIOl ..eveeeeeiiiiiiiiiiiieeeeeeeeeie e RW SRAD-AC — VBI Vertical Interrupt Position................. RW
7 VBl Interrupt StatusS.........cooeveeeeeeiiiniieicccciiiiinns RO 15 Reserved ...oocociiiicceeecee e, always reads 0
6 Reserved ... always reads 0 14-12 Dithering Mode
5 VBIBIt-8 000 Bypass dithering ..........cccceevvvivieeeeennnnnn. default
4 VBI IV BIit-8 001 -reserved-
3 VBl Interrupt 010 24 bpp dither to 16 bpp
0 Disable ......occouvveviiiiii default 011 24 bpp chop to 16 bpp
1 Enable 100 24 bpp dither to 15 bpp
2 VBl Enable 101 24 bpp chop to 15 bpp
0 Disable ... default 110 24 bpp dither to RGB8
1 Enable 111 24 bpp chop to RGB8
1-0 VBI Data Format in Frame Buffer 11 Capture CSC
00 Every field data overwrite ...........ccce...... default 0 Disable.....cccooviieiiiiiiiie, default
01 Data in even/odd format 1 Enable

10 Every two field data write contiguous
11 -reserved-

SRA3-A0 - VBI Frame Buffer ADdress ........cooeeeeeiiieenneeee. RW

31-20 VBI Row Byte Offset
19-0 VBI Start Address

SRA7-A4 — VBI Capture Start.......cooeeiieiieiieiieiiieniieneses RW

31-27 Reserved
26-16 VBI Vertical Start
15-11 Reserved
10-0 VBI Horizontal Start

SRAB-A8 — VBl Capture End.........cocevuiiiiiiiiiiiiiiiiiieees RW
31-27 Reserved
26-16 VBI Vertical End
15-11 Reserved
10-0 VBI Horizontal End

10-0 VINST[10-0]
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SRAF-AE — Capture Row Byte Offset .........coeeviveiiiennnss

RW SRBD — Dual View Mux Control ...........ceeiiieeiiienniiiennnses RW

15 Reserved
14  Capture Address Initial Control
13-0 Capture Row Byte

SRB1-BO —Window 1 HSB Control .........cccvuieieeiiieennneee.

........................................ always reads 0

7-3 Reserved

2-0 CRT/ TV View Multiplexing Control

15-10 Brightness
9-5 Sin(Hue) * Saturation * 8 (bit-9 is the sign bit)
4-0 Cos(Hue) * Saturation * 8(bit-4 is the sign bit)
Hue range is 0-360 degrees (default = 0)
Saturation range is 0-1.875 (default = 1)

SRB3-B2 —Window 2 HSB Control .........ccceieiveiiieennneee.

00x Color key 1 determines top window (1=W1)def
010 Video window 1 overlay

011 Video window 2 overlay

10x Window key defines window 1 on top

11x Window key defines window 2 on top

15-10 Brightness
9-5 Sin(Hue) * Saturation * 8 (bit-9 is the sign bit)
4-0 Cos(Hue) * Saturation * 8(bit-4 is the sign bit)
Hue range is 0-360 degrees (default = 0)
Saturation range is 0-1.875 (default = 1)

SRBE — Miscellaneous Control BitS..........ccueiiiiiivinnnsess RW
7  Planar Capture
O Off e default
RW 1 On
6-5 Capture Start Address W/R Control (CR98[19-
0])
OX WI/RY address........ccccvvvvieiiieieeeeeneenennnns default

10 W/R U address
11 W/R YV address

4  Video Engine Power Saving Mode
0 ON default
SRB6-B4 — Second Display Address Select...................... RwW 1 On
3 Reserved ..., always reads 0
23-20 Reserved ......ccccccciiiiiiiieiieneeeeaa e always reads 0 2 Interpolation B
. ; polation Bypass
19-0  Second Display Address for Double Buffering 0 Interpolation .........cccociveeeeiiniiiiieeene default
Second display address for double buffering instead 1 Bypass
of capture address 1 Window 2 HSCB Enable
O BYPASS ..oovviiiiiiiiii i default
1 Enable
SRB7 — Vide0 SharPness. . ..ooiiiiiiiieiiiiiriiiiiieiieiiiiisiiaieansn RW O Window 1 HSCB Enable
7-0  Video Sharpness Factor O BYPASS ..o default
1 Enable
SRBA-B8 — Second Capture Address Select................... RW _ _ ]
23-20 Reserved .....cccccoiiiiiiiiieeiieeee always reads 0 SRCE — Window 2 Live Video CONtrol..oooovvvnnnnss RW
19-0 Second Capture Address for Double Buffering 7 Reserve.d ............... RN always reads 0
Second capture address for double buffering instead 6 W2 Vertical Interpolation
of display address 0 Disable......ccccuiiiiiiiiiii, default
1 Enable
5 Planar Mode X (Horizontal) Y/UV Ratio
02X default
SRBC — Contrast Control.........cccoceeeeeiieeiiiiiiiiieieeeeeee, RW 1 4x
7-4  Window 2 Contrast 4-3 Planar Mode Y (Vertical) Y/UV Ratio
3-0 Window 1 Contrast 00 2X (YPA20) ..evveeeeeeeiiiiieieeeee et default
01 4x(Yp410)
1x 1x (Yp422)
2-0 Window Mode...........coccciiiiiiiiiiieeee, default = 000b
Format Interpolation Line Buffers
000 Yuv422 H-V (96+48) x 64
001 Planar H-V (96+48) x 64
01x YUV FIFOH 96 x 64
100 MPEG2 YUV422 H-V 2x(96+48)x64
101 MPEG2 Planar H-V 2x(96+48)x64
11x YUV422 H-V (V-YUV) 2x(96+48)x64
For 1xx, only one h/w overlay window is supported
Revision 1.3 September 8, 1999 83 VGA Extended Registers



N G ™ VT8601 Apollo ProMedia

SRD1-D0 — Window 2 UV Row Byte Offset ................... RW SRDB-DA — Window 2 V-Count StatuS...........cccceeeennn.... RO
15-14 RESEIVEd ...oovvvviieiiiiiiieieeeeeeeieesieaenns alwaysreads 0 15-0 W2V Count Status
13-0 W2 UV Plane Video Row Byte Offsefthe bytes in )
a row) SRDD-DC — Dual View Control ........cceveeeeieiieiieiiiiinnnens RW
15-11 RESEIVed ...oovveeeiiiiiiiiieeeeeeeeeieeeeies always reads 0

10-9 Dual View Control - SHIF

] 8 Dual View Control — G Window Enable
SRD4-D2 — Window 2 U-Frame Start Address .............. RW 7  Dual View Control — W2 Double Buffer Enable
23-20 Reserved .....cooviieeiiiieeeeeeee always reads 0 6 Dual View Control — W1 Double Buffer Enable
19-0 W2 U-Frame Start Address 5 Dual View Control — W2 Address Trans Enable
: 4  Dual View Control — W1 Address Trans Enable
SRD7-D5 — Window 2 V-Frame Start Address............... RW 3 Dual View Control — Digital TV Enable
23-20 Reserved ..., always reads 0 2 Dual View Control — Digital Video LUT Write
19-0 W2 V-Frame Start Address 1 Dual View Control — Digital Video LUT Read
0 Dual View Control — Digital Video CRT
SRD9-D8 — Digital TV Interface Control........................ RW  SRDF-DE — Window 1 V-Count Status .................._. RO
(see also CRDO, VGA / Digital TV Sync Control) 15-13 RESEIVEd .oooveveeeeeveeeeeieeeieeeeas always reads 0
15-14 RESEIVEd ...oovvvvvieeiieiiieieeeeeeeeeesieaenns always reads 0 12 DVV Sync
13 DIVS I/O Control 11-0 W1V Count Status
12 DTVI Signal Output Control, except DIVS
(Vsync)

11 Dual View Clock Inversion Control
10 Dual View Clock Control for DTVI
9 DICLK Inversion Control
8 DIVS Inversion Control
7  DIHS Inversion Control
6-5 YUV Order Inversion Control
4,1 Data Out Control
00 VGA/Video Overlay Data
x1 TV Data
10 Data Direct from Video Engine
3-0 HS/VS/CLK Control
0000 VGAHS, VGAVS, and PCLK
x100 VGAHS, VGAVS, and SPKTV
1000 VGAHS, VGAVS, and PCLK x 2
xxx1 DVHS, DVVS, and LCDCLK
xx10 TVHS, TVVS, and TVCLK
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VGA Extended Registers — Graphics Controller Indexed

RW

GRE — Old Source Segment AddressS.........ccvveeeeeeeeennnn... RW GREF — Miscellaneous Extended Function Control ........
7-3 Reserved ..ccceiiieieie always reads 0 7 Reserved ..., always reads 0
2-1 Source Segment Address Select.......... default =0 6  Character Clock Division Control Bit-1 (see bit-3)

0 Reserved ..., always reads 0 00 NO diVISION ....uvvviiiiiiiiieieeeeee e default
01 Divide by 2
10 Divide by 3
11 -reserved-
GRE — New Source Segment AddresS.......evvveeeeeeiieiinnees RwW 5 Symmetric / Asymmetric DRAM Address
7 Reserved ... always reads 0 0 SYMMELNC...ocveeeeeeceeeeeece e default
6-0 Source Segment Address Select.......... default =0 1 Asymmetric
Bit-1 is written inverted 4  Compressed Chain 4 Mode for CPU Path
0 Disable......cccoiiiiiiiiiie default
1 Enable
3  Character Clock Division Control Bit-0 (see bit-6)
2 Alternate Bank & Clock Select
0 Disable 3D8, 3D9, and 3xB................... default
1 Enable 3D8, 3D9, and 3xB
1 Compressed Chain 4 Mode Display Path
0 Disable......cccciiiiiiii default
1 Enable
0 Source Segment Address Register Enable
0 Disable GRE...........ccoooiiiiiiiiie default
1 Enable GRE
All bits except 2 and 0 are write protected by SRE_New[7]
Revision 1.3 September 8, 1999 85 VGA Extended Registers



v, recllmlmlayies, Ine.

VT8601 Apollo ProMedia

Power Management Registers

GR20 — Standby Timer Control........ooeeeeeeeeieiiiiiieeeeen, RW GR22 — Power Management Control 2...............eeeeee...... RW
7  Timer Initialize & Enable 7  Timer Test Mode
0 Enable TImer.....ccccccovvviivieiiiiiiieee e default 0 Disable.....cccooviiiiiieiiii e default
1 Initialize and hold standby and DPMS timer 1 Enable
6-4  Timer TeStNG ...coovcviiiieeeiiiieee e RO 6 Refresh Clock Select
3-0 Reserved ..., always reads 0 0 Crystal input or external clock (XMCLK)
provides refresh clock during suspend... default
GR21 — Power Management Control 1 ...........cccevvunneneeee. RW 1 REFCLK is used as refresh clock during
7  Power Management Pin Polarity suspend for 64ms refresh (ignore “Suspend
0 Active High ... default DRAM Refresh Mode” bits 5-4 below)
1 Active Low 5-4 Suspend DRAM Refresh Mode
6 PCIl Power Management 00 Norefresh....cocoeiviiiiiiiiiiiiiieeee, default
0 Disable ...oviveiiiiiiii default 01 Self refresh
1 Enable 10 Crystal clock provides rate for 8ms refresh
5 Suspend Mode 11 Crystal clock provides rate for 64ms refresh
0 Normal mode..........coccvvvveiiiiiiniineeeen default 3 Disable GPIO
1 Enter Suspend Mode 0 Allow GPIO 7-0 pins to drive data in.... default
4 Suspend Input Pin 1 Disable GPIO 7-0 pins (and their shared
0 Disable ......ooccvveiiiiiii default functions) from driving data. Tristates input
1 Enable buffers on pins so no power is consumed if
3 D3to DO Reset GPIO pins are set to input mode.
O DisSAbBIE .ccvrieeeieieeee s default 2 RESEIVed oo a|ways reads O
1 Enable 1 Hardware / Software Oscillator Select
2  Standby Input Pin 0 Software controls oscillator off with bit-0
O Disable .....cooievieeiiiiiiie default (prevents automatic  oscillator shutdown
1 Enable without direct software control of the
1 CLKRUN# Mechanism “Oscillator Disable” bit) .........ccccccerervrenenne. def
O Disable ....ccoiiieeiiiiiiiiie default 1 Hardware controls oscillator off (allow
1 Enable oscillator shutdown when power states are
0 Consistent Standby / Suspend entered using hardware mechanisms)
0 The bits in the PCI PM configuration registers 0 Oscillator Disable

will be OR’ed with bits 5 and 3 of this register
for connection to the internal PM state
MAChINE ..ccooieiiiiiiicc e, default

1 The bits in the PCI PM configuration registers
will be the same as bits 5 and 3 of this register
to allow software coherency

0 Enable normal function............ccceceeunn... default
1 Disable (oscillator off)
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GR23 — Power Status .......oeeieeiesieeiiiieeeeeeee RW GR24 — Software Power Control..........ccceeeeeeiiiiiianeeeeee.. RwW
7 Power Management Pin Polarity(see GR21[7]) 7 VCLK
6-5 Chip Power Status 0 Disable
00 Ready 1 Enable ... default
01 Standby 6 MCLK
10 Suspend 0 Disable
11 -reserved- 1 Enable.....iiieeeen default
4  LCD Power Sequence Status 5 CPU & DRAM Data Bus
0 LCD power sequencing is not occurring at this 0 Disable
time 1 Enable.....eeeee default
1 LCD power sequencing is occurring at this 4 Reserved ....cccciiiiiiieeeeeeees always reads 0
time 3 ENPBLT (Panel and/or Backlight Enable)
3-2 Panel Power Sequencing Control
00 Fast panel power sequencing.................. default Software Power Control
01 -reserved- 0 Drive ENPBLT LOW......ccvvvvieeeiiiiiieeennn, default
10 -reserved- 1 Drive ENPBLT High
11 Slow panel power sequencing Hardware Power Control (timers, pin, register bit)
1-0 DPMS Power Status 0 ENPBLT is active low............cccvveeeeennee default
00 On Mode (CRT interface is active and 1 ENPBLT is active high
RAMDAC isfullon)..........cccoevevivvvininnns default 2 Panel VDD
01 Standby Mode (Hsync disabled, Vsync active, 0 Disable......ccccuiiiiiiiiiii, default
DAC off, RAMDAC color palette lookup 1 Enable
table (LUT) video data path is off but LUT 1 Panel Interface Signals
1/0 is allowed) 0 Disable.....cccoviiiiiiiiiiee, default
10 Suspend Mode (Vsync disabled, Hsync active, 1 Enable
RAMDAC is off but contents are retained) 0 Panel VEE
11 Off Mode (Hsync and Vsync disabled, DAC 0 Disable.....cccooiiiiiiiiiiii e default
LUT is full off) 1 Enable
In hardware mode, these bits indicate the status of
GR25 — Power Control Select .......ooovveiieeececieeee RW

CRT Hsync and Vsync as well as the internal
RAMDAC power state (the “off” mode state can be
read only in CRT only mode). In software mode,

these bits control the state of the CRT Hsync and power management engine.

When any of bits 7-6 or 3-0 are set to 1, the corresponding
power control bit reads back the logic state of the internal

For all bits below, 0 selects

Vsync signals but not the power state of the internal hardware power control and 1 selects software power control.

RAMDAC. In simultaneous display modes, the
power state of the RAMDAC is not controlled by the
DPMS Power State (bits 1-0), but by the Chip Power
State (bits 6-5).

7

6
5
4

w

=N

Power Control for VCLK ..........cccccvvvieeeeenennnn. def=1
Power Control for MCLK ........cccooeivviiiinnnns def=1
Power Control for the Data Bus................... def=1
Power Control for the RAMDAC ................ def=1

The RAMDAC is software enabled in GR26[7-6]
Power Control for Panel Enable / Backlightdef = 1
(see GR24[3])

Power Control for Panel VDD ..................... def=1
Power Control for Panel Interface Signals.def =1
Power Control for Panel VEE ...................... def=1
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GR26 — DPMS CONrol ...ttt iieiieisieeieeeenaee,s RW
7-6  RAMDAC Internal Power Control
00 NOMMAl c.uveiiiieieeeeeeee e, default

01 DAC off (used in LCD only mode)
10 Standby (DAC off, LUT in low power mode,
I/0 allowed to LUT). May be used in LUT

bypass mode.

11 Suspend (DAC off, LUT access disallowed
but LUT contents are preserved)

5-4 Reserved .....coooieiiiiiiieeeee,
3  DPMS Control

always reads 0

0 Software Control Mode: DPMS controlled by
GR23[1-0] in simultaneous display and CRT-

only modes (may be used to

decouple the

power modes of the CRT and LCD during

simultaneous display) ...............

........... default

1 Hardware Control Mode: DPMS controlled

by internal power states.
2-0 Reserved ..o,

always reads 0

DPMS Control Modes
DPMS Software Control Mode

In simultaneous display mode, the software control mode can
be used to control DPMS low power states independent of the
chip power states. In CRT display mode, software mode
gives total DPMS control to software. Pseudo-standby may
be controlled by bits 7 and 6, as well as BLANK# timing.

DPMS Hardware Control Mode

Table 9. DPMS Sequence - Hardware Timer Mode

Power Level DPMS Mode

High - Activity detected On
Moderate - 16 min inactivity Standby
Low - 32 min inactivity Suspend

Lowest - 64 min inactivity Off

DPMS hardware timer mode is defined as CRT only mode
with the DPMS control mode bit set to hardware (bit 3 =1).
Activity detection is set by register GR21[2:0]. Status is
indicated in bits 1 and 0. The timer may be controlled by
software from GR20[7].

Table 10. DPMS Sequence - Hardware Mode in
Simultaneous Display Mode

Power Level DPMS Mode

High - Chip on state On
Moderate - Chip standby Off
Low - Chip suspend Off
Lowest - Chip off state Off

In simultaneous display mode with hardware DPMS
set, DPMS states are sequenced by the timer, pin| and
register bits that control the chip power states.
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GR28-27 — GPIO CONtrol .. .cvuiiieiiieiiiiiiie e iiieieieeeereenen RW GR2F — Miscellaneous Internal Control.............cceveveeee.. RW

15-8 GPIO Direction 7-0

0 Read ..o, default
1 Write
7-0 GPIO Data 7-Q....ceeveieieiiiiiieiiiiiiiceeee e default =0
GR2A — Suspend Pin TIMEer .....coeeeveiiieeeiieeieieieeeeevieeeeen RW
7  Motion Video Port Suspend
0 Disable ., default
1 Enable
6-0 Reserved ..o always reads 0
GR2C — Miscellaneous Pin Control .........c.cccceeeeeieineen.... RW
7 Reserved ... always reads 0
6 Use PDINV pin as GPIO5
0 Disable ......cccoviiiiiiiii, default
1 Enable
5-4 Reserved .....ccccccciiiiiiiiieeeee, always reads 0
3 Use INT# pin as PSTATUS
0 Disable......ccccoriiiiiii, default
1 Enable
2  Tristate P35-0, DE, SFCLK, LP, FLM
O Tristate ....cooeeveeeeeeecee e default
1 Enable
1 Tristate ENPVEE, ENPVDD, ENPBLT
O Tristate ...ooeeeiiiieeecceee e, default
1 Enable
0 Reserved ..., always reads 0

7

PCLK Control

0 VGA Compatible.....cccccvevveeeeeeiiiiiiiiinns default
1 PCLK equals VCLK
Reserved ..o always reads 0

Hsync Skew Control
0 One skew in graphics, two skew in text. default
1 No skew

Reserved ......occociiiiii always reads 0
Double Logical Line Width
0 Disable......cccoovciiiiiiiii default
1 Enable
Text Mode Display FIFO Prefetch Cycles Select
0 Multiple Of 8..oeeeiiiiieieii e default

1 Multiple of 4

Enable Display FIFO Threshold Control
0 Disable......ccccoiiiiiiiii, default
1 Enable (can also be enabled by AR10[0])
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Scratch Pad Reqisters

These registers are reserved for use by software.

GR5A —ScratchPad O ....oocevveeieiiiieiiiiieeiieiiiceieeee RW
GR5B —ScratchPad 1 ......ccovcveeiiiiiiiiiiiiiiiiiieiiieeee, RW
GR5C —ScratchPad 2 .........oocovveeeiiiiciiiiiiiceieeiiieeeeen RW
GR5D —ScratchPad 3 .....oeeeiieieiiiiiiiieieiiceeeeieee RW
GRSE —ScratchPad 4 ...........coooeeeiiiiceiiiiiiiceiiiiiiceeeeens RW
GR5F — Scratch Pad 5......ceeeeiiiiiiiiiiiiciiieiiiei RW
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VGA Extended Registers — CRT Controller Indexed

CRE-—CRT Module TeSt......ocuueeieiiiiiiiiiiiseee RW CR1A — Arbitration Control 1 ........ccccvveeeeeeeiiiiiiieeeeenn, RW
7  Extended Memory Access Above 256KB 7-0 Display Queue Kill Counter.................... default =0

0 Disable .eeeeeeieeei, default Controls how many requests can be accepted by the

1 Enable arbiter before changing the owner to another agent

6  VGA Misc Output Register (3C2) Write Protect

0 Writesto 3C2 Allowed...........cceevvvnnenen. default

1 Write Protect 3C2
5 CRT Start Address Bit-16

4-3 Reserved ... alwatys reads 0
2 Interlaced Mode
O Disable ...cccoooeviiiiiiiiiii default
1 Enable

1-0 Reserved for Test (Do Not Program)... default = 0

CR19 — CRT Interlace Control .......oceeuiiieeiiieeiiieiiiieennaees. RW

7-0 Interlaced Vsync Adjust Value

(00 disables the counter).

CR1B — Arbitration Control 2.........oeiiieeiiiiiiiieiiieeieen, RW

7-0 High Priority Arbiter Kill Counter ........ default =0

Controls how many requests can be accepted by the
arbiter before changing the owner to another agent
(00 disables the counter).

CR1C — Arbitration Control 3 ......oiieeiiieeiiiiiiiiiiieiees RW

7-0 Low Priority Arbiter Kill Counter ......... default =0

Controls how many requests can be accepted by the
arbiter before changing the owner to another agent
(00 disables the counter).
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CRI1F — Software Programming ...........coeeieeeeieeiiiieennee RW CR29 — RAMDAC MOd€ ...oovviiiiiiiiiiiiiiiiiei RW
7-4 Reserved ...occoccccviiiiiiiieee always reads 0 7  External DAC
3-0 Display Memory Size 0 Disable.......cccocvviiiiiiiii defaul
0011 1MB 1 Enable
0111 2MB 6 Reserved ..., always reads 0
1111 4MB 5-4 CRTC Offset[9:8] for High or True Color Modes
0100 8MB 3 GE /O Decode
All other codes are reserved 0 Disable......cccoueiiiiiii, defaul
Memory size is automatically detected during system setup. 1 Enable
2 RAMDAC
CR20—Command FIFO.......ccooevvviiiiiieeeieeeieeieeieee RwW 0 External ..o defaul
7-6 Reserved ..o always reads 0 1 Internal
5  Write Buffer 1-0 RS[3-2] for RAMDAC (if register access definition
0 Disable ..., defaul is selected)
1 Enable This register is write protected by SRE_New[7]
4  16-Bit Planar Mode
O DISADIE .o defaul CR2A — Interface Select.......ccoeeeeveeeeiiiiiiieeeeeeieeieeeeee RwW
1 Enable 7  Reserved ... always reads 0
3-0 Reserved ... always reads 0 6 Internal Data Path Width
) ) 0 8/16-bit....cccoiii defaul
CR21 — Linear ADdressing .......oeeeeeeiiiieiieesiiieeee RW 1 32-bit
7-6 Reserved ..., always reads 0 5 Reserved ..o always reads 1
5 Linear Memory Access 4 Power Down Mode Using ROMCS#
0 Disable ... defaul O ENADIE ..o defaul
1 Enable 1 Disable
4-0 Reserved ..., alwaysreads 0 3-0 ReESErVed .....ccococeevieceeererieenanenns always reads 0
This register is write protected by SRE_New[7]. This register is write protected by SRE_New[7]
CR22 — CPU Latch ReadbacK........ccceveeiieieieiiiiiiiiienee, RO

7-0 Latched Data
Pointed to by GR4 (VGA Read Map Select Register

)
CR24 — VGA Attribute State........ccocveeeiieciiiiiiiciieeeeee, RO
7  VGA Attribute State
O INAEX i defaul
1 Data
6-0 Reserved ..o always reads 0
CR25 — RAMDAC Read/Write Timing............cccvvvveennn... RW
7  PCLK/ P[7-0] BufferTristate Control
0 Enable.......oooiiiiiii e, defaul
1 Disable
6-4 Reserved .....cccccccciiiiiiiiieee, always reads 0
3-0 RAMDAC Read / Write Wait States.... def =1111b
CR27 — CRT High Order Start Address ............cc........... RW
7  Vertical Total Bit-10 ..........ovvvieieieeeeenennn. default =0
6  Vertical Blanking Start Bit-10 ............... default =0
5 Vertical Retrace Start Bit-10 ................. default =0
4  Vertical Display Enable End Bit-10....... default =0
3 Line Compare Bit-10 .......ccccevvreeeernnnnn. default =0
2-0 Start Address Bits 19-17.........ccccceeeenneee default =0
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CR35-34 — Graphics Engine 1/O Linear Address Base . RW

CR2B — Horizontal Parameter Overflow........................ RW
7-5 Reserved .., always reads 0
4 Horizontal Blank Start Bit-8 ................... default =0
3 Horizontal Retrace Start Bit-8 ............... default =0
2  Horizontal Interlace Parameter Bit-8 ... default = 0
1 Horizontal Display Enable Bit-8 ............ default =0
0 Horizontal Total Bit-8 .......ccccoeeevvvvineennn. default =0
CR2D — GE Timing Control........ccoeeiiiiiiiiiiiiiiiiiiseiiieeeenn, RW

7-5 Reserved

........................................ always reads 0

4-3 GE Sample Clock Delay Selection........ default =0
2-0 GE Frame Buffer Read Delay Cycles... default = 0

CR2F — Performance TUNING .......oevvvereeeeeiiesiicciiiiieeee. RW
7  Reserved ... always reads 0
6 DRAM Refresh Cycle Control Bit-1

(Bit-0 is CR11[6])
00 3 refresh cycles per horizontal line
01 5 refresh cycles per horizontal line
10 1 refresh cycles per horizontal line
11 2 refresh cycles per horizontal line
5 Blank TimingSelect
0 Normal blank.........ccccccceeiiiiiiiiiiiis default
1 Blank is the inverse of display enable
4  Display FIFO Depth Control

(O 7o [ T= T o default
1 8deep

3-2 Memory Read Ready Control

1

0

00 -reSerVed.......uueeeeeiiiiiieiieeeeeeiie e default
01 Fastread cycle (same as 10)
10 Fast read cycle (same as 01)
11 Normal read cycle
Clock Source

0 VCLK2
1 VCLKI .ot default
Pin Scan (Test ONly)......ccccoovvviveeeeninnne. default =1

15-0 Graphics Engine Linear Address Base. default = 0

CR36 — Graphics Engine / Video Engine Control.......... RW
7  Graphics Engine
0 Disable.....ciiiiiiii e default
1 Enable
6 PCI Video Minifier
O BYPASS ..coiiiii i default
1 Go through minifier
5 Video Aperture
0 Disable.....iiiiiiiii default
1 Enable
4  Graphics Engine Software Reset
Writing a one to this bit resets the graphics engine
3  Graphics Engine I/O
0 Disable.....ccieiiiiiiii e default
1 Enable
2 String Write
0 Disable......ccccoiiiiiiii, default
1 Enable

1-0 Graphics Engine Register Mapping

00 1/0 mapped at 2IXXh .......cceeeviiiiieeeennns default
01 Memory mapped at B7Fxxh

10 Memory mapped at BFFxxh

11 Memory mapped using the GE base register

CR37 — PC/ SMB CONrOl .o RW
7 SMBCLK Buffer is Open Drain........ always reads 1
6 1°C SMBCLK Status ........ccvvvevevereiceeeerereiseenenans RO
5-4 Reserved ....ccccocciiiiiiiiiiie always reads 0
3 1°C Operation
0 Read ... default
1 Write
2 Reserved ..., always reads 0
1  1°C SMBCLK Signal
0 Low
1 High e, default
0 I°C SMBDAT Signal
O LOW e default
1 High
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CR38 — Pixel BUS MO ....oovvveeeiiiiiieiiiiiieeeei e, RW CR3A — Physical Address Control ...........ooovvvveeeeeveennnnn.. RW
7-6 Reserved ...occccccciiiiiiiiee always reads 0 7 Reserved ... always reads 0
5 Packed 24-Bit True-Color Mode 6 AGP/PCI Select
0 Disable......cccoviriiiiii, default 0 PCl default
1 Enable 1 AGP
4  Standard VGA Mode in 64-Bit Configuration 5 BothlO
0 Disable .eeeeeeiiiiei, default 0 Disable......ccccociiiiiiiiiii, default
1 Enable 1 Enable
3 True Color Mode 4  Memory Address Linearization
0 Disable......cccoriiiiiiiii, default 0 Disable.....ceiiiiiii e default
1 Enable 1 Enable
2  High Color Mode 3 Reserved ..., always reads 0
O Disable .....ccccoviiiiiii . default 2  AGP Software Reset
1 Enable 0 NOMMAl...ceeieieiiieeeeeeee e default
1 Reserved ..o, always reads 0 1 Reset
0 16-Bit Pixel Bus 1 PCI Configuration Subsystem ID Write
O Disable .....ccccoriiiiiici . default 0 Disable.....iiiiiiii e, default
1 Enable 1 Enable
This register is protected by SRE_New[7] 0 Enhanced Register /0O Scheme
0 Disable.....ociciiiiiii e default
1 Enable
CR39 — PCl Interface Control ............coooeeeeeeeeieiieene RW CR3B — Clock and TUNING ....oviiiiiiieiieieiiiieiseesee e RW
7 Pixel Data Format 7  Observe Clock Source
0 Little Endian............ccooooiiiiiiiiiiieeeeeeee, default O VCLK L oo default
1 Big Endian 1 VCLK2
6-5 Memory Data with Big Endian Format 6-4 Clock Source Mode Select
00 Pass Through (PT) ...ccccccvviiiiiieeeeeeeciens default Oxx Internal Clock Chip
01 Word Swap (WS) 000 V/MCLK test mode, observe MCLK
10 Half Swap (HS) 001 V/MCLK test mode, observe VCLK1
11 Full Swap (FS) 010 V/MCLK test mode, observe VCLK2
4-3 BE[3-0]# With Big Endian Format 011 Normal operation
00 Pass Through (PT) ..ccoocciiiiiiiieieeeeeeeiee default 1xx External Clock Chip
01 Word Swap (WS) Bit 6 default is set from MA?? inverted
10 Half Swap (HS) Bits 5-4 default to 00
11 Full Swap (FS) 3 Clock Control
2 PCI Burst Write 0 When bits 6-4 = 00x, clock is normal.... default
0 Disable .....ccccorviiiici e, default 1 When bits 6-4 = 00x, clock is divided by 2
1 Enable 2-1 ReServed ..ococoeceeeiceieeeeeee e always reads 0
1 PCIBurst Read 0 Vertical Retrace Memory Refresh
0 Disable .......ccccooiiiiiiiccc e default 0 Disable
1 Enable 1 Enable.......iiiiiiieeeeeeee, default
0  MMIO Control.....default set from Inverted MA?? This register is protected by SRE_New[7]
0 Disable
1 Enable (64KB VGA I/O space can be memory CR3C — Miscellaneous Control ...........coocoveviviiiiiiiieiennen, RW
mapped within the 4GB memory space) 7-3 Same Definition as GRF[7-3]................. default =0
This register is protected by SRE_New[7] 2 Reserved ... always reads 0
1 Same Definition as GRF[1].............c...e. default =0
0 ModeSelect L...ccoeiiiiiiiiiiiiiiiiceeee e, default =0
0 This register has no function.................. default

The original GRF[7-0] bits are used

1 GRF[7-3, 1] accessed via this register only
GRF[2, 0] accessed at original register only
Original GRF[3] is R/W but has no function

This register is protected by SRE_New[7]
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Hardware Cursor Registers

The ProMedia supports a Windows® compatible hardware

CR50 -

Hardware Cursor Control

7

cursor. The hardware cursor operates only in extended planar

and packed pixel modes.
between 32x32 and 64x64.

The cursor size can be selected
Two 2-bits-per-pixel images

define the cursor shape. The table below shows how these

two bits operate on each pixel. The hardware cursor pattern

is stored in off-screen memory.

Table 11. Hardware Cursor Pixel Operation

Plane QPlane 1] Pixel Operation Pixel Operation
(AND) | (XOR) (Windows®) (X11)

1 0 Transparent Cursor BG Colo

1 1 VGA Data Inversion  Cursor FG Colo

0 1 Cursor FG Color Transparent

0 0 Cursor BG Color Transparent
CRA43-40 — Hardware Cursor Position ...........ccc.eeeeeeeen.... RW

31-28 Reserved

27-16 Hardware Cursor Position Y Dimension

15-12 Reserved

11-0 Hardware Cursor Position X Dimension

CRA45-44 — Hardware Cursor Pattern Location............. RW

15-12 Reserved

11-0 Hardware Cursor Map Mask Storage Location

CRA47-46 — Hardware Cursor Offset

1KB aligned in the frame buffer

15 Reserved

14-8 Hardware Cursor Position Y-Offset

7

Reserved

6-0 Hardware Cursor Position X-Offset

CR4F-48 — Hardware Cursor Color

63-56 Reserved

55-32 Hardware Cursor Background Color

31-24 Reserved

23-0 Hardware Cursor Foreground Color

always reads 0

always reads 0

always reads 0

5

3-2
1-0

Hardware Cursor Enable
0 Disable
1 Enable

Hardware Cursor Mode
0 MS Windows™ Compatible
1 X11 Compatible

Hardware Cursor Color Control 3
0 Disable
1 Enable

Hardware Cursor Color Control 2

0 Disable....ccooooeveieiiiiiiin,

1 Enable
Reserved
Hardware Cursor Size
00 128x128
01 64x64
10 32x32
11 -reserved-

...... always reads 0

................... default
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Additional CRTC Extended Reqisters

CR51 — Bus Grant Termination Control......................... RW  CR5E — Capture / ZV Port Control .......ooovvvvveeeeeeieneeee. RW
7-0 Bus Grant Termination Position 7  Capture Idle........oeevvveeiiiiieiie e RO
This regiester is active if CR52[6] = 1 6  Capture Command Port
0 Disable......ccccoviiiiiiiiii default

CR52 — Shared Frame Buffer Control ...........ccoeevvvennnee... RW

7,5 Shared Frame Buffer (SFB)

00 Disable ....cceevviiiiiiieeiie e default
01 Enable SFB slave mode 1 (8ma I/O buffer)

10 Enable SFB master mode

11 Enable SFB slave mode 2 (16ma I/O buffer)

6  Bus Grant Termination Position Control
0 Disable......cccooimiiiiiii, default
1 Enable
4  Reserved ..., always reads 0
3-0 Bus Grant Low Pulse (MCLKS) ........... def = 0010b
CR55 — PCl Retry Control .......uueeeeiiiiiiiiiiiieeeiiiieen, RW
7  PCI Retry in Memory Write Command
0 Disable......cccoviiiiiiiii, default
1 Enable
6 PCIl Retry in Memory Read Command
0 Disable ...covveveeeiiiii e, default
1 Enable

5-0 Number of PCICLKs * 2 for STOP#....... def = OFh

Number of PCICLKs, multiplied by 2, for generating
STOP# during the first data phase

CR56 — Display Pre-end Fetch Control.......cccevieveiiiiennnes RW

7-2 Reserved

1 Display Queue Pre-end Fetch
0 Disable ......cocovvieiiiiiiie default
1 Enable
0 Display Queue Pre-end Fetch Parameter Bit-8
Used With CR57 ..o, default =0
CR57 — Display Pre-end Fetch Parameter ...................... RW

7-0 Display Queue Pre-end Fetch Parameter Bit-8

Used with CR56[0] .......cceeeiiiriiieeeiiiiieeeenne default n/a

5-3

2

1

1 Enable new command port (2203-2200h)
Reserved ...oococvvevviiiii, always reads 0
PCI I/O Write Retry

0 Disable.....cciiiiiii e default

1 Enable
PCI 1/0 Read Retry

0 Disable......ccoouiiiiii default

1 Enable
Capture Interface

0 Disable......ccccoviiiiiiiiiii default

1 Enable
This bit is protected by SRE_New([7]

CR5F — TeSt CONIOl ciuuuiiieiiieeiieeiieeeieeenereeesieeentereeniereens RW

7

6

5-1 Reserved
0

Internal Control Test Output
0 NOMMAl...cueeiiiiiiiiiiieee default
1 Internal control signals are output to P15-0
P15 GEREQ
P14 GEBUSY
P13 CMDIN
P12 GEWAIT
P11 CMATCH
P10 KGECYC
P9  WBMT
P8 GERTRY
P7 BLANKTV
P6 WRSTY
P5 WRSTU
P4  WRSTV
P3 WRST1
P2  YOEN
P1 UEN
PO  YUVEN
Capture Input Interrupt Polarity Select
0 NOMMAl....cueiiiiiiiiiieii default
1 Testdata is output to pixel bus P15-0
........................................ always reads 0
Stop DISPQ REQ Test
0 NOMMAl. e default
1 Stop DISPQ REQ

Revision 1.3 September 8, 1999 96

VGA Extended Registers



v, recllmlmlayies, Ine.

VT8601 Apollo ProMedia

CR62 —Enhancement O.........oceeeeiiiiiiiiiiiiiiiiiieeeeeeee RW CR63 —Enhancement 1............ccoieiiiiiiiiiiiiiiiiiieiiieee RW
7 Pause GE Operation (GEPAUSE) 7-6 Reserved ..o always reads 0
0 Normal GE Operation ..........ccccceeeerrnnen. default  5-4 Memory Folding Control
1 Pause GE Operation 00 NOMMAL.....uuuiiiiiiiiiiiiieeiee s default
6 PCI Retry for GE (ENGERTRY) 01 FOLD6
0 Disable ..o, default 10 FOLD7
1 Enable 11 -reserved-
5 Short Command (ENSHRT) 3-2 ReServed ..o, always reads 0
0 Disable .......cccuvveiiiiiii e default 1-0 Extended FIFO Latency Control (LATV[5-4])
1 Enable Combined with CR30
4  Direct Read Even if GE is Busy (ENDIRRD)
0 Disable ....coovviieiiiiiii default
1 Enable
3 Reserved ... always reads 0 CR64 — DPA EXra  .iooiicceeeeiiiiiiceiiieeeiieiiieee e RW
2 Low Priority Arbitration Policy 7 DPA On/Off
0 Fixed Priority 0 ON default
1 Round RODIN.........vveerrreeeeerreeerenne. default 1 Off
1 High Priority Arbitration Policy 6 DPABypass
0 FiXed PHOMY «.o.oveveveeeeeeeeeeeeeeee e, default 0 NOMAl......cooiiiiiieii e default
1 Round Robin 1 Bypass
0 Frame Buffer Memory Size Select 5-3 Reference Feedback Clock Delay
0 BMB oo default MaXIMUM 2NS..oovvvinnininsinnnee default =0
1 4MB 2-0 Reference Internal Clock Delay
Maximum 2NS........uuuuiieiiieieeaeeee e default =0
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Video Display and Capture Engine Registers used. If W1 is in planar mode, then W1-Y is the first live
The ProMedia integrates video display and capture engines,video Y-component storage area, and W1-U (V) is the first
which support YUV 4:2:2, YUV12 (planar) or YUV 4:1:1 live video U (V) -component storage area. In the following
data formats to accelerate software playback and video register definitions, a register with W1 (W2) indicates that
capture functions. Video images can be captured through athis parameter is applicable to the first (second) live video
special video capture port or the PCI bus. Dual apertures onwindow only.
the PCI bus enable graphics and video data to be transported
simultaneously without any software involvement. The video

image can be smoothed through a programmable multi-tap Graphics
filter to reduce the jig-jag effect after minification. The video
data can be minified to save bus bandwidth or memory space
and written into offscreen memory. The video display engine

Frame Buffer

fetches YUV 4:2:2 or planar video data from offscreen 3D5.94-92

memory and can be scaled up with linear interpolation in both W1 (YUV)
X and Y directions. The video data stream is converted into a 3D5.9A.98 Wi1-Y
True Color RGB24 data stream and multiplexed with the '

graphics data. Two live video windows can be supported. w1
The graphics data and video data can be handled smoothly in

different color depths with color key support. A hardware 3C5.82-80

anti-tear mechanism prevents the tearing effect due to frame wi-u
buffer update and eases the burden of software to flip the

page. Since the hardware synchronizes the capture or PCI 3C5.85-83

video address pointer with the playback VSYNC, the built-in w1-v

algorithm ensures the playback frame buffer is free from the
frame update. For the parameters defined here, refer to the 3C5.88-86
following figures. ' W2

Note that W1’ is defined for the anti-tearing function. W1 is
the first live video storage area and W2 is the second live
video storage area. W1 could be in either packed pixel or Figure 7. Frame Buffer Parameters
planar format, while W2 can only be packed pixel mode. If

W1 is in packed pixel mode, then W1-U and W1-V are not

1 - VSYNC
2 >
5678
3 -~ L
4§ ——m8M——————»
_I
HSYNC

wi1

w2

Graphics

1: CR92-CR91, 2: 3X58E-CR8D, 3: CR8B-CRB8A, 4: CR87-CR86, 5: CR89-CR88, 6: CR8D-CR8C, 7: SR90-SR8F, 8: SR94-SR93

Figure 8. Live Video Display Parameters
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CR81-80 — Window 1 Horizontal Scaling Factor ........... RW CR89-86 — Window 1 Video Window Start................... RW
15 Horizontal Minify / Zoom Enable 31-28 Reserved ........ccocoeiiiicnniinireeeee always reads 0
0 Horizontal Zoom Enable........................ default 27-16 Video Window Vertical Start
1 Horizontal Minify Enable In pixel delays from the edge of VSYNC
15-12 ReServed .....cccccccvvviieiiieiiineeeeeeeeaen, always reads 0
Minify Enabled: 11-0 Video Window Horontal Start
14-13 Tap 1 In pixel delays from the rising edge of HSYNC

12-10 Horizontal Minify Integer (Inverter), Hsrc/Hdst — 1
9-0 Horizontal Minify Factor, (Hdst/Hsrc) * 1024

Zoom Enabled: CR8D-8A — Video Window End ......ceviieeniiiiiiiiiiieens RW

13-0 Horizontal Zoom Factor, (Hdst/(Hsrc-2)-1) * 1024 31-28 Rgserveq s always reads 0
27-16 Video Window Vertical End

In pixel delays from the edge of VSYNC

CR83-82 — Window 1 Vertical Scaling Factor................ RW 15-12 ReServed ....ccccccccivviivieieiienieeeeeeeaen always reads 0
15 Vertical Minify / Zoom Enable 11-0 Video Window Horontal End
0 Vertical Zoom Enable ...........ccccurveunne. default In pixel delays from the rising edge of HSYNC

1 Vertical Minify Enable
14 Vertical Filtering

0 Disable ....cccccooiveiiiiie default
1 Enable
13-10 Reserved .....ccccoovviiieiiiiiiiiiieeeenes always reads 0

9-0 Vertical Minify / Zoom Factor (Vdst/Vsrc) * 1024
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CR8FE-8E — Video Display Engine FlagsS ............ccceeeeennn.s RW CR95 — Video Window Line Buffer Threshold.............. RW
15 Planar Capture Mode 7  Line Buffer Level Bit-8 (used with CR96)
0 Planar 420 Capture........cccceeeeeeiivveeenennns default 6-0 W21 /W2 Line Buffer Request Threshold Value
1 Planar 422 Capture When the line buffer is less than this value, a memory
14 VSYNC Test / Graphics Engine Reset request will be issued. The value programmed in this
0 Disable .......cccooiiiiiiii default register must be less than the line buffer level (see bit-
1 Enable 7 and CR96).
13 Edge Recovery Algorithm Control i )
0 Disable .....ccccooiiieiiiiei default €R96 — Window 1 /W1-Y Line Buffer Level Control .. RW
1 Enable 7-0 Line Buffer Levels(bit-8 is in CR95[7])
12 Window 1 Vertical Interpolation RGB8: (pixel # + 2) / 8 rounded up
0 DiSabIe .....ccccvevieieiiiicee e default YUV 4:2:2: (Pixel # + 2) / 4 rounded up
1 Enable For W1-U or W1-V, the level is this value divided by
11  Window 1 Horizontal Interpolation 4 or 16, depending on the panar format (YUV12 or
0 DiSable ..o default YUV9)
1 Enable : . .
10 CSC/Bypass Select CR97 — Video Display Engine FlagS........cccccvvvveeeeiernnnee.. RW
0 CSC oo default 7  Start Address Reload Control
1 Bypass 0 CR94[4]=0 address can be reloaded any time
9  Line Toggle for Line Buffer 1 CR94[4]=0 only reloaded during Vsync
0 NOMMAl ....coovivvrceeeeeeeeeee e default x CR94[4]=1 address not reloaded
1 Toggle (Reversed) 6 Video Start Reference Select
8  RESEIVEA .o, always reads 0 0 HSYNC/VSYNC.....oooooonve. s default
7-5 Window 1 HDEO Delay Adjust.............. default = 4 1 Use fixed signals (fixed relationship with HDE
4  Video Window 1 and VDE) as video start reference
0 DISADIE ..o default > Address Point Invert
1 Enable 0 Normal......ccooiiiiiii default
3 CCIR-/ DTV Input Video Data Control 1 Invert o
0 CCIR FOMMAL ..o, default 4 ©Odd/Even Invert (Anti-tearing)
1 DTV Format 0 Normal.......cocvviiiiiiiii default
2-1 W1 /W2 Line Buffer Page Break Level Control 1 lInvert
00 8IEVEIS ....oeceeeeeceeeeeeeeeee e default 3  Playback Test Mode Select (RGB Data Select)
01 16 levels 2  Playback Test Mode
1x 32 levels 0 Disable......ccccooiiiiiiiiii default
0  Video Window 2 1 Enable
0 DiSADIE ..o, default 1  Anti-tearing Sync Select
1 Enable 0 VGAVSYNC ..o, default
1 Playback Vsync
CR91-90 — Window 1 / W1-Y Row Byte Offset.............. RW 0  Anti-tearing
15-14 RESEerved .oooeeeo always reads 0 O Disable....oooiiveiiiiiiiieee default
13-0 Video Row Byte Offset 1 Enable
Programmed with the number of bytes in a row This bit is automatically disabled if there is only one
video stream and dual live video mode is enabled. In
CR94-92 — Window 1 / W1-Y Video Start Address........ RW this mode’ the even field is used for one live video
23-21 Reserved ... always reads 0 stream and the odd field is used for the other live
20 Used with CR97 bit-7 video stream.
19-0 Video Start Addres (in bytes) :
CR9A-98 — Capture Video Start ADDresS........eeeeeeeeee..... RW

23-20 Reserved

19-0 Capture Video Start Address

Controlled by SRBE (3C5 index BE).
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CR9B — Video Display StatusS........covviiieeiiiiiiiiiiiieennnes RWC CROC — Capture Control 1 ........uiiieeniiieiiiieiiieiiiiieiareenass RW

7  Capture Interrupt
0 Disable ......cccovveviiiiiii default
1 Enable
6  Capture Interrupt Clear .................. Write 1 to Clear
5 VGA Vertical Blank ...........cccccoviiiiiiiiiiiiiiiinieeeenn, RO
4 Capture Interrupt Status..........cooveveiiiiiiiiinneeeenn, RO
3 Display Double Buffer Status............ccccevvvvvvnnnnn. RO
2 VDQ (Capture FIFO) EMPLY .....cooovvviiiiieeeinnne, RO
1 Capture VSYNC StatuS......cccovviiiiiiininiiiiiineneeens RO
0 Capture Video Display Enable (VDE) Status... RO

7-6 Frame Capture Control

00 Interlace Capture.......cccccveeeeeeeieeeeeeenennnnn, default
01 Even/odd 60fps capture
10 Even field 30fps capture
11 Odd field 30fps capture

External HDE Select
0 Uselnternal HDE .............coevviiiiviiinnnnnn. default
1 Use External HDE

Capture Enable
0 Disable........ooooo, default
1 Enable

Genlock Enable
0 Disable.....ccccovveeeiiiiiii default
1 Enable

Motion Effect Algorithm
O SKIP2lNeS.cceeiiiiiiieiiiiieeecee e, default
1 Skip1line

Capture Hsync Polarity

O I N [ 1 o = | default
1 Invert

Capture Vsync Polarity
0 Normal....cocoooeiiiiiiiieiiee e, default
1 Invert
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CR9D — Capture Control 2

RW CRI9F — Capture Control 4 ........ooveuiiieniiiieiiiieeiieieiieieennases RW

7

Capture DTV / CCIR Format Select

7-6

Capture Interrupt Source

0 CCIR e default 00 Capture VSYNC .....uvvveveeeeiiieeeeeeeeeeiieiiiiaens default
1 DTV 01 Capture even field
6-4 Horizontal Filter Tap 10 Capture odd field
OXX BYPASS ....uvveeeeeeiiiiiiiiee e default 11 Capture blank
100 2 Tap 5 IBM MPEG2 Mode Enable
101 3Tap 0 NOrmMal.....cooviiiiiieiiiie e, default
110 5 Tap 1 IBM MPEG2 Mode
111 9 Tap 4  Production Test Mode for Capture
3 UV Swap 0 NOrmal......oocoieeeeiiiee e default
L0 [0 1 = | default 1 For test purposes, the ESYNC# pin is used
1 Swap instead of capture Vsync and EDCLK# is used
2 YUV Swap instead of external CLK
0 NOrmMal ...ccoeveeiiiiii e default 3-1 Capture Clock Divide Factor Select
1 Swap Capture clock divide factor when the internal pixel
1 Philips 9051 Format Select clock is source:
0 NOrmal ....ccoevviiiiiiie e default 000 Divide by 1 ....ooevveiiiiiiiiiieeiiiieee e, default
1 UV9051 Format 001 Divide by 2
0 TV 8-Bit Control 010 Divide by 3
0 16-bit capture iNPut ...........ceeeeiiiiiieenenns default 011 Divide by 4
1 8-bit capture input 100 Divide by 5
101 Divide by 6
CRIE — Capture Control 3 ... iu.iieeieieesieeeteiessreeeieeeneeees RW 110 Select 14.318 MHz Clock
7-6  Capture Input Data Mode 111 Select 28.636 MHz Clock
00 YUV 4:2:2 e default 0 Capture Clock Select
01 Yuva4lil 0 Use external capture clock..................... default
10 RGB 565 1 Use internal pixel clock divided by the factor
11 -reserved- above
5 CGS Clock Double
0 Normal ....ccceevvieiiiiiiie e default
1 Double
4  Capture Clock Polarity
0 NOrmal ..o default
1 Invert
3-2 Capture Clock Delay Select
00 Nodelay.....cccovvevviviiiiiiieeeeeeeeeeeeee, default
01 3ns
10 6ns
11 9ns
1 Hsync Delay
0 NOMMAl ..coevieeeeeeeeeeeeeeeeee e default
1 Delay
0 PCI Frame Start and Busy
0 PCI Video Not Busy..........cccceeenn.... default
1 PCIVideo Busy
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CRA1-AQ — Capture Vertical Total .......oovvviiieeiiiiiiiiinnnnss RW CRAE — Capture CRTC Control .......oovvuiiieeniiiiiiiieennnnees RW

15-11 RESEIVed ...ccvvvveeiiiiiieieeeeeeeeeeseeeenns always reads 0
10-0 Capture Vertical Total

CRA3-A2 — Capture Horizontal Total ......cocveiiieeniiiennnnee. RW

15-9 Reserved
8-0 Capture Horizontal Total

CRA5-A4 — Capture Vertical Start .....o.ooevviieeeiiiiiieennnaes RW

15-11 Reserved
10-0 Capture Vertical Start

CRA7-A6 — Capture Vertical ENd .......oovvviiieiiiiiiieennnes RW

15-11 Reserved
10-0 Capture Vertical End

CRA9-A8 — Capture Horizontal Start............ceviivennnnee... RW

15-10 Reserved
9-0 Capture Horizontal Start

CRAB-AA — Capture Horizontal End......coovvviiieeiiiennnnee. RW

15-10 Reserved
9-0 Capture Horizontal End

CRAC — Capture Vertical Sync Pulse Width ................. RW

7-4 Reserved
3-0 Capture Vertical Sync Pulse Width

CRAD — Capture Horizontal Sync Pulse Width............. RW

7-6 Reserved
5-0 Capture Horizontal Sync Pulse Width

7

4

CRAF — Capture CRTC Control

Time Base
0O OnNeTiMeBase.........ccccvvvvvvririiiiieieeennn, default
1 Two Time Base

Frame Reset
O Field reSet....ccccoeeiiiiiiiiiiieiiiiieeeeeieeeeees default
1 Frame reset

Capture Clock Divide by 2
0 Select original capture clock.................. default
1 Select inverted capture clock before divide by

two

Odd / Even Field Invert
0O NOMMAl...cooeiiiieieieeeee e default
1 Invert

CRTC Hsync Load
0 Enable....iiiii, default
1 Disable

CRTC Vsync Load
O Enable...ccocoveeeeiiiiieeeeeeeeeee e, default
1 Disable

CRTC Horizontal Reset
0 Enable....iiiiii e, default
1 Disable

CRTC Vertical Reset
(O g F- o] default
1 Disable

7

O

Video Exist Select
0 Video exist capture .........cccueeveerinvrneenenn. default
1 Always capture

Capture Sync and Direct

O T [ 0T o 11 | default
1 Output
Reserved ... always reads 0
Capture CRTC Input Clock Mode
0 NOMMAL ...ttt default
1 Clock divided by 2 when in 8-bit pixel bus
mode
External CRTC Input Clock Mode
0 Clockdevided by 1........cccvvvvveiiiiinnennenn. default

1 Clock devided by 2
External Pixel Clock Mode

0 Clockdevidedby 1....ccccccoviiiiiiiieennnnnns default
1 Clock devided by 2

CRTC Mode
0 TargaMode ....ccccceeveeeeeiiiiiiiieeeee default

1 XPCV Mode

MPEG2 Vsync Select
0 Original VSYNC......covvveveeeeiiiiieeeiiiienn, default
1 FieldID
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CRB1-B0 — Capture Horizontal Minify Factor.............. RW CRBB-BA — Chromakey Comp Data 0 Low................... RW
15 Reserved ..o always reads 0 15-0 Chromakey Compare Data 0 (Lower Threshold
14-10 Planar Capture FIFO Level(for both U and V)
9-0 Capture Horizontal Minify Factor

CRBD-BC — Chromakey Comp Data 0 High.................. RW
15-0 Chromakey Compare Data 0 (Higher Threshold

CRB3-B2 — Capture Vertical Minify Factor................... RW
15 Reserved .., always reads 0
14-10 Planar Captu_re FIF.O. Threshold(for both U & V) CRBE — Capture Control ..........ooeveeeeeecciiiiiiieeiieeeee, RW
9-0 Capture Vertical Minify Factor
7-6 Reserved ... always reads 0
5 Video WBUF Status ..........cccccuviiiiiiiiiiiiiiieeeeeeeenn RO
O EMPLY oo, default
CRB5-B4 — DST Pixel Width Count..........ccoeiiiiievennness RW 1 Not empty
15-12 ReServed .....ccccceeeiiiiiaaaaaaaiaeeaes always reads 0 4  Second Aperture Direct Access(bypass video
11-0 DST Pixel Width Count capture)
) ] 3 Interpolation Control
CRB7-B6 — DST Pixel Height Count .........ooeeeeiieee RW 2 Video Engine Clock Enable
15-11 ReServed .....cooovvivieeiiiiieieeieeeeeeeiann, always reads 0 O Off oo default
10-0 DST Pixel Height Count 1 On
1  Flicker-Free Function
0 Disable.......cccooiiiii default
CRB8 — Capture FIFO CONIOl 1 ..o RW o Hhckerfieewheninputis in interlace mode
76 Capture FIFO Page Break O Reserved i y!
00 8leVEl...ccocoeeeeeeeeercccee e, default CRBF — Display ENgine Flags 4 .........oooeeeeveeeereeenrrarn. RW
01 16 level 7  Video Line Buffer Read Reset Select...default = 0
1x 32 level . 6-4 Window 2 Video Data Format
5 Interlace Double Buffering 000 YUV 422 ..o default
0 Disable......cccooiiiiiiiii, default 001 -reserved-
1 Enable 010 RGB 16
4-0 Capture FIFO Level Control 011 -reserved-
0 TargaMode......ccccooeeiiiiiiiiiiiiiiiee default 1xx -reserved-
1 XPCV Mode 3 Interpolation Bypass 1 ........ccccccceveveurnnenn. default =0
CRB — Capture FIFO CONtrol 2 cooooovveeeeessssieeccessseeee rw 20 Window 1 Video Data Format
~  ENNENZOOM 000 YUV 422 ..oooiiiiiiiiiiiee et default
; 001 -reserved-
6 Planar 422 Display 010 RGB 16
0 Disable......cccoviiiiiiiii, default 011 -reserved-
1 Enable

5  Planar Mode Window Indicator bxx -reserved-

Indicate which window is in planar mode
4-0 Capture FIFO Request Threshold Control
0 TargaMode.......oooociviiiiiiiiiieeee e default
1 XPCV Mode
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Digital TV Control Registers VGA Extended Registers — CRTC Shadow
CRD3-DO0 — VGA / Digital TV Sync Control 1................ Rw Read/Write of Shadow registers is controlled by extended
31-27 RESErVed ..ccoccocveveeeeeiereeeeeeenn, always reads 0 "egister GR30[6] (port 3CE/3CF index 30h). If GR30[6]=1,
26-16 Vertical Data Load read/write operations to CRTC indices 0, 3-7, 10-11, and 16
15 VGA Slave Mode for DTV are performed to the shadow registers instead of to the normal
0 DiSADIE .o default registers. Bit definitions for these registers are identical to the
1 Enable standard CRTC register set.
14 HV Dat.a Load CRO0O0O — Shadow Horizontal Total .......ocvvviieviiieniiiiennnneen, RW
O Disable ....ccouoiieiiieeeie e default
1 Enable CRO3 — Shadow Horizontal Blank End ... RW
13 Digital Hsync Direction
0 Input ..................................................... default CRO04 — Shadow Horizontal Retrace Start........cvevvviiii. RW
1 Output
12-9 Reserved .....ccocevciiiiiiiieeeeeeee always reads 0 CR05 — Shadow Horizontal Retrace End ....................... RW
8-0 Horizontal Data Load
CR06 — Shadow Vertical Total .......oovvuiiieeiiiiiiiiiiiennnnees RW
(see also CRDS, Digital TV Interface Control)
CRO7 — Shadow OVErfloOW.......iiieeiiieiiiieiiieeieieieieieeeeess RW
CR10 — Shadow Vertical Retrace Start ........co.oovvviieenn..s RW
CR11 — Shadow Vertical Retrace End ..........cooovvviiennne... RW
CR16 — Shadow Vertical Blanking End..............cvveenenee. RW
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3D Graphics Engine Registers Operational Concept

This section describes how to program the ProMedia graphic§rom a programmer’s point of view, operations that can be
engine for different operations. When the Setup Engine is tapplied to the ProMedia fall into the following categories:

be used, the following steps should be taken to perform the
drawing functions: .
*  Software sets up the drawing environment. .
e Software issues a drawing command.
* Software continuously sends triangles to Setup engine. ¢
« Software sends a triangle with last flag set or a null

triangle to Setup engine to signal end of operation. .

Reset: This operation resets the GE to default status.
Status: This operation returns the GE status.

Drawing Environment: The operations set environment
for drawing.

Frame Buffer Control: The operations set control for the
frame buffer.

Drawing: Draw an object.

Geometry Primitives: Describe a geometry primitive.

Drawing Environment defines a set of conditions that decide
the operations to be applied to each pixel. Drawing
Environment operations are straight-forward. There is a
group of registers that defines the drawing environment. By
directly setting these registers, a program can control the
drawing environment.

Frame Buffer Control decides how to access the frame buffer.
Like the Drawing Environment, there is a group of registers
that define the frame buffer access. By directly setting these
registers, a program can control frame buffer access.

Revision 1.3 September 8, 1999 106

3D Graphics Engine Registers



N G ™ VT8601 Apollo ProMedia

Drawing

Bitblt - Frame Buffer to Frame Buffer A Note on CPU as the Source of Operation

Blt operation may involve a pattern. If it does, and the patternAny operation that uses the CPU as the source of operation
is stored in the frame buffer, the pattern parameters (P1, P4such as the BIlt shown in section x) requires the host CPU to
P3) must also be set. The following registers must be set téeed data into data registers Ill and IV (BA+56 and 60). Since
provide the source and destination rectangles of blt: Ps1, Pdihe ProMedia is using the 64-bit internal data path, any data
Ps2, and Pd2. These registers can be set in any order. If(82-bit) from the CPU will be packed into 64-bit before use.
register is set several times, only the last one is effectiveTherefore, there are two registers for the CPU to write. These
After all the registers are set, the program starts blting bytwo registers are arranged as shown in the following diagram.
writing a blt command to Command Register. Data Register IV Data Register Il

31 BA+60 o 31 BA+56 o

Bitblt - CPU to Frame Buffer | | | | | | | | | |

63 32 31 o

The operation for blting from the CPU is similar to the blting Writing to Data Register IV triggers data in both registers to
from the frame buffer except that Ps1 and Ps2 are not needggh sent to the engine for processing. However, the hardware
and. the data from the CPQ must immediately follow the may expose the two registers as a mapped space to save
setting of the Command Register. software from toggling between the two registers.

For all commands that require data from the CPU, the I
command and data are considered atomic; i.e., the data Shou%.eometry Primitive
follow the command immediately and no other command orTo draw a geometry primitive, the host must issue a drawing
parameter can be placed in between. The data can be writtefommand by writing to the Command Register first and then
to Data Register Ill and IV. Alternatively, it can be written to set up the geometry as described in later in this document.

a memory-mapped space designated by ProMedia apertures.

The same rule applies to drawing text from the CPU to the

frame buffer.

Text

Text glyph can be from the CPU or the frame buffer. When
the glyph is from the CPU, the registers to be set are Pd1 and
Pd2 for text location. When the glyph is stored in the frame
buffer, the registers to be set are Psl1, Ps2, Pdl, and Pd2 to
provide both the glyph and text locations. These registers can
be set in any order. If a register is set several times, only the
last one is effective. After all the registers are set, the program
starts blting by writing a text command to Command Register.

The major difference between text and Blt is that a text source
data is 8-bit aligned while the bitblt is 64-bit aligned. That is,
for text, each new line starts at the byte boundary, while for a
bitblt, at the 64-bit boundary.
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Geometry Primitives

The ProMedia supports the following geometry primitives:
line, and polygon. Each geometry primitive can be further
modified for 3D, shading, and texture mapping. A different
mechanism, called sequential loading, performs the geometry
primitive set up operation.

Loading Mechanism

There are two ways to set up a geometry primitive, random
loading and sequential loading. Like the random access, the
order is not important in random loading, but the address is.
Writing to a certain address in the register space causes a
certain pre-determined action. On the other hand, like
sequential access, the order decides the data semantics in
sequential loading. The ProMedia uses sequential loading in
the Rasterization Engine and the Setup Engine.

In the ProMedia, parameters don’'t have to be the fixed
addresses. ProMedia parameters are treated as a data stream
and interpreted based on the type of primitive. Parameters
must be set in a stream as follows:

Stream Bytes 0 4 4+P1 4+P2 . 4+Pn

Data Stream Head Parameter 1 Parameter2 Parameter3 ... Parameter n+1

P1 is the number of bytes for parameter 1, P2-P1 for
parameter 2, etc.

For the Rasterization Engine, there are 9 kinds of parameters:
Bresenham Edge, DDA Edge, Z, Texture, Perspective, Color,
Specular/fog Start, Specular, and Fog. Parameters must
appear in the following order:

Edge(Major), Texture, Perspective, Color, Specular/fog Start,
Specular, Fog, Z, Edge(Minor)

There are two kinds of edges and only one kind can appear in
a parameter stream. Bresenham Edge can only appear in 2D
primitives (without values for iterators).

For the Setup Engine, there is only one kind of parameter:
vertex. However, each primitive could have one or three
vertices. The size of each vertex is variable depending on
triangle attribute.

Only polygon and line primitives can use this sequential
loading feature. In the following sections, each primitive is
addressed in detail.
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Polygon

General polygons can only be drawn by directly using theThe following example shows how to draw two shaded
Rasterization Engine. In the ProMedia, all polygons must beolygons.

Y-monolithic, meaning, when walking from the vertex with
minimal Y to the vertex with maximum Y, the Y coordinates| Sequencg Content

of the vertices are monolithically increased. A polygon is 0 Drawing Command

drawn by drawing a series of segments: 1 Full Segment including

Primitive Type: Re-loading, Major & minor edge, colon
Major edge L1

Color Parameter for L1

Sequencg Content

0 Drawing Command (Polygon) Minor edge L2

2 Partial Segment including
- Full Polygon Segment Primitive Type: minor edge
2 Polygon Segment (Full or Partial) Minor Edge L3
3 Polygon Segment (Full or Partial) 3 Full Segment including

Primitive Type: Major edge, color
Major Edge L4

n Polygon Segment (Full or Partial) or a Null Primitije Color for L4
4 Partial Segment including
Primitive Type: Minor edge

A partial segment consists of only one primitive type and ong Minor Edge L5
minor edge parameter. A full segment consists of onp ° Full Segment including: _
primitive type, edge parameter(s), and interpolatiorn girrlénclttilc\)/re] Type: Major & minor edge, color, negative s¢an
parameters (Z, color, texture, etc.). The rule is whenever|a Major edge L6
new major edge is in the segment a full segment must be use¢d, Color Parameter for L6
otherwise a partial segment has to be used. Minor edge L7

6 Partial Segment including:

Most bit fields in primitive type define the data to be loaded td Primitive Type: Minor edge, “Last”
Rasterization Engine. If the “Re-load” bit is set, they alsd Minor Edge L8 ’
define the data set to be passed to Pixel Engine. The primitive
type of the first and only the first segment must have the “Re-

load” bit set to signal Rasterization Engine the data set to be L2
passed to Pixel Engine. The primitive type of the last and

only the last segment must have the “Last” bit set to signal the |,

end of the sequence. The last of the primitive can be a Null

primitive (others must be polygon). Null primitive has no

parameter.

This mechanism can be used to draw a single polygon, as well

as multiple polygons with the same attributes (e.g. 3D texture

mapped). All that is required is that somewhere in the L4 L5

sequence we pass a full segment with starting edges of a new

polygon. The following sections are about complete segments (a full
segment with both major and minor edges) with different
attributes. A normal full segment may not have the minor
edge parameter. A partial segment has no other parameters
except the minor edge.
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2-D 3-D Shaded
Sequence| Content Sequenceg Content
0 Primitive Type 0 Primitive Type
1 Major Edge Parameter 1 Major Edge Parameter
2 Minor Edge Parameter 2 Z Parameter
3 Color Parameter
3D 4 Alpha Parameter (optional)
Sequence| Content 5 Minor Edge Parameter
0 Primitive Type
1 Major Edge Parameter Texture Mapped Shaded
2 Minor Edge Parameter Without perspective correction:
Texture Mapped Sequence (?O'ﬁ“.e”t
. . . 0 Primitive Type
Without perspective correction: 1 Major Edge Parameter
Sequence| Content 2 Texture Coordinate Parameter
0 Primitive Type 3 Optional Auxiliary Texture Data Parameter for
1 Major Edge Parameter linear interpolation
2 Texture Coordinate Parameter 4 Color Parameter
3 Optional Auxiliary Texture Data Parameter for 5 Minor Edge Parameter
linear interpolation i . .
Z Minor Edge Parameter With perspective correction:

Sequenceg Content

With perspective correction:

0 Primitive Type
Sequence| Content 1 Major Edge Parameter
0 Primitive Type 2 Texture Coordinate Parameter
1 Major Edge Parameter 3 Auxiliary Texture Data Parameter
2 Texture Coordinate Parameter 4 Perspective Factor Parameter
3 Auxiliary Texture Data Parameter 5 Color Parameter
4 Perspective Factor Parameter 6 Alpha Parameter (optional)
5 Minor Edge Parameter 7 Minor Edge Parameter
Shaded 3-D Texture Mapped Shaded

Sequencg Content Without perspective correction:

0 Prlmltlve Type Sequenceg Content
1 Major Edge Parameter —
0 Primitive Type
2 Color Parameter -
1 Major Edge Parameter
3 Alpha Parameter
4 Minor Edge Parameter 2 Z Parameter -
3 Texture Coordinate Parameter
3-D Texture Mapped 4 Optional Auxiliary Texture Data Parameter for

linear interpolation
5 Color Parameter

Without perspective correction:

Seq(t;ence P(?orlltlentT 6 Alpha Parameter (optional)
r|m|t|ve ype 7 Minor Edge Parameter
1 Major Edge Parameter
2 Z Parameter With perspective correction:
3 Texture Coordinate Parameter Sequencg Content
4 Optional Auxiliary Texture Data Parameter for Primitive Type

linear interpolation
5 Minor Edge Parameter

Major Edge Parameter

Z Parameter

Texture Coordinate Parameter
Auxiliary Texture Data Parameter
Perspective Factor Parameter
Color Parameter

Alpha Parameter (optional)

With perspective correction:

Sequenceg Content

Primitive Type

Major Edge Parameter

Z Parameter

Texture Coordinate Parameter
Auxiliary Texture Data Parameter
Minor Edge Parameter

N[OOI~ [WIN|FO

GB[(W[N|F|O
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Triangle Synchronization

Triangles can be drawn using the Polygon MechanismReset and status operations can be performed in any order and
described above. Additionally, triangles can also be drawn byat any time including in the middle of another operation.
using the Setup Engine if they meet certain criteria. TriangledHowever, be aware of the consequence (reset) and what to
and polygons can also be freely mixed in a drawing sequencesxpect (status).

The ProMedia supports stand-alone triangles as well as

. L . ?Senerally, Drawing Environment and Frame Buffer Control
triangle list in a sequence as follows:

operations should be performed before the drawing operation
Sequence| Content to take effect.
0 Drawing Command (Polygon)

The primitive operation is considered atomic; i.e., no other

1 Tr?angle primitive operation (except for status and reset) can be performed inside
2 Triangle primitive a Geometry Primitive operation.
3 Triangle primitive

Functional Blocks

1 Triangle primitive

The ProMedia hardware is divided into 6 major functional
Each primitive consists of a triangle attribute and one or thredlocks. They are:

vertices. The order of the data in each primitive is: Triangle,
Attribute, Vertex 0, Vertex 1 (optional), Vertex 2 (optional). |
Whether vertices 1 and 2 are to be loaded depends on the
Triangle Attribute. Writing to BA+192 triggers a loading .
sequence in the Setup Engine. The order of the data in a
vertex is: Z, RGBA, UV, W, XY. Not every one has to appear :
in every vertex. Whether a particular item is present in a’
vertex is decided by the Triangle Attribute. For example, theEach functional block conceptually works independently of
Data in a stream for a texture mapped triangle strip may lookther blocks. The term "Graphics Engine (GE)” indicates the
like: Triangle Attribute, UOVO, X0YO. combination of the Setup Engine, the Rasterization Engine,
nd the Pixel Engine.

Bus Interface (BI)

VGA core (VGA)

Setup Engine (SE)
Rasterization Engine (RE)
Pixel Engine (PE)
Memory Interface (Ml)

Due to the limited precision of the setup engine, only trianglesa
smaller than a certain size will be passed. Software will only
pass triangles smaller than 64x128 or 128x64 to the hardwar@w

Also, delta values of RGBAUVZ across a triangle will be less The bus interface block connects the AGP bus on one side and
than 128. There is no limitation on the delta of W since it isthe GE and VGA on the other side.

impossible to exceed 1.

Line

Parameters for line primitives are very similar to their polygon
counter-parts. The differences are as follows:

There are only major edge parameters.
All the dXm values (dRm, dUm, etc.) are ignored.

The following example shows these differences for a texture
mapped primitive:

Sequencg Polygon Content Line Content
0 Drawing Command Drawing Command
1 Primitive Type Primitive Type
2 Major Edge Major Edge
3 Texture Parameter Texture Parameter
4 Minor Edge

Using the same mechanism for multiple polygons, multiple
lines can also be drawn by issuing one drawing command.
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Span Engine

PS1, PS2, PD1, and PD2 are used in blt and text operations to
define source and destination rectangles.

GEbase + 0 - Parameter Source 1 .......ooovvvveiiiiievnniieieenen. RW GEbase + 8 - Parameter Destination 1..........cc.cooevvvennn.... RW
31-28 Reserved ......ccccccciiiiiiiiiniineeeeaa e always reads 0 31-28 Reserved ..........ccccoevvccnnvinineennnnnnnn always reads 0
27-16 Y-coordinate Parameter Source 1 Start 27-16 Y-coordinate Parameter Destination 1 Start

High 12 bits of parameter source 1 starting address in High 12 bits of parameter destination 1 starting
Y coordinate address in Y coordinate
15-12 RESEIVEd ...ovvvvviieiiiiiiieieeeeeeeeee e, always reads 0 15-12 Reserved ..........cccccovvcccvnvininennennnnnn always reads 0
11-0 X-coordinate Parameter Source 1 Start 11-0 X-coordinate Parameter Destination 1 Start
Low 12 bits of parameter source 1 starting address in Low 12 bits of parameter destination 1 starting
X coordinate address in X coordinate

GEbase + 4 - Parameter Source 2 .......ooovvvveeiiiiieinnieieeees.. RW GEbase + C - Parameter Destination 2..............ccveuueeneees RW
31-28 Reserved .....cccccccviiiiiiiiieeniiiieeeees always reads 0 31-28 Reserved ........ccoceeeviiiiiiineennnnnnnn, always reads 0
27-16 Y-coordinate Parameter Source 2 Start 27-16 Y-coordinate Parameter Destination 2 Start

High 12 bits of parameter source 2 starting address in High 12 bits of parameter destination 2 starting
Y coordinate address in Y coordinate
15-12 Reserved .....ccccoovvciiieiiiiiiieeee e always reads 0 15-12 Reserved .......cccccoceeviiiiiieneennninnnn, always reads 0
11-0 X-coordinate Parameter Source 2 Start 11-0 X-coordinate Parameter Destination 2 Start
Low 12 bits of parameter source 2 starting address in Low 12 bits of parameter destination 2 starting
X coordinate address in X coordinate
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Graphics Engine Core

GEbase + 10 - Right View Display Base Address........... RW GEbase + 18 — Block Write Start ADDressS...........ee......... RW
31 Right View Active 31 Linear Mode
0 Inactive (use VGA style for display start 0 Fillarectangle area...............ccccvvvvvnnnnn. default
= o [0 {1 I default 1 Fillalinear area
1 Active (use the base register address in this 30-24 Reserved ........ccccoceeevviviiiieeeeinnnnn, always reads 0
register for the display starting address) 23-0 Starting Address(in multiples of 64 bytes)
30-24 Reserved .....cccccciiiiiiiieieniieeees always reads 0

23-0 Right View Display Starting Address
Writing to this register sets Status Register bit-21 to 0. Later .
when the address is used to display a frame, the status bit %Ebase + 1C — Block Write Area / End Address........... RW
changed to 1.

Rectangle Area Fill Mode

31-28 Reserved ......ccccccieiiiiiiieiee e always reads 0
27-16 Height of the Area
GEbase + 14 - Left View Disp|av Base AddresS.............. RW 15-12 ReSserved ....oocoovviiiiiiiiiiiiiieeeeeeeean always reads O
31  Left View Active 11-0 Width of the Area(in bytes)
0 Disable (only Right View Display Starting Stride is Destination Stride in port 21C0h

Address is used) .....cccccvvviriiiiiiiiiiieeeeeeen, default )
1 Enable (Right View Display Starting Address Linéar Area Fill Mode _ _ _
is used for the right view and this register for 31-0 End Address(in multiples of 64 bytes inclusive)

the left view; hardware will use these two - ] ] ] ]
addresses alternately) Writing to this register triggers a Memory Set operation.

30-24 ReSEIVEd ..cococoeveeeeeeieieeeeeeeeea always reads 0 Color for this operation is specified in the Foreground register.

23-0 Left View Display Starting Address
Writing to this register sets Status Register bit-20 to 0. Later
when the address is used to display a frame, the status bit is
changed to 1.
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GEbase + 20 — Graphics Engine Status
Writing to this register resets the GE.

RO

31 Bresenham Engine Status
0 Idle
1 Busy
30 Setup Engine Status
0 Idle
1 Busy
29 SP/DPE Status
0 Idle
1 Busy
28 Memory Interface Status
0 Idle
1 Busy (access for screen refresh doesn’t count)
27 Command List Processing Status
0 Idle
1 Busy
26 Block Write Status
0 Idle
1 Busy
25 Command Buffer Status
0 Not full
1 Full
24 Reserved ... always reads 0
23  PCI Write Buffer Status
0 Empty
1 Not empty
22 Z Check Status
0 Engine busy: All Z tests performed so far have
failed in the command being executed.
Engine idle: All Z tests performed in the last
command have failed.
1 Otherwise
Logically, this bit is the OR of all Z test results
performed in the latest command
21 Effective Status
0 Current display base register is not yet
effective (the frame is not displayed)
1 Itis effective
20 Left View Status
0 Current display base register is not yet
effective (the frame is not displayed)
1 ltis effective
19 Last View Displayed / Being Displayed
0 Right View
1 Left View

18-11 Reserved
10-0 Scan Line Currently Being Displayed

always reads 0

There are two input FIFOs to buffer data and commands from
the host, the Command FIFO (8 levels deep) and the
Bresenham FIFO (2 levels deep). Drawing commands,
Drawing Environment, and Frame Buffer Control are routed
through the Command FIFO. Primitive Type and Geometry
Primitives are routed through the Bresenham FIFO.
Commands in the Command FIFO don't take effect until a
prior command is executed or the task in progress is finished.
Parameters in the Bresenham FIFO don't take effect until a
prior parameter is phased out (reaches the end of an edge).
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GEbase + 24 — Graphics Engine Control ....................... WO GEbase + 2C — Graphics Engine Wait Mask ................. RW

7 Reset
0 Normal operation ........ccccceeeeeeeeeeeeeeeeennnn, default
1 Reset all internal registers and pointers. Reset
is performed by setting this bit to 1 and then

back to 0.
6-4 Reserved ... always reads 0
3-0 Debug Module Select.........ccccvvvvvvreenneen. default =0
Module to Debug GE Reqister 28
000 None undefined
001 Setup Engine SE Status
010 Rasterization Engine RE Status
011 Pixel Engine PE Status
100 Memory Interface MI Status

101 Cmd List Ctrl Unit Cmd List Start Address
110 Cmd List Ctrl Unit Cmd List End Address
111 -reserved- n/a

GEbase + 28 — Graphics Engine Debug.........cocooevvviieennnee. RO

31-0 Engine Module Status
(See register 24 bits 3-0 above)

31-0 Wait Mask

When writing to this register, hardware will monitor
the value of M (Wait Mask & Status). If M is not 0,
the Graphics Engine (including the RE, SE, PE, and
MI) will not accept new registers from the host CPU
or AGP bus. This register is cleared by the hardware
when M = 0. Only bits 31-28, 26, 23, and 21-20 are
effective (all other bits are ignored).
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Graphics Engine Organization

The ProMedia Graphics Engine consists of the following When the Setup Engine is to be used, the following steps
units: Setup Engine, Rasterization Engine, and Pixel Engineshould be taken to perform drawing functions:

These units are organized as follows: . SIW sets up the drawing environment.

AGP * S/W issues a drawing command.
‘ * S/W continuously sends triangles to the Setup Engine (or
primitives to the Rasterization Engine).
S/W sends a triangle with last flag set or a null triangle to
the Setup Engine to signal the end of the operation (or its
equivalent to the Rasterization Engine).

‘ Setup Engine ‘ .
I
Rasterization Enginé

Triangles sent to the Setup Engine can be interleaved with

Pixel Engine primitives sent to the Rasterization Engine in step 3 above.

The Setup Engine uses the same sequential loading
Memory Interface mechanism as in the Rasterization Engine. The order of
loading is: Triangle Attribute, Vertex 0, Vertex 1 (optional),
Vertex 2 (optional). Whether vertex 1 and 2 are to be loaded
* AGP to Pixel Engine: Set drawing environment registers. depends on the Primitive Type. Writing to BA+4Ch triggers a
» AGP to Rasterization Engine: Set primitives: edge loading sequence to the Setup Engine. The order of data in a

The interfaces among the components are:

walking, slopes. vertex is: RGBA, SrgbF, W, UV, Z, XY. Not every one will
* AGP or Setup Engine: Set vertices, culling info. appear in every vertex. Whether a particular item will be
+ Setup Engine to Rasterization Engine: Set primitives:present in a vertex is decided by the Triangle Attribute. For
edge walking, slopes. example, the data in a stream for a texture mapped triangle

+ Rasterization Engine to Pixel Engine: Pixel Data, strip may look like: Triangle Attribute, UOVO, X0OYO.
addresses and coordinates.

* Pixel Engine to Memory Interface: Addresses and
coordinates, pixel data.

GEbase + 2C — Setup Engine Status...............cooeeveenenne.. RO
Each unit performs the following functions: 31-0 Overflow Status
«  Setup Engine: Back face culling, slope calculation. This register records setup engine overflow status. For every

triangle, the entire register is shifted left one bit with bit-0 then
Z, texture coordinates, perform perspective correction. set to reflect whether the triangle has slope overflow. This

. Pixel Engine: Generate addresses and coordinate for alf9iSter is usefuil for debugging purposes. — This register
memory accesses: readiwrite Z, read texture rea(5esides; in the VGA address space and is not decoded by the

source/destination, write destination (draw buffer), 2-D SEtUP engine.
functions, bi/tri-linear interpolation, blending and
modulation, ROP, Z test, alpha test, transparency, etc.

* Rasterization Engine: Edge walking, color interpolation,
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Setup Engine Registers

GEbase + 30 — Setup Engine Primitive Attribute........... RW
31 Z Parameter
O ADSENL ... default

1 Present (Setup Engine calculates Z slope)
Texture Parameter
0 Absent
1 Present (SE calculates Z slope)
Perspective Factor Parameter
0 Absent
1 Present (SE calculates W slope)
Color Parameter
0 Absent
1 Present (SE calculates color slope)
Specular Color Parameter
0 Absent
1 Present (SE calculates specular slope)
Fog Parameter
0 Absent
1 Present (SE calculates fog slope)
Step Mode
0 Disable default
1 Enable (SE will process the next primitive only
when it finishes the current primitive. There is
no parallelism between primitives)
24-20 Reserved always reads 0
19-15 LOD Adjust default =0
3.2 signed # to be added to calculate the LOD value
14-7 Reserved always reads 0

30
default

29
default

28
default

27

26

25

6 Z Normalization (Setup Engine Only)
0 Disable........ooooi, default
1 Enable
5 Flat Mode (applies to diffuse color, alpha, specular
color, and fog)
0 Smooth color or no color..........cceeveeee... default
1 Flat color. SE sends only starting values to RE
4  Full Vertex Info
0 Disable.......oooi default
1 Enable. Indicates that all vertex data are
needed for the triangle. Software still needs to
set bits 31-25. However in this case, the data
order in a vertex is: X, Y, Z, W, RGBA,
SrgbF, U, V. Even though the vertex actually
contains all the data, software doesn't
necessarily set this bit. When this bit is not
set, hardware decodes vertex data as described
in the Vertex Register descriptions.
3 Sub-Pixel Precision (Rasterization Engine Only)
0 Disable.....cccccoiiiiiiiiiiiii e default
1 Enable
2  Anti-Aliasing (RE Only)
0 Disable (walk at pixel precision) ........... default
1 Enable (walk at sub-pixel precision)
1 Auto Direction for Scan Line Ends (RE Only)
0 Disable.......cccooiiii default
1 Enable. Bits 31-2 must be 0. Scan order is
passed to the Pixel Engine based on the
comparison result of two end points instead of
the bit in the Primitive Type register. Software
should only use this bit for 2D polygons with
Bresenham edge walking.
0 Bresenham Edge Walking (RE Only)

0 Use DDA to walk through edges
1 Use Bresenham algorithm to walk through
edges

This register is decoded by the Setup Engine and passed to the
Rasterization Engine by the Setup Engine. This register and
its equivalent part in the Rasterization Engine are “partially”
pipelined in the sense that there are only two levels of pipe for
this register in both engines while there are many levels for
other data. The two levels are the decoding level and the
execution level. Both the Rasterization Engine and the Setup
Engine use this register to decide what kind of operation to
perform and what kind of data stream to expect. It must be set
before any parameter can be loaded.
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GEbase + 3C —Setup Engine Primitive Type ................. WO Vertex Reqisters

Writing to this register signals the Graphics Engine 10 beginngiqe the setup engine, one set of registers is provided to
Sﬁquent.lal Ioadlngr.] Thg engine V\."” Interpret the Cont.entshc’fstore the three vertices is is currently working on and an
this register and the Primitive Attribute register to d?C'de e, dditional set is provided to store three pending vertices. Note
amount and types of parameters to expect. Like vertices, ther

fhat it doesn't always require 3 vertices to define a triangle
is a FIFO for Triangle Attributes. The queue has three entrie} y d J

Writing to this register adds it to the queue. The Setup Engin depending on the Triangle Attribute Register, it may be either

starts working whenever a triangle attribute is received an or 3 vertices).
stops after it is finished processing a triangle with L = 1. Vertex information includes coordinate, texture, color, and
31-30 Loading Target depth. Some may be absent in a data stream. If any appear in
00 Rasterization Engine. Send bits 19-0 to the @ verteXx, they must be present in the following order: Color,
RE. Sequential loading data will also be sent Specular Color, W, U, V, Z, X, Y. The formats are shown

tOthe RE. ..o, default below:
01 Setup Englne._ Send b!ts 29-0 to the SE'Vertex Register 1 - Color Value

Sequential loading data will also be sent to the 31-24 Alpha Val

SE. Internally, a flag is set to prevent the SE 23_16 dei‘/ Ia ue

from decoding the data and sending it to the ) ed Value

RE. The SE will clear this flag when it is idle. 175'08 glree{‘/vla'“e
1x -reserved- ) ue vValue

29  Null Primitive Vertex Register 2 - Specular Color Value
0 Regular Primitive ..........ccocceiiiiiiiiinns default 54 5, Fog Value
1~ Null Primitive 23-16 SpeculaRed Value

28  Last Primitive 15-8 SpecularGreen Value

0 Regular Rr_imitive ................................... default - SpecularBlue Value
1 Last Primitive
27-26 Culling Attribute (Setup Engine Target Only) Vertex Regqister 3 - W Value
(010 I N [o o U111 o U default 31.0 Texture W Coordinate 32-bit floating # in (0, 1.0)
01 Clockwise culling
10 Counter-clockwise culling Vertex Register 4 - U Value
11 No culling 31-0 Texture U Coordinate 32-bit floating number
25 Reserved ... always reads 0
24 (V2, VO) Edge Anti-Aliasing Flag.......... default =0  Vertex Register 5 - V Value
23 (V1, V2) Edge Anti-Aliasing Flag .......... default =0 31-0 Texture V Coordinate 32-bit floating number
22 (V1, V1) Edge Anti-Aliasing Flag.......... default = 0

21  Full Vertices Information Vertex Reqister(_S—ZVaIue. _
0 Partial Vertices Information. Two of the 31-0 ZCoordinate 32-bit floating number

vertices are from the previous triangle. Only Vertex Register 7 - X Value

one vertex is to be loaded from the vertex ) . .
gueue to the working registers................. default 310 X Coordinate 32-bit floating number

1 All vertices are new. All three working Vertex Reqister 8 - Y Value
registers are to be loaded from the vertex 31-0 Y Coordinate 32-bit floating number

queue.
20-19 Working Vertex Index _ Floating Point Number Format
Index of the working vertex that is to be replaced. ajfioating point numbers are converted by on-chip hardware
This field is always 0 if F = 1. into internal fixed point integer format. All floating point
18-3 Reserved .....ccccccccciiiiiiiiiieeieeeneeeenn always reads O humbers are specified in IEEE 32-bit floating point humber
2 Debug Control format (shown below):
0 Discard triangle on overflow.................. default

31 Sign
30-23 Exponent(excess-127 format)
22-0 Mantissa (fractional part of a number in “l1.nn”
format where the integer part is always 1)

1 Draw triangle on overflow
1-0 Flat Color Vertex Index
Vertex index for flat color (Index of vertex whose
color is passed to the RE as the starting color)
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Rasterization Engine Registers

The major responsibilities of the Rasterization Engine are: Both Rasterization and Setup Engines share one interface to
* Receive data from host: Set registers, sequential Ioading'e AGP Write Buffer. The first reason is that both
of parameters. asterization Engine and Setup Engine use stream decoding to
) _ receive data from the host. Once they are inside a stream,
® Edge walking: Generate end points of polygon edges Okhey must act quickly to grab data to prevent other

pixels on a line. components from taking the data. Having two stream
® Interpolation: Calculate values such as texturedecoders in the graphics engine is a potential source for
coordinates on a polygon / line. problems. The second reason is that both the Rasterization

« Perspective correction: Perform perspective correction. Engine and Setup Engine handle the same types of data.
. L . Coupling them tightly makes the design easier and reduces

'_“ the_ProMed|a_, the Ra_stenzanon Engln_e performs Co_lorproblems that arise from synchronization. The third reason is

(including alpha) m_terpolanon, t_exturg coordma_lte (perspectlvefor better synchronization between the two engines.

corrected) generation, Z coordinate interpolation, and texture

gradient (perspective corrected) calculations. The engine interfaces to the host through both random access

registers and sequential loading. There are two random access

Host_gcc_ess;gltahg R:;stgdrlﬁatlon _Englne IS t_)I_);]_se_quennal V‘g'tgfgisters: Primitive Attribute and Primitive Type. The
to minimize anawidth requirements. IS IS not neededy imitive  Attribute register consists of most parameter

for t_h_e Se_tup Englne_ to access the Rasterization En_glne. thformation from the Rasterization Engine’s Primitive Type
addition, if sequential parameters were used to mterfaceand the Setup Engine’s Triangle Attribute register
between the Setup Engine and the Rasterization Engine, it '

would incur extra cost for the Setup Engine to pack data andhe address space that can be used by sequential loading

would also reduce performance. Therefore, the Setup Enginparameters is from Base Address + 40h to Base Address +

accesses working registers in the Rasterization EngindFh. Software should not use addresses outside this space for

directly. To synchronize operation, hardware must wait untilparameters Sequential loading must use the address in this

the Setup Engine becomes idle to accept data from the host gpace starting at 0x40H in ascending order.For example,

the Rasterization Engine. the first address must be 40h, the next must be 44h, etc. In
order to give time to notify the other component to stop
decodingaddress 40h is exclusively reserved for sequential
loading.
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GEbase + 30 — RE Primitive Attribute .............cccceeeee..... RW

31 Z Parameter
0 ADBSENt ...oiiiiiiiiiiiie e default
1 Present (Rasterization Engine calculates Z

slope)

30 Texture Parameter
0 ADBSENt ...ttt default
1 Present (RE calculates texture info)

29 Perspective Factor Parameter
O ADBSENL ...ttt default
1 Present (RE performs perspective correction)

28 Color Parameter
O ADBSENt ...ttt default
1 Present (RE calculates Gouraud color

(RGBA))

27 Specular Color Parameter
O ADBSENt ...ttt default
1 Present (RE calculates specular color)

26 Fog Parameter
O ADBSENt ...t default
1 Present (RE calculates fog)

25 Step Mode
0 Disable ... default

1 Enable (RE will process the next primitive
only when it finishes the current primitive. No
parallelism exists between primitives)

24-20 Reserved always reads 0

19-15 LOD Adjust default =0
3.2 signed # to be added to calculate the LOD value

14-7 Reserved always reads 0

6 Z Normalization (Setup Engine Only)
0 Disable......cccooveeeiiiiiiii default
1 Enable
5 Flat Mode (applies to diffuse color, alpha, specular
color, and fog)
0 Smooth color or no color..........cceeueeee default
1 Flat color. RE forces deltas to O.
4  Full Vertex Info
0 Disable......cccovveeeiiiiii default
1 Enable. Indicates that all vertex data are
needed for the triangle. Software still needs to
set bits 31-25. However in this case, the data
order in a vertex is: X, Y, Z, W, RGBA,
SrgbF, U, V. Even though the vertex actually
contains all the data, software doesn't
necessarily set this bit. When this bit is not
set, hardware decodes vertex data as described
in the Vertex Register descriptions.
3 Sub-Pixel Precision (Rasterization Engine Only)
0 Disable.....cccccviiiiiiiiiiiii e default
1 Enable
2  Anti-Aliasing (RE Only)
0 Disable (walk at pixel precision) ........... default
1 Enable (walk at sub-pixel precision)
1 Auto Direction for Scan Line Ends (RE Only)
0 Disable........ccooiii default
1 Enable. Bits 31-2 must be 0. Scan order is
passed to the Pixel Engine based on the
comparison result of two end points instead of
the bit in the Primitive Type register. Software
should only use this bit for 2D polygons with
Bresenham edge walking.
0 Bresenham Edge Walking (RE Only)

0 Use DDA to walk through edges
1 Use Bresenham algorithm to walk through
edges

This register is decoded by the Setup Engine and passed to the
Rasterization Engine by the Setup Engine. This register and
its equivalent part in the Rasterization Engine are “partially”
pipelined in the sense that there are only two levels of pipe for
this register in both engines while there are many levels for
other data. The two levels are the decoding level and the
execution level. Both the Rasterization Engine and the Setup
Engine use this register to decide what kind of operation to
perform and what kind of data stream to expect. It must be set
before any parameter can be loaded.
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GEbase + 3C — RE Primitive TyPe ......ccoveeviiicceeieeeneeee wO
Writing to this register signals the Graphics Engine to begin
sequential loading, but doesn’'t cause anything to be drawn..
The engine will interpret the contents of this register and
decide the amount and types of parameters to expect.

31-30 Loading Target
00 Rasterization Engine. Send bits 19-0 to the
RE. Sequential loading data will also be sent
tOthe RE. ..., default
01 Setup Engine. Send bits 29-0 to the SE.
Sequential loading data will also be sent to the
SE. Internally, a flag is set to prevent the SE
from decoding the data and sending it to the
RE. The SE will clear this flag when it is idle.
1x -reserved-
29  Null Primitive
0 Regular Primitive .........cccevvviiiiiieieeeee, default
1 Null Primitive
28 Last Primitive
0 Regular Primitive ..........cccccceeviiiiieeneennns default
1 Last Primitive
27-26 Operation Code (RE Target Only)
00 LiNE oot default
01 Polygon
1x -reserved-
25 Major Edge Parameter
0 Parameter is Absent (parameter stream doesn’t
include values for the iterators)............... default
1 Parameter is Present (parameter stream also
includes values for the iterators)
24 Major Edge Anti-Aliasing
0 Don't anti-alias major edge .................... default
1 Anti-alias major edge (effective only if E = 1)
23 Minor Edge Parameter

0 ADSENL ...oiiiiiiiiiiiee e default
1 Present

22 Minor Edge Anti-Aliasing
0 Don't anti-alias minor edge..................... default

1 Anti-alias minor edge (effective only if M = 1)
21 Scan Direction

0 Positive (Major edge = left edge)........... default
1 Negative (Major edge = right edge)
20-16 Reserved ......ccccccoiiiiiiiiiiiiiiiieeees always reads 0
15-0 End Coordinate...........cccuvvveeeeiiiiinieeennnnns default -=0

End coordinate of the primitive (inclusive). 12.4
signed integer.
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Bresenham Edge Parameters DDA Edge Parameters
Bresenham Edge parameters describe an edge of a primitive @DA Edge parameters describe an edge of a primitive or a
a line. line.
DoubleWord 0 — Start Coordinates DoubleWord 0 — Start Coordinates
31-16 Start YS1 31-16 Start YS1
Starting coordinate of the line in the Y direction Starting coordinate of the line in the Y direction
(signed 12.4 number). The fractional part must be 0. (signed 12.4 number). The fractional part must be 0.
This parameter is ignored in minor edges. This parameter is ignored in minor edges.
15-0 Start XS1 15-0 Start XS1
Starting coordinate of the line in the X direction Starting coordinate of the line in the X direction
(signed 12.4 number). The fractional part must be 0. (signed 12.4 number). The fractional part must be 0.

DoubleWord 1 — Drawing Direction / Bresenham Constant DoubleWord 1 — Drawing Direction / Edge Slope

31 YS Drawing Direction 31 YS Drawing Direction
0 Positive 0 Positive
1 Negative 1 Negative
30 XS Drawing Direction 30 XS Drawing Direction
0 Positive 0 Positive
1 Negative 1 Negative
29 Swap 29 Swap
0 Normal (X/Y not swapped) 0 Normal (X/Y not swapped)
1 X/Y swapped 1 X/Y swapped
28-16 Bresenham (or Modified) Constant 28-26 Reserved ... ignored
15-13 RESErVed .....coeiiiiiiiiiiiiieiieeeee e ignored 25-0 Edge Slope
12-0 Bresenham (or Modified) Constant 12.14 signed number
DoubleWord 2 — Error Term / Strip Length When a DDA edge is used as a polygon boundary, the
31-29 Reserved .......ccccoeveene. must be written as zero fractional bits should round up to the next integer.
28-16 Initial Error Term Interpolation values should be adjusted accordingly. DDA
15-12 Reserved .......cccccceevieennn. must be written as zero €dge walking shares the same logic as Bresenham edge
11-0 Strip Length walking by using an error advance method. In DDA walking,
Strip length of modified Bresenham line. fractional bits should be rounded up to the next integer.

Rounding up is performed by changing drawing convention
according to whether the fractional parts are 0 as follows:

« Left fractional is O: Left inclusive.
+ Left fractional is not O: Left exclusive.
« Right fractional is 0: Right exclusive.

* Right fractional is not O: Right inclusive.

Because the error advance method is used for DDA walking,
the fractional part is always one step ahead of the coordinate.
For the starting point of a line, the fractional part is assumed
to be 0.
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Color Parameters Z Value Parameters
Color parameters are used for Gouraud shading. They consi$b the Rasterization Engine, the Z value is always a 25.8
of starting values, incremental along the X and Y akisflat signed integer internally regardless of Z buffer depth. It
color mode, this parameter only has the starting value. always passes a 24-bit unsigned integer to the Pixel Engine. It
is the Pixel Engine’s responsibility to scale Z to the depth of
DoubleWord 0 — Initial Values the Z buffer. Z parameters are used to calculate depth
31-24 |Initial Alpha Value information. Z values consist of starting values, incremental

Initial Alpha value on main edge (left edge of alongthe X and Y axis.
trapezoid or long edge of triangle). Unsigned integer.
23-16 Initial Red Value
Initial Red value on main edge (left edge of trapezoid 31-0
or long edge of triangle). Unsigned integer.
Initial Green Value
Initial Green value on main edge (left edge of
trapezoid or long edge of triangle). Unsigned integer.
Initial Blue Value
Initial Blue value on main edge (left edge of

DoubleWord 0 — Initial Z Value

Initial Z Value

Initial Z value on main edge (left edge of trapezoid or
long edge of triangle). Signed 25.7 integer.

15-8

-0 DoubleWord 1 — X-Axis Z Gradient

31-0 X-Axis Z Gradient

trapezoid or long edge of triangle). Unsigned integer.

DoubleWord 1 — X-Axis Blue Gradient
31-0 X-Axis Blue Gradient

Gradient of Z along the X axis over the primitive
surface. Signed 25.7 number.

DoubleWord 2 — Y-Axis Z Gradient

Gradient of Blue along the X axis over the primitive
surface. Signed 20.12 number.

DoubleWord 2 — Y-Axis Blue Gradient

31-0 Y-Axis Z Gradient

Gradient of Z along the Y axis over the primitive
surface. Signed 25.7 number.

31-0 Y-Axis Blue Gradient
Gradient of Blue along the Y axis over the primitive

surface. Signed 20.12 number. DoubleWord 3 — Minimum Z Threshold

31-24 Reserved ....occcocciiiiie e ignored
23-0 Minimum Z Threshold
Minimum of Z threshold. Unsigned 24-bit integer.

DoubleWord 3 — X-Axis Green Gradient
31-0 X-Axis Green Gradient
Gradient of Green along the X axis over the primitive
surface. Signed 20.12 number.
DoubleWord 4 — Y-Axis Green Gradient
31-0 Y-Axis Green Gradient
Gradient of Green along the Y axis over the primitive
surface. Signed 20.12 number.

DoubleWord 4 — Maximum Z Threshold

31-24 ReSErved .....cccoviiiiieee e ignored
23-0 Maximum Z Threshold
Maximum of Z threshold. Unsigned 24-bit integer.

DoubleWord 5 — X-Axis Red Gradient
31-0 X-Axis Red Gradient
Gradient of Red along the X axis over the primitive
surface. Signed 20.12 number.
DoubleWord 6 — Y-Axis Red Gradient
31-0 Y-Axis Red Gradient
Gradient of Red along the Y axis over the primitive
surface. Signed 20.12 number.

DoubleWord 7 — X-Axis Alpha Gradient

31-0 X-Axis Alpha Gradient
Gradient of Alpha along the X axis over the primitive
surface. Signed 20.12 number.

DoubleWord 8 — Y-Axis Alpha Gradient

31-0 Y-Axis Alpha Gradient
Gradient of Alpha along the Y axis over the primitive
surface. Signed 20.12 number.
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Texture Coordinate Parameters
Texture parameters are used for texture mapping.
consist of starting values, incremental along the X and Y axis.

DoubleWord 0 — Initial U Value

31-0 Initial U Value
Initial U value on main edge (left edge of trapezoid or
long edge of triangle). Signed 16.16 integer.

DoubleWord 1 — Initial U Value

31-0 Initial U Value
Initial U value on main edge (left edge of trapezoid or
long edge of triangle). Signed 16.16 integer.

DoubleWord 2 — X-Axis U Gradient

31-0 X-Axis U Gradient
Gradient of U along the X axis over the primitive
surface. Signed 16.16 number.

DoubleWord 3 — Y-Axis U Gradient

31-0 Y-Axis U Gradient
Gradient of U along the Y axis over the primitive
surface. Signed 16.16 number.

DoubleWord 4 — X-Axis V Gradient

31-0 X-Axis V Gradient
Gradient of V along the X axis over the primitive
surface. Signed 16.16 number.

DoubleWord 5 — Y-Axis V Gradient

31-0 Y-Axis V Gradient
Gradient of V along the Y axis over the primitive
surface. Signed 16.16 number.

Perspective Factor Parameters

Theyerspective factor

parameters are used for
incremental along the X and Y axis.

DoubleWord 0 — Initial W Value

31-0 Initial W Value
Initial W value on main edge (left edge of trapezoid
or long edge of triangle). Signed 4.28 integer.

DoubleWord 1 — X-Axis W Gradient

31-0 X-Axis W Gradient
Gradient of W along the X axis over the primitive
surface. Signed 4.28 number.

DoubleWord 2 — Y-Axis W Gradient

31-0 Y-Axis W Gradient
Gradient of W along the Y axis over the primitive
surface. Signed 4.28 number.
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Specular / Fog Start Value Fog Parameters
The specular / fog start value is used for specular shading dfog parameters are used for fogging. These parameters are
fogging. not present in flat color mode and consist of starting values

incremental along the X and Y axis.
DoubleWord 0 — Start Value

31-24 Initial Fog Value DoubleWord 0 — X-Axis Fog Gradient

Initial Fog value on main edge (left edge of trapezoid 31-0 X-Axis Fog Gradient

or long edge of triangle). Unsigned integer. Gradient of Fog along the X axis over the primitive
23-16 Initial Red Value surface. Signed 20.12 number.

Initial Red value on main edge (left edge of trapezoid poubleWord 1 — Y-Axis Fog Gradient
or long edge of triangle). Unsigned integer. 31-0 Y-Axis Fog Gradient
15-8 Initial Green Value _ Gradient of Fog along the Y axis over the primitive
Initial Green value on main edge (left edge of surface. Signed 20.12 number.
trapezoid or long edge of triangle). Unsigned integer.
7-0 Initial Blue Value
Initial Blue value on main edge (left edge of
trapezoid or long edge of triangle). Unsigned integer.

Specular Parameters

Specular parameters are used for specular shading. These
parameters are not present in flat color mode and consist of
starting values incremental along the main direction ((dx, dy) =
(M1, 1)), and incremental along the X axis.

DoubleWord 0 — X-Axis Blue Gradient
31-0 X-Axis Blue Gradient
Gradient of Blue along the X axis over the primitive
surface. Signed 20.12 number.
DoubleWord 1 — Y-Axis Blue Gradient
31-0 Y-Axis Blue Gradient
Gradient of Blue along the Y axis over the primitive
surface. Signed 20.12 number.

DoubleWord 2 — X-Axis Green Gradient
31-0 X-Axis Green Gradient
Gradient of Green along the X axis over the primitive
surface. Signed 20.12 number.
DoubleWord 3 — Y-Axis Green Gradient
31-0 Y-Axis Green Gradient
Gradient of Green along the Y axis over the primitive
surface. Signed 20.12 number.

DoubleWord 4 — X-Axis Red Gradient
31-0 X-Axis Red Gradient
Gradient of Red along the X axis over the primitive
surface. Signed 20.12 number.
DoubleWord 5 — Y-Axis Red Gradient
31-0 Y-Axis Red Gradient
Gradient of Red along the Y axis over the primitive
surface. Signed 20.12 number.
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Pixel Engine Registers Data from the Host

The major responsibilities of the Pixel Engine are to performThe Pixel Engine can accept data from the host through either
per-pixel operations and to control data flow and its sequencethe 32-bit data port register at 9Ch or data in the 1xxxh

The Pixel engine interfaces to the Rasterization Engine an ddress spaceSoftware passes only enough DWORDS to

. ardware. Software doesn't pack data to 64-bit
the host to accept data. It also interfaces to the Memor . . : :
. . : . “boundaries. It only packs to 32-bit boundaries.For bitblts,
Interface to access video memory. Inside the Pixel Engine

i . cking is done per-scanline. l.e., for every scanline, the host
there are several blocks: the Span Engine, the Data Path, alsvc?” send just enough DWORDs to the engine. For text,

the Texture Engine. Operation of the Data Path and the L .
acking is done per-command. l.e., the scanline may be

Texture Engine are under control of the Span Engine. Th{roken inside a DWORD. For a string of texts, the number of
Memory Interface accepts memory access requests from thB

Pixel Engine, translates the address into a linear address, anc}NORDS of data passed to the Graphic Engine can be odd
numbers except for the last character. For the last character,
executes the requests.

software should pass either an even number of DWORDs (by
padding a garbage DWORD as necessary) or by setting a

AGP v—
l_l_—' Rlastenzauon drawing environment register after all data is sent.
v v v y

| Span | | Data Path |‘_| Texture Engine|
A D A D

Memoly Interface

The O - FFh “Engine” register address space is partitioned
into six sections:

0 - OFh Span Engine
10 - 2Fh VGA core
30 - 3Fh Unified Rasterization and Setup Engines
44 - 9Fh Pixel Engine
AO — AFh  Texture Engine
BO—-BFh  Command List Control Unit
CO - FFh  Memory Interface

Addresses 40h - FFh are also used for sequential loading
overlapping with other registers in this space. Addresses
10000 - 1FFFFh are used as a data port area.
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GEbase + 44 — Drawing Command...........oceviiieniiennnnnee.. RW

Writing to the Drawing Command register starts a drawing

operation. When this register is set, the drawing environment
registers and memory interface registers are locked in. Any
change to these registers will not affect this drawing

operation. Furthermore, the Pixel Engine will not accept any
data from the host or from the Rasterization Engine without a
drawing command. After a drawing command is issued, the
Pixel Engine will selectively accept data from the host or

Rasterization Engine depending on the command.
Specifically, the Pixel Engine only accepts data from the host

if the command is text or blt and the BS field indicates the 18-17
source is from the host. The Pixel Engine only accepts data 16-15
(scanlines, Z, color, etc.) from the Rasterization Engine if the 14-1

command is line or polygon.

20

19

Source Color Expansion

0 Disable

1 Enable (bits 26-21 must be 0)
Source Color

0 Transparent (applies to mono source and
constant color line)

1 Opaque (should be enabled for any operation
with a “solid Source”, such as Gouraud
shading, constant color fill, color to screen blt,
texture mapping, etc.)

Source Surface ID

Destination Surface ID

Source Offset

Mono source pixel offset. Bit-19 must be 1.

11 Double Specular Color
31-28 Operation Code 0 Disable
0000 Null Command ...........ccccceiiiiiiieiiiieeee, default 1 Enable. Specular color (RGB) is doubled
0001 -reserved- before being added to diffuse color.
0010 Line 10 Texture Transparency
0011 -reserved- 0 Disable texture color key
01xx -reserved- 1 Enable texture color key
1000 Bit-Blt (see note below) 9  Lit-Texture
1001 Text (see note below) 0 Disable
1010 (See BitBIt) 1 Enable
1011 Trapezoid / Polygon 8 Dither
1100 (See Bit Blt) 0 Disable
1101 (See Text) 1 Enable. Use 4x4 dither matrix (including fog
1110 Trapezoid / Polygon and alpha)
1111 -reserved- 7  Source Color Key
Note: for Text and BitBIt opcodes, bit 29 indicates 0 Disable
whether the PE can accept data from the host 1 Enable (Key is FG)
while bit-30 indicates whether the PE can 6 Destination Color Key
accept data from the RE. 0 Disable
27 Line Style 1 Enable
0 No style, solid line, or other operation (blt, 5  Bit Mask
polygon, text) 0 Disable
1 Style line 1 Enable
26 Z Operations 4 ROP
0 Disable Z operations (must be 0 for text, blt) 0 Disable
1 Enable Z operations 1 Enable
25 Alpha Test 3-2 BIt Source or Constant Color Line or Polygon
0 Disable (must be 0 for text) 00 Source from host (bits 26-20 must be 0 for blt)
1 Enable 01 Source from frame buffer
24 Texture Function 10 Source is constant (FG). Includes constand
0 Disable (must be O for blt, text) line and constant polygon.
1 Enable 11 Block write fill
23 Alpha Blending This field must be set to 00 for text / line / polygon.
0 Disable (must be 0 for text) 1  BIt Direction (BLT Only)
1 Enable 0 Positive direction in X and Y
22  Specular Color 1 Negative direction in X and Y
0 Disable (must be 0 for blt, text) Must be set to 0 for polygons, lines, and text.
1 Enable 0 Clipping
21 Fog 0 Disable
0 Disable (must be 0 for blt, text) 1 Enable
1 Enable
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GEbase + 48 — Raster Operation (ROP)

................ RW GEbase + 4C — Z Function

31-8 Reserved
7-0 ROP3 Code

always reads 0

31 Z-Bias

0 Disable
1 Enable

30-17 Reserved ......ccccccveiiiiiiieiee i always reads 0
16-7 Z-Bias Value

6

4-3
2-0

Test Alpha
0 Disable
1 Enable
Z-Buffer Write
0 Disable
1 Enable

Reserved ..o always reads 0

Z-Buffer Compare

000 Compare False. Z and RGB values will not be
written to memory.

001 Compare Less Than. Z and RGB values will
be written to memory if the current Z value is
less than the Z value in memory.

010 Compare Equal. Z and RGB values will be
written to memory if the current Z value is
equal to the Z value in memory.

011 Compare Less Than or Equal. Z and RGB
values will be written to memory if the current
Z value is less than the Z value in memory.

100 Compare Greater Than. Z and RGB values
will be written to memory if the current Z
value is greater than the Z value in memory.

101 Compare Not Equal. Z and RGB values will
be written to memory if the current Z value is
not equal to the Z value in memory.

110 Compare Greater Than or Equal. Z and RGB
values will be written to memory if the current
Z value is greater than or equal to the Z value
in memory.

111 Compare True. Z and RGB values will be
written to memory.
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GEbase + 50 — Texture FUuNCtion........cooovvveiiieeiiiiiiieennnees RW GEbase + 60 — Color 0 (Foreground) ........ccvieeveniiennnnnee.. RW
31-22 Maximum U 31-0 Foreground Color Value
21-12 Minimum U

11-5 ReServed .....cccococeceeeeeeeinennns always reads 0 SEbase + 64 — Color 1 (Background) ......ooceveeeiiceicenaee, RW
4 Mask 31-0 Background Color Value
0 Dlsat?lle Note: In 16- and 8- bit modes, the color must be duplicated to
392 T L En/i ﬁ fill an entire 32-bit word. 32-bit color is in ARGB format
i %)gur_?e eplaal ha (i.e., Alpha, Red, Green, and Blue in bytes 3-0 respectively)
01 SO)L(JI‘CG gl ha and 16-bit color is in RGB 565 format (5 bits of Red, 6 bits of
b Green, and 5 bits of Blue).

10 Modulated alpha: texel alpha x source alpha
11 -reserved-
1-0 Texture Color

00 Texel color GEbase + 68 — Color KeV ....uvweeeeeieiiiiiieiieeeeeeeeeeieeieeee RW
01 Source color 31-26 Reserved ........cccoeeeiiiiiiieiiieiie always reads 0
10 Modulated color: texel color x source color 25 Destination Polarity
11 -reserved- 0 Draw on Equal

1

24 Source Polarity
0 Draw on Equal

GEbase + 54 — Clipping Window O ......ooeeeeeeeeeiiieiieees RW 1
31-28 Reserved ......ccccccciiiiiiiiiniineeeeaa e always reads 0 N
e . — 23-0 Destination Color Key Color
gig gggzr\g(\j’vmdow TOP e ;;1 .I;/\?ae;st:tlata_dg 0 Unlike foreground and background, the color is not
11-0 Clipping Window Left ......cccccciieninnnnnn. default =0 replicated in 16-bit or 8-bit modes.
GEbase + 58 — Clipping Window 1 .......oooveeeeeeiiiiiiiieeees RW
31-28 Reserved .....cccccccviiiiiiiiieeniiiieeees always reads 0
27-16 Clipping Window Bottom................c....... default =0
15-12 Reserved .....ccccoovviiieiiiniiieeee e always reads 0
11-0 Clipping Window Right .............ccvvveneee. default =0
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GEbase + 6C — Patternand Style..........oooeeeeeeiiiiiinnneeees RW GEbase + 74 — Pattern Foreground ColOr........ccceeue....... RW

31 Pattern Color Expansion 31-0 Foreground Color Value..............cccuuueeee default =0

0 Disable ......ccccvveiiiiiiie default

1 Enable GEbase + 78 — Pattern Background Color ..................... RW
30 Pattern Transparency 31-0 Background Color Value......................... default = 0

(1) ?paque ..... t ............................................. defaultyote: In 16- and 8- bit modes, the color must be duplicated to
29 Patt rg_nsparen fill an entire 32-bit word. 32-bit color is in ARGB format

ao erg X'ée ivels default (i.e., Alpha, Red, Green, and Blue in bytes 3-0 respectively)

1 32x 3p2 plxels(monoonly) """"""""""" and 16-bit color is in RGB 565 format (5 bits of Red, 6 bits of
28 Pattern Register Segment Green, and 5 bits of Blue).

0O Low Segment.........oooceciiriirieiiiiiieeeeeennnn default

1 High Segment

Note: The pattern cache is divided into two segments
for double pattern purposes. This bit serves two
purposes: First as the starting segment for loading a
pattern into the pattern cache, the corresponding
address is latched into an internal register which will
automatically increase by one when data is loaded.
Second as the segment base of the current pattern
when applying a pattern.

27-24 Reserved ......cccccciiiiiiiieeeeeeeeeee, always reads 0

23-16 Pattern Style Step
The # of pixels each mask bit should be mapped to:

00 1 Pixel per mask bit...........occvveviiininnnnn. default
01 2 pixels per mask bit
02 3 pixels per mask bit

FF 256 pixels per mask bit
15-0 Pattern Style Mask

Determines the line drawing style (e.g., dotted line).
Bit-O maps to the first pixel. Writing to the low byte
of ths register (GEbase + 6C) causes the internal style
count to be reset to 0. When 3D operations are
enabled (smooth shading, texture, Z), style line must
be transparent and style applies to color as well as Z.

GEbase + 70 — Pattern Color........ivuvueuiiiiiiiiiiiiiieiieiieees RW

31-0 Pattern Color Value
Must follow the command. The pattern data could be
repeated up to 64 times to fill out the pattern register

file.
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GEbase + 7C —Alpha ..o

.................. RW GEbase + 80 — Alpha Function ........cooooeveeiiieiiieiiieenneee.. RW

31-16 Reserved .......cccccciiiiiiiiiiieineieeeennn
15-8 Source Constant Alpha
7-0 Destination Constant Alpha

GEbase + 84 —Bit MaSK.......ooiivviiieniiiiennnn,

always reads 0 31-24 Reserved

31-0 Bit Mask

One bits indicate that the corresponding color bit will

not be written to the frame buffer.

23

22

21

20

19-16

15-8
7-4

3-0

Alpha Write
0 Disable........ooooi, default
1 Enable. Draw each pixel with a blended alpha
value if alpha blending is enabled. Otherwise
draw with source alpha (the upper byte of the
Foreground Color register if not available).
This bit should be set in 8-bit and 16-bit color modes.
Constant Source Alpha
0 Disable
1 Enable
Constant Destination Alpha
0 Disable
1 Enable
Result Alpha
0 The result of blending
1 Source alpha
Alpha Test Function
0000 Never accept the pixel
0001 Accept if alpha < reference alpha
0010 Accept if alpha == reference alpha
0011 Accept if alpha <= reference alpha
0100 Accept if alpha > reference alpha
0101 Accept if alpha != reference alpha
0110 Accept if alpha >= reference alpha
0111 Always accept the pixel
1xxx -reserved-
Reference Alpha Value
Destination Blending Factor
0000 (0,0,0,0)
0001 (1,1,1,1)
0010 (RS,GS,BS,AS)
0011 (1,1,1,1) - (RS,GS,BS,AS)
0100 (AS,AS,AS,AS)
0101 (1,1,1,1) — (AS,AS,AS,AS)
0110 (AD,AD,AD,AD)
0111 (1,1,1,1) - (AD,AD,AD,AD)
1xxx -reserved-
Source Blending Factor
0000 (0,0,0,0)
0001 (1,1,1,1)
001x -reserved-
0100 (AS,AS,AS,AS)
0101 (1,1,1,1) — (AS,AS,AS,AS)
0110 (AD,AD,AD,AD)
0111 (1,1,1,1) - (AD,AD,AD,AD)
1000 (RD,GD,BD,AD)
1001 (1,1,1,1) - (RD,GD,BD,AD)
1010 (F,F,F,1); F=min (AS, 1-AD)
1011 -reserved-
11xx -reserved-
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Texture Engine Registers

The texture Engine handles texture access and filtering. It is
controlled by the Span Engine. It accepts texture coordinates
from the Rasterization Engine, generates and passes addresses
to the Memory Interface, accepts raw texel data from the
Memory Interface, does filtering, and passes the results to the
Data Path.

GEbase + AQ — Texture Control

Textures are aligned to 64-bit boundaries on a scanline basis. 19

31

30

29-28

27-26

25

24
23

22

21

20

Texture Access Control

0 Disable (use cache)

1 Enable (bypass cache)
Filtering Control

0 Filter with color key. Treat alpha value for

keyed texels as 0
1 Downgrade filtering function
alpha to O for keyed texels.
Texture U Boundary Checking Function
00 Texture U wraparound
01 Texture U mirroring
10 Texture U clamping
11 -reserved-
Texture V Boundary
00 Texture V wraparound
01 Texture V mirroring
10 Texture V clamping
11 -reserved-
Texture in System Memory
0 Texture is stored in graphics memory
1 Texture is stored in system memory
Reserved (must be 0)
MipMap
0 Disable
1 Enable
Intra-map Filter
0 Disable
1 Enable (do filtering inside a LOD level)
Inter-map Filter

0 Disable
1 Enable (do filtering inside a LOD level)
M must be 1.

Magnify Filter (when LOD < 0)
0 Point Sample
1 Bi-linear

based
fractional bits of UV and key test result.

Tiling
0 Texture is not tiled
1 Texture is tiled.
Tile size is determined by texel depth:

Texel Depth (bpp) _Tile Size
1 16 x 16
2 8 x 16
on 4 8x8
Set 8 4x8
16 4x4
32 2x4
Inside each tile, texels are organized into 2x2
subtiles in row major
18 Texture Color Key
0 Disable
1 Enable
17 Texture Anisotropy
0 Disable
1 Enable
16-15 Palette Data Format
00 565 RGB
01 1555 ARGB
10 4444 ARGB
11 -reserved-
14-12 Texel Depth
000 1-bpp palettized
001 2-bpp palettized
010 4-bpp palettized
011 8-bpp palettized
100 16-bpp 565 RGB
101 16-bpp 1555 ARGB
110 16-bpp 4444 ARGB
111 32-bpp ARGB

11-8 Texture Map Levels (TML) (Range 0-8)
The number of maps in the MipMap (0 = 1 map)

7-4  Y-Axis Texture Memory Size (TRY)(Range 0-8)
This field determines the number of Isb’s (2**TRY)
of parameter V to be used in the Y axis. Any bit
higher than this will be ignored (wraparound).

3-0 X-Axis Texture Memory Size (TRX)(Range 0-8)
This field determines the number of Isb’s (2*TRX)
of parameter U to be used in the X axis. Any bit
higher than this will be ignored (wraparound).

Note: For MipMap textures, TRX/TRY is the size of the

original texture (1:1 map)
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GEbase + A4 — Texture COIOr .....oveeeiiiceeiiiiiiicciiieieeeee RW Texture Filtering
31-24 Alpha . , Texture data read back from the Memory Interface first goes
Constant alpha value when there is no alpha in thethrough palette translation if the texture is palettized. The
texture format texture is then converted into common internal 8888 ARGB
23-0 Texture Color Key format. If the texture doesn’t have alpha data, then a constant

Texture transparency color (888 RGB) alpha value is used. If the texture color key is enabled and the

texture color matches the key, set alpha to 0. Bi-linear or tri-
linear filtering is then performed on RGB and alpha. If the

GEbase + A8 — Texture Palette Data ............ccceeeeeeennn..... WO color key is enabled and the result alpha is 0, the
31-16 Texel n+1 corresponding pixel should be discarded. This is done by
15-0 Texel n attaching a validity bit with texture data passed from the

An internal counter is used in loading the texture palette.Texture Engine to the Data Path. It should be noted that
Writing to the Texture register (GEbase+AQ) resets thefiltering depends on the LOD value. When LOD < 0, a
counter to 0. Writing to the Texture Palette Data registerdifferent filter may be applied. In bi-linear filtering, if the
writes the data to the place pointed to by the counter themexel nearest to the texture coordinate is masked by the color
increments the counter by 1. Each write writes two entries intdkey, then the texel is considered as masked. Otherwise, the
the palette. texel is considered not masked.

GEbase + AC — Texture Boundary .........coooevveeiiiinniiiennnns RW

31-22 Maximum V
21-12 Minimum V

11-8 Reserved .....ccccoccviiiiiiiieeieeeeee e always reads 0
7 Reverse Texture Format
0 Disable
1 Enable
6  Texture Cache
0 Disable
1 Enable
5  Texture Map Shift
0 Disable
1 Enable

4-3 Compressed Texture Format
00 No compression
01 DXT1 format
10 DXT2 format
11 -reserved-

2-0 Dither Shift
000 Disable LOD dithering
001 100% LOD dithering
010 80% LOD dithering
011 60% LOD dithering
100 40% LOD dithering
101 20% LOD dithering
11x -reserved-
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Memory Interface Registers

The registers in this group include stride and buffer baseThere are 9 texture base registers for up to 9 levels of
address registers for frame buffer control. There are threéMipMaps: level 0 (1:1 map) up to level 8 (smallest). The
base addresses: source base address (added to blt sourdexture may be in the frame buffer or in system memory.

destination base address (added to color destination), and Z . _
base address (added to Z addresses). GEbase+DC — Texture Base MipMap Level 0 (1:1 Map)RW

GEbase + B8 — Destination Stride / Buffer Base 0.......... RW GEbase + EQ — Texture Base MipMap Level 1 .............. RW
GEbase + BC — Destination Stride / Buffer Base 1......... RwW GEbase + E4 — Texture Base MipMap Level 2 .............. RW
GEbase + C0O — Destination Stride / Buffer Base 2 ......... RW GEbase + E8 — Texture Base MipMap Level 3 .............. RW
GEbase + C4 — Destination Stride / Buffer Base 3 ......... RwW GEbase + EC — Texture Base MipMap Level 4 ............. RW
GEbase + C8 — Source Stride / Buffer Base O.................. Rw GEbase + FO — Texture Base MipMap Levels5 .............. RW
GEbase + CC — Source Stride / Buffer Base 1 ................ RW GEbase + F4 — Texture Base MipMap Level6 .............. RW
GEbase + DO — Source Stride / Buffer Base 2.................. Rw GEbase + F8 — Texture Base MipMap Level 7 .............. RW
GEbase + D4 — Source Stride / Buffer Base 3.................. Rw GEbase+FC — Texture Base MipMap Level 8 (SmallestiRW
All eight of the above registers have the same bit definitions: All nine of the above registers have the same bit definitions:
31-29 Bits Per Pixel 31-0 Texture Base Addresgin bytes)
000 8 bits per pixel Base addresses always start on QWORD boundaries
001 16 bits per pixel (565 format) so bits 2-0 are always 0.

010 32 hits per pixel
011 -reserved-
100 -reserved-
101 16 bits per pixel (555 format)
11x -reserved-
28-20 Stride(pixels divided by 8) Data Port Area

19-0 Buffer Base Addresgin quadwords) GEbase + 10000-1FEEFh — Data Port Area ... RW

GEbase + D8 — Z Depth / Z BufferBase.......................... RW
31-30 Z Depth
00 16 bits
01 24 bits (32 bits are allocated in the frame
buffer with the MSB not used)
1x -reserved-
29 Reserved ... always reads 0
28-20 Z Stride
19-0 Z Buffer Base Addresgin quadwords)
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VT8601 Apollo ProMedia

FUNCTIONAL DESCRIPTIONS

System Configuration

The Apollo ProMedia has several modes that are required to
be determined at reset time. This includes DFP monitor modes
for selecting the correct display device and test modes to assist
in board debug and trouble-shooting for manufacturing.

DFP Interface Configuration

The Apollo ProMedia uses the MA[6} pin in conjunction with
the RESET# pine to select if the DFP interface is ON or OFF.
This is primarily used for test purposes.

LCD On/Off Mode | MA[6]
LCD OFF 0
LCD ON 1

The LCD type is selected by MA[5-3]:

LCD Type LCD Resolution MA[5-3]
TFT 1024 x 768 x 18-bit 000
TFT 1280 x 1024 x 18-bit 001
TFT 800 x 600 x 18-hit 010
TFT 1024 x 600 x 18-bit 011
DSTN 1024 x 768 x 16-bit 100
DSTN 1024 x 600 x 24-bit 101
DSTN 800 x 600 x 16-bit 110
DSTN 1024 x 768 x 24-bit 111
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Graphics Controller Power Management Power Management Registers

The ProMedia Graphics Controller power mangement featurd’ower management control for the ProMedia Graphics
set Comp”es with AGP and PCI power managementcontroner is prOVidEd by extended regiSterS SR24 (POWGr

requirements. Management Control), GR20 (Standby Timer Control), GR21
(Power Management Control 1), GR22 (Power Management
Power Management States Control 2), GR23 (Power Status), GR24 (Soft Power Control),

Power management states (D0-D3) for both ACPI and PCGR25 (Power Control Select), GR26 (DPMS Control), GR27-
Bus Power Management (PCI PM) refer to the same state8 (GPIO Control), GR2A (Suspend Pin Timer), GR2C
described in the Device Class PM Reference Specification fokMiscellaneous Pin Control), GR2F (Miscellaneous Internal
Display Devices, which are equivalent to the VESA™ DPMS Control), and Graphics Controller PCI Configuration Indices
power states. System software should access the ProMedia®-97 (PCI Power Management Registers 1 and 2).
configuration registers to perform PCIl PM state transitions.

Table 12. PCI Power Management States

PCI PM Desktop Notebook
State Graphics Graphics
State 0 DPMS State O Proprietary State 0
(D0O) Fully On Fully On
State 1 DPMS State 1 Proprietary State 1
(D1) Standby Standby
(Hsync Off) (VCLK Off)
State 2 DPMS State 2 Proprietary State 2
(D2) Suspend Suspend
(Vsync Off) (MCLK/VCLK Both Off)
State 3 DPMS State 3 Same as State 2
(D3) Off
(H/Vsync Both Off)

Power Management Clock Control

If the system “South Bridge” sends a request to the ProMedia
to power down the memory controller, the ProMedia first uses
CLKRUN# (the same signal appearing external to the
ProMedia) to check to see if the internal graphics controller
needs to access main memory. The graphics controller logic
will detect CLKRUN# high for 2 or 3 PCICLK'’s and check if
there are any:

Internal buffers not emptied
PCI Master or AGP Master actions pending

If either condition exists, the graphics controller logic will
assert CLKRUN# low for 2 PCICLK'’s to signal the clock
generator to keep PCICLK running.

PME# is not implemented since there are no wake-up
conditions.
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ELECTRICAL SPECIFICATIONS

Absolute Maximum Ratings

Table 13. Absolute Maximum Ratings

Symbol | Parameter Min Max Unit | Notes
Ta Ambient operating temperature 0 70 oc 1
Ts Storage temperature -55 125 oc 1
VN Input voltage -0.5 YL + 10% Volts 1,2

Vour Output voltage -0.5 YaL + 10% Volts 1,2

Note 1: Stress above the conditions listed may cause permanent damage to the device. Functional operation of
this device should be restricted to the conditions described under operating conditions.

Note 2.Vga. is defined as the §¢ level of the respective rail. The CPU interface can be 3.3V or 2.5V.
Memory can be 3.3V only. PCI can be 3.3V or 5.0V. Video can be 3.3V or 5.0V. Flat Panel can be 3.3V only.

DC Characteristics
Ta = 0-7PC, Vra = Vec +H- 5%, Veore = 2.5V +/- 5%, GND=0V

Table 14. DC Characteristics

Symbol | Parameter Min Max | Unit | Condition
Vi Input Low Voltage -0.50 0.8 \Y
Vi Input High Voltage 2.0 ¥c+0.5 \%
VoL Output Low Voltage - 0.55 \Y di=4.0mA
VoHn Output High Voltage 2.4 - \% dv=-1.0mA
I Input Leakage Current - +/-10 uA OsW¥Vee
loz Tristate Leakage Current - +/-20 UuA 0.556M<Vcc
lcc Power Supply Current - mA

AC Timing Specifications

AC timing specifications provided are based on external zero-pf capacitance load. Min/max cases are based on the fidiowing tab

Table 15. AC Timing Min / Max Conditions

Parameter Min Max Unit
5.0V Power 4.75 5.25 Volts
3.3V Power 3.135 3.465 Volts
2.5V Power 2.375 2.625 Volts
Temperature 0 70 oc

Drive strength for selected output pins is programmable. See Rx6D for details.
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VT8601 Apollo ProMedia

MECHANICAL SPECIFICATIONS

PIN #1 CORNER
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Figure 9. Mechanical Specifications - 510-Pin Ball Grid Array Package




