
1.25mm (0.049") PITCH CONNECTOR

I/NO TITLEDESCRIPTION MATERIAL
1 PA66 or PBT, UL 94V Grade12507HSHOUSING

PARTS NO. A CB

Material
12507HS SeriesWire-to-Board

Housing

ITEM SPEC

Contact Resistance

Current Rating
Operating Temperature

Voltage Rating AC/DC 125V

30mΩ MAX
Withstanding Voltage AC250V/1min
Insulation Resistance 100MΩ MIN

Applicable P.C.B -
Applicable Wire AWG #26~#32

Applicable FPC/FFC -    
-Solder Height

Crimp Tensile Strength -
UL FILE NO -

AC/DC 1A
-25℃~+85℃

Specification

Available Pin

12507HS-30000
12507HS-25000 33.25

39.50

12507HS-20000 27.00

36.2537.90
31.65 30.00

23.7525.40

Application Terminal : 12507TS (37 Page)
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AWG : #26 ~ #32TERMINAL ASSEMBLY DRAWING

查询12507HS供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/ic/sell_search.html?keyword=12507HS
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/

