
ELECTRICAL SPECIFICATION @ 25˚C
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• Low profile package contains eight transformers.

• IC Side Protection Circuit subdue low voltage transients

• Compatible with PMC-Sierra’s Comet chip (PM4354)

• Operating temperature range 0°C to + 70°C

• 1500 Vrms isolation
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40 x 0.090
0.510 Max

0.050±0.010

0.620
CO-PLANARITY

±0.002

0.018x0.010±0.002

8624
FD/C

PRI SEC

UNLESS OTHERWISE SPECIFIED, ALL TOLERANCES ARE ±0.015 

SCHEMATIC 

Quad Port SMT 
Transformer Module with IC Side Protection 8624

MECHANICAL AND SCHEMATIC (All dimensions in inches)

An ISO 9001 Registered Company

229 Colonnade Road, Ottawa, Ontario, Canada  K2E 7K3 
Tel: (613) 226-1626   Fax: (613) 226-7124  www.filtran.com

Return Loss 
(dB) 

50-100 kHz 100 kHz - 2 MHz 2-3 MHz 
Part 

Number 
Turns Ratio 
(Pri:Sec ±5%) 

OCL 
(mH Min) 

LL 
(µH Max) 

TX RX TX RX TX RX 

CW/W 

(pF Max) 

8624 1:2.42 0.6 0.6 9 12 15 18 11 14 35 

查询8624供应商 捷多邦，专业

PCB打样工厂

，24小时加急出货

http://www.dzsc.com/ic/sell_search.html?keyword=8624
http://www.jdbpcb.com/J/
http://www.jdbpcb.com/J/
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/

