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10pH to 1000pH with rated saturation currents from 0.40A to 4.00A. These are
ideally suited for applications where shielding is required.

« DC/DC converters

« LCD displays

+ PDA Palm Tops

« Telecommunication equipment etc.
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ELECTRICAL SPECIFICATION @ 25°C

Part Inductance DCR Rated DC Part Inductance DCR Rated DC
Number (wH) (Q MAX) Current (A) Number (1H) (@ MAX) Current (A)

8627-108 10 25m 4.00 8627-10C 100 0.16 130

8627-128 12 27m 350 8627-12C 120 017 110

8627-15B 15 30m 330 8627-15C 150 023 1.00

8627-18B 18 34m 3.00 8627-18C 180 029 0.90

8627-22B 22 36m 2.80 8627-22C 220 040 0.80

8627-278 27 Sim 230 8627-27C 270 046 075

8627-338 33 S7m 210 8627-33C 330 051 0.68

8627-39B 39 68m 200 8627-39C 390 0.69 0.65

8627-478 47 75m 1.80 8627-47C 470 077 0.58

011 1.70 8627-56C 560 0.86 054

012 150 8627-68C 680 1.20 048

0.14 140 8627-82C 820 1.34 043

8627-10D 1000 153 0.40
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