
DR INPUT MODULES
 
• DIN-Rail Mountable Single Point Input Modules 
• AC Inputs (Yellow Case)  
• DC Inputs (White Case)  
• 4kV Optical isolation 
• Input and Output Barrier Strips Accept 14 to 28 
  AWG Wire 
• Configured for Panel Mounting 
• Open-Collector Output, with LED Status Indicator   

SPECIFICATIONS (1)
Input 
Part Number DR-IAC5 DR- IAC5A DR- IAC24 DR- IAC24A
Voltage Range 90-140 VAC/DC 180-280 VAC/DC 90-140 VAC/DC 180-280 VAC/DC
Maximum Current  [mA](4) 6 5 6 5
Resistance [Ohms](2)(3) 28 k 75 k 28 k 75 k
Drop-out Current [mA](5) 2 1.5 2 1.5
Voltage for No Output [VAC/VDC](6) 50 50 50 50
Allowable Current [mA] 2.5 2 2.5 2

Output 
Maximum Voltage[VDC](9) 30 30 30 30
Maximum Voltage Drop [VDC](12) 0.2 0.2 0.2 0.2
Nominal Logic Supply Voltage [VDC] 5.0 5.0 24 24
Logic Supply Voltage Range  [VDC] 3.0-6.0 3.0-6.0 20-30 20-30
Maximum  Current  [mA](10) 50 50 50 50
Maximum Logic Supply Current [mA](7) 28 28 28 28
Maximum Logic Supply  Leakage Current [µA](8) 10.0 10.0 10.0 10.0
Maximum Leakage Current  [µA](11) 10.0 10.0 10.0 10.0
Maximum Turn-On Time  [msec] (13) 20 20 20 20
Maximum Turn-Off Time  [msec] (13) 30 30 30 30

 SPECIFICATIONS (1)
Input 
Part Number DR-IDC5 DR-IDC5A DR-IDC24 DR-IDC24A
Voltage Range 4-32 VDC/AC 10-48 VDC 4-32 VDC/AC 10-48 VDC
Maximum Current  [mA](4) 34 34 34 34
Resistance [Ohms](2)(3) 1 k 2 k 1 k 2 k
Drop-out Current [mA](5) 1 1 1 1
Voltage for No Output [VAC/VDC](6) 2 4 2 4
Allowable Current [mA] 1.5 1.5 1.5 1.5

Output 
Maximum Voltage[VDC](9) 30 30 30 30
Maximum Voltage Drop [VDC](12) 0.2 0.2 0.2 0.2
Nominal Logic Supply Voltage [VDC] 5.0 5.0 5.0 5.0
Logic Supply Voltage Range  [VDC] 3.0-6.0 3.0-6.0 20-30 20-30
Maximum  Current  [mA](10) 50 50 50 50
Maximum Logic Supply Current [mA](7) 28 28 28 28
Maximum Logic Supply  Leakage Current [µA](8) 10.0 10.0 10.0 10.0
Maximum Leakage Current  [µA](11) 10.0 10.0 10.0 10.0
Maximum Turn-On Time  [msec] (13) 1.0 1.0 1.0 1.0
Maximum Turn-Off Time  [msec] (13) 1.0 1.0 1.0 1.0
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查询DR-IAC24供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/stock_DRI/DR-IAC24.html
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/


GENERAL SPECIFICATIONS
Description
Input/Output Isolation Voltage (14) 4000
Input/Output  Capacitance   8   
Operating Temperature Range -30 to 80°C
Storage Temperature Range -40 to 100°C
Line Frequency Range 47 to 63
Weight 1.1 oz. (31.2g)

MECHANICAL SPECIFICATIONS

AGENCY APPROVALS
UL  E46203 
CSA  38595 
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ANNEX - ENVIROMENTAL INFORMATION

For Contact information visit our web  site.     www.crydom.com ©2008 Crydom, Inc.
Specificat ions subject to change without notice.


