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DESCRIPTION

Designed for applications
where low power consump-
tion is a necessity, this small,
surface mount switch allows
for easy integration into
microstrip sub-assemblies.
Hermetic, military/industrial
design.

ADDITIONAL FEATURES

■ Operating Current: 
<1 ma

CONNECTORS

■ Surface mount

OPERATING ENVIRONMENT

■ Operating Temperature: 
-55 to +125°C
■ Storage Temperature: 
-65 to +150°C
■ Impedance: 
50 ohm
■ Control:
Transistor-Transistor Logic
(TTL)

APPLICATIONS

■ Missile systems
■ Satellite communication
systems
■ Portable test equipment

PART # TYPE FREQ LOSS ISO VSWR SWITCH RF DC
RANGE dB dB SPEED POWER SUPPLY

GHZ ns dBm Volts

6062 SP5T N .01-.65 1.5 50 2.0:1 25 25 +5

ELECTRICAL CHARACTERISTICS

M I C R O N E T I C S / 26 HAMPSHIRE DRIVE / HUDSON, NH 03051 / TEL: 603-883-2900 / FAX: 603-882-8987 / CUSTOMER HOTLINE: 1-800-963-3382 / WEB: WWW. M I C R O N E T I C S . C O M

PACKAGE OUTLINE


