
D E S C R I P T I O N A N D F E A T U R E S

6322F Series Dual Mounted T-1 LED Block Assembly

E L E C T R O - O P T I C A L C H A R A C T E R I S T I C S A N D R A T I N G S
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Model No. is as follows : 6322F ;

E xample: P os ition 1 is red, pos ition 2 is yellow.
T he part number is 6322F 17.

Ordering information: Use chart below to determine model number.

P os . 1 P os . 2

F eatures :
•     Dual mounted T -1 LE D mounting des ign

assures height and side-by-s ide spacing
alignment, saves assembly costs .

•      Bl ocks have interlock feature which allows
for multi LE D arrays .

•      Bl ack plastic mounting block provides high
contrast ratio.

•      High B rite and S uper B rite light output.
•       S tandoffs prevent flux entrapment.
•      Hous ing: B lack T hermoplastic
•      Meets UL94V -O and B ellcore flammability

specifications .
•      Mounting hole pattern on page 1-X6.

Available options : Low current, 5 volt and 12 volt
built-in res is tors , bicolor and blue LE Ds also
offered. C all factory for ordering information.

All dimensions
in inches.
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America:
CML Innovative Technologies,Inc.
147 Central Avenue
Hackensack -NJ 07601 -USA
Tel:1-201-489 -8989
Fax:1-201-489 -6911
e-mail:americas@cml-it.com

Europe:
CML Technologies GmbH &Co.KG
Robert-Bunsen-Str.1
67098 Bad Dürkheim -GERMANY
Tel:+49 (0)6322 9567-0
Fax:+49 (0)6322 9567-88
e-mail:europe@cml-it.com

Asia:
CML Innovative Technologies,Inc.
61 Aida Street
Singapore 459975
Tel:(65)9630 -5003
e-mail:asia@cml-it.com

CML-IT reserves the right to make specification revisions that enhance the design and/or performance of the product
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