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PIN RECEPTACLES

0394
0394-0-15-XX-07-XX-10-0
Solder mount in .120 min. mounting hole

.147
.040

.240

.080

.082

.172 DIA.

.134 DIA.

.125 DIA.

.107 DIA.

KNURL

HOLE

9016
9016-0-15-XX-07-XX-10-0
Press-fit in .131 mounting hole

.144 DIA.
.100

.157

.375
.440

.250

.090

.128 DIA.

.100 DIA.

.050 DIA.

.073 DIA.
HOLE

HOLE

0370
0370-0-19-XX-07-XX-10-0
Wire crimp termination. Accepts wire 
sizes 20 AWG Max. / 24 AWG Min.

.152

.143 DIA.

.025

.357
.400.118 DIA.

.144 DIA.
.100 .150

.375
.440

.447
.385

.065

HOLE

.128 DIA.

.144 DIA.

.110 DIA.

.070 DIA.

4040
4040-0-19-XX-07-XX-10-0
Wire crimp termination. Accepts wire 
sizes 16 AWG Max. / 20 AWG Min.

.155

.032

.260
.309

.189 DIA.

.157 DIA.

.157
.100.187 DIA.

.053

.340
.412

.143 DIA.

.142 DIA.

0391
0391-0-15-XX-07-XX-10-0
Solder mount in .159 min. mounting hole

0393
0393-0-15-XX-07-XX-10-0
Solder mount in .144 min. mounting hole

.157

.440

.125

.375

.147 DIA.
MAX.

.144 DIA.

.060 DIA.

0387
0387-0-15-XX-07-XX-04-0
Solder mount in .063 min. mounting hole

.156

.150

.030

.250

.205

.028

.075

.220

.157 DIA.

.147 DIA.

.137 DIA.

.081 DIA.

.045 DIA.
HOLE

0616
0616-0-18-XX-07-XX-10-0
Press-fit in .144 mouting hole 
Accepts wire sizes up to .035” dia.

.157

.032

.223

.028

.195

.157 DIA.

.147 DIA.

.137 DIA.

0493
0493-0-15-XX-07-XX-10-0
Press-fit in .144 mounting hole

.161

.031

.250

.255

.028

.220

.156 DIA.

.147 DIA.

.136 DIA.

.060 DIA.

0490
0490-0-15-XX-07-XX-04-0
Press-fit in .144 mounting hole

.157 DIA. .156

.580

.800

.505.081 DIA.

9214
9214-0-15-XX-07-XX-10-0
Solder mount in .083 min. mounting hole

.157 DIA.

.161

.480
.560

.625

.375

.152 DIA.

.066 DIA.

.080 DIA.

HOLE

0491
0491-0-19-XX-07-XX-04-0
For use in stackable patch cords

FOR .065” - .082” DIAMETER PINS

SPECIFICATIONS:

Shell Material:  Brass Alloy 360, 1/2 Hard

Contact Material:  Beryllium Copper Alloy 172, HT

Dimensions:  Inches

Tolerances On:  Lengths:       ± .005
                                      Diameters:   ± .002
                                      Angles:          ± 2 °

RoHS - 2
2011/65/EU

ORDER CODE:  XXXX - X - 1X - XX - 07 - XX - XX - 0

PA
G

E 
19

2 
   |

    
 P

IN
 R

EC
EP

TA
CL

ES

SELECT CONTACT:
#07  CONTACT (DATA ON PAGE 261)

(For alternate contact choices, see group H on page 248)

BASIC PART #
SPECIFY SHELL FINISH:
01  200 μ” TIN/LEAD OVER NICKEL
80  200 μ” TIN OVER NICKEL (RoHS)
15  10 μ” GOLD OVER NICKEL (RoHS)

SPECIFY CONTACT FINISH:
01  200 μ” TIN/LEAD OVER NICKEL
80  200 μ” TIN OVER NICKEL (RoHS)
27  30 μ” GOLD OVER NICKEL (RoHS)


