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In our continuing strategy to deliver unparalleled circuit protection solutions,

technical expertise and application leadership, we proudly introduce the
WICKMANN Group and its products to the Littelfuse portfolio.
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Holder / No.     266266266266266 Specif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ions
M o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n g

For direct soldering to PC Boards.
Leads should not be twisted or bent closer
than 3mm from the cap.
Sharp bending of the leads can cause mechani-
cal weakness followed by breaking of the leads.

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Holder: Brass, silver-plated
Axial Leads: Copper, tin-plated for soldering

Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)
Rated Voltage: 250V
Maximum Current: 8A

Minimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ion
Conducting path - 0.2mm2

Unit  WeightUnit  WeightUnit  WeightUnit  WeightUnit  Weight
0.4g

P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g
Bulk (2000 pcs.)

Order NumberOrder NumberOrder NumberOrder NumberOrder Number
Holder No. 266 0000 100

PC Mount,PC Mount,PC Mount,PC Mount,PC Mount,     6.6.6.6.6.33333xxxxx32mm32mm32mm32mm32mm     FusesFusesFusesFusesFuses
leadfreeleadfreeleadfreeleadfreeleadfree

Holder  / No.     268268268268268
M o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n g

For direct soldering to PC Boards.
Leads should not be twisted or bent closer
than 3mm from the cap.
Sharp bending of the leads can cause mechani-
cal weakness followed by breaking of the leads.

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Holder: Brass, nickel-plated
Axial Leads: Copper, tin-plated for soldering

Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)
Rated Voltage: 250V
Maximum Current: 8A

Minimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ion
Conducting path - 0.2mm2

Unit  WeightUnit  WeightUnit  WeightUnit  WeightUnit  Weight
0.3g

P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g
Bulk (5000 pcs.)

Order NumberOrder NumberOrder NumberOrder NumberOrder Number
Holder No. 268 0000 100

PC Mount, 5x20mm FusesPC Mount, 5x20mm FusesPC Mount, 5x20mm FusesPC Mount, 5x20mm FusesPC Mount, 5x20mm Fuses
leadfreeleadfreeleadfreeleadfreeleadfree

3mm Cap depth3mm Cap depth3mm Cap depth3mm Cap depth3mm Cap depth
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OrderOrderOrderOrderOrder Q t y .Q t y .Q t y .Q t y .Q t y . Order-Order-Order-Order-Order- S e r i e sS e r i e sS e r i e sS e r i e sS e r i e s P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g
I n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o n Number      Number      Number      Number      Number         268      0000      100

OrderOrderOrderOrderOrder Q t y .Q t y .Q t y .Q t y .Q t y . Order-Order-Order-Order-Order- S e r i e sS e r i e sS e r i e sS e r i e sS e r i e s P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g
I n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o n Number      Number      Number      Number      Number         266      0000      100

Specifications are subject to change without notice.Note: 1.00 means the number one with two decimal places. 1,000 means the number one thousand.

查询268供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/ic/sell_search.html?keyword=268
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/

