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CHARACTERISTICS   TC = 25 °C 

NONE 

SYMBOL TEST CONDITIONS MINIMUM TYPICAL MAXIMUM UNITS 
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DC Load Resistance = 0 Ω         
L.O. Power = 1.0 mW               IF = 30 MHz 

 
200 

 6.0 
400 
1.5:1 

DB 
ΩΩΩΩ 
--- 

CJ VR = 0 V                                        0.18  pF 
TSS 

γγγγ 
RV 

20µA Bias                                  PIN = -40 dBm 
Video Bandwith = 2.0 MHz        f = 10 GHz 
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SCHOTTKY MEDIUM BARRIER DIODE 

5082-2207 

DESCRIPTION: 
The ASI 5082-2207 is a Medium Barrier 
Schottky Diode designed for General 
Purpose Mixer Applications. 
 
FEATURES INCLUDE: 
 
•  Small size 
•  Low noise fugure 

MAXIMUM RATINGS: 
PDISS 125 mW @ TA = 25 °C 

   TJ -65 °C to +150 °C 

TSTG -65 °C to +150 °C 

θθθθJC 1000 °C/W 

PACKAGE  STYLE   
 

 

查询5082-2207供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/ic/sell_search.html?keyword=5082-2207
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/

