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Special Features
• Low cost, low DCR
• High current capacity
• Varnish coated
• Operating temperature -55 to +105 °C
• Ideal for use as EMI fi lter, output choke,

smoothing coil

Notes
* Current to cause 10 % max. inductance

drop or 35 °C max. temperature rise

5200 Series 
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Number 
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5218-RC 3.35 7.96 MHz 0.01 20 0.6 12 Iron A 
5219-RC 4.9 7.96 MHz 0.016 15 0.6 14 Iron A 
5220-RC 8.8 7.96 MHz 0.021 10 0.56 16 Iron A 
5230-RC 4.0 7.96 MHz 0.012 8 0.38 20 Ferrite B 
5240-RC 40 1 KHz 0.082 3 0.31 20 Ferrite D 
5248-RC 68 1 KHz 0.054 5 0.56 20 Ferrite C 
5250-RC 100 1 KHz 0.216 2 0.38 20 Ferrite E 
5252-RC 125 1 KHz 0.08 3.5 0.50 20 Ferrite C 
5254-RC 250 1 KHz 0.17 2.5 0.44 20 Ferrite C 
5256-RC 500 1 KHz 0.26 2 0.56 20 Ferrite C 
5258-RC 1000 1 KHz 0.55 1 0.50 20 Ferrite C 

Hash Chokes

Available only as RoHS compliant beginning July 2007. 
When ordering non-RoHS compliant versions before July 2007, do not 
include the -RC suffi  x in the part number.
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Dimensions:  Inches
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