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7902 & 7912 SERIES o
SLIM D-SUB RIGHT ANGLE SMD TYPE

Material:

Housing: High temperature housing UL94V-0
withstands IR and VPR soldering methods.

Contacts: Phosphor Bronze. :

Plating: Selective Gold plated.

Electrical Characteristics:

Current Rating: 1 AMP.

Insulator Resistance: 5000M (} min. at DC 500V.

Contact Resistance: 20m () maox. at DC 100mA.

Operating Temperature: —65°C ~+125C.

Max Processing Temperature: 230°C for 30 to
60 seconds.
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7902~-25 Female

47.04 - 4—40UNC
I 38.38 —I
e ]
0000000000V Y 10.7
719 2.184 & L@©©©©©©@©©@'@Lj €Z{ 125
- %,
10" \, 2_17';2?.- - Zlnas W s
2-93
53.02 " : PPty
J' 1 12 96 | 3.7 108
.l [ Ly
| ;;‘HMHMMHWHMHH%@EA—_W;S 3z 44 o.gr-?L 1.388] ~‘
o1 0.4 33312
L{. 33.312 ‘j‘ 327’,45.]_ L : 38.03 -

P.C. Board Layout

Ordering information
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Series Position Male C: Selective Gold Plated D: S.M.D. Type
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