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FEATURES AND SPECIFICATIONS

 

Features and Benefits

 

■

 

High reliability, square contact 

 

■

 

EMI/RFI protection 

 

■

 

ISDN standard

 

■

 

0.10mm coplanarity 

 

Reference Information 

 

Product Specification: PS-95040 
Packaging: Anti-static blister reel
Mates With: FCC 68 plugs 
Designed In: Millimeters 

 

Electrical 

 

Voltage: 125V 
Current: 1.5A 
Contact Resistance: 20m

 

Ω

 

 max. 
Dielectric Withstanding Voltage: 1000V 
Insulation Resistance: 500 M

 

Ω

 

 min. 
Shielding Effectiveness: 20 dB min. 

 

Physical 

 

Housing: Black polyamide, UL 94V-0 
Contact: Phosphor Bronze 
Plating: 1.27 to 1.52

 

µ

 

m (50 to 60

 

µ

 

") Gold in contact
area, 1.90

 

µ

 

m (75

 

µ

 

") min. (90/10) Tin/Lead in tail
area both over Nickel overall

Temperature: -40 to +80˚C

 

Modular Jack 

95040 
Right Angle
Low Profile, Internal Shield 

 

 

 

                                                            

 

ORDERING INFORMATION

 

• US Standard Product, available through Molex franchised distributors 

 

Circuits Loaded Contacts Order No. Key

 

8 8 • 95040-2881 No

查询95040-2881供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/icsuppliers/95040-2881.html
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/

