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DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:  
The SD1485 is a gold metallized epitaxial silicon NPN planar 
transistor using diffused emitter ballast resistors for high  
linearity Class AB operation in VHF and Band III television 
transmitters and transposers. 

        
        
    
    
        
                    ABSOLUTE MAXIMUM RATINGS ABSOLUTE MAXIMUM RATINGS ABSOLUTE MAXIMUM RATINGS ABSOLUTE MAXIMUM RATINGS (Tcase = 25°°°°C) 

Symbol Parameter Value Unit 
VCBO Collector-Base Voltage 65 V 
VCEO Collector-Emitter Voltage 35 V 
VEBO Emitter-Base Voltage 3.0 V 

IC Device Current 25 A 
PDISS Power Dissipation 385 W 

TJ Junction Temperature 200 °°°°C 
TSTG Storage Temperature -65 to +150 °°°°C 

  

        
                    Thermal DataThermal DataThermal DataThermal Data    

RTH(J-C) Thermal Resistance Junction-case                    0.45 °°°°C/W 
 

 

FeaturesFeaturesFeaturesFeatures    
• 170 - 230 MHz 
• 32 VOLTS 
• POUT = 200 WATTS 
• GP = 11.0  dB GAIN MINIMUM 
• INTERNAL INPUT MATCHING 
• COMMON EMITTER CONFIGURATION 

RF & MICROWAVE TRANSISTORS 
TV/LINEAR APPLICATIONS 

Download from www.ICminer.com Electronic-Library Service

查询D1485供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/stock-ic/D1485.html
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/
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    ELECTRICAL SPECIFICATIONS (Tcase = 25ELECTRICAL SPECIFICATIONS (Tcase = 25ELECTRICAL SPECIFICATIONS (Tcase = 25ELECTRICAL SPECIFICATIONS (Tcase = 25°°°°C)C)C)C)    
    STATICSTATICSTATICSTATIC    

Symbol Test Conditions Value  
 Min. Typ. Max. Unit 

BVCBO IC = 100 mA                    IE  = 0 mA 65 --- --- V 
BVCER IC  = 100 mA   RBE = 15 ΩΩΩΩ  60 --- --- V 
BVCEO IC  = 100 mA    IB  = 0 mA  35 --- --- V 
BVEBO IE  = 20 mA                      IC  = 0 mA 3.0 --- --- V 

ICES VCE  = 32 V                      IE  = 0 mA --- --- 10 mA 
HFE VCE  = 5 V    IC  = 4 A  20 --- 70 --- 

 
 
    DYNAMICDYNAMICDYNAMICDYNAMIC    

Symbol Test Conditions Value  
 Min. Typ. Max. Unit 

POUT f = 230 MHz          VCE  = 32 V          ICQ  = 2 x 500 mA 200 --- --- W 
GP f = 230 MHz          VCE  = 32 V          ICQ  = 2 x 500 mA 11 --- --- dB 
ηηηηC f = 230 MHz          VCE  = 32 V          ICQ = 2 x 500 mA 50 --- --- % 

COB f = 1 MHz               VCB  = 28 V --- --- 190 pF 
                         

 

  
      IMPEDANCE DATA      IMPEDANCE DATA      IMPEDANCE DATA      IMPEDANCE DATA    

    FREQ ZIN(Ω)Ω)Ω)Ω) ZCL(Ω)Ω)Ω)Ω) 

170 MHz 2.7 + j1.0 3.7 + j3.0 

200 MHz 2.1 + j1.5 3.4 + j3.7 

230 MHz 1.4 + j2.2 3.0 + j4.1 

 POUT  = 200W           
    VCC  = 32V 
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     TYPICAL PERFORMANCETYPICAL PERFORMANCETYPICAL PERFORMANCETYPICAL PERFORMANCE    
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    PACKAGE MECHANICAL DATAPACKAGE MECHANICAL DATAPACKAGE MECHANICAL DATAPACKAGE MECHANICAL DATA    
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