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HM9202/3/4

DTMF Receiver

HUALON MIVROELECTRONICS 24E D mm
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Features

¢ Built-in dial tone rejection.

¢ Single 5-volt supply.

e Three-state outputs.

e Narrow 14 or 18 pin package.
* No external filters required.

¢ Minimum system overhead.

e Simple bus interface.

¢ Minimum board space.

Pin Assignment

HM9202 HM9203

D1] 1 18102
HEX/B28[] 2 17 [0 D4
EN[]3  16[JDs
IN1633 [} 4 15 CLRDV
Vec ] 5 14DV
ED(NOTE)[] 6 13[JATB
GND[ 7 12 [IXIN
XEN[] 8 11 [ xouT
ANALOG IN[] 9 10 [JGND

Applications

¢ Telephone answer machine.
¢ PABXs.

¢ Central office.

* Key systems

* Remote control

* Remote data entry

HM9204
D21 1 14{]1D4
D1} 2 13[1D8
ENLC] 3 12[Jpv
Ve 4 11[JATB
. NC[15 10 XIN
XENLC] 6 9[IXOUT
ANALOG INL} 7 8171GND

NOTE: HM9203 ONLY, WHILE 9202 IT IS “NC”

OUTPUT CODE TABLE

Digit Hexadecimal Binary Coded 2 of 8
D8 D4 D2 D1 D8 D4 D2 D1
1 0 0 0 1 0 0 0 0
2 0 0 1 0 0 0 0 1
3 0 0 1 1 0 0 1 0
4 0 1 0 1} 0 1 0 0
5 0 1 0 1 0 1 0 1
6 0 1 1 0 0 1 1 0
7 0 1 1 4 1 0 0 o
8 1 0 0 0 1 o 0 1
9 1 0 0 1 1 0 1 0
0 1 0 1 0 1 1 0 1 -
4 1 0 1 1 1 1 0 1]
# 1 1 0 0 1 1 1 0
A 1 1 0 1 0 o 1 1
B 1 1 1 0 0 1 1 1
C 1 1 1 1 1 0 1 1
} D 0 1] 0 0 1 1 1 1
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