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SCHOTTKY RECTIFIER 15 Amp
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D?Pak (SMD-220)

Major Ratings and Characteristics Description/Features
The MBRB15..CT center tap Schottky rectifier has been opti-
Characteristics MBRB15..CT | Units | mized for low reverse leakage at high temperature. The
proprietary barrier technology allows for reliable operation up to
I Rectangular 15 A 159° C junction temperature. Typical applicati(_)ns are in
(AV) Waversh switching power supplies, converters, free-wheeling diodes,

and reverse battery protection.
VRrM 35/45 \ *150° C T operation
» D?Pak (SMD-220) package
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MBRB1535CT, MBRB1545CT International
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Voltage Ratings

Part number MBRB1535CT MBRB1545CT
Vi, Max.DC Reverse Voltage (V)
- 35 45
Vawm Max. Working Peak Reverse Voltage (V)
Absolute Maximum Ratings
Parameters MBRB15..CT| Units Conditions
IF(AV) Max.AverageForward  (Per L'eg) 7.5 A |@T, =105°C,(RatedV,)
Current (PerDevice) 15
" ) Following any rated load
Iy Max.PeakOneCycleNonRepetitive 690 5us Sine or 3ps Rect. pulse| condition and with rated
V.__..applied
SurgeCurrent (PerLeg) A i RRM _
Surgeappliedatratedloadconditionhalfwavesingle
150 phase60Hz
l.ry PeakRepetitiveReverse 1.0 A [2.0psec 1.0KHz
SurgeCurrent (PerLeg)
Electrical Specifications
Parameters MBRB15..CT| Units Conditions
V., Max.Forward Voltage Drop 0.84 V |@ 15A T,= 25°C
PerLe 1 0.57 \% @ 7.5A
( 9 @ T,=125°C
0.72 \% @ 15A J
Il Max. Instantaneus Reverse Current 0.1 mA |T,= 25°C
Rated DC voltage
(Per Leg) 1) 15 mA | T,=125°C
C,  Max. Junction Capacitance (Per Leg) 400 pF | Vg =5V, (testsignal range 100Khz to 1Mhz) 25°C
Ly Typical Series Inductance (Per Leg) 8.0 nH | Measured from top of terminal to mounting plane
dv/dt Max. Voltage Rate of Change 1000 V/ ps
(RatedVy,)

(1) Pulse Width < 300us, Duty Cycle <2%

Thermal-Mechanical Specifications

Parameters MBRB15..CT| Units Conditions
T, Max.JunctionTemperature Range -65t0150 °C
stg Max. Storage TemperatureRange -65t0175 °C
Ryc Max.ThermalResistance Junction 3.0 °C/W | DCoperation
toCase
wt  ApproximateWeight 2(0.07) g(oz.)
Case Style D?Pak (SMD-220) | JEDEC

* For Additional Informations and Graphs, Please See the 12CTQ...S Series
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Marking Information

EXAMPLE: THIS IS AN MBRB1545CT INTERNATIONAL ®) PART NUMBER
RECTIFIER LOGO L
MBRB1545CT
ISR
9G3A 9512
ASSEMBLY / ] \
LOT CODE DATE CODE (YYWW)
k YY = YEAR
WW =WEEK
GV A
Tape & Reel Information
TRR
o o 0 o
= 1.60 (0.063)
1.50 (0.059)
1.60 (0.063)

. 4.10 (0.161) DIA.
li] H 3.90 (0.153) r /1'50 (0.059) 0.368 (0.0145)
¥ _‘j 0.342 (0.0135)

FEEDDIRECTION Mﬁ*ﬁ*q}%&%& 11.60 (0.457) ¥ ‘lf

1650059 11.40 (0.449) 24.30 (0.957)

15.42 (0.609) 2430 0957
* Ae 1522 (0.601 23.90 (0.941)
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o o 0 o
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| |
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10.90(0.429)| - | 1.25 (0.049) 4.72 (0.186)

10.70 (0.421) 16.10 (0.634) 452 (0.178)
15.90 (0.626)

FEED DIRECTION
Dimensionsinmillimetersandinches
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SMD-220 Tape & Reel
When ordering, indicate the part
number, part orientation, and the

i quantity. Quantities are in multiples
| of 800 pieces per reel for both
T TRL and TRR.
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