








CY7C130/CY7C131
CY7C140/CY7C141
Switching Characteristics Over the Operating Range[6, 11]  

Parameter Description

7C131-15[3]

7C141-15

7C130-25[3]

7C131-25
7C140-25
7C141-25

7C130-30
7C131-30
7C140-30
7C141-30

UnitMin. Max. Min. Max. Min. Max.

READ CYCLE

tRC Read Cycle Time 15 25 30 ns

tAA Address to Data Valid[12] 15 25 30 ns

tOHA Data Hold from Address Change 0 0 0 ns

tACE CE LOW to Data Valid[12] 15 25 30 ns

tDOE OE LOW to Data Valid[12] 10 15 20 ns

tLZOE OE LOW to Low Z[9, 13, 14] 3 3 3 ns

tHZOE OE HIGH to High Z[9, 13, 14] 10 15 15 ns

tLZCE CE LOW to Low Z[9, 13, 14] 3 5 5 ns

tHZCE CE HIGH to High Z[9, 13, 14] 10 15 15 ns

tPU CE LOW to Power-Up[9] 0 0 0 ns

tPD CE HIGH to Power-Down[9] 15 25 25 ns

WRITE CYCLE[15]

tWC Write Cycle Time 15 25 30 ns

tSCE CE LOW to Write End 12 20 25 ns

tAW Address Set-Up to Write End 12 20 25 ns

tHA Address Hold from Write End 2 2 2 ns

tSA Address Set-Up to Write Start 0 0 0 ns

tPWE R/W Pulse Width 12 15 25 ns

tSD Data Set-Up to Write End 10 15 15 ns

tHD Data Hold from Write End 0 0 0 ns

tHZWE R/W LOW to High Z[14] 10 15 15 ns

tLZWE R/W HIGH to Low Z[14] 0 0 0 ns
Shaded areas contain preliminary information.
Note: 
11. Test conditions assume signal transition times of 5 ns or less, timing reference levels of 1.5V, input pulse levels of 0 to 3.0V and output loading of the specified 

IOL/IOH, and 30-pF load capacitance.
12. AC Test Conditions use VOH = 1.6V and VOL = 1.4V.
13. At any given temperature and voltage condition for any given device, tHZCE is less than tLZCE and tHZOE is less than tLZOE.
14. tLZCE, tLZWE, tHZOE, tLZOE, tHZCE and tHZWE are tested with CL = 5pF as in part (b) of AC Test Loads. Transition is measured ±500 mV from steady state voltage.
15. The internal write time of the memory is defined by the overlap of CS LOW and R/W LOW. Both signals must be low to initiate a write and either signal can 

terminate a write by going high. The data input set-up and hold timing should be referenced to the rising edge of the signal that terminates the write.
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CY7C130/CY7C131
CY7C140/CY7C141
tHZCE CE HIGH to High Z[9, 13, 14] 20 20 25 ns

tPU CE LOW to Power-Up[9] 0 0 0 ns

tPD CE HIGH to Power-Down[9] 35 35 35 ns

WRITE CYCLE[15]

tWC Write Cycle Time 35 45 55 ns

tSCE CE LOW to Write End 30 35 40 ns

tAW Address Set-Up to Write End 30 35 40 ns

tHA Address Hold from Write End 2 2 2 ns

tSA Address Set-Up to Write Start 0 0 0 ns

tPWE R/W Pulse Width 25 30 30 ns

tSD Data Set-Up to Write End 15 20 20 ns

tHD Data Hold from Write End 0 0 0 ns

tHZWE R/W LOW to High Z[14] 20 20 25 ns

tLZWE R/W HIGH to Low Z[14] 0 0 0 ns

BUSY/INTERRUPT TIMING

tBLA BUSY LOW from Address Match 20 25 30 ns

tBHA BUSY HIGH from Address Mismatch[16] 20 25 30 ns

tBLC BUSY LOW from CE LOW 20 25 30 ns

tBHC BUSY HIGH from CE HIGH[16] 20 25 30 ns

tPS Port Set Up for Priority 5 5 5 ns

tWB
[17] R/W LOW after BUSY LOW 0 0 0 ns

tWH R/W HIGH after BUSY HIGH 30 35 35 ns

tBDD BUSY HIGH to Valid Data 35 45 45 ns

tDDD Write Data Valid to Read Data Valid Note 
18

Note 
18

Note 
18

ns

tWDD Write Pulse to Data Delay Note 
18

Note 
18

Note 
18

ns

INTERRUPT TIMING

tWINS R/W to INTERRUPT Set Time 25 35 45 ns

tEINS CE to INTERRUPT Set Time 25 35 45 ns

tINS Address to INTERRUPT Set Time 25 35 45 ns

tOINR OE to INTERRUPT Reset Time[16] 25 35 45 ns

tEINR CE to INTERRUPT Reset Time[16] 25 35 45 ns

tINR Address to INTERRUPT Reset Time[16] 25 35 45 ns

Switching Characteristics Over the Operating Range[6,11]  (continued)

Parameter Description

7C130-35
7C131-35
7C140-35
7C141-35

7C130-45
7C131-45
7C140-45
7C141-45

7C130-55
7C131-55
7C140-55
7C141-55

UnitMin. Max. Min. Max. Min. Max.
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CY7C130/CY7C131
CY7C140/CY7C141
Switching Waveforms  
Read Cycle No. 1[19, 20]

Read Cycle No. 2[19, 21]

Read Cycle No. 3[20]

Notes: 
19. R/W is HIGH for read cycle.
20. Device is continuously selected, CE = VIL and OE = VIL.
21. Address valid prior to or coincident with CE transition LOW.

tRC

tAAtOHA

DATA VALIDPREVIOUS DATA VALIDDATA OUT

ADDRESS

Either Port Address Access

tACE

tLZOE
tDOE

tHZOE

tHZCE

DATA VALIDDATA OUT

CE

OE

tLZCE

tPU
ICC

ISB

tPD

Either Port CE/OE Access

tBHA

tBDD

VALID

tDDD
tWDD

ADDRESS MATCH

ADDRESS MATCH

R/WR

ADDRESSR

DINR

ADDRESSL

BUSYL

DOUTL

tPS

tBLA

Read with BUSY, Master: CY7C130 and CY7C131
tRC

tPWE

VALID

tHD
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CY7C130/CY7C131
CY7C140/CY7C141
Write Cycle No. 1 (OE Three-States Data I/Os—Either Port[15, 22]

Write Cycle No. 2 (R/W Three-States Data I/Os—Either Port)[16, 23]

Notes: 
22. If OE is LOW during a R/W controlled write cycle, the write pulse width must be the larger of tPWE or tHZWE + tSD to allow the data I/O pins to enter high impedance 

and for data to be placed on the bus for the required tSD.
23. If the CE LOW transition occurs simultaneously with or after the R/W LOW transition, the outputs remain in the high-impedance state.

Switching Waveforms  (continued)

tAW

tWC

DATA VALID

HIGH IMPEDANCE

tSCE

tSA tPWE

tHDtSD

tHA

CE

R/W

ADDRESS

tHZOE

OE

DOUT

DATAIN

Either Port

tAW

tWC

tSCE

tSA tPWE

tHDtSD

tHZWE

tHA

HIGH IMPEDANCE

DATA VALID

tLZWE

ADDRESS

CE

R/W

DATAOUT

DATAIN
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CY7C130/CY7C131
CY7C140/CY7C141
Busy Timing Diagram No. 1 (CE Arbitration)

Busy Timing Diagram No. 2 (Address Arbitration)

Switching Waveforms  (continued)

ADDRESS MATCH

tPS

CEL Valid First:

tBLC tBHC

ADDRESS MATCH

tPS

tBLC tBHC

ADDRESS L,R

BUSYR

CEL

CER

BUSYL

CER

CEL

ADDRESSL,R

CER Valid First:

Left Address Valid First:

ADDRESS MATCH

tPS
ADDRESSL

BUSYR

ADDRESS MISMATCH

tRC or tWC

tBLA tBHA

ADDRESSR

ADDRESS MATCH ADDRESS MISMATCH

tPS

ADDRESSL

BUSYL

tRC or tWC

tBLA tBHA

ADDRESSR

Right Address Valid First:
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CY7C130/CY7C131
CY7C140/CY7C141
Busy Timing Diagram No. 3
Switching Waveforms  (continued)

tPWE

tWB tWH

Write with BUSY (Slave:CY7C140/CY7C141)

BUSY

R/W

CE
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CY7C130/CY7C131
CY7C140/CY7C141
Interrupt Timing Diagrams
Switching Waveforms  (continued)

WRITE 3FF

tINS

tWC

tEINS

Right Side Clears INTR

tHA

tSA tWINS

READ 3FF

tRC

tEINR

tHA tINT

tOINR

WRITE 3FE

tINS

t WC

tEINS

tHA

tSA tWINS

Right Side Sets INTL

Left Side Sets INTR

Left Side Clears INTL

READ 3FE

tEINR

tHA tINR

tOINR

tRC

ADDRR

CEL

R/WL

INTL

OEL

ADDRR

R/WR

CER

INTL

ADDRR

CER

R/WR

INTR

OER

ADDRL

R/WL

CEL

INTR
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CY7C130/CY7C131
CY7C140/CY7C141
Ordering Information 

Speed
(ns) Ordering Code

Package
Name Package Type

Operating
Range

30 CY7C130-30PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C130-30PI P25 48-Lead (600-Mil) Molded DIP Industrial

35 CY7C130-35PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C130-35PI P25 48-Lead (600-Mil) Molded DIP Industrial

CY7C130-35DMB D26 48-Lead (600-Mil) Sidebraze DIP Military

45 CY7C130-45PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C130-45PI P25 48-Lead (600-Mil) Molded DIP Industrial

CY7C130-45DMB D26 48-Lead (600-Mil) Sidebraze DIP Military

55 CY7C130-55PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C130-55PI P25 48-Lead (600-Mil) Molded DIP Industrial

CY7C130-55DMB D26 48-Lead (600-Mil) Sidebraze DIP Military

15 CY7C131-15JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C131-15JXC J69 52-Lead Pb-Free Plastic Leaded Chip Carrier

CY7C131-15NC N52 52-Pin Plastic Quad Flatpack

CY7C131-15JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C131-15JXI J69 52-Lead Pb-Free Plastic Leaded Chip Carrier

25 CY7C131-25JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C131-25JXC J69 52-Lead Pb-Free Plastic Leaded Chip Carrier

CY7C131-25NC N52 52-Pin Plastic Quad Flatpack

CY7C131-25NXC N52 52-Pin Pb-Free Plastic Quad Flatpack

CY7C131-25JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C131-25NI N52 52-Pin Plastic Quad Flatpack

30 CY7C131-30JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C131-30NC N52 52-Pin Plastic Quad Flatpack

CY7C131-30JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

35 CY7C131-35JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C131-35NC N52 52-Pin Plastic Quad Flatpack

CY7C131-35JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C131-35NI N52 52-Pin Plastic Quad Flatpack

45 CY7C131-45JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C131-45NC N52 52-Pin Plastic Quad Flatpack

CY7C131-45JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C131-45NI N52 52-Pin Plastic Quad Flatpack

55 CY7C131-55JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C131-55JXC J69 52-Lead Pb-Free Plastic Leaded Chip Carrier

CY7C131-55NC N52 52-Pin Plastic Quad Flatpack

CY7C131-55NXC N52 52-Pin Pb-Free Plastic Quad Flatpack

CY7C131-55JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C131-55JXI J69 52-Lead Pb-Free Plastic Leaded Chip Carrier

CY7C131-55NI N52 52-Pin Plastic Quad Flatpack
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CY7C130/CY7C131
CY7C140/CY7C141
30 CY7C140-30PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C140-30PI P25 48-Lead (600-Mil) Molded DIP Industrial

35 CY7C140-35PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C140-35PI P25 48-Lead (600-Mil) Molded DIP Industrial

CY7C140-35DMB D26 48-Lead (600-Mil) Sidebraze DIP Military

45 CY7C140-45PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C140-45PI P25 48-Lead (600-Mil) Molded DIP Industrial

CY7C140-45DMB D26 48-Lead (600-Mil) Sidebraze DIP Military

55 CY7C140-55PC P25 48-Lead (600-Mil) Molded DIP Commercial

CY7C140-55PI P25 48-Lead (600-Mil) Molded DIP Industrial

CY7C140-55DMB D26 48-Lead (600-Mil) Sidebraze DIP Military

15 CY7C141-15JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C141-15NC N52 52-Pin Plastic Quad Flatpack

25 CY7C141-25JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C141-25JXC J69 52-Lead Pb-Free Plastic Leaded Chip Carrier

CY7C141-25NC N52 52-Pin Plastic Quad Flatpack

CY7C141-25JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C141-25NI N52 52-Pin Plastic Quad Flatpack

30 CY7C141-30JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C141-30NC N52 52-Pin Plastic Quad Flatpack

CY7C141-30JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

35 CY7C141-35JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C141-35NC N52 52-Pin Plastic Quad Flatpack

CY7C141-35JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C141-35NI N52 52-Pin Plastic Quad Flatpack

45 CY7C141-45JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C141-45NC N52 52-Pin Plastic Quad Flatpack

CY7C141-45JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C141-45NI N52 52-Pin Plastic Quad Flatpack

55 CY7C141-55JC J69 52-Lead Plastic Leaded Chip Carrier Commercial

CY7C141-55NC N52 52-Pin Plastic Quad Flatpack

CY7C141-55JI J69 52-Lead Plastic Leaded Chip Carrier Industrial

CY7C141-55NI N52 52-Pin Plastic Quad Flatpack

Ordering Information (continued)

Speed
(ns) Ordering Code

Package
Name Package Type

Operating
Range
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CY7C130/CY7C131
CY7C140/CY7C141
MILITARY SPECIFICATIONS

Group A Subgroup Testing

Note:
24. CY7C140/CY7C141 only.

DC Characteristics

Parameter Subgroups

VOH 1, 2, 3

VOL 1, 2, 3

VIH 1, 2, 3

VIL Max. 1, 2, 3

IIX 1, 2, 3

IOZ 1, 2, 3

ICC 1, 2, 3

ISB1 1, 2, 3

ISB2 1, 2, 3

ISB3 1, 2, 3

ISB4 1, 2, 3

Switching Characteristics

Parameter Subgroups

READ CYCLE

tRC 7, 8, 9, 10, 11

tAA 7, 8, 9, 10, 11

tACE 7, 8, 9, 10, 11

tDOE 7, 8, 9, 10, 11

WRITE CYCLE

tWC 7, 8, 9, 10, 11

tSCE 7, 8, 9, 10, 11

tAW 7, 8, 9, 10, 11

tHA 7, 8, 9, 10, 11

tSA 7, 8, 9, 10, 11

tPWE 7, 8, 9, 10, 11

tSD 7, 8, 9, 10, 11

tHD 7, 8, 9, 10, 11

BUSY/INTERRUPT TIMING

tBLA 7, 8, 9, 10, 11

tBHA 7, 8, 9, 10, 11

tBLC 7, 8, 9, 10, 11

tBHC 7, 8, 9, 10, 11

tPS 7, 8, 9, 10, 11

tWINS 7, 8, 9, 10, 11

tEINS 7, 8, 9, 10, 11

tINS 7, 8, 9, 10, 11

tOINR 7, 8, 9, 10, 11

tEINR 7, 8, 9, 10, 11

tINR 7, 8, 9, 10, 11

BUSY TIMING

tWB
[24] 7, 8, 9, 10, 11

tWH 7, 8, 9, 10, 11

tBDD 7, 8, 9, 10, 11
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CY7C130/CY7C131
CY7C140/CY7C141
Package Diagrams  

48-Lead (600-Mil) Sidebraze DIP D26
MIL-STD-1835 D-14 Config. C

51-80044 **

DIMENSIONS IN INCHES MIN.
MAX.

0.045
0.055

0.020 MIN.

0.090

0.165

0.023
0.033

0.013

0.785
0.795

0.750
0.756

0.756
0.750

0.795
0.785

0.130

0.200

0.021

0.690
0.730

477

21 33

34

46

20

8

0.
00

4

SEATING PLANE

1

PIN #1 ID

51-85004-*A

52-Lead Pb-Free Plastic Leaded Chip Carrier J69
52-Lead Plastic Leaded Chip Carrier J69
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CY7C130/CY7C131
CY7C140/CY7C141
All products and company names mentioned in this document may be the trademarks of their respective holders.

Package Diagrams  (continued)

51-85020-*A

48-Lead (600-Mil) Molded DIP P25

51-85042-**

52-Lead Pb-Free Plastic Quad Flatpack N52
52-Lead Plastic Quad Flatpack N52
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CY7C130/CY7C131
CY7C140/CY7C141
Document History Page

Document Title: CY7C130/CY7C131/CY7C140/CY7C141 1K x 8 Dual-Port Static RAM
Document Number: 38-06002

REV. ECN NO.
Issue 
Date

Orig. of 
Change Description of Change

** 110169 09/29/01 SZV Change from Spec number: 38-00027 to 38-06002
*A 122255 12/26/02 RBI Power up requirements added to Maximum Ratings Information
*B 236751 See ECN YDT Removed cross information from features section
*C 325936 See ECN RUY Added pin definitions table, 52-pin PQFP package diagram and Pb-free 

information
*D 393153 See ECN YIM Added CY7C131-15JI to ordering information

Added Pb-Free parts to ordering information:
CY7C131-15JXI
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