CY7C1329

64K x 32 Synchronous-Pipelined Cache RAM

Features

« Supports 133-MHz bus for Pentium® and PowerPC®
operations with zero wait states

Fully registered inputs and outputs for pipelined
operation

64K x 32 common /O architecture
Single 3.3V power supply

Fast clock-to-output times

— 4.2 ns (for 133-MHz device)

— 5.5 ns (for 100-MHz device)

User-selectable burst counter supporting Intel®
Pentium interleaved or linear burst sequences

Separate processor and controller address strobes

Synchronous self-timed writes

Asynchronous output enable
JEDEC-standard 100-lead TQFP pinout
“ZZ” Sleep Mode option and Stop Clock option

Functional Description

The CY7C1329 is a 3.3V, 64K by 32 synchronous-pipelined
cache SRAM designed to support zero wait state secondary
cache with minimal glue logic.

All synchronous inputs pass through input registers controlled
by the rising edge of the clock. All data outputs pass through
output registers controlled by the rising edge of the clock.
Maximum access delay from the clock rise is 4.2 ns (133-MHz
device).

The CY7C1329 supports either the interleaved burst
sequence used by the Intel Pentium processor or a linear burst
sequence used by processors such as the PowerPC. The
burst sequence is selected through the MODE pin. Accesses
can be initiated by asserting either the Processor Address
Strobe (ADSP) or the Controller Address Strobe (ADSC) at
clock rise. Address advancement through the burst sequence
is controlled by the ADV input. A 2-bit on-chip wraparound
burst counter captures the first address in a burst sequence
and automatically increments the address for the rest of the
burst access.

Byte Write operations are qualified with the four Byte Write
Select (BW[3.q) inputs. A Global Write Enable (GW) overrides
all Byte Write inputs and writes data to all four bytes. All writes
are conducted with on-chip synchronous self-timed Write
circuitry.

Three synchronous Chip Selects (CE4, CE,, CE3) and an
asynchronous Output Enable (OE) provide for easy bank
selection and output three-state control. In order to provide
proper data during depth expansion, OE is masked during the
first clock of a Read cycle when emerging from a deselected
state.
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Pin Configuration
100-pin TQFP
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Selection Guide
7C1329-133 7C1329-100 Unit
Maximum Access Time 4.2 5.5 ns
Maximum Operating Current Commercial 325 310 mA
Maximum CMOS Standby Current Commercial 5 5 mA
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Pin Definitions

CY7C1329

Pin Number Name /0 Description
49-44, 81,82, |A;50 Input- Address Inputs used to select one of the 64K address locations. Sampled at
99, 100, 32-37 Synchronous |the rising edge of the CLK if ADSP or ADSC is active LOW, and CE4, CE,, and CE3
are sampled active. Ajq.q) feed the 2-bit counter.
96-93 BW/3.q) Input- Byte Write Select Inputs, active LOW. Qualified with BWE to conduct Byte Writes
Synchronous |to the SRAM. Sampled on the rising edge of CLK.
88 GW Input- Global Write Enable Input, active LOW. When asserted LOW on the rising edge
Synchronous |of CLK, a global Write is conducted (ALL bytes are written, regardless of the values
on BW[3:0] and BWE)
87 BWE Input- Byte Write Enable Input, active LOW. Sampled on the rising edge of CLK. This
Synchronous |signal must be asserted LOW to conduct a Byte Write.
89 CLK Input-Clock |Clock input. Used to capture all synchronous inputs to the device. Also used
to increment the burst counter when ADV is asserted LOW, during a burst operation.
98 CE,4 Input- Chip Enable 1 Input, active LOW. Sampled on the rising edge of CLK. Used in conjunc-
Synchronous |tion with CE, and CEj to select/deselect the device. ADSP is ignored if CE4 is HIGH.
97 CE, Input- Chip Enable 2 Input, active HIGH. Sampled on the rising edge of CLK. Used in
Synchronous |conjunction with CE4 and CEj to select/deselect the device.
92 CEj Input- Chip Enable 3 Input, active LOW. Sampled on the rising edge of CLK. Used in
Synchronous |conjunction with CE4 and CE, to select/deselect the device.
86 OE Input- Output Enable, asynchronous input, active LOW. Controls the direction of the
Asynchronous |I/O pins. When LOW, the 1/O pins behave as outputs. When deasserted HIGH, /O
pins are three-stated, and act as input data pins. OE is masked during the first clock
of a Read cycle when emerging from a deselected state.
83 ADV Input- Advance Input signal, sampled on the rising edge of CLK. When asserted, it
Synchronous |automatically increments the address in a burst cycle.
84 ADSP Input- Address Strobe from Processor, sampled on the rising edge of CLK. When
Synchronous |asserted LOW, Ay5.q) is captured in the address registers. Ajy.q) are also loaded
into the burst counter. When ADSP and ADSC are both asserted, only ADSP is
recognized. ASDP is ignored when CE is deasserted HIGH.
85 ADSC Input- Address Strobe from Controller, sampled on the rising edge of CLK. When
Synchronous |asserted LOW, Ay5.q) is captured in the address registers. Ajy.q) are also loaded
into the burst counter. When ADSP and ADSC are both asserted, only ADSP is
recognized.
64 YA Input- ZZ “sleep” Input. This active HIGH input places the device in a non-time-critical
Asynchronous |“sleep” condition with data integrity preserved.
29, 28, 25-22, |DQ31.q) I/O- Bidirectional Data I/O lines. As inputs, they feed into an on-chip data register that
19, 18,13,12, Synchronous |is triggered by the rising edge of CLK. As outputs, they deliver the data contained
9-6, 3, 2,79, in the memory location specified by A 15:01 during the previous clock rise of the Read
78,7572, 69, cycle. The direction of the pins is congrolled by OE. When OE is asserted LOW, the
68, 63, 62 pins behave as outputs. When HIGH, DQ[31:0] are placed in a three-state condition.
59-56, 53, 52
15,41, 65,91 |Vpp Power Supply |Power supply inputs to the core of the device. Should be connected to 3.3V
power supply.
17,40, 67,90 |Vgs Ground Ground for the core of the device. Should be connected to ground of the system.
4,11,20,27, |Vppq I/O Power |Power supply for the 1/O circuitry. Should be connected to a 3.3V power supply.
54,61,70,77 Supply
5,10, 21,26, |Vssq I/O Ground |Ground for the I/O circuitry. Should be connected to ground of the system.
55, 60, 71, 76
31 MODE Input- Selects burst order. When tied to GND selects linear burst sequence. When tied
Static to Vppq or left floating selects interleaved burst sequence. This is a strap pin and
should remain static during device operation.
1, 14,16, 30, |NC - No Connects.
38, 39, 42, 43,
50, 51, 66, 80
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Introduction

Functional Overview

All synchronous inputs pass through input registers controlled
by the rising edge of the clock. All data outputs pass through
output registers controlled by the rising edge of the clock.
Maximum access delay from the clock rise (tco) is 4.2 ns
(133-MHz device).

The CY7C1329 supports secondary cache in systems utilizing
either a linear or interleaved burst sequence. The interleaved
burst order supports Pentium and i486™ processors. The
linear burst sequence is suited for processors that utilize a
linear burst sequence. The burst order is user selectable, and
is determined by sampling the MODE input. Accesses can be
initiated with either the Processor Address Strobe (ADSP) or
the Controller Address Strobe (ADSC). Address advancement
through the burst sequence is controlled by the ADV input. A
two-bit on-chip wraparound burst counter captures the first
address in a burst sequence and automatically increments the
address for the rest of the burst access.

Byte Write operations are qualified with the Byte Write Enable
(BWE) and Byte Write Select (BW[3;0]) inputs. A Global Write
Enable (GW) overrides all Byte Write inputs and writes data to
all four bytes. All writes are simplified with on-chip
synchronous self-timed Write circuitry.

Three synchronous Chip Selects (CE4, CE,, CE3) and an
asynchronous Output Enable (OE) provide for easy bank
selection and output three-state control. ADSP is ignored if
CE, is HIGH.

Single Read Accesses

This access is initiated when the following conditions are
satisfied at clock rise: (1) ADSP or ADSC is asserted LOW, (2)
CE4, CE,,_CEj are all asserted active, and (3) the Write
signals (GW, BWE) are all deasserted HIGH. ADSP is ignored
if CE, is HIGH. The address presented to the address inputs
(Ay15:07) is stored into the address advancement logic and the
AJdress Register while being presented to the memory core.
The corresponding data is allowed to propagate to the input of
the Output Registers. At the rising edge of the next clock the
data is allowed to propagate through the output register and
onto the data bus within 4.2 ns (133-MHz device) if OE is
active LOW. The only exception occurs when the SRAM is
emerging from a deselected state to a selected state, its
outputs are always three-stated during the first cycle of the
access. After the_first cycle of the access, the outputs are
controlled by the OE signal. Consecutive single Read cycles
are supported. Once the SRAM is deselected at clock rise by
the chip select and either ADSP or ADSC signals, its output
will three-state immediately.

Single Write Accesses Initiated by ADSP

This access is initiated when both of the following conditions
are satisfied at clock rise: (1) ADSP is asserted LOW, and (2)
CE4, CE,, CEj; are all asserted active. The address presented
to Ap1s.q) is loaded into the address register and the address
advancement logic while being delivered to the RAM core. The

Document #: 38-05279 Rev. *B

Write signals (G_VV, BWE, and WO—W3) and ADV inputs are
ignored during this first cycle.

ADSP triggered Write accesses require two clock cycles to
complete. If GW is asserted LOW on the second clock rise, the
data presented to the DQq34.; inputs is written into the corre-
sponding address location in the RAM core. If GW is_HIGH,
then the Write operation is controlled by BWE and BWi3.g;
signals. The CY7C1329 provides Byte Write capability that is
described in the Write Cycle Description table. Asserting the
Byte Write Enable input (BWE) with the selected Byte Write
(BW[3:0]) input will selectively write to only the desired bytes.
Bytes not selected during a Byte Write operation will remain
unaltered. A synchronous self-timed Write mechanism has
been provided to simplify the Write operations.

Because the CY7C1329 is a common |/O device, the Output
Enable (OE) must be deasserted HIGH before presenting data
to the DQy31,) inputs. Doing so will three-state the output
drivers. As a safety precaution, DQy31.g; are automatically
three-stated whenever a Write cycle is detected, regardless of
the state of OE.

Single Write Accesses Initiated by ADSC

ADSC Write accesses are initiated when the following condi-
tions are satisfied: (1) ADSC is asserted LOW, (2) ADSP is
deasserted HIGH, (3) CE4, CE,, CEj are all asserted active,
and (4) the_appropriate combination of the Write inputs (GW,
BWE, and BWj3.q)) are asserted active to conduct a Write to
the desired byte(ss. ADSC triggered Write accesses require a
single clock cycle to complete. The address presented to
Ap15.0) is loaded into the address register and the address
advancement logic while being delivered to the RAM core. The
ADV input is ignored during this cycle. If a global Write is
conducted, the data presented to the DQy31.q is written into the
corresponding address location in the RAM core. If a Byte
Write is conducted, only the selected bytes are written. Bytes
not selected during a Byte Write operation will remain
unaltered. A Synchronous self-timed Write mechanism has
been provided to simplify the Write operations.

Because the CY7C1329 is a common |/O device, the Output
Enable (OE) must be deasserted HIGH before presenting data
to the DQy31,q) inputs. Doing so will three-state the output
drivers. As a safety precaution, DQy31.g; are automatically
three-stated whenever a Write cycle is detected, regardless of
the state of OE.

Burst Sequences

The CY7C1329 provides a two-bit wraparound counter, fed by
A1, that implements either an interleaved or linear burst
sequence. The interleaved burst sequence is designed specif-
ically to support Intel Pentium applications. The linear burst
sequence is designed to support processors that follow a
linear burst sequence. The burst sequence is user selectable
through the MODE input.

Asserting ADV LOW at clock rise will automatically increment
the burst counter to the next address in the burst sequence.
Both Read and Write burst operations are supported.

Page 4 of 15
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Interleaved Burst Sequence

First Second Third Fourth
Address Address Address Address
Ap0) A1) Ap.0) Ar1:0]
00 01 10 11
01 00 11 10
10 11 00 01
11 10 01 00

Linear Burst Sequence
First Second Third Fourth
Address Address Address Address
Ar1:0] Ar1:0] Ar1:0] A1:0]
00 01 10 11
01 10 11 00
10 11 00 01
11 00 01 10

ZZ Mode Electrical Characteristics

Sleep Mode

The ZZ input pin is an asynchronous input. Asserting ZZ
places the SRAM in a power conservation “sleep” mode. Two
clock cycles are required to enter into or exit from this “sleep”
mode. While in this mode, data integrity is guaranteed.
Accesses pending when entering the “sleep” mode are not
considered valid nor is the completion of the operation
guaranteed. The device must be deselected prior to entering
the “sleep” mode. CE4, CE,, CE3 ADSP, and ADSC must
remain inactive for the duration of tyzrgc after the ZZ input
returns LOW.

Parameter Description Test Conditions Min. Max. Unit
lbpzz Snooze mode standby cur-| ZZ > Vpp - 0.2V 3 mA
rent
tzzs Device operation to ZZ ZZ>\Npp-0.2V 2tcve ns
tzzrREC ZZ recovery time 272 <0.2V 2teye ns
Cycle Descriptions ['23]

NextCycle | Add.Used | ZZ | CE; | CE, | CE, | ADSP | ADSC | ADV | OE | DQ | Write
Unselected None L X X 1 X 0 X X Hi-Z X
Unselected None L 1 X 0 0 X X X Hi-Z X
Unselected None L X 0 0 0 X X X Hi-Z X
Unselected None L 1 X 0 1 0 X X Hi-Z X
Unselected None L X 0 0 1 0 X X Hi-Z X
Begin Read External L 0 1 0 0 X X X Hi-Z X
Begin Read External L 0 1 0 1 0 X X Hi-Z Read
Continue Read  |Next L X X X 1 1 0 1 Hi-Z Read
Continue Read  [Next L X X X 1 1 0 0 DQ Read
Continue Read  |Next L X X 1 X 1 0 1 Hi-Z Read
Continue Read  [Next L X X 1 X 1 0 0 DQ Read
Suspend Read  |Current L X X X 1 1 1 1 Hi-Z Read
Suspend Read  |Current L X X X 1 1 1 0 DQ Read
Suspend Read  |Current L X X 1 X 1 1 1 Hi-Z Read
Suspend Read  |Current L X X 1 X 1 1 0 DQ Read
Begin Write Current L X X X 1 1 1 X Hi-Z Write
Notes:

1. X =“Don't Care,” 1 = HIGH, 0 = LOW.

2. Write is defined by BWE, BW[3 .0 and GW. See Write Cycle Descriptions table.
3. The DQ pins are controlled by the current cycle and the OE signal. OE is asynchronous and is not sampled with the clock.

Document #: 38-05279 Rev. *B
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Cycle Descriptions (continued)"23l

NextCycle | Add.Used | 2ZZ | CE; | CE, | CE; | ADSP | ADSC | ADV | OE | DQ | Write
Begin Write Current L X X 1 X 1 1 X Hi-Z Write
Begin Write External L 0 1 0 1 0 X X Hi-Z Write
Continue Write  |Next L X X X 1 1 0 X Hi-Z Write
Continue Write  [Next L X X 1 X 1 0 X Hi-Z Write
Suspend Write  |Current L X X X 1 1 1 X Hi-Z Write
Suspend Write  |Current L X X 1 X 1 1 X Hi-Z Write
ZZ “sleep” None H X X X X X X X Hi-Z X
Write Cycle Descriptions(45°l

Function GW BWE ﬁ3 WZ W1 WO
Read 1 1 X X X X
Read 1 0 1 1 1 1
Write Byte 0 — DQp7.q; 1 0 1 1 1 0
Write Byte 1 — DQyy5.g) 1 0 1 1 0 1
Write Bytes 1, 0 1 0 1 1 0 0
Write Byte 2 — DQpp3.1¢) 1 0 11 0 1 1
Write Bytes 2, 0 1 0 1 0 1 0
Write Bytes 2, 1 1 0 1 0 0 1
Write Bytes 2, 1, 0 1 0 1 0 0 0
Write Byte 3 - DQq31.24; 1 0 0 1 1 1
Write Bytes 3, 0 1 0 0 1 1 0
Write Bytes 3, 1 1 0 0 1 0 1
Write Bytes 3,1, 0 1 0 0 1 0 0
Write Bytes 3, 2 1 0 0 0 1 1
Write Bytes 3, 2,0 1 0 0 0 1 0
Write Bytes 3, 2, 1 1 0 0 0 0 1
Write All Bytes 1 0 0 0 0 0
Write All Bytes 0 X X X X X

Document #: 38-05279 Rev. *B Page 6 of 15
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Maximum Ratings Current into Outputs (LOW)........coccveveeeeeieeeieeeeeeas 20 mA
(Above which the useful life may be impaired. For user guide- (ngﬁl?\ﬂ?ﬂfgl_}%r?sesgo,l\tﬂagﬁw3015) """""""""""""""" >2001V
lines, not tested.)
Storage Temperature ... _65°C to +150°C Latch-up Current.........cccoeeeeiiiiiee e >200 mA
Ambient Temperature with Operating Range
Power Applied.........cocvveeeiicicceeceee -55°C to +125°C Range |Ambient Temperature[S] Voo Vona
Supply Voltage on Vpp Relative to GND........ -0.5V to +4.6V -
DC Voltage ApPIied to Outputs Commercial 0°C to +707C _50;3 '/3\1/00/ _505’}3\1/00/
in High-Z Statel”) ........cccooooocreer, ~0.5V to Vppq + 0.5V |Industrial -40°C to +85°C e
DC Input Voltagell...........ccoovvcrvvrcrnn. -0.5V to Vppq + 0.5V
Electrical Characteristics Over the Operating Range
Parameter Description Test Conditions Min. Max. Unit
Vpp Power Supply Voltage | 3.3V -5%/+10% 3.135 3.6 \Y
Vbbpa I/O Supply Voltage 3.3V -5%/+10% 3.135 3.6 \Y
VoH Output HIGH Voltage | Vpp = Min., loy =—-4.0 mA 24 \Y
VoL Output LOW Voltage | Vpp = Min,, Ig = 8.0 mA 0.4 \
ViH Input HIGH Voltage 20 |Vppq+03V| V
Vi Input LOW Voltagel”! -0.3 0.8 v
Ix Input Load Current GND <V, <Vppq -5 5 pA
Except ZZ and MODE
Input Current of MODE | Input = Vgg -30 pA
Input = Vppq 5 pA
Input Current of ZZ Input = Vgg -5 pA
Input = Vppq 30 pA
loz Output Leakage GND < V| <Vppq Output Disabled -5 5 pA
Current
Ibp Vpp Operating Supply | Vpp = Max., loyt=0 mA, 7.5-ns cycle, 133 MHz 325 mA
Current F=fwax = eve 10-ns cycle, 100 MHz 260 mA
Isg1 Automatic CS Max. Vpp, Device Deselected, 7.5-ns cycle, 133 MHz 60 mA
gﬁ\;\ggtd_oyrv_rp_l- Inputs YLNf;A\Qic;r/t\c/;vs Vi 10-ns cycle, 100 MHz 50 mA
Isg2 Automatic CS Max. Vpp, Device Deselected, All speeds 5 mA
Power-down ViN<0.3VorVy>Vppg—0.3V,
Current—CMOS Inputs | f=0
Isgs Automatic CS Max. Vpp, Device Deselected, or | 7.5-ns cycle, 133 MHz 40 mA
lsga Automatic CS Max. Vpp, Device Deselected, 25 mA
Power-down ViNzVigorVinsV,f=0
Current—TTL Inputs

Notes:
4. X =“Don't Care,” 1 = Logic HIGH, 0 = Logic LOW.

5. The SRAM always initiates a Read cycle when ADSP asserted, regardless of the state of GW, BWE, orm&o{. Writes may occur only on subsequent clocks

after the ADSP or with the assertion of ADSC. As a result, OE must be driven HIGH prior to the start of the Wri

is a “don't care” for the remainder of the Write cycle.

e cycle to allow the outputs to three-state. OE

6. OE is asynchronous and is not sampled with the clock rise. It is masked internally during Write cycles. During a Read cycle DQ = High-Z when OE is inactive

or when the device is deselected, and DQ = data when OE is active.
7. Minimum voltage equals —2.0V for pulse durations of less than 20 ns.
8. Ty is the case temperature.

Document #: 38-05279 Rev. *B
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Capacitance!®
Parameter Description Test Conditions Max. Unit
CiN Input Capacitance Tp =25°C, f=1MHz 4 pF
. VDD = 33V,
Cclk Clock Input Capacitance Vopa = 3.3V 4 pF
Cio Input/Output Capacitance 4 pF
AC Test Loads and Waveforms
sav,  R= R =317Q 0
OUTPUT ALL INPUT PULSES
OUTPUT b 3.3V - 90%
90%
R_ =500 | 10% 10%
5pF ND
' R =351Q
Vi =1.5V INCLUDING :I: L < 3.3 ns> —> < 33ns
JGAND L L
(a) SCOPE ~ - (c)
Switching Characteristics Over the Operating Rangel''-12.13]

-133 -100

Parameter Description Min. Max. Min. Max. Unit

tcye Clock Cycle Time 7.5 10 ns

tcH Clock HIGH 1.9 3.2 ns
toL Clock LOW 1.9 3.2 ns
tas Address Set-up Before CLK Rise 1.5 25 ns
taH Address Hold After CLK Rise 0.5 0.5 ns
tco Data Output Valid After CLK Rise 4.2 5.0 ns
tboH Data Output Hold After CLK Rise 1.5 2.0 ns
taps ADSP, ADSC Set-up Before CLK Rise 1.5 2.5 ns
tADH ADSP, ADSC Hold After CLK Rise 0.5 0.5 ns
twes BWE, GW, BW[3:0] Set-up Before CLK Rise 1.5 25 ns
tweH BWE, GW, BW[3:0] Hold After CLK Rise 0.5 0.5 ns
taADvs ADV Set-up Before CLK Rise 1.5 2.5 ns
tADVH ADV Hold After CLK Rise 0.5 0.5 ns
tps Data Input Set-up Before CLK Rise 1.5 2.5 ns
toH Data Input Hold After CLK Rise 0.5 0.5 ns
tces Chip Select Set-up 1.5 25 ns
tcen Chip Select Hold After CLK Rise 0.5 0.5 ns
toz Clock to High-Z[™] 15 35 15 5 ns
toLz Clock to Low-ZI"] 0 ns
teomz OE HIGH to Output High-Zl'% 131 35 5.5 ns
teoLz OE LOW to Output Low-Z["? T3 0 ns
teov OE LOW to Output Validl™ 42 5.0 ns
Notes:
9. Tested initially and after any design or process changes that may affect these parameters
10. Input waveform should have a slew rate of 1V/ns.
11. Unless otherwise noted, test conditions assume signal transition time of 3 ns or less, timing reference levels of 1.5V, input pulse levels of 0 to 3.0V, and output
loading of the specified I /Ioy and load capacitance. Shown in (a) and (b) of AC Test Loads.
12.tcyz teLz teow teoLz, and tgpnz are specified with a load capacitance of 5 pF as in part (b) of AC Test Loads. Transition is measured + 200 mV from steady-state
Page 8 of 15
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Switching Waveforms
Write Cycle Timing!'4 %!

: Burst Write

I Single Write
< |

teve |

| —
toL | ADSPlignored wijth CE inactive

I Pipelined Write

Unselected

\

/

1

L[

ADSG initiated| Write

)

taH |

[

tas | ADV Must Be Inactive for ADSP|Write

GW {
o twh

R

|t !
<> |
—_— WS' tws [ | I
e l \
tces | tcen | | | ICE, masks ADSP |
s W Y U
| . | | |
tces M"{tCEH| : | I |

Unseledted with dE2

NN

Notes:

- UNDEFINED

D = DON'T CARE

High-Z

14.WE is the combination of BWE, BW[3 .0j and GW to define a Write cycle (see Write Cycle Descriptions table).

15. WDx stands for Write Data to Address X.

Document #: 38-05279 Rev. *B
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Switching Waveforms (continued)
Read Cycle Timing!'# 16]

|
| Single Read g Burst Read > 'Unselected

- !
tCY I | tﬁﬂ ﬂ—ﬁﬂ
l Pipelined Read

E

— |
ADSP ignored with CElinactive | |

W W ¥

ADSC initiated Read !

©. 7 @z

L ) tws

| .

= 7T

ces | _ tcen |

e, N
|

\
\

I
[1 1/
Unselected With CE, !

R

[ ]=DON'T CARE [_] = UNDEFINED

Note:
16. RDx stands for Read Data from Address X.
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Switching Waveforms (continued)
Read/Write Cycle Timing!'415.16. 171

o . . |

’ng‘( rite '« Burst Read | > | Unselected
o t |

|<—‘| | Pipelined Read |

mADs : /iLD\S iﬂtai \_/ \AD$P .gnorec;kw.th CE inactive i /_7
= B U LW U U |
= L T Ve
= o e—
o Dl U U W T W
e anHaN v v
= ["im  ma vt e

| ' | | |
— | | | |
OE | | | | /

|

I ' | | |

| |
Data-
In/Out

[ ]=DONTCARE []= UNDEFINED Tenz
Note:

17. Data bus is driven by SRAM, but data is not guaranteed.
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Switching Waveforms (continued)
Pipeline Timing!'8.1°

J—\_/—\_/—\_/—\M\_/—UEU—\

| tAS |

mmgwth>§wwwf—T
w R A T U LAAL Y

mﬂWﬁWWﬁu&ﬂuuuuuuuu
- G /UWUU\W
@\HWH/'/ ‘hﬂﬂﬂﬁ—7

 LADA £ /tlﬂlﬂﬂ
muuuwuuwu mﬂ%%ﬂ

|

|

|

|
P|gni)red | |
OF D\ | | wnhc:E1 HIGH | |
| | | | |
| | | |
| |

|

|

|

|

\_

‘ -€— Back to Back Reads —p»

D = DON'T CARE D = UNDEFINED

Notes:
18. Device originally deselected.
19. CE is the combination of CE, and CEj. All chip selects need to be active in order to select the device.
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Switching Waveforms (continued)
ZZ Mode Timing[?® 21l

CLK I I
I I I I | I I | | I I
| | | | | | | | | | |
ADSP \ | ! | | | | | | | | |
| | | | I | | | | |
. HIGH | , , | |
R | | | | | I | | | I |
ADSC | | | | | | | | |
__ I i i i | i | | | i i
CE; | | | | | | | | | | |
B | | | | | | | | | |
SR LT S S ——
__ , , HIGH | | , , , , | |
CE3 T T I T I T l I f T 1
/1 | | | | i I | | | |
I I | | | | | I | I I
77 I | | Jf—— | | | | I |
i i i | tzzs l | i | I :
| | | | | l | | | | |
I I | I | I I | | I I
Ipp | | lipp(active) | | | | | | |
I I I I N I | | | tzzrec | ]
I0s | | | | | | lbpzz | | |
i I | Three-state | I | | | I I
I | I I | | | | | I I
Ordering Information
Speed Package Operating
(MHz) Ordering Code Name Package Type Range
133 CY7C1329-133AC A101 100-lead Thin Quad Flat Pack Commercial
100 CY7C1329-100AC A101 100-lead Thin Quad Flat Pack
CY7C1329-100Al A101 100-lead Thin Quad Flat Pack Industrial

Notes:
20. Device must be deselected when entering ZZ mode. See Cycle Description table for all possible signal conditions to deselect the device.
21.1/Os are in three-state when exiting ZZ sleep mode.
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Package Diagram

lr

100-lead Thin Plastic Quad Flatpack (14 x 20 x 1.4 mm) A101

DIMENSIONS ARE IN MILLIMETERS.

~— 16.00£0.20

14.00£0.10 1.40£0.05

22.00£0.20
20.00£0.10

0.65 {2°£1°

YR, &0 SEE DETAIL A

0.20 MAX.
R 0.08 MIN,
0.20 MAX 0* MIN. 160 MAX.
[ ) STAND-OFF
0.05 MIN.
ERM SEATING PLANE
GAUGE PLANE
R 008 MIN.
0°-7¢ 0.20 MAX.
0.60£0.15 H
= [~—0.20 MIN.
1.00 REF. .
DETAIL A
51-85050-*A

i486 is a trademark, and Intel and Pentium are registered trademarks, of Intel Corporation. PowerPC is a registered trademark
of IBM Corporation. All product and company names mentioned in this document are the trademarks of their respective holders.
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Document History Page

Document Title: CY7C1329 64K x 32 Synchronous-Pipelined Cache RAM

Document Number:38-05279
REV. ECN NO |Issue Date| Orig. of Description of changes
Change

> 114388 03/25/02 DSG Changed from Spec number: 38-00561 to 38-05279
*A 114499 04/11/02 GLC Changed to 1.5 set-up

*B 212291 See ECN VBL Updated ordering info: added -100Al

Added Industrial to Operating Range section,
delete -75 from AC characteristics table
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