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CHARACTERISTICS   TC = 25 °C

SYMBOL NONETEST CONDITIONS MINIMUM TYPICAL MAXIMUM UNITS
BVCEO IC = 25 mA 12 V
BVCES IC = 10 mA 28 V
BVEBO IE = 5.0 mA 4.0 V

hFE VCE = 5.0 V            IC = 150 mA 20 --- ---

Cob VCB = 12.5 V                                         f = 1.0 MHz 4.0 pF

PG
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VCC = 12.5 V        POUT = 0.5 W            f = 470 MHz
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NPN SILICON RF POWER TRANSISTOR

MRF627

DESCRIPTION:
The ASI MRF627 is Designed for
Class C, FM Land Mobile and FM
Base Applications up to 470 MHz.

FEATURES:
•  Common Emitter
•  PG = 13 dB at 0.5 W/470 MHz
•  Omnigold™ Metalization System

MAXIMUM RATINGS
IC 0.4 A

VCBO 28 V

VCEO 12 V

VEBO 4.0 V

PDISS 2.5 W @ TC = 25 °C

TJ -65 °C to +200 °C

TSTG -65 °C to +150 °C

θθθθJC 70 °C/W

PACKAGE  STYLE  .205 4L PILL
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查询MRF627供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/icstock/501/MRF627.html
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/

