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Maximum Ratings Features
Operating Temperature -55°C to 100°C ° Im""atuﬁ S'Zoezvso-ﬁ5l_'xr?-15"x-028"
S S « low profile, . " height ™
Storage Temperature -55°C to 125°C « high power handling, 10W mBLUE CELL
CASE STYLE: FR933
- PRICE: $3.75 ea. QTY (10-49)
Applications
Pin Connections * harmonic rejection
R IN e « internal rejection
* receivers & transmitters
RF OUT 2
GROUND 1,3,4,6
** RF IN & RF OUT can be interchanged . . I .
9 Low Pass Filter Electrical Specifications (Taue=25°C)
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Typical Performance Data at 25°C
TOLERANCE UNLESS OTHERWISE STATED
2 PLACES DECIMAL: .01 Frequency Insertion Loss VSWR
3 PLACES DECIMAL: #.005 (MHz) (dB) (1)
Outline Dimensions (¢ 100.00 0.06 1.04
A B © D E F G 2000.00 0.39 1.13
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— 152 076 467 127 191 112 015
5325.00 2.83 3.18
6000.00 9.41 16.39
Demo Board MCL P/N: TB-233
Suggested PCB Layout (PL-112) 7250.00 o sz
8000.00 31.32 23.73
9500.00 20.89 18.69
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NOTE: TRACE WIDTH IS SHOWN FOR ROGERS RO4350 Ugl 10 I’
WITH DIELECTRIC THICKNESS .020” + .0015". - 5 I
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