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MB467
LOW POWER PRESCALER

200MHz, LOW POWER PRESCALER

The Fujitsu MB467 is a prescaler, which is used in Phase Locked Loop (PLL) frequency
synthesizer. The MB467 will divide by 10 when SW pin is high (Veclevel) and by 20when SW
pin is low (open or 1/2Vec level). The outputis an open collector output to drive TTL or CMOS
logic circuit.

¢ Operating Frequency: 200MH; max.
o Low Power Comsumption: 30mW typ. PLASTIC PACKAGE
e Low Level input Voltage: Viy2150mVep DIP-08P-MO01

o Wide Operation Temperature: Tx=—30°C to +85°C
« Power Supply Voitage: Veo=+5V+10%

e Interface
Input: Capacitor coupling due to intemal biased input
Output: Open collector output

= Plastic B—pin Standard Dual-n—Line Package: (Suffix; —P) PLASTIC PACKAGE
= Plastic 8—pin Standard Flat Package: (Suffix: -PF) FPT-08P-M0O1

PIN ASSIGNMENT

W[ @) s W
ABSOLUTE MAXIMUM RATINGS (See NOTE) Voo E 2 ? ] NC
T
Rating Symbol Value Unit sw E a . & :] cH*
Supply Voltage Veo 0510 +7.0 v out [+ 5] Jono
Input Voltage Vin —0.5 1o Voo "
Output Current lo Gto +5 mA
Note: *it should be open.
Junction Temperature T +125 °C
Storage Temperature Tsre -55to +150 °C
NOTE: Permanent device damage may occur if the above Ab Maxi - - -
Ratings are exceeded. Functional operation should be restricted to the mﬁ:‘ ;.'i'gf S mm o I.'E;';ca .
conditions as detailed in the operational sections of this data sheet. Exposure to However, It is advised that normal precautions be taken to
absolute maximum rating conditions for extended periods may affect device avold appiication of any volage higher than maximum rated
mﬁabimy_ vollages to this high impedance circuit,
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PIN DESCRIPTION

Pin Number Symbol Function
1 iN Input
2 Vee DC Supply Voltage Input
3 Sw Divide Ratio Control Input (See Divide Ratio Table)
4 ouTt Output
5 GND Ground
6 CH Check Input For Outgoing Test. it should be open.
7 NC Non Connection
8 N Complementary input




MB467

RECOMMENDED OPERATING CONDITIONS

Value
Parameter Symbol Unit
Min Typ Max
Power Supply Voltage Vee 45 5.0 55 v
Ambient Temperature Ta -30 +85 °C
Load Capacitance Co 7 pF
(Vce=+5V+10%, Ta=—30 to +85°C}
Value
Parameter Symbol Conditions Unit
Min Typ Max
Vee=5.0V,
Power Supply Current lec T,=25°C 6 10 mA
N With 2k pull-up
High—evel Output Voltage Vou resistor 1 Veo 40 \
With 2kQ pull-up
Low—level Output Voltage Vo rosistor 1 Voo 0.4 \
Vixn: 150mVps
Input Frequency fin sine wave 10 200 MH,
Input Signal Ampiitude for IN Vin 150 2000 mVep
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TIMING CHART
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TEST CIRICUIT

Vee=+5.0V110%

Sampling scope input point
for output waveform

Sampling scope prober point
for input waveform

L
500 1 8 o
Ca 5 t
GND
Cy: 1000:F
Cgz: 1000:F
Ca: 0.1uF
nr mnr Cy: 76F (including scope and jig capacitance)

R 2KQ

Note: Input frequency has a influence of input signal amplitude, input signal slew rate, and input coupling capacitor value.
The MB467 can operate down to DC when large value of above parameters are selected.
The MB467 starts self-oscillation unless signal is input.
When a double drive, please connect either of input pins to GND by a 33 kohms pull down resistor. The oscillation is prevented
easily.
When a single drive, please connect a pull down resistor to unused pin.
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TYPICAL CHARACTERISTICS CURVE

Minimum Input Signal Amplitude [mV]

1000

800

400

INPUT SIGNAL AMPLITUDE vs INPUT FREQUENCY

10 20 50
Input Frequency [MHZ]

100 200 500

1000

2000

Antenna

APPLICATION EXAMPLE

__Q

FMeMPX PoeAMP
RFAMP [ MIX [—™ [FeAMP " MBa102 || MR3730A
Local P i PLL
I oscillator MB467 MBB735
Controller
MB88s1

I Key board I

Speaker
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PACKAGE DIMENSIONS

8-LEAD PLASTIC DUAL-IN-LINE PACKAGE
(CASE No. : DIP-08P-M01)

+.016
3702942

7040,
(9-40_530)

I’Ll l_l'\1 I_n_] rr] = 15° MAX

INDEX
244+.010 -300(7.62)
{6.20+0.25) TYp

O |

CLILIL] <=
0391 012 ]_ o060t 012 010+.002
(O.99tg'3°l (1'52tg_3o] (0.251+0.05)
+.014
0357 Q14
+0.35
0.89_ 4 35) \
[ 172(4.36) MAX
f .020(0.51) |.118(3.00) MIN
MIN
.100{2.54) _H 018+.003
TYP - " (0.46+0.08)
Dimensions in
©1988 FUIITSY LIMITED DOBDOGS-2C inches (millimetars)




MB467
Suffix: —PF)
8-LEAD PLASTIC FLAT PACKAGE
(CASE No.: FPT-08P-MO1)
250*'82,% .089(2.25) MAX
:o 25 (SEATED HEIGHT)
16.357 5:58) .002(0.05) MIN
H H H H (STAND OFF)
-
307+.016
INDEX {7.80£0.40) +.016 +0.40
O/ 209+.012 -268_505(6-80_0 20!
(5.30£0.30)
020+.008
_E ﬁj H T {0.50+0.20)
050(1.27) 018+.004 L ) _
TP | | Fa5 0161249050 1318 ~#.00630%0.15 73 83)
.150(3.81) e amnen 5
REF 1 Details of “A”" part '
' 008B{0.20),
: i
t 1
t ¥ 1
| ".020(0.50)!
! 007(0.18) !
' MAX !
' .027(0.68) |
oo ! MAX ]
Dimensions in
©1988 FII]ITSU llllTED Fll!llllZS-3B inches {millimeters)




