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FEAFEAFEAFEAFEATURESTURESTURESTURESTURES

2x4mm R2x4mm R2x4mm R2x4mm R2x4mm Rectangular LED Lampsectangular LED Lampsectangular LED Lampsectangular LED Lampsectangular LED Lamps

• Diffused lens
• All plastic mold type
• Low drive current
• Other colors/materials available

OPTOPTOPTOPTOPTO-ELECTRICAL CHARAO-ELECTRICAL CHARAO-ELECTRICAL CHARAO-ELECTRICAL CHARAO-ELECTRICAL CHARACTERISTICS (TCTERISTICS (TCTERISTICS (TCTERISTICS (TCTERISTICS (Ta = 25°C)a = 25°C)a = 25°C)a = 25°C)a = 25°C)

MAXIMUM RAMAXIMUM RAMAXIMUM RAMAXIMUM RAMAXIMUM RATINGS (TTINGS (TTINGS (TTINGS (TTINGS (Ta = 25°C)a = 25°C)a = 25°C)a = 25°C)a = 25°C)

PART NO.
FORWARD

CURRENT(IF)
(mA)

REVERSE
VOLTAGE (VR)

(V)

POWER
DISSIPATION (PD)

(mW)

OPERATING
TEMPERATURE (Topr)

(°C)

STORAGE
TEMPERATURE (Tstg)

(ºC)

MT112T-RG 30 5.0 85 -25~+85 -25~+100

MT212T-G 30 5.0 85 -25~+85 -25~+100

MT312T-Y 30 5.0 85 -25~+85 -25~+100

MT412T-O 30 5.0 85 -25~+85 -25~+100

MT412T-HR 30 5.0 85 -25~+85 -25~+100

PART NO. MATERIAL LENS
COLOR

VIEWING
ANGLE

typ.

LUMINOUS INTENSITY
(mcd)

FORWARD VOLTAGE
(V)

REVERSE
CURRENT

PEAK WAVE
LENGTH

min. typ. @mA typ. max. @mA µA Vr nm

MT112T-RG GaP Red Diff 66° 1.4 3.6 20 2.1 3.0 20 100 5 700

MT212T-G GaP Green Diff 66° 3.6 9.2 20 2.1 3.0 20 100 5 567

MT312T-Y GaAsP/GaP Yellow Diff 66° 3.0 7.6 20 2.1 3.0 20 100 5 585

MT412T-O GaAsP/GaP Orange Diff 66° 4.4 10.8 20 2.1 3.0 20 100 5 635

MT412T-HR GaAsP/GaP Red Diff 66° 4.4 10.8 20 2.1 3.0 20 100 5 635

查询MT112T-RG供应商 捷多邦，专业PCB打样工厂，24小时加

急出货

http://www.dzsc.com/icstock/505/MT112T-RG.html
http://www.jdbpcb.com/J/
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/

