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Radar Pulsed Power Transistor, 20W, 100us Pulse, 10% Duty
2.7 - 3.1 GHz

PH2731-20M
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Features o, e ‘,
52
e NPN Silicon Microwave Power Transistor = = o )
¢ Common Base Configuration ‘ P - 12182 ! J f
¢ Broadband Class C Operation ! | i
e High Efficiency Interdigitated Geometry (A= 35 ! ﬂ outzTe J [
« Diffused Emitter Ballasting Resistors i ‘ R .
e Gold Metalization System L o | I
e Internal Input and Output Impedance Matching e ‘ ———1;'0
¢ Hermetic Metal/Ceramic Package (1218 (330
1 T 385
1 | (9.78>
Absolute Maximum Ratings at 25°C 11 =
1602015 k1
Parameter Symbol Rating Units 206238 h e
Coliector-Emitter Voltage Vees 65 \% ! J (
1672510 220 "
Emitter-Base Voltage Vego 3.0 v A ae7 034,001
! (08=.03>
Collector Current (Peak) T 1.85 A T = i :
12220:C
Total Power Dissipation Poor 70 w 1oz l ; ' ] L
Junction Temperature T, 200 °C i 062,002 __‘
€1.52=.0%
Storage Temperature Tere -85 to +200 °C ol g, s INCHES 005
UNESS DTRERWISE NOTED, TOLERANZES ARE 0 (22 S0
Electrical Characteristics at 25°C
Parameter Symbol Min Max | Units Test Conditions
Coliector-Emitter Breakdown Voltage BV es 65 - \ I=10mA
Coliector-Emitter Leakage Current == - 1.5 mA |V =40V
Thermal Resistance Rinue) 2 25 | °CW |V =36V,P,=3.0 W, F=27,209, 31GHz
Output Power Pour 20 - W | V,=36V,P,=3.0 W,F=2.7,2.9,8.1 GHz
Power Gain G, 8.2 . dB | V=36V, P,=3.0 W,F=2.7,2.9,3.1 GHz
Collector Efficiency e 45 - % | V,=36V,P,=3.0W,F=27,29,3.1GHz
Input Return Loss RL 6 - dB V=36V, P,=3.0 W,F=27,2.9,3.1 GHz
Load Mismatch Tolerance VSWR-T - 3:1 g V=36V, P =3.0 W, F=2.7,2.9,3.1 GHz
Load Mismatch Stablility VSWR-S - 1.5:1 2 V=36V, P =3.0 W, F=27,2.9,3.1GHz
Broadband Test Fixture Impedances TEST FIXTORE |\ /] TEST FIXTURE
— INPUT ouTRPUT —
F(GHz) Z.(Q) Z,.(Q) : 2IRCUIT - —— CIRCUIT [
= |
2.70 38-j14.4 17.1-i8.7 § J - L %
2.90 33-j17.8 13.3-j8.3 s = Zor e i
3.10 27-j19.4 10.9-j7.4 = =

Specifications Subject to Change Without Notice.
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Radar Pulsed Power Transistor, 20W
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RF Test Fixture
BNC CONNECTOR,
POMONA ELECT.
ELECTROLYTIC CAPACITOR, 2431
S0 uF 50 V
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HEATSINK, Y N S TRANSISTOR
ALUMINUM CARRIER,
73050255-24 —= O COPPER
7305025801
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TRANSISTOR
BOARD L CLAMP,
CARRIER, NORYL
BASE PLATE,
e PLACES 73050258-04
73050258-03
TOP VIEW
Test Fixture PC Board Dimensions
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