
Features
l  High Current Capability 

l  Extremely Low Thermal Resistance 

l  For Surface Mount Application 

l  Higher Temp Soldering: 250oC for 10 Seconds At Terminals 

l  Available on Tape and Reel 

Maximum Ratings
l  Operating Temperature: -55oC to +150oC 

l  Storage Temperature: -55oC to +150oC 

S10A S10A 50V 35V 50V
S10B S10B 100V 70V 100V
S10D S10D 200V 140V 200V
S10G S10G 400V 280V 400V
S10J S10J 600V 420V 600V
S10K S10K 800V 560V 800V
S10M S10M 1000V 700V 1000V
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Electrical Characteristics @ 25oC Unless Otherwise Specified
Average Forward

Current 
IF(AV) 10.0A TJ=75oC

Peak Forward
Surge Current

IFSM 200A 8.3ms half
sine

Maximum
Instantaneous

Forward Voltage
VF 1.20V

IFM=10.0A
TA=25oC

Maximum DC
Reverse Current At
Rated DC Blocking

Voltage

IR 10.0uA TA=25oC

*Pulse test: Pulse width 200 usec, Duty cycle 2% 

S10A 
THRU 
S10M 

10.0 Amp Standard 

Recovery Rectifier 

50 to 1000 Volts 
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0.070”

0.190

0.200”

SUGGESTED SOLDER
PAD LAYOUT

DIMENSIONS

INCHES MM
DIM MIN MAX MIN MAX NOTE
A .200 .214 5.08 5.43
B .177 .203 4.70 5.30
C .002 .005 .05 .13
D --- .02 --- .51
E .053 .067 1.35 1.70
F .168 .179 4.27 4.55
G .320 .330 8.13 8.38
H .239 .243 6.08 6.18
J .234 .240 5.95 6.10

 DO-214AB
(SMCJ) (Round Lead)
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M C C
查询S10M供应商 捷多邦，专业PCB打样工厂，24小时加急出货

http://www.dzsc.com/stock_s10m.html
http://www.jdbpcb.com/J/
http://pdf.dzsc.com/
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S10A Thru S10M


