(* FILTRAN

T3/DS3/E3/STS-1  Input/Output Transformers  8200-8202

* Models matched to leading transceiver IC's

* Return Loss r@ire@ls“{@@@ :a{i@ D D
* 1500 Vrms isotatiomper-ttt458-anmd-t4956———
* Extended operating temperature range of -40°C to +85°C

Mechanical and Schematic (All dimensions in inches)

SUGGESTED PAD LAYOUT
SCHEMATIC 1

goo 4:3 s
0.040—+ [ ‘F %

0.075

0o D‘( SCHEMATIC 2
4 :j. - 3
0.240 Eg R
8 1

0;50 SCHEMATIC 3
MAX 4 3
: 5 ‘ ‘ Eg :
6 1

«{ ’» 0.100
0.200

Unless otherwise specified, all tolerances are +0.010

ELECTRICAL SPECIFICATION @ 25°C

Turns ocL ocL Bandwidth Isolation
Part Ratio Primary | Primary [ Cww 750hm Voltage Primary Schematic
Number (£2%) @25¢C @-40°C | (uH MAX) | (pF MAX) System (Vrms MIN) Pins

] =200 | (WHMIN) | (uH MIN) (MHz TYP)

8§

o 8200 11 100 40 0.110 10 0.200 - 340 1500 1-3 1
=

§ 8201 1:2CT 40 19 0.110 12 0.250 - 500 1500 4-6 2
o 8202 1CT:ACT 40 19 0.100 10 0.200 - 340 1500 1-3 3
H
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