, 9 @ Q 9 o THREAD OR BORE LENGTH OF

MALE THREAD

HANDWHEELS TYPE PATTERN
0 0d"141-8"0 0 O

Heavy duty handwheel ml 5

Gloss finish duroplast

FEMALE 141 50029 5 11N 6 8 10 I
Auminium 145 6 3 30 n B 8 10 12
insert -
14,2 54 3% 0 N 012 16
14 3 00 54 47 36 18 1012 16 20
MALE 14)/M 50029 235 111 M8 25 40
Plated steel  1445/M 63 35 30 2 B3 M10 3540
insert o o T
142/M M4 3 w0 M2 5 40
Gloss finish duroplast
FEMALE 320 311 ou 89 § )8
Auminium 321 4 0 2 101 8 10 2
) insert
e 322 TN Weisr §eey 6 8 10
i ; X
o I e 323 8 U B 15 N 8 10 12
T el (0]
4G 324 %09 3 16 B 8 10 12
325 87 33 3% W B 012
MALE 320/M 311 a8 9 M5 M6 M8 1 20
Plated steel 321/M 4 20 29 10 10 M6 M8 MIO n 20
; insert
322/M #  Jags €™ M6 M8 MIO 120
323/M 5 WA M e ) M10 MI2 20 30
THREADED ~ 320/T 311 89 M6 M8
RIGHT
%@ THROUGH ~ 321/T 4 20 29 10 10 M6 M8 MI0
Aluminiom  322/T 4 11 B 8 9 M6 M8 MIO
' insert ]
323/T 8 2 B 15 N MI0 MI2
324/T 6 29 31 16 13 MI0 MI2

YPE PATTERN SN B XCEDNE N F IR

QB L MALE THREAD

(@ o)
— }’m,ss/p(t( are-availahle vith Non standard thread diameters, lengths, insert materials and other modifications are available for minimum quantities. Al dimensions in mm
‘@f reads (Whitworth) or bores The standard colour is black. Some patterns are available in a choice of colours. Contact our sales department for details.  and are approximate
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