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DESCRIPTION

Wideband switches optimized
for fast switching speed
and/or low video feed-
t h rough.  Each one is
designed for use in highly
i n t e g r ated sub-systems wh e re
fl e x - c able and/or impedance
c o n t rol of digital lines is
re q u i red.  In addition, the
nine-pin micro-D connector
e a s i ly integrates to control
l ogic without the need for sol-
d e red connections.  Herm e t i c,
military/industrial design.

ADDITIONAL FEATURES (#6023)

■ Video feed-through: 
-60 dBm

CONNECTORS

■ SMA 

OPERATING ENVIRONMENT

■ Operating Temperature: 
-55 to +1258C
■ Storage Temperature: 
-65 to +1508C
■ Impedance: 
50 ohm
■ Control: 
Transistor-Transistor Logic
(TTL)

APPLICATIONS

■ Radar simulation
■ M i c row ave pulse modulat o r
■ Radar stimulator
■ Mass spectrometers

PART # TYPE FREQ LOSS ISO VSWR SWITCH RF DC
RANGE dB dB SPEED POWER SUPPLY

GHZ ns dBm Volts

6023 SPST N 1-18 3.5 60 2.0:1 35 30 +5,-15 
6024 SPST N .01-1 3 80 2.0:1 35-1000 27 +5,-15 
6025 SPST R 2-18 2.5 60 2.0:1 12 20 +5,-5 
6026 SPST R 6-18 1.8 40 1.5:1 100 50 +5,-15 

ELECTRICAL CHARACTERISTICS
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PACKAGE OUTLINE

查询"6023"供应商

http://www.dzsc.com/stock-ic/6023.html
http://pdf.dzsc.com/

