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Product Facts

o Connectors and headers for 2 through 28 positions; wire sizes of 22, 24,
26, and 28 AWG [0.40.08] mm?
 WiretoPost Connectors preloaded with dual beam contacts
o Connectors and headers are endtoend stackable
» Connector styles include both closed end and feedthru connectors with
locking ramps, with and without polarizing tabs
o Connectors preloaded with IDC contact
o All contacts are slotted for insulation displacement (IDC) terminal
technique
o Contacts are lubricated to prevent fretting corrosion
o Benefits derived from the MTA100 system include increased quality and
ease of handling such as
o One step assembly
o No wire stripping
o No contact damage
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Connectors and Headers: MTA-100 IDC Connectors and Headers General Information

. . o Simpler tooling
U 0 7640440-2"0 U O o Simple maintenance and repair
o Recognized under the Component Program of Underwriters Laboratories

Inc., File No. E28476 ®®“

®
e Certified by Canadian Standards Association File No. LR7189 @ ®

Description

MTA100 connectors accept discrete and ribbon cable wire sizes ranging from
2228 AWG [0.40.08 mm?] with maximum insulation outside diameter of .060

[ 1.52] for terminating single wire and .050[1.27] for mass termination of wires.
Tin plated solid, fused stranded, or stranded (7 and 19 strands) wire with PVC
insulation can be used on 2224 AWG [0.40.2 mm?] on MTA100 connectors and
7 stranded wire on 2826 [0.090.15 mm?] MTA100 connectors. Only one wire to
be terminated into an IDC contact slot.

The wiretopost connector housing material is flame retardant thermoplastic,
either UL94V2 or UL94V0 rated.

A full line of .100[2.54] centerline headers completes the system. Headers are
available with straight or right angle posts, in flat, polarized or friction lock
styles. Headers are available in 2 through 28 positions.

Performance Data*

Voltage Rating:

250 vac

Current Rating:

4 amp max.

Low-Level Resistance:

5 milliohms max. initial
Dielectric Withstanding Voltage:
750 vac/1 min.

Insulation Resistance:
5000 Megaohms min. initial
Operating Temperature:
55°C to +105°C

Technical Documents

Product Specification:
1081050 MTA100 Connectors

Application Specifications:
1141019 MTA100 Connectors
1141031 MTA100 Ribbon Cable Assembly

Naoond more information?


http://www.dzsc.com/icstock/716/640440-2.html

DRAWING MADE IN ﬂv:ND ANGLE PROJECTION _ 3 o 2 _ ! 3 -
THIS DRAVING 13 WPUBL ISED. | RELEASED FOR FUER ICATION PR N | s L REVISIONS
ﬂ!‘-.- B AP INCRGRATED. AL WTENwAT IENAL RISHYS RESETVED. | CM|S41,j}r e [om ] BCCRIPTION [ oare [ amve
| K |REDRAWN & REV PER ECN CH-3216 |szr-m
! - Lo
: i L &l= [ _ , *
Q ’ oL . [
=m =3 : ‘ [
< s
N |3 - ) . :
] - = . . —
. A 1O 38
je—6 . 99— -0.25
[.275)" A *-015 :
“ = . ' : 1.42420.10, -.o010 . |
_ c -1.91_ €. 056+.0041 . c
L. 71.12 [2.8001] - 28 2-640440-8
ﬂ i ) ; 8.58_(2.700) 27 2-640440-7
. 6.22 . 6.04_(2.6003 26 2-640440-6
' - 335 24w (1 184:000% 3.50 [2.5003 25 2-640440-5
. @ S 0.96 [2.400] 24 2-640440-4
' e h I »| . 3.42_(2.3001 23 |-- 2-640440-3
4i . 266 55.88_(2.200] 22 2-640440-2
L [ : .6610,08 53.34_(2.100] 21 2-640440-1
# o 13.21 L. 1442.003} 50.60 (2.000] 20 S-e40440-0_°
! : [.5201 48.26 (1.900 E] —640440-9
' 45.72 (1.800) ] ~640440-8
43.18_(1.700) 7 -640440-7 o
40.64 (1.600) 6 ~640440-6 b
i 38.10 [1.500) 5 —640440-5 Q
: 35.56_[1.400) 4 —640440-4 0
. 33.02_(1.300] ~640440-3
B /\ MATERIAL: CONNECTOR - NYLON UL94V-2 CRED). 30 45T wwm w e 40440—3
CONTACTS - 0.30[.012]1 THICK COPPER ALLOY 9. 2 S0 8
(BRIGHT-TIN 0.00203 . 27.94 [1.100 1 —640440-1
H [.0000803 MIN THK) - 25.40 [1.000 10 ~640440-0
! 2.. CONTACTS ACCEPT 22 AWG WIRE WITH 1.52[.0601 MAX ' 22.86 [.S00] S 540440-9
‘ : INSULATION DIAMETER. ) ) _ 20,32 (8003 8 640440-8
. : 3. CONTACTS MUST ACCEPT 0.6420.03[.025 1.001] SQUARE 7.78 (.700) 4 404407,
. : POST AND REHAIN LOCKED IN-POSITION. R . 5.24 (.600] [ 404406
‘ ) 2.70 (.5003 E 40440-5
IDENTIFICATION NUMBER FOR LAST CIRCUIT MAY = 2 =
— ZN NOT APPEAR ON ALL ASSEMBLIES. : 0.16 [.400] E 404404
7.62_(.300] 3 6404490-3
5. DIMENSIONS IN BRACKETS ARE IN INCHES. ) 5 06 [ 2003 5 E40440—2
- . 6. HOUSING FEATURES ARE: CLOSED END WITH LOCKING DN A oo o PART MO
3 ore_£25 “m!mm.nnnz.” ANFIED AP Incorporcted
. ~
: | m s "o Fre-2/ Horrlsburg, PA 17105-3608
G C DEC & 0.13 [.005) [NAME
. O 3 DLES . --22-97
: £ £, MTA 100 CONNECTOR ASSEMBLY, | 4
- ) i . 22 AWG, STANDARD
T m ” : .
__. 4 IAPPLICATION SPEC SI2E [DRANING NO
| 2 ] METRIS A €| 00779 640440
JF
o g T _ &gu 5.1 _ll.m.mﬁ TOF 1
- wrnswen Y 20 ' . < CUSTOMER DRAWING
] e e —— . v R e e as - i
1

Rl o -2-
-


http://www.dzsc.com/icstock/716/640440-2.html

