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'TICAL (C) TYPE

FIX and FORGET

This new type of security bell box will
provide a permanent site for the
installation of the alarm bell, having the
following advantages to you and your
company.

Rustproof - Cover & Backplate.

Tough - proven thermoplastic

materials.

Lightweight - easier installation in

awkward places.

Truncated pyramid shape - to foil

illegal lassoo attempts.

Fixing hole for single micro for front

anti tamper.

® Available in translucent material to
enable the light unit to be fitted
internally along with the audible
device.

® Available in 4 standard colours U.V.
stabilised to reduce fading.

® Available in any colour to special
order.

@ Available in 2 different brands to cover
maternal.

® Available asa dummy.

® Bell and microswitch fixings are ready

drnlled or trapped.

ELIMINATE THE PROBLEMS
NORMALLY ASSOCIATED WITH
METAL BOXES:

1 Metal Corrosion.

2 Peeling plastic coating.

3 Constant replacements.

4 Rusty water streaks down customers
walls.

5 High maintenance costs.

6 Degradation of company image
associated with unsightly boxes.

You need only replace the old metal box
once with our new maintenance free
boxes orinstall it in the first place and
forget.
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TECHNICAL SPECIFICATIONS
STANDARD BOX

Cover: Heght 15%”. Wadth 10%". Depth 5%”

Standard Colours: White. Red. Blue and Yellow

MATERIALS

Makrolon Polycarbonate. An extremely tough and virtually un-
breakable thermoplastic. Used 1n the construction of Bullet Proof
glazing in Banks. Riot Shields and Vandal Proof situations. It 1s
hghtweight and corrosion proofl. all opagque colours are UV
stabilised and weather resistant.

Polypropolene. An adequate hightweight plastic for the lower risk
situations

Backplate: Height 15%”. Width 97"

Material: High Impact Polystyrene
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DUMMY BOX

Height 15%" plus % bottom flange, Width 10%", Depth 5'%"
Standard Colours: White, Red. Blue and Yellow
Material: Polypropolene
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For further information please contact CQR
Security Systems Ltd.

CQR reserve the right to change specifications
without prior notice, within our policy of constant
improvement of our products.

CQOR SECURI’I"Y SYSTEMS LIMITED 125 Pasture Road Moreton, Merseyside Tel: 051-606 9595
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