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Specifications are subject to change without

CHARACTERISTICS   TC = 25 OC

NONE

SYMBOL TEST CONDITIONS MINIMUM TYPICAL MAXIMUM UNITS
VB IR = 10 µA 70 V

CJ VR = 20 V                                       f = 1.0 MHz 0.16 pF

RS IF = 20 mA                                       f = 100 MHz 0.8 Ohms

ττ   IF = 10 mA      IR = 6.0 mA 35 µµS

trr IF = 20 mA     VR = 10 V 5.0 µµS

SILICON PIN DIODE CHIP

5082-0001

DESCRIPTION:

The ASI 5082-0001 is a Silicon
Dioxide Passivated PIN Diode Chip
Designed for MIC Circuit Applications.

MAXIMUM RATINGS

I 100 mA

V 70 V

PDISS 250 mW @ TC = 25 OC

TJ -65 OC to +150 OC

TSTG -65 OC to +150 OC

TSOLD t ≤1.0 MINUTE  +300 OC

PACKAGE  STYLE  001A

CHIP =  0.020 X 0.020 X 0.011 INCHES
TOP BOND CONTACT GOLD = 0.0025 INCHES

BOTTOM CONTACT GOLD (FULL AREA)

查询"5082-0001"供应商

http://www.dzsc.com/icstock/797/5082-0001.html

