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1. Cavo di alimertazione

2. Appoggio di sicurezza

3. Interruttare a pulsante per il pencil a gas caldo

4, Atacciamento pencil a gas caido

5. Allacciamento per interruttore a puisante (|nterruttore
opzionale a pedale)

6. Interruttare di rete

7. Regolazione continua delia temperatura da 50 °G a
550 °C

8. Controlle ottico della regolazione

9. Regolazione continua del flusso di gas

N

1. Mains cable

2. Safety rest

3. Finger switch for hot gas pencil

4. Connector for hot gas pencil

5. Connectar for finger switch (aptional foot switch)

6. Mains switch

7. Temperature setting infinitely variable between 50°C
and $50°C

8. Visual control check

g, Infinitely variabie gas flow setting

N

1. Natkabel

2. Sakerhetshaliare

3. Fingerkontakt Iddgaspistol

4. Anslutning tr ladgaspistol

5. Anslutning fr fingerkantakt (alternativt fotregtage
6, Natstrdmbrytare

7. Temperaturinstalining 50°C - 550°C stegidst regl
bar

8. Optisk regleringskontrofl

9. Instilining for gasfibdesmangd, steglds
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1. Description

The WHA 300 hot gas station was developed for gentle soldering tasks on large-surtace
SM components with large numbers of ping, The ternperature of the hot gasis controlied
elecronically and is infinitely variable between 50°C and 550°C. 230 v (120 V) mains
valtage is required to operate the unit. The gas flow is infinitely variable electronically
within the range of approx. 10-5G /min and is generated by a turbine. The hot air is
activated using a finger switch or optional foot switch.

Technical Data

Dimensians: @ 130 mm, height 220 rm
Mains voltage: 230V (120 V)

Power consumption: 800 W (820 w)

Hot gas pencil output: 700 W (730W)

Fuse: T 5.0A (T 10A)

Infinitely variable between 50°C and 550°C (100°F-1 000°F)
Control accuracy: = 30°C
Infinitely variablg between 10-50 Vmin

Temperature cantroi:
Flow cantrol:

2. Commissioning
Place the hot gas pencil in the safety rest. Check whether the maing voltage is consistent
with the information on the type plate, It the mains voltage is correct, cannect the unit
to the mains.

Set the desired temperature an the rotary potentiometer (8) and the gas flow on the
rotary potentiometer (7) and switch on the unit at the mains switch (8).

Warning: Do nat paint the hot gas pencil at peopie or flammable objects.

The heating and standby function with reduced air quantity are activated when the
green LED (4) is flashing.

The set gas flow Is activated after operating the finger switch, Heating-up timer of the
nozzlg depends essentially on the size of the nozzle and the gas flow.
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3. Operating guidelines
Changing the nozzles

The hot gas nozzles are fixed 10 the heating element with an attachment screw.
4. Safety instructions

The manufacturer accapts no liability for usage other than that specified in the operating
instructions, nor for any unauthorised madifications.

These operating instructions and the waming instructions they contain should be read
carefulty and kept in a ctearty visible place adjacent to the soldering unit. Failure to
adhere to warning instructions can cause accidents and injuries or be detrimental to
health,

The WELLER WHA 300 hot air station complies with the EG certificate of conformity in
accordance with the basic safety standards of guidelines 89/338/EEC. 73/23/EEC and
89/392/EEC,

5. Accessories

For nozzie range see page 33-38

51504999
515048 99

Nozzle changer
Muttiple rest for six nozzles

6. Scope ot supply
WHA 300 control unit with hot gas bit and safety rest

1 bag with: 3 cheese head screws hexagon sacket M3X5 hexagon socket
Operating instructions
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7. WARNING NOTICES! agalnst spattering solder. Thera is a danger of buming yourself with fiquid soldec.

10. Use a soldering vapour suction device

|f davices for solder vapour suction are available, ensure that these are connected and
correctly used.

11. Do not use the cord for purpases for which it is not designed.

Never carry the soldering toal by the cord. Don't use the cord 1o pull the pawer plug
from the socket. Pratect the cord fram heat, ail, and sharp edges.

1. Keep your work area in praper arder.
Always return the saldering tool to its original holder when not in use. Do not bring
cambustible materials near the hot saldering tools.

2. Take care for the surroundings.
Don't use the soldering taolin a maist or wet environmeat.

12. Protect the work piece.
Use ciamping devices 0 hold the work piece In place. This is more secure than using
your hands, and leaves both hands frée to work with the soldering tool.

3. Protect yourself agalnst electrical shacks.
Avoid touching grounded parts with your body, &9 pipes, heating radiators, stoves,
refrigerators.

13. Moid abnormal pasture.

4. Keep children at a distance. 5 : . . .
. ) at-up your work piace with proper ergonomics. Avoid bad postre when working.
Don't aflow other parsons to touch of disturb the soidering too or cord. Keep ather Nwa;s‘(:se e sui?able solder?ngptooi. gonom! id bad pos orxing

persons away from your work area.

s dering tool Jate pl 14. Take care of your soldering tool.

5. Store your snldering tool [n an aqprupr ate aceh' s out of th h of Keep the soldering toal clean for beter and safer work. Follow the maintenance
Unused saldenng tools should be stared i0 2 dry location which is out 01 18 reach of  jngtructions and the notices concerning changing the soldering tips. Regularty inspect
children (some place high or in a locked cabinet), Switch off ail unused soldering to0lS. 41 connected cords and hoses. Repairs should 0 oty be carried out by 2 qualified

technician, Use only original WELLER replacement parts.

6. Do not overlaad your soldering tool.

Use the soldering tool only with the specified voitage o specified pressure andpressure  {g_ Remove the power plug from the sacket before o pening the unit.
range.

16. Remave all maintenance toals .
Before switching on the unit, check that all maimtenancs tools have been removed trom
the unit.

7. Use the appropriate saldering tool.
Don't use a soldering tool whose perfarmance is nat adequate for your work. Never
use the soldering tool for purpases for which is was not designed.

17. moid unexpected operation.

Make sure that the mains switch is turned off when insenting the plug into the socketar
connecting to mains. Dan't hold a soldering tool which is connected to a mains supply
while touching the mains switch.

8. Wear suitable work claths.
There is a danger of burning yourself with liquid solder. Wear the carrespanding
protective clotning in arder to protect yourself against bums.

9. Praotect your eyes. 18. Pay attention.

Wear protective eyewear. When working with pondlng agers, itls partcularty imporiant g careful of what you do. Work with caution. Don't use the soldering tool if you are not
to abserve the waming notices of the banding agent manufacturer. Protect yourseif  congentrated on your work.

16



http://www.dzsc.com/ic/sell_search.html?keyword=53321699

89{86/1999 18:57 8191-4174721 = a\/

0J [0 "53321699"0] U [J

B T S R

B e

19. Inspect the saldering tool for any damage.

Before further use of the saldering tool, safety devices or slightly damaged parts must
pe carefully checked far error-free and intended operation. Inspect moving parts for
error-free operation and that they don't bind, or whether any parts are damaged. All
parts must be property mounted and alt requirements fulfilled tor uaranteed error-free
operation of the soldering tool. Damaged safety devices and parts must be repaired or
replaced by a qualified technician, s0 long as nothing slse is indicated in the Operation
Manual.

20. Attention

Use only accessories or attachments which are fisted in the accessories list of the
Operation Manual, Use onty WELLER accessories or attachments on original WELLER
equipment. Use of ather teols and other accessories ¢an lead to a danger of injury.

21. Repairs to your soldering tool should be carried out by qualified
technician

This soldering tool is in accordance with the relevant safety regulations. Repairs should
only be carried out by a qualified electrician using original WELLER replacement parts.
Failure to do sa can iead 10 accidents for the operator.

22. Do not work an electrically live parts.
The grip of antistatic designed soldering tools is cenductive.

23. Applications with other WELLER equipment

If the soldering taol is 10 be used together with other WELLER equipment and
attachments, also obsarve the waming notices given i the correspanding Operation
Manual.

24, Obsewe the valid safety regulations for your wark place.
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1. Beskrivning

Ladgasstation WHA 300 har utveckiats {ar skonsamt igdningsarbete o4 stora och
hagpoliga SM-modulec. Temperaturen pé igdgasen regleras glektroniskt och kan stallas
in stegidst melian 50°C och 550°C. Far drift av apparaten behdvs 230 V (120 V)
natspdnning. Gasfladet stills in stegldst pd eloktronis vig inom ett omrade pé ca. 10-
50 I/min och alstras genom en turbin. Varmluften aktiveras med en fingerkomtakt eller
afternativt med ett fotraglage.

Nar apparaten kopplas in via nitstrimbrytaren aktiveras automatiskt en "standby"-
funktion med reducerad luftmangd som virmer upp munstycket

Tekniska data

Dimensioner: g 130 mm, hajd 220 mm

Nétspanning: 230V (120V)

Ineffekt: 800 W (820 W)

Effekt Iddgaspistol: 700 W (730 W)

Sikring: T 5.0A (T 10A)

Temperaturreglering: steglBst 50°C-550°C (100°F-1000°F)
Regleringstolerans = 30°C

Gastlddesreglering: steglgst16-50 Vmin

2. Igangsattning

Placera !0dgaspistolen pA sdkerhetshallaren. Kantrollera att natspanningen
Gverensstammer med uopgifterna pd typskylten. Anslut ddrefter apparaten Sl natet.

Still in Gnskad temperatur med vridpatentiometer (6) och gasfiddesmangden med
vridpotentiometer (7) och koppla in apparaten med nétstrambrytaren (8).

0BS! $ikta inte med lodgaspistolen pa personer elier hrannbara {3remil.

Virme och “standby”-funktionen med reducarad lufttmingd ar aktiverade, gran lysdiod
(4) biinkar.

Den instilida gasflodesmangden aktiveras med fingerkontakten. Munstyckets
uppvarmningstid beror i huvudsak pd munstyckets storlek och gasflodesmangden.

17
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